
HARDWARE
for Interior Fit-Out

United Kingdom
Republic of Ireland

Bohle Ltd.
Fifth Avenue, Tameside Park
Dukinfield, Cheshire, SK16 4PP

T +44 161 3421100
F +44 161 3440111

info@bohle.ltd.uk
www.bohle.com KA

 1
34

EN
00

 · 
09

-2
02

0 
· 2

01
9-

77
30

 · 
UK

Ha
rd

w
ar

e 
fo

r I
nt

er
io

r F
it-

Ou
t





FrameTec PremiumMasterTrack FT

Glass is our passion. Founded in 1923 as a family business, 
Bohle Group is now represented by almost 400 employees at 
15 locations in Germany and abroad. We are one of Europe’s 
leading developers, manufacturers and wholesalers of glass 
fittings, sliding door applications, tools, machinery and consu-
mables for glass processing and glass finishing. Bohle AG has 
continuously expanded its expertise in recent years, especially 
as far as sliding doors and shower door fittings are concerned, 
and has evolved from a supplier into a manufacturer of high 
quality products centred around interior fit-out with glass. 

Our product range is precisely tailored to the respective custo-
mer groups from trade, industry and retail. 
Quality is the leading principle at Bohle – in every area. We live 
up to this principle, for example, by developing a large part of 
our products in-house and manufacturing them in Germany. We 
are committed to strict quality standards to deliver only products 
with optimum quality to our customers. We have these princip-
les audited according to the ISO 9001:2015 standard require-
ments by TÜV Rheinland (German Technical Inspection Agency) 
on a regular basis and have been certified pursuant to ISO 9001 
since 1998.

Bohle´s World of Interior Fit-Out!
Light-flooded transparency, 100% safety, and fast, intuitive 
mounting. When it comes to high quality interior fit-out with 
glass, requirements are as diverse as the building and space 
itself – after all, they are as individual as the people using or 
living in them. With Bohle´s interior fit-out applications, you will 
implement the most diverse projects aiming at a modern and 
comfortable room design. We offer you intelligent, technical 
solutions for practically any installation and design requirement. 
With Bohle you can rely as much on tested safety as on our 
proven, supreme quality.

Our MasterTrack sliding door system or the FrameTec  
partitioning system are especially designed to make optimal use 
of the room and give it an individual appearance. There are 8 
pivot door systems you can choose from, enabling you to find 
the suitable design and the optimum technical solution for any  
furnishing style. In addition, we offer everything you need for 
the professional interior fit-out with glass, ranging from profiles 
and point fixings, via mirror fixings and all-glass installations up 
to accessories. 

Benefits:

• Intelligent, installation-friendly applications
• Tested safety by a certified inspection body
• Reliable, high quality
• Professional technical expert advice
• For installation videos, mounting instructions or technical drawings, please visit www.bohle.com.

Who we are
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Bohle MasterTrack 11

Bohle SlideTec 20

Bohle SlideTec Premium Floor 36

Sliding Door Systems
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Sliding Door Systems
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Product Range

Ceiling mounting

Wall mounting

Glass mounting

Clamping technology (No
drill holes in the glass required)

With patch suspension

Max. weight per
sliding door (kg)

Tempered glass (mm)

Laminated safety glass (mm)

Single door

Double doors

Aluminium-coloured E6/EV1

Stainless steel look E4/C31

Stainless steel brushed

Profile height (mm)

Fixed sidelight possible

Damping mechanism possible

Page
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MasterTrack FT 60/80
 With MasterTrack FT Bohle offers a new, complete, high-tech solution for sliding door systems which stands out due to its 
revolutionary running smoothness and palpable ease of movement. What is so special about it: The entire installation requires only a 
few simple steps. Mounting is quick, intuitive and cost-effective. 

Mounting
video

Mounting
video
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Bohle MasterTrack FT 60 Set Wall Mounting incl. damping mechanism, single door
LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5762011

2000 mm · stainless steel look E4/C31 BO 5762012

2500 mm · aluminium-coloured E6/EV1 BO 5762511

2500 mm · stainless steel look E4/C31 BO 5762512

Mounting  Wall Mounting

Max. door weight  60 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · no glass processing required · minimum door width 600 
mm · the running track is pre-drilled.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide
2x                                                                 Covers

Bohle MasterTrack FT 60 Set Ceiling Mounting incl. damping mechanism, single door
LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5762021

2000 mm · stainless steel look E4/C31 BO 5762022

2500 mm · aluminium-coloured E6/EV1 BO 5762521

2500 mm · stainless steel look E4/C31 BO 5762522

Mounting  Ceiling Mounting

Max. door weight  60 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · no glass processing required · minimum door width 600 
mm · the running track is pre-drilled. · please order cover caps separately if 
required.
INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide
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Bohle MasterTrack FT 60 Set Ceiling Mounting with Fixed Sidelight incl. damping mechanism, single door
LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5762031N

2000 mm · stainless steel look E4/C31 BO 5762032N

Mounting  Ceiling Mounting with Fixed  
  Sidelight

Max. door weight  60 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · glass thickness Fixed Sidelight: tempered glass 8 - 15 mm, 
laminated glass 8.76 - 15.52 mm · no glass processing required · minimum 
door width 600 mm · the running track is pre-drilled. · please order cover 
caps separately if required.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide
1x                                                                 Snapframe standard for Fixed Sidelight Profile

Bohle MasterTrack FT 80 Set Wall Mounting incl. damping mechanism, single door
LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5782011

2000 mm · stainless steel look E4/C31 BO 5782012

2500 mm · aluminium-coloured E6/EV1 BO 5782511

2500 mm · stainless steel look E4/C31 BO 5782512

3000 mm · aluminium-coloured E6/EV1 BO 5783011

3000 mm · stainless steel look E4/C31 BO 5783012

Mounting  Wall Mounting

Max. door weight  80 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · no glass processing required · the running track is pre-
drilled. · minimum door width 790 mm

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide
2x                                                                 Covers
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Bohle MasterTrack FT 80 Set Ceiling Mounting incl. damping mechanism, single door
LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5782021

2000 mm · stainless steel look E4/C31 BO 5782022

2500 mm · aluminium-coloured E6/EV1 BO 5782521

2500 mm · stainless steel look E4/C31 BO 5782522

3000 mm · aluminium-coloured E6/EV1 BO 5783021

3000 mm · stainless steel look E4/C31 BO 5783022

Mounting  Ceiling Mounting

Max. door weight  80 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · no glass processing required · the running track is pre-
drilled. · minimum door width 790 mm · please order cover caps separately 
if required.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide

Bohle MasterTrack FT 80 Set Ceiling Mounting with Fixed Sidelight incl. damping mechanism, single door

LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5782031N

2000 mm · stainless steel look E4/C31 BO 5782032N

3000 mm · aluminium-coloured E6/EV1 BO 5783031N

3000 mm · stainless steel look E4/C31 BO 5783032N

Mounting  Ceiling Mounting with Fixed  
                                                                                            Sidelight

Max. door weight  80 kg

Complete set  Yes

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · glass thickness Fixed Sidelight: tempered glass 8 - 15 mm, 
laminated glass 8.76 - 15.52 mm · no glass processing required · the running 
track is pre-drilled. · minimum door width 790 mm · please order cover caps 
separately if required.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
2x                                                                 Carriages
2x                                                                 Damping Mechanisms
1x                                                                 Bottom Guide
1x                                                                 Snapframe standard for Fixed Sidelight Profile
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Bohle MasterTrack FT 80 Set Ceiling Mounting with Fixed Sidelight incl. damping mechanism, single door

MasterTrack FT 120/150
With MasterTrack FT Bohle offers a new, complete, high tech system for sliding doors which stands out due to its revolutionary running smoothness and palpable 
ease of movement. What is so special about it: The entire installation requires only a few simple steps. Mounting is quick, intuitive and cost-effective.
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Bohle MasterTrack FT Profile Set Wall Mounting

LENGTH · FINISH ART. NO.

3000 mm · aluminium-coloured E6/EV1 BO 5703011

3000 mm · stainless steel look E4/C31 BO 5703012

4000 mm · aluminium-coloured E6/EV1 BO 5704011

4000 mm · stainless steel look E4/C31 BO 5704012

6000 mm · aluminium-coloured E6/EV1 BO 5706011

6000 mm · stainless steel look E4/C31 BO 5706012

The running track is pre-drilled.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover

Bohle MasterTrack FT Profile Set Ceiling Mounting

LENGTH · FINISH ART. NO.

3000 mm · aluminium-coloured E6/EV1 BO 5703021

3000 mm · stainless steel look E4/C31 BO 5703022

4000 mm · aluminium-coloured E6/EV1 BO 5704021

4000 mm · stainless steel look E4/C31 BO 5704022

6000 mm · aluminium-coloured E6/EV1 BO 5706021

6000 mm · stainless steel look E4/C31 BO 5706022

The running track is pre-drilled. · please order cover caps separately if 
required.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover
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Bohle MasterTrack FT Profile Set Ceiling Mounting with Fixed Sidelight

LENGTH · FINISH ART. NO.

3000 mm · aluminium-coloured E6/EV1 BO 5703031N

3000 mm · stainless steel look E4/C31 BO 5703032N

4000 mm · aluminium-coloured E6/EV1 BO 5704031N

4000 mm · stainless steel look E4/C31 BO 5704032N

6000 mm · aluminium-coloured E6/EV1 BO 5706031N

6000 mm · stainless steel look E4/C31 BO 5706032N

The running track is pre-drilled. · please order cover caps separately if 
required.

INCLUDED IN DELIVERY:
1x                                                                 Top Track
1x                                                                 Cover

Bohle MasterTrack FT Carriage Set incl. damping mechanism

MAX. DOOR WEIGHT · DESCRIPTION ART. NO.

 60 kg · Minimum door width 600 mm   BO 5706000

 80 kg · Minimum door width 790 mm   BO 5708000

 120 kg · Minimum door width 905 mm   BO 5701200

 150 kg · Minimum door width 905 mm   BO 5701500

Glass thickness door: tempered glass 8 - 12 mm, laminated safety glass 
8.76 - 12.76 mm · glass thickness Fixed Sidelight: tempered glass 8 - 15 mm, 
laminated glass 8.76 - 15.52 mm · no glass processing required · can be used 
to upgrade complete sets to double door systems.

INCLUDED IN DELIVERY: 2x Carriages 2x Damping Mechanisms 2x Triggers for Damping Mechanism
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Bohle MasterTrack FT Bottom Guide

FINISH ART. NO.

aluminium-coloured E6/EV1     BO 5700005

stainless steel look E4/C31     BO 5700006

Bohle MasterTrack FT Cover Caps Set

FINISH ART. NO.

aluminium-coloured E6/EV1     BO 5700011

stainless steel look E4/C31     BO 5700012

Bohle MasterTrack FT Cover Caps Set for Ceiling Mounting with Fixed Sidelight

FINISH ART. NO.

aluminium-coloured E6/EV1     BO 5700031

stainless steel look E4/C31     BO 5700032

INCLUDED IN DELIVERY: 1x Bottom Guide

INCLUDED IN DELIVERY: 2x Face Fixed Removable Cover Plates

INCLUDED IN DELIVERY: 2x Face Fixed Removable Cover Plates



        19You will find more products and further information at www.bohle.com.

Bohle MasterTrack FT Accessory Set Synchro

ART. NO.

     BO 5700020

Suitable for all Bohle MasterTrack FT systems · minimum wing widths for 
Synchro: for 60 kg min. 675 mm; for 80 kg min. 865 mm; for 120 kg min. 980 
mm; for 150 kg min. 980 mm

LENGTH · FINISH ART. NO.

2000 mm · aluminium-coloured E6/EV1 BO 5702001

2000 mm · stainless steel look E4/C31 BO 5702002

4000 mm · aluminium-coloured E6/EV1 BO 5704001

4000 mm · stainless steel look E4/C31 BO 5704002

accessory kit wall distance mounting for 2 metres BO 5700007

accessory kit glass wall mounting for 2 metres BO 5700008

Bohle MasterTrack FT Wall Distance Profile / glass / wall Installation Profile

Suitable for all Bohle MasterTrack FT systems · for an additional wall 
clearance of 11 mm, for example for door frames and skirting boards.

INCLUDED IN DELIVERY:
1x                                                                 Wall Distance Profile

INCLUDED IN DELIVERY: 1x Synchronous Converter Set
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SlideTec Premium
SlideTec Premium moves doors with a weight of up to 150 kg, a width of 1 metre and a maximum height of 2.5 metres almost without a sound. The new anti-jump
mechanism also guarantees the highest security for frequently used doors. Customised applications can be effortlessly achieved with this system.
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SlideTec Premium Set Wall Mounting

ART. NO.

BO 5214160W

Max. door weight  150 kg

Length  2000 mm

Finish  brushed stainless steel

Complete set  Yes

With anti-jump mechanism · glass thickness tempered glass 8 -12 mm

INCLUDED IN DELIVERY:
2x                                                                 Carriages
1x                                                                 Sliding Track Tube
5x                                                                 Track Clamps for Wall Connection (pre-mounted)
2x                                                                 Door Stops on Track
1x                                                                 Bottom Guide
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SlideTec Premium Set glass mounting installation

ART. NO.

BO 5214162G

Max. door weight  150 kg

Length  2000 mm

Finish  brushed stainless steel

Complete set  Yes

With anti-jump mechanism · glass thickness tempered glass 8 -12 mm

INCLUDED IN DELIVERY:
2x                                                                 Carriages
1x                                                                 Sliding Track Tube
7x                                                                 Track-to-Glass Clamps (pre-assembled)
2x                                                                 Door Stops on Track
1x                                                                 Bottom Guide
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SlideTec Premium Sliding Track Tube

LENGTH ART. NO.

2500 mm BO 5420094

3000 mm BO 5420095

Finish  brushed stainless steel

Diameter 25 mm · material thickness 2 mm

INCLUDED IN DELIVERY:
1x                                                                 Sliding Track Tube

SlideTec Premium Carriages

FINISH ART. NO.

brushed stainless steel BO 5420096

INCLUDED IN DELIVERY:
1x                                                                 Carriage
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SlideTec Premium Door Stop on Track

ART. NO.

BO 5420097

Finish  brushed stainless steel

INCLUDED IN DELIVERY:
1x                                                                 Door Stop on Track

SlideTec Premium Bottom Guide

ART. NO.

BO 5420098

Finish  brushed stainless steel

INCLUDED IN DELIVERY:
1x                                                                 Bottom Guide
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SlideTec Premium Wall Track Clamp

ART. NO.

BO 5420099

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
1x                                                                 Wall Track Clamp
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SlideTec Premium Track Clamp for Glass Connection

ART. NO.

BO 5420100

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
1x                                                                 Track Clamp for Glass Connection
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SlideTec Set Wall Mounting without Sliding Track Tube

DESCRIPTION ART. NO.

without sliding track tube · incl. tool for door systems BO 5214160

Max. door weight  100 kg

Finish  brushed stainless steel

Incl. tool for pivot/sliding door system BO 5214110 · glass thickness 
tempered glass 10 -12 mm

THIS SET COMPRISES THE FOLLOWING ITEMS:

BO 5214102 Track Clamps for Wall Connection 5 pc.

BO 5214101 Sliding Door Roller 1 Set

BO 5214104 Door Stop on Track 1 Set

BO 5214105 Bottom Guide 1 pc.

BO 5214110 Mounting Tool for Pivot / Sliding Doors 1 pc.

SlideTec
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SlideTec Set Wall Mounting with Sliding Track Tube 3000 mm

ART. NO.

BO 5214160S

Max. door weight  100 kg

Length  3000 mm

Finish  brushed stainless steel

Glass thickness tempered glass 10 -12 mm

THIS SET COMPRISES THE FOLLOWING ITEMS:

BO 5214102 Track Clamp for Wall Connection 5 pc.

BO 5214101 Sliding Door Roller 1 Set

BO 5214104 Door Stop on Track 1 Set

BO 5214105 Bottom Guide 1 pc.

BO 5214108 Sliding Track Tube 1 pc.

BO 5214110 Mounting Tool for Pivot / Sliding Doors 1 pc.
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SlideTec Set Wall Mounting with Sliding Track Tube 2150 mm

ART. NO.

BO 5214160M

Max. door weight  100 kg

Length  2150 mm

Finish  brushed stainless steel

Glass thickness tempered glass 10 -12 mm

THIS SET COMPRISES THE FOLLOWING ITEMS:

BO 5214102 Track Clamp for Wall Connection 5 pc.

BO 5214101 Sliding Door Roller 1 Set

BO 5214104 Door Stop on Track 1 Set

BO 5214105 Bottom Guide 1 pc.

BO 5214107 Sliding Track Tube 1 pc.

BO 5214110 Mounting Tool for Pivot / Sliding Doors 1 pc.
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SlideTec Set glass/wall Mounting One Side Masonry without Sliding Track Tube

ART. NO.

BO 5214162

Max. door weight  100 kg

Finish  brushed stainless steel

Glass thickness tempered glass 10 -12 mm · incl. tool for pivot/sliding 
door system BO 5214110

THIS SET COMPRISES THE FOLLOWING ITEMS:

BO 5214103 Track Clamp for Glass Connection 6 pc.

BO 5214101 Sliding Door Roller 1 Set

BO 5214104 Door Stop on Track 1 Set

BO 5214105 Bottom Guide 1 pc.

BO 5213794 Sliding Sleeve for Wall Mounting 1 pc.

BO 5214110 Mounting Tool for Pivot / Sliding Doors 1 pc.
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SlideTec Set glass/wall installation without Sliding Track Tube

ART. NO.

BO 5214166

Max. door weight  100 kg

Finish  brushed stainless steel

Glass thickness tempered glass 10 -12 mm · incl. tool for pivot/sliding 
door system BO 5214110

THIS SET COMPRISES THE FOLLOWING ITEMS:

BO 5214103 Track Clamp for Glass Connection 7 pc.

BO 5214101 Sliding Door Roller 1 Set

BO 5214104 Door Stop on Track 1 Set

BO 5214105 Bottom Guide 1 pc.

BO 5214110 Mounting Tool for Pivot / Sliding Doors 1 pc.
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SlideTec Carriages

ART. NO.

Sliding Door Roller BO 5214101

Max. door weight  100 kg

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

SlideTec Wall Track Clamp

ART. NO.

Track Clamp for Wall Connection BO 5214102

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
1x                                                                 Wall Track Clamp

INCLUDED IN DELIVERY:
2x                                                                 Carriages
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INCLUDED IN DELIVERY:
2x                                                                 Carriages

SlideTec Track Clamp Glass Mounting

ART. NO.

Track Clamp for Glass Connection BO 5214103

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
1x                                                                 Track Clamp for Glass Connection

SlideTec Door Stop on Track

ART. NO.

Door Stop on Track BO 5214104

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
2x                                                                 Door Stops on Track
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SlideTec Bottom Guide

ART. NO.

Bottom Guide BO 5214105

Finish  brushed stainless steel

Minimum space glass-to-floor 7 mm · adjustable · glass thickness 
tempered glass 8 -12 mm

INCLUDED IN DELIVERY:
1x                                                                 Bottom Guide

SlideTec Sliding Sleeve for Wall Mounting

ART. NO.

Sliding Sleeve BO 5213794

Finish  brushed stainless steel

For sliding tracks with a 63/64" (25 mm) diameter

INCLUDED IN DELIVERY:
1x                                                                 Sliding Sleeve for Wall Mounting
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SlideTec End Covers for Sliding Track

ART. NO.

BO 5213795

INCLUDED IN DELIVERY:
2x                                                                 End Covers for Track

SlideTec Sliding Track Tube

LENGTH ART. NO.

2150 mm BO 5214107

3000 mm BO 5214108

Finish  brushed stainless steel

Includes 2 end covers BO 5213795 · diameter 25 mm · material thickness 
2 mm 

INCLUDED IN DELIVERY:
1x                                                                 Sliding Track Tube
2x                                                                 End Covers
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SlideTec Premium Floor
Timeless elegance is one of the outstanding features of the Bohle SlideTec Floor Premium sliding door fittings. The system moves doors of up to 150 kg almost
without a sound. It is ideally suited for spaces where the ceiling has minimum static load capacity. The Bohle SlideTec Floor Premium sliding door
fittings are appropriate for 10 and 12 mm glass. The floor profile can selectively be screwed or bonded to the floor.
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SlideTec Premium Floor Set Ceiling Mounting single door with Fixed Sidelight

ART. NO.

BO 5214167

Max. door weight  150 kg

Length  2150 mm

Finish  brushed stainless steel

Complete set  Yes

With fixed sidelight profile · glass thickness tempered glass 10 -12 mm · 
please order handles separately.

INCLUDED IN DELIVERY:
1x                                                                 Top Running Profile with Integrated Stopper, 2150 mm
1x                                                                 Stainless steel Bottom Guide with pre-applied Tape, 2150 mm
2x                                                                 Fixed Sidelight Profiles 1150 mm
2x                                                                 End Caps, front, for Fixed Glazing Profile
1x                                                                 Rubber Wedge for 12 mm glass
1x                                                                 Rubber Wedge for 10 mm glass
2x                                                                 Rollers
4x                                                                 Roller Inserts for 12 mm glass
8x                                                                 Soft Inserts
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SlideTec Premium Floor Set Ceiling Mounting double doors

ART. NO.

BO 5214168

Max. door weight  150 kg

Length  2150 mm

Finish  brushed stainless steel

Complete set  Yes

Please order handles separately. · glass thickness tempered glass 10 -12 mm

INCLUDED IN DELIVERY:
2x                                                                 Top Running Profiles with Integrated Stopper, 2150 mm
2x                                                                 Stainless steel Bottom Guides with pre-applied Tape, 2150 mm
4x                                                                 Rollers
8x                                                                 Roller Inserts for 12 mm glass
8x                                                                 Soft Inserts
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SlideTec Premium Floor Set Wall Mounting single door

ART. NO.

BO 5214169

Max. door weight  150 kg

Length  2150 mm

Finish  brushed stainless steel

Complete set  Yes

Please order handles separately. · glass thickness tempered glass 10 -12 mm

INCLUDED IN DELIVERY:
1x                                                                 Top Running Profile with Integrated Stopper, with spacer for Wall Mounting, 2150 mm
1x                                                                 Stainless steel Bottom Guide with pre-applied Tape, 2150 mm
2x                                                                 Rollers
4x                                                                 Roller Inserts for 12 mm glass
1x                                                                 Cover Profile for Wall Mounting, 2150 mm
8x                                                                 Soft Inserts
2x                                                                 End Caps for Wall Mounting, top Running Profile
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SlideTec Premium Floor Top Guide Ceiling Mounting

LENGTH ART. NO.

 2150 mm    BO 5214190

 3000 mm    BO 5214191

Finish  brushed stainless steel

With pre-assembled stoppers · glass thickness tempered glass 10 -12 
mm

SlideTec Premium Floor Top Guide Wall Mounting

LENGTH ART. NO.

 2150 mm    BO 5214194

 3000 mm    BO 5214195

Finish  brushed stainless steel

With pre-assembled stoppers · mounting kit · glass thickness tempered 
glass 10 -12 mm

SlideTec Premium Floor Bottom Running Track

LENGTH ART. NO.

 2150 mm    BO 5214196

 3000 mm    BO 5214197

Finish  brushed stainless steel

With pre-assembled tape

INCLUDED IN DELIVERY: 1x Guide Profile

INCLUDED IN DELIVERY: 1x Guide Profile

INCLUDED IN DELIVERY: 1x Running Track
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SlideTec Premium Floor Stopper

ART. NO.

     BO 5214192

For guide profile BO 5201603

SlideTec Premium Floor End Caps

ART. NO.

     BO 5214193

For fixed sidelight profile BO 5201603

SlideTec Premium Floor Bottom Roller

ART. NO.

     BO 5214187

Finish  brushed stainless steel

Diameter 120 mm · glass thickness tempered glass 10 -12 mm

INCLUDED IN DELIVERY: 1x Stopper

INCLUDED IN DELIVERY: 2x End Caps

INCLUDED IN DELIVERY: 1x Bottom Roller
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SlideTec Premium Floor Soft Insert

ART. NO.

     BO 5214198

Packaging unit 4 pcs · glass thickness tempered glass 10 -12 mm

SlideTec Premium Floor Spare Inserts for Clamps for Bottom Roller ø 120 mm

ART. NO.

     BO 5214188

Glass thickness tempered glass 10 -12 mm · spare clamping inserts, 10 + 
12 mm, for one ø 120 mm bottom roller each

INCLUDED IN DELIVERY: 4x Soft Inserts

INCLUDED IN DELIVERY: 1x Spare Inserts for Clamps Set



You will find more products and further information at www.bohle.com.

Alea 46

Olis 52

Studio Private Line 66

Studio 77

Frame-independent Glass Door Hinges 81

TECTUS® 85

Selco 88

Bohle 91

Pivot Door Systems
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You will find more products and further information at www.bohle.com.

* Max. door weight is dependent on rebate depth and Pivot type. Please refer to pages 59 & 60 for further information
** Max. door weight is dependent on rebate depth and Pivot type. Please refer to pages 72 & 73 for further information
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Pivot Door Systems

Bohle

–

✓

60

915

2300

8 - 12

–

± 10°

✓

18263 (300,000)

91

Selco

–

✓

70

1000

2500

8 - 12

–

± 5°

✓

18263 (500,000)

88

TECTUS®

✓

–

60

1000

2700

8 - 10

–

–

–

–

85

Frame-independent 
Hinges

✓

–

50 / 80

1000

–

8 - 12

–

–

–

1935 (500,000)

81

Studio

✓

–

45

1000

2200

8 - 10

–

–

–

12209 (100,000)

77

Studio Private Line

✓

–

42 / 45 **

1000

–

8 - 10

–

–

–

12209 (500,000)

66

Olis

✓

–

42 / 45 / 60 *

1000

–

8 - 10

8.76 - 10.76

–

–

12209 (500,000)

52

Alea

✓

–

42 / 45 / 60 *

1000

–

8 - 10

8.76 - 10.76

–

–

12209 (500,000)

46

Product Range

Hinge for one side opening doors

Swinging Door Hinge

Max. door weight (kg)

Max. door width (mm)

Max. door height (mm)

Glass thickness
tempered glass (mm)

Glass thickness
laminated glass (mm)

Adjustable zero position

Self-closing function

Inspection according to
DIN EN

Page
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Bohle

–

✓

60

915

2300

8 - 12

–

± 10°

✓

18263 (300,000)

91

Selco

–

✓

70

1000

2500

8 - 12

–

± 5°

✓

18263 (500,000)

88

TECTUS®

✓

–

60

1000

2700

8 - 10

–

–

–

–

85

Frame-independent 
Hinges

✓

–

50 / 80

1000

–

8 - 12

–

–

–

1935 (500,000)

81

Studio

✓

–

45

1000

2200

8 - 10

–

–

–

12209 (100,000)

77

Studio Private Line

✓

–

42 / 45 **

1000

–

8 - 10

–

–

–

12209 (500,000)

66

Olis

✓

–

42 / 45 / 60 *

1000

–

8 - 10

8.76 - 10.76

–

–

12209 (500,000)

52

Alea

✓

–

42 / 45 / 60 *

1000

–

8 - 10

8.76 - 10.76

–

–

12209 (500,000)
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Product Range

Hinge for one side opening doors

Swinging Door Hinge

Max. door weight (kg)

Max. door width (mm)

Max. door height (mm)

Glass thickness
tempered glass (mm)

Glass thickness
laminated glass (mm)

Adjustable zero position

Self-closing function

Inspection according to
DIN EN

Page



You will find more products and further information at www.bohle.com.

Alea
Thanks to their reliable and sturdy quality, the locks and door hinges of the Alea range are the ideal fit for projects with high frequency use doors.
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You will find more products and further information at www.bohle.com.

Alea Glass Door Lock DIN left Non locking

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206872

stainless steel look anodised brushed E4/C31     BO 5206883

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · latch, non locking · tested according to DIN EN 12209 (latch permanent 
test 500,000 cycles, bolt closing test 100,000 cycles) · tested according 
to DIN EN 1670 (corrosion class 3) · for projects with high frequency use 
doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise 
absorbing whisper latch

Alea Glass Door Lock DIN right Non locking

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206873

stainless steel look anodised brushed E4/C31     BO 5206884

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · latch, non locking · tested according to DIN EN 12209 (latch permanent 
test 500,000 cycles, bolt closing test 100,000 cycles) · tested according 
to DIN EN 1670 (corrosion class 3) · for projects with high frequency use 
doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise 
absorbing whisper latch

Alea Glass Door Lock DIN left Profile Cylinder with rose

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206874

stainless steel look anodised brushed E4/C31     BO 5206885

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · tested according to DIN EN 12209 (latch permanent test 500,000 
cycles, bolt closing test 100,000 cycles) · tested according to DIN EN 1670 
(corrosion class 3) · for projects with high frequency use doors · rebate depth 
24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise absorbing whisper 
latch · lock prepared for profile cylinder · profile cylinder, 63 mm, for flush 
closure according to DIN 18257
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You will find more products and further information at www.bohle.com.

Alea Glass Door Lock DIN right Profile Cylinder with rose

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206875

stainless steel look anodised brushed E4/C31     BO 5206886

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · tested according to DIN EN 12209 (latch permanent test 500,000 
cycles, bolt closing test 100,000 cycles) · tested according to DIN EN 1670 
(corrosion class 3) · for projects with high frequency use doors · rebate depth 
24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise absorbing whisper 
latch · lock prepared for profile cylinder · profile cylinder, 63 mm, for flush 
closure according to DIN 18257

Alea Glass Door Lock DIN left Profile Cylinder

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206876

stainless steel look anodised brushed E4/C31     BO 5206887

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · tested according to DIN EN 12209 (latch permanent test 500,000 
cycles, bolt closing test 100,000 cycles) · tested according to DIN EN 1670 
(corrosion class 3) · for projects with high frequency use doors · rebate depth 
24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise absorbing whisper 
latch

Alea Glass Door Lock DIN right Profile Cylinder

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206877

stainless steel look anodised brushed E4/C31     BO 5206888

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · tested according to DIN EN 12209 (latch permanent test 500,000 
cycles, bolt closing test 100,000 cycles) · tested according to DIN EN 1670 
(corrosion class 3) · for projects with high frequency use doors · rebate depth 
24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise absorbing whisper 
latch
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You will find more products and further information at www.bohle.com.

Alea Glass Door Lock DIN left WC

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206878

stainless steel look anodised brushed E4/C31     BO 5206889

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock with control knob and “red/white” indicator · tested according 
to DIN EN 12209 (latch permanent test 500,000 cycles, bolt closing test 
100,000 cycles) · tested according to DIN EN 1670 (corrosion class 3) · for 
projects with high frequency use doors · rebate depth 24 mm (for 8 mm) / 26 
mm (for 10 mm) · lock with noise absorbing whisper latch

Alea Glass Door Lock DIN left Profile Cylinder for 10 mm glass at 24 mm rebate depth

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206594

stainless steel look anodised brushed E4/C31     BO 5206596

Material  aluminium

Glass thickness tempered glass 10 mm, laminated glass 10.76 mm 
· lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 10 mm) · latch and bolt milled

Alea Glass Door Lock DIN right Profile Cylinder for 10 mm glass at 24 mm rebate depth

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206595

stainless steel look anodised brushed E4/C31     BO 5206597

Material  aluminium

Glass thickness tempered glass 10 mm, laminated glass 10.76 mm 
· lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 10 mm) · latch and bolt milled

        49



You will find more products and further information at www.bohle.com.

Alea Keep DIN right

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206881

stainless steel look anodised brushed E4/C31     BO 5206892

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · keep for double doors and fixed glazing · rebate depth 24 mm (for 8 
mm) / 26 mm (for 10 mm) · please order DIN left glass door lock for the DIN 
right keep.

Alea Glass Door Lock DIN right WC

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206879

stainless steel look anodised brushed E4/C31     BO 5206890

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock with control knob and “red/white” indicator · tested according 
to DIN EN 12209 (latch permanent test 500,000 cycles, bolt closing test 
100,000 cycles) · tested according to DIN EN 1670 (corrosion class 3) · for 
projects with high frequency use doors · rebate depth 24 mm (for 8 mm) / 26 
mm (for 10 mm) · lock with noise absorbing whisper latch

Alea Keep DIN left

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206880

stainless steel look anodised brushed E4/C31     BO 5206891

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · keep for double doors and fixed glazing · rebate depth 24 mm (for 8 
mm) / 26 mm (for 10 mm) · please order DIN right glass door lock for the DIN 
left keep.

        50
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Alea 3-part Glass Door Hinge with sleeve

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206882

stainless steel look anodised brushed E4/C31     BO 5206893

Material  aluminium

Max. door width 1000 mm

Glass door hinge with sleeve · installation in frames according to DIN 
18101 / 18111 · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · please 
order the suitable frame pivot separately. · glass thickness tempered glass 
8 - 10 mm, laminated glass 8.76 - 10.76 mm · on request available with up 
to 45 mm frame rebate depth on application. Max. door weight is dependent 
on rebate depth and Pivot type. Please refer to pages 59 & 60 for further 
information
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You will find more products and further information at www.bohle.com.

Olis
Thanks to their reliable and sturdy quality, the locks and door hinges of the Olis range are the ideal fit for projects with high frequency use doors.
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Olis Glass Door Lock DIN left Non locking

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206860

stainless steel look anodised brushed E4/C31     BO 5206826

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · latch, non locking · tested according to DIN EN 12209 (latch permanent 
test 500,000 cycles, bolt closing test 100,000 cycles) · tested according 
to DIN EN 1670 (corrosion class 3) · for projects with high frequency use 
doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise 
absorbing whisper latch

Olis Glass Door Lock DIN right Non locking

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206861

stainless steel look anodised brushed E4/C31     BO 5206828

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · latch, non locking · tested according to DIN EN 12209 (latch permanent 
test 500,000 cycles, bolt closing test 100,000 cycles) · tested according 
to DIN EN 1670 (corrosion class 3) · for projects with high frequency use 
doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · lock with noise 
absorbing whisper latch

Olis Glass Door Lock DIN left Profile Cylinder with rose

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206857

stainless steel look anodised brushed E4/C31     BO 5206834

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock prepared for profile cylinder · profile cylinder, 63 mm, for flush 
closure according to DIN 18257 · tested according to DIN EN 12209 (latch 
permanent test 500,000 cycles, bolt closing test 100,000 cycles) · tested 
according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · 
lock with noise absorbing whisper latch
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You will find more products and further information at www.bohle.com.

Olis Glass Door Lock DIN right Profile Cylinder with rose

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206856

stainless steel look anodised brushed E4/C31     BO 5206836

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock prepared for profile cylinder · profile cylinder, 63 mm, for flush 
closure according to DIN 18257 · tested according to DIN EN 12209 (latch 
permanent test 500,000 cycles, bolt closing test 100,000 cycles) · tested 
according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · 
lock with noise absorbing whisper latch

Olis Glass Door Lock DIN left Profile Cylinder

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206864

stainless steel look anodised brushed E4/C31     BO 5206868

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · 
lock with noise absorbing whisper latch

Olis Glass Door Lock DIN right Profile Cylinder

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206865

stainless steel look anodised brushed E4/C31     BO 5206869

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · 
lock with noise absorbing whisper latch
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You will find more products and further information at www.bohle.com.

Olis Glass Door Lock DIN left WC

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206866

stainless steel look anodised brushed E4/C31     BO 5206870

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock with control knob and “red/white” indicator · tested according 
to DIN EN 12209 (latch permanent test 500,000 cycles, bolt closing test 
100,000 cycles) · tested according to DIN EN 1670 (corrosion class 3) · for 
projects with high frequency use doors · rebate depth 24 mm (for 8 mm) / 26 
mm (for 10 mm) · lock with noise absorbing whisper latch

Olis Glass Door Lock DIN left Profile Cylinder for 10 mm glass at 24 mm rebate depth

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206590

stainless steel look anodised brushed E4/C31     BO 5206592

Material  aluminium

Glass thickness tempered glass 10 mm, laminated glass 10.76 mm 
· lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 10 mm) · latch and bolt milled

Olis Glass Door Lock DIN right Profile Cylinder for 10 mm glass at 24 mm rebate depth

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206591

stainless steel look anodised brushed E4/C31     BO 5206593

Material  aluminium

Glass thickness tempered glass 10 mm, laminated glass 10.76 mm 
· lock prepared for profile cylinder · tested according to DIN EN 12209 
(latch permanent test 500,000 cycles, bolt closing test 100,000 cycles) · 
tested according to DIN EN 1670 (corrosion class 3) · for projects with high 
frequency use doors · rebate depth 24 mm (for 10 mm) · latch and bolt milled
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You will find more products and further information at www.bohle.com.

Olis Keep DIN right

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206839

stainless steel look anodised brushed E4/C31     BO 5206840

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · keep for double doors and fixed glazing · rebate depth 24 mm (for 8 
mm) / 26 mm (for 10 mm) · please order DIN left glass door lock for the DIN 
right keep.

Olis Glass Door Lock DIN right WC

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206867

stainless steel look anodised brushed E4/C31     BO 5206871

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · lock with control knob and “red/white” indicator · tested according 
to DIN EN 12209 (latch permanent test 500,000 cycles, bolt closing test 
100,000 cycles) · tested according to DIN EN 1670 (corrosion class 3) · for 
projects with high frequency use doors · rebate depth 24 mm (for 8 mm) / 26 
mm (for 10 mm) · lock with noise absorbing whisper latch

Olis Keep DIN left

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206837

stainless steel look anodised brushed E4/C31     BO 5206838

Material  aluminium

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 
mm · keep for double doors and fixed glazing · rebate depth 24 mm (for 8 
mm) / 26 mm (for 10 mm) · please order DIN right glass door lock for the DIN 
left keep.
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You will find more products and further information at www.bohle.com.

Olis 3-part Glass Door Hinge with sleeve

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206848

stainless steel look anodised brushed E4/C31     BO 5206850

Material  aluminium

Max. door width 1000 mm

Glass door hinge with sleeve . installation in frames according to DIN 
18101 / 18111 · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) .
please order the suitable frame pivot separately · glass thickness tempered 
glass 8 - 10 mm, laminated glass 8.76 - 10.76 mm - on request
available with up to 45 mm frame rebate depth on application · max. door 
weight is dependent on rebate depth and Pivot type · please refer
to pages 59 & 60 for further information
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You will find more products and further information at www.bohle.com.

Studio Private Line / Olis / Alea Lever Handle Set round shape

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206841

stainless steel look anodised brushed E4/C31 BO 5206842

Material  aluminium

Studio Private Line / Olis / Alea Lever Handle Set flat oval shape

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206843

stainless steel look anodised brushed E4/C31 BO 5206844

Material  aluminium

Studio Private Line / Olis / Alea Lever Handle Set L-Shaped

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206845

stainless steel look anodised brushed E4/C31 BO 5206846

Material  aluminium

Accesories
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Frame Pivot for 3-part Hinges and Wooden Frames

FINISH ART. NO.

galvanised BO 5206648

For timber frame, suitable for V 3614 · for 3-part hinges · with a 26 - 45 
mm rebate the max. door weight is 42 kg . with a 24 mm rebate the max. 
door weight is 45 kg

Frame Pivot for screw fixing for 3-part Hinges and Wooden, Steel and Aluminium Frames

FINISH ART. NO.

galvanised BO 5206649

Frame Pivot for 3-part Hinges and Steel Frames

FINISH ART. NO.

galvanised BO 5206650

Suitable for weld-in pocket V 8600 · for 3-part hinges · with a 26 - 45 mm 
rebate the max. door weight is 42 kg . with a 24 mm rebate the max. door 
width is 45 kg

For 3-part hinges · with a 26 - 45 mm rebate the max. door weight is 42 
kg . with a 24 mm rebate the max. door weight is 45 kg
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Frame Pivot for 3-part Hinges and Steel Frames

FINISH ART. NO.

galvanised BO 5206651

For steel frames, suitable for VN 7608 / 120 3D · for 3-part hinges · with 
a 26 - 45 mm rebate the max. door weight is 48 kg . with a 24 mm rebate the 
max. door width is 60 kg

Frame Pivot for 3-part Hinges and Wooden, Steel and Aluminium Frames

FINISH ART. NO.

galvanised BO 5206653

 For 3-part hinges ·  with a 26 - 45 mm rebate the max. door weight is 48 
kg . with a 24 mm rebate the max. door weight is 60 kg ·  for steel frames, 
suitable for Serie VX

Strike Plate Latch and Bolt

FINISH ART. NO.

brushed BO 5206895

Material  stainless steel
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Double Profile Cylinder

DESCRIPTION ART. NO.

division 27.5 / 27.5 ; individual key    BO 5206656

division 31.5 / 31.5 ; individual key    BO 5206624

division 31.5 / 31.5 ; universal key    BO 5206625

Material  brass

Finish matt nickel plated

Incl. 3 keys · with emergency function – even if a key is inserted in the 
cylinder, the cylinder can still be actuated from outside · this avoids, e.g. 
children becoming entrapped · in addition, this function facilitates access to 
people in need of help.

Thumb Turn Cylinder

DESCRIPTION ART. NO.

division 27.5 / 27.5 ; individual key    BO 5206657

division 31.5 / 31.5 ; individual key    BO 5206619

division 31.5 / 31.5 ; universal key    BO 5206620

Material  brass

Finish matt nickel plated

Incl. 3 keys
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Erläuterungen:

1  Zargenfalzmaß/Höhe
2  Zargenfalzmaß/Breite
3  Band-Bezugsmaß nach DIN 18268
4  Band-Abstandsmaß nach DIN 18111
5  Mitte Türdrücker bis Zargenfalz
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Hinweis:
Bei Verwendung von 3 Türbändern empfehlen wir das dritte 
Türband im oberen Drittel zu platzieren (ca. 350 mm unter der 
ersten Bezugslinie). Bitte stimmen Sie die Positionierung auch 
mit dem Zargen- und Türenhersteller ab.

*

Glasbearbeitungen Objekt-Beschläge Alea und Olis 

Hinweis:

Glass Processing for Alea and Olis Fittings

Glass door when using standard 
frames as per DIN 18101

Standard door with
glass processing

* 232 mm - V3614, screw-on frame pivot, V8600 
214.5 mm - VN 7608/120 3D, VX 7501 3D, VX 7560 KK

Legend:

Frame rebate dimension / height
Frame rebate dimension / width
Reference hinge dimensions as per DIN 18268
Hinge distance dimensions as per DIN 18111
Centre door latch to frame rebate

Note:
When using 3 door hinges, we recommend positioning the third hinge 
in the upper third section of the door (approx. 350 mm below the fi rst 
reference line). Please also consult the frame and door suppliers for 
appropriate positioning.

Upper edge 
of fi nished 
fl oor

3.53.5
35.5

35.5

21
4.

5
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Installation
Re

ba
te

 d
ep

th
 

Receiving element 
V3614

Frame

Receiving element
V3614 

Frame

Spacer

Reference edge 
as per DIN 18268

Upper reference edge 
of frame rebate

Max. glass width 1,000 mm

Rebate depth Max. door weight

Rebate depth        max. door weight

Glass door hinge
Art. No. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Frame pivot for wooden frames
Art. No. BO 5206648

Re
ba

te
 d

ep
th

Provide a 3 mm slot in the frame pivot for 8 
mm glass and 24 mm rebate depth.

Frame

Frame

Sp
ac

er

Reference edge 
as per DIN 18268

Upper reference edge 
of frame rebate

Max. glass width 1,000 

Glass door hinge
Art. No. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Screw-on frame pivot for wooden, steel, and aluminium frames
Art. No. BO 5206649

Re
ba

te
 d

ep
th

 

35.5

18.5

18.5
57.5

57.5
18.5

ø 7.2

22
.5

11
.5

Re
ba

te
 d

ep
th

Installation

24 mm
26 - 45 mm

45 kg
42 kg

24 mm
26 - 45 mm

45 kg
42 kg

A-A

A

A

m
ax

.
m

ax
.
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Einbaudetails
Fa

lzt
ie

fe

Aufnahmeelement
V8600 

Zarge

Aufnahmeelement
V8600 

Zarge

Di
st

an
zs

tü
ck

Bandbezugslinie 
nach DIN 18268

obere Bezugskante 
Zargenfalz

max.1.000 mm Glasbreite

Falztiefe max. Türgewicht

Falztiefe max. Türgewicht

Fa
lzt

ie
fe

Fa
lzt

ie
fe

Zarge

Zarge

Di
st

an
zs

tü
ck

obere Bezugskante 
Zargenfalz

max.1.000 mm Glasbreite± 3 mm
höhen- 
verstellbar

Glastürband
Art.-Nr. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Rahmenteil für Stahlzargen
Art.-Nr. BO 5206651

Fa
lzt

ie
fe

24 mm 60 kg
48 kg26 - 45 mm

24 mm 45 kg
42 kg26 - 45 mm

Glastürband
Art.-Nr. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Rahmenteil für Stahlzargen
Art.-Nr. BO 5206650

A-A

A

A

m
ax

.

± 3 mm
höhen- 
verstellbar

Bandbezugslinie 
nach DIN 18268

m
ax

.

A-A

A

A

VN 7608/120 3D

VN 7608/120 3D

Installation
Re

ba
te

 d
ep

th

Receiving element
V8600 

Frame

Receiving element
V8600 

Frame

Sp
ac

er

Reference edge as 
per DIN 18268

Upper reference edge 
of frame rebate

Max. glass width 1,000 mm

Rebate depth        max. door weightGlass door hinge
Art. No. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Frame pivot for steel frames
Art. No. BO 5206650

Re
ba

te
 d

ep
th

17
.5

13.5
35.5

3.5

18.5
57.5

18.5
57.5

Re
ba

te
 d

ep
th

Frame

Frame

Sp
ac

er

Upper reference 
edge of frame rebate

Max. glass width 1,000 mm

Rebate depth        max. door weightGlass door hinge
Art. No. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Frame pivot for steel frames
Art. No. BO 5206651

Re
ba

te
 d

ep
th

35.5

3.5

18.5
57.5

18.5
57.5

Height 
adjustable ±3 mm

Reference edge as 
per DIN 18268

24 mm
26 - 45 mm

45 kg
42 kg

24 mm
26 - 45 mm

60 kg
48 kg

A-A

A

A

m
ax

. 4
5

VN 7608/120 3D

VN 7608/120 3D

m
ax

.

A-A

A

A

Height 
adjustable ±3 mm
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Einbaudetails
Fa

lzt
ie

fe

Aufnahmeelement 
VX 7501 3D
VX 7560 KK

Zarge

Aufnahmeelement 
VX 7501 3D
VX 7560 KK

Zarge

Di
st

an
zs

tü
ck

Bandbezugslinie 
nach DIN 18268

obere Bezugskante 
Zargenfalz

max.1.000 mm Glasbreite

Falztiefe max. TürgewichtGlastürband
Art.-Nr. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Rahmenteil für Holz-, Stahl- und Aluminiumzargen
Art.-Nr. BO 5206653

Fa
lzt

ie
fe

24 mm 60 kg
48 kg26 - 45 mm

m
ax

.

A-A
B-B

B

A

A

B

Installation
Re

ba
te

 d
ep

th

Receiving element 
VX 7501 3D
VX 7560 KK

Frame

Receiving element
VX 7501 3D
VX 7560 KK 

Frame

Sp
ac

er

Reference edge as 
per DIN 18268

Upper reference edge 
of frame rebate

Max. glass width 1,000 mm

Rebate depth        max. door weightGlass door hinge
Art. No. BO 5206848, BO 5206850, BO 5206882, BO 5206893
Frame pivot for wooden, steel and aluminium frames
Art. No. BO 5206653

Re
ba

te
 d

ep
th

35.5

3.5

18.5

57.5

18.5

57.5

24 mm
26 - 45 mm

60 kg
48 kg

m
ax

.

A

A B

B
A-A

B-B
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Studio Private Line
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Studio Private Line Glass Door Lock round Non locking

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206805

stainless steel look anodised brushed E4/C31     BO 5206806

Material  aluminium

For lever handles in the forward position · latch, non locking · nickel 
plated brass latch bolt · tested according to DIN 18251, class 3 (cycles: 
latch tests 200,000, bolt tests 50,000) · suitable for standard lever handles 
without roses which are supplied with 8 mm square pin and 18 mm shoulder 
guide · tested according to DIN EN 12209 · glass thickness tempered glass 8, 
10 mm · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · for use on DIN 
left and DIN right · pre-assembled standard latch, whisper latch supplied 
loose

Studio Private Line Glass Door Lock round Warded Lock

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206807

stainless steel look anodised brushed E4/C31     BO 5206808

Material  aluminium

Warded lock with 2 keys, all to pass · universal key · nickel plated brass 
latch bolt · single throw / 19 mm bolt projection · tested according to DIN 
18251, class 3 (cycles: latch tests 200,000, bolt tests 50,000) · suitable for 
standard lever handles without roses which are supplied with 8 mm square 
pin and 18 mm shoulder guide · rebate depth 24 mm (for 8 mm) / 26 mm (for 
10 mm) · glass thickness tempered glass 8, 10 mm · for use on DIN left and 
DIN right · pre-assembled standard latch, whisper latch supplied loose

Studio Private Line Glass Door Lock round Profile Cylinder

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206809

stainless steel look anodised brushed E4/C31     BO 5206810

Material  aluminium

Lock prepared for profile cylinder · nickel plated brass latch bolt · single 
throw / 19 mm bolt projection · tested according to DIN 18251, class 3 
(cycles: latch tests 200,000, bolt tests 50,000) · 61 mm profile cylinder, flush 
on counterplate side · suitable for standard lever handles without roses 
which are supplied with 8 mm square pin and 18 mm shoulder guide · rebate 
depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · glass thickness tempered 
glass 8, 10 mm · for use on DIN left and DIN right · pre-assembled standard 
latch, whisper latch supplied loose
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Studio Private Line Keep, curved

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206811

stainless steel look anodised brushed E4/C31     BO 5206812

Material  aluminium

Keep for double doors and fixed glazing · rebate depth 24 mm (for 8 mm) 
/ 26 mm (for 10 mm) · for use on DIN left and DIN right

Studio Private Line Glass Door Hinge, curved 2-part with sleeve

FINISH ART. NO.

aluminium-coloured anodised E4/C0     BO 5206813

stainless steel look anodised brushed E4/C31     BO 5206814

Max. door width  1000 mm

Material  aluminium

Glass door hinge with sleeve · installation in frames according to DIN 
18101 / 18111 · on request available with up to 45 mm frame rebate depth 
on application · m6 stainless steel screws (torque setting 12 Nm) · rebate 
depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · please order the suitable 
frame pivot separately. · glass thickness tempered glass 8, 10 mm · 
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max. door weight is dependent on rebate depth and Pivot type · please refer 
to pages 72 & 73 for further information
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Studio Private Line Glass Door Lock square Non locking

FINISH ART. NO.

aluminium-coloured E4/C0     BO 5206760

stainless steel look anodised brushed E4/C31     BO 5206761

Material  aluminium

Lever handles in front position · latch, non locking · nickel plated brass 
latch bolt · single throw / 19 mm bolt projection · left and right hand 
installation · tested according to DIN 18251, class 3 (cycles: latch tests 
200,000, bolt tests 50,000) · suitable for standard lever handles without 
roses which are supplied with 8 mm square pin and 18 mm shoulder guide 
· rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · glass thickness 
tempered glass 8, 10 mm · for use on DIN left and DIN right · pre-assembled 
standard latch, whisper latch supplied loose

Studio Private Line Glass Door Lock square Warded Lock

FINISH ART. NO.

aluminium-coloured E4/C0     BO 5206817

stainless steel look anodised brushed E4/C31     BO 5206818

Material  aluminium

Warded lock with 2 keys, all to pass · nickel plated brass latch bolt · 
single throw / 19 mm bolt projection · tested according to DIN 18251, class 
3 (cycles: latch tests 200,000, bolt tests 50,000) · suitable for standard lever 
handles without roses which are supplied with 8 mm square pin and 18 mm 
shoulder guide · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · glass 
thickness tempered glass 8, 10 mm · for use on DIN left and DIN right · pre-
assembled standard latch, whisper latch supplied loose

Studio Private Line Glass Door Lock square Profile Cylinder

FINISH ART. NO.

aluminium-coloured E4/C0     BO 5206819

stainless steel look anodised brushed E4/C31     BO 5206820

Material  aluminium

Lock prepared for profile cylinder · nickel plated brass latch bolt · single 
throw / 19 mm bolt projection · tested according to DIN 18251, class 3 
(cycles: latch tests 200,000, bolt tests 50,000) · 61 mm profile cylinder, flush 
on counterplate side · suitable for standard lever handles without roses 
which are supplied with 8 mm square pin and 18 mm shoulder guide · rebate 
depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · glass thickness tempered 
glass 8, 10 mm · for use on DIN left and DIN right · pre-assembled standard 
latch, whisper latch supplied loose
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Studio Private Line Keep, square

FINISH ART. NO.

aluminium-coloured E4/C0     BO 5206821

stainless steel look anodised brushed E4/C31     BO 5206822

Material  aluminium

Keep for double doors and fixed glazing · rebate depth 24 mm (for 8 mm) 
/ 26 mm (for 10 mm) · glass thickness tempered glass 8, 10 mm · for use on 
DIN left and DIN right

Studio Private Line Glass Door Hinge, square 2-part with sleeve

FINISH ART. NO.

aluminium-coloured E4/C0     BO 5206823

stainless steel look anodised brushed E4/C31     BO 5206824

Max. door width  1000 mm

Material  aluminium

Glass door hinge with sleeve · installation in frames according to DIN 
18101 / 18111 · on request available with up to 45 mm frame rebate depth 
on application · m6 stainless steel screws (torque setting 12 Nm) · rebate 
depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · please order the suitable 
frame pivot separately. · glass thickness tempered glass 8, 10 mm ·
max. door weight is dependent on rebate depth and Pivot type · please refer 
to pages 72 & 73 for further information
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Studio Private Line / Olis / Alea Lever Handle Set flat oval shape

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206843

stainless steel look anodised brushed E4/C31 BO 5206844

Material  aluminium

Studio Private Line / Olis / Alea Lever Handle Set L-Shaped

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206845

stainless steel look anodised brushed E4/C31 BO 5206846

Material  aluminium

Studio Private Line / Olis / Alea Lever Handle Set round shape

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206841

stainless steel look anodised brushed E4/C31 BO 5206842

Material  aluminium

Accesories
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Spare Latch for Studio Private Line Glass Door Lock for 10-10.76 mm glass at 24 mm rebate depth

Material  diecast zinc

If a door (10 mm tempered glass; 10.76 mm laminated safety glass) with 
a rebate depth of 24 mm is used, the latch must be exchanged in the lock. · 
milled latch

Frame Pivot for 2-part Hinges

FINISH ART. NO.

galvanised BO 5206641

For timber frame, suitable for V 3614 · for 2-part hinges · with a 26 - 45 
mm rebate the max. door weight is 42 kg . with a 24 mm rebate the max. 
door weight is 45 kg

FINISH ART. NO.

galvanised BO 5206804

Frame Pivot for 2-part Hinges and Wooden, Steel and Aluminium Frames

FINISH ART. NO.

galvanised BO 5206642

For 2-part hinges · with a 26 - 45 mm rebate the max. door weight is 42 
kg . with a 24 mm rebate the max. door weight is 45 kg
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Strike Plate Latch
FINISH ART. NO.

brushed BO 5206894

Material  stainless steel

Frame Pivot for 2-part Hinges

FINISH ART. NO.

galvanised BO 5206643

Max. door weight per pair  45 kg

For timber frame, suitable for V 8600 · for 2-part hinges · with a 26 - 45 
mm rebate the max. door weight is 42 kg . with a 24 mm rebate the max. 
door weight is 45 kg

Double Profile Cylinder

DESCRIPTION ART. NO.

division 27.5 / 27.5 ; individual key    BO 5206656

division 31.5 / 31.5 ; individual key    BO 5206624

division 31.5 / 31.5 ; universal key    BO 5206625

Material  brass

Finish matt nickel plated

Incl. 3 keys · with emergency function – even if a key is inserted in the 
cylinder, the cylinder can still be actuated from outside · this avoids, e.g. 
children becoming entrapped · in addition, this function facilitates access to 
people in need of help.

Thumb Turn Cylinder

DESCRIPTION ART. NO.

division 27.5 / 27.5 ; individual key    BO 5206657

division 31.5 / 31.5 ; individual key    BO 5206619

division 31.5 / 31.5 ; universal key    BO 5206620

Material  brass

Finish matt nickel plated

Incl. 3 keys

Spare Latch for Studio Private Line Glass Door Lock for 10-10.76 mm glass at 24 mm rebate depth
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Glasbearbeitungen Beschläge Studio Private Line 

Erläuterungen:

1  Zargenfalzmaß/Höhe
2  Zargenfalzmaß/Breite
3  Band-Bezugsmaß nach DIN 18268
4  Band-Abstandsmaß nach DIN 18111
5  Oberkante Fertigfußboden (OKFF) bis Mitte Türdrücker
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Glass Processing for Studio Private Line Fittings

Glass door when using standard 
frames as per DIN 18101

Standard door with glass 
processing

Frame rebate dimension / height
Frame rebate dimension / width
Reference hinge dimensions as per DIN 18268
Hinge distance dimensions as per DIN 18111
Upper edge of finished floor up to centre of door latch

Legend:
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Einbaudetails
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Studio
The Studio glass door hinge set convinces due to its unobtrusive lines and smooth, flowing curves. It is subtle in appearance and presents the handle from its 
most beautiful side. The sturdy metal latch is equipped with plastic inserts to reduce noise and protect the frame when closing the door.
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Studio Glass Door Set, Lock for Profile Cylinder, 3-part Hinges and L-lever Handles

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206670

stainless steel look anodised brushed E4/C31 BO 5206671

Max. door weight per pair  45 kg

Max. door height  2200 mm

Max. door width  1000 mm

Material  aluminium

Lock prepared for profile cylinder · whisper latch (latch bolt with plastic 
insert) · incl. frame pivot for wooden frames · suitable profile cylinder 21/26 
mm · tested according to DIN EN 12209 · glass thickness tempered glass 8, 
10 mm · rebate depth 24 mm (for 8 mm) / 26 mm (for 10 mm) · for use on DIN 
left and DIN right

INCLUDED IN DELIVERY:
1x                                                                 Glass Door Lock
1x                                                                 Door Handle, both sides
2x                                                                 Glass Door Hinges
2x                                                                 Frame Pivot for wooden frames
1x                                                                 Additional bolt for 10 mm glass
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Studio Glass Door Lock Set, Non-locking, 3-part Hinges and L-lever Handles

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206672

stainless steel look anodised brushed E4/C31 BO 5206673

Max. door weight per pair  45 kg

Max. door height  2200 mm

Max. door width  1000 mm

Material  aluminium

Non locking · whisper latch (latch bolt with plastic insert) · incl. frame 
pivot for wooden frames · tested according to DIN EN 12209 · glass 
thickness tempered glass 8, 10 mm · rebate depth 24 mm (for 8 mm) / 26 mm 
(for 10 mm) · for use on DIN left and DIN right

INCLUDED IN DELIVERY:
1x                                                                 Glass Door Lock
1x                                                                 Door Handle,  both sides
2x                                                                 Glass Door Hinges
2x                                                                 Frame Pivot for wooden frames
1x                                                                 Additional bolt for 10 mm glass
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Glasbearbeitungen 
Studio Schlösser und 3-teilige Türbänder

Erläuterungen:

1  Zargenfalzmaß/Höhe
2  Zargenfalzmaß/Breite
3  Band-Bezugsmaß nach DIN 18268
4  Band-Abstandsmaß nach DIN 18111
5  Oberkante Fertigfußboden (OKFF) bis Mitte Türdrücker

Hinweis:

Bei Verwendung von 3 Türbändern empfehlen wir das dritte 
Türband im oberen Drittel zu platzieren (ca. 350 mm unter der 
ersten Bezugslinie). Bitte stimmen Sie die Positionierung auch 
mit dem Zargen- und Türenhersteller ab.
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Frame rebate dimension / height
Frame rebate dimension / width
Reference hinge dimensions as per DIN 18268
Hinge distance dimensions as per DIN 18111
Upper edge of finished floor up to centre of door latch

Legend:
When using 3 door hinges, we recommend positioning the third hinge in the 
upper third section of the door (approx. 350 mm below the first reference 
line). Please also consult the frame and door suppliers for appropriate 
positioning.

Note:
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Glass Processing
Studio Locks and 3-part door hinges

Upper edge 
of finished 
floor
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Frame-independent Glass Door Hinges
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Glass Door Hinge with Screw-On Plate round
The frame-independent glass door hinge in classy, timeless design perfectly adapts to any frame and is very well suited for our Bohle FrameTec Premium and 
Select 2.0 glass partitioning systems. · the aluminium door hinge was durability tested in line with DIN EN 1935 (500,000 closing cycles) and tested for corrosion 
resistance (class 4) in line with DIN EN 1670.

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206664

stainless steel look anodised brushed E4/C31 BO 5206663

Max. door weight per pair  50 kg

Max. door width  1000 mm

Material  aluminium

Glass thickness tempered glass 8, 10, 12 mm, laminated glass 8.76, 
10.76, 12.76 mm · for use on DIN left and DIN right

Glass Door Hinge with Screw-On Plate square

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206669

stainless steel look anodised brushed E4/C31 BO 5206668

Max. door weight per pair  50 kg

Max. door width  1000 mm

Material  aluminium

Glass thickness tempered glass 8, 10, 12 mm, laminated glass 8.76, 
10.76, 12.76 mm · for use on DIN left and DIN right
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Erläuterungen:

1  Zargenfalzmaß/Höhe
2  Zargenfalzmaß/Breite
3  Band-Bezugsmaß analog DIN 18268
4  Band-Abstandsmaß analog DIN 18111
5  Oberkante Fertigfußboden (OKFF) bis Mitte Türdrücker

Hinweis:

Bei Verwendung von 3 Türbändern empfehlen wir das dritte 
Türband im oberen Drittel zu platzieren (ca. 350 mm unter der 
ersten Bezugslinie). Bitte stimmen Sie die Positionierung auch 
mit dem Zargen- und Türenhersteller ab.

*  Empfehlung für Flügelhöhen bis ca. 2.200 mm (in Anlehnung
an DIN 18101)
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Glasbearbeitungen Schlösser Studio Private Line und Türbänder 
mit Anschraubplatte für zargenunabhängige Türen
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* Recommendation for door heights of up to 2,200 mm (pursuant to DIN 
18101)

Glass processing for Studio Private Line locks and hinges 
with mounting plate for frame-independent doors

Frame rebate dimension / height
Frame rebate dimension / width
Reference hinge dimensions as per DIN 18268
Hinge distance dimensions as per DIN 18111
Upper edge of finished floor up to centre of door latch

Legend:
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When using 3 door hinges, we recommend positioning the third hinge 
in the upper third section of the door (approx. 350 mm below the first 
reference line). Please also consult the frame and door suppliers for 
appropriate positioning.

Note:

Clear width max. 1,000
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Stainless Steel Door Hinge with square Mounting Plate glass/wall 90°
The three-part stainless steel glass door hinge is equipped with maintenance-free sliding bearings for high carrying capacity. Thanks to its high quality 
workmanship and its square design, it enhances the appearance of any glass door. This glass door hinge is especially recommended for our Bohle FrameTec 
Premium and Select 2.0.glass partitioning systems.

FINISH ART. NO.

brushed BO 5206654

powder coated matt black RAL 9005 BO 5206654B

Max. door weight per pair  80 kg

Max. door width  1000 mm

Material  stainless steel

For use on DIN left and DIN right · glass thickness tempered glass 8 -10 mm
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TECTUS®

The TECTUS® glass hinge system has been developed as an aesthetic and functional application for the flush installation of glass doors. The door, frame and 
hinge system are located on one level – offering the ideal conditions for minimalistic design combined with highest transparency. The TECTUS glass door hinges 
come together with our high quality Bohle FrameTec Premium glass partitioning system, custom-made and with all necessary mill holes. Please contact us for a 
bespoke quote.
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TECTUS® TEG 310 2D Glass Door Hinge 
FINISH ART. NO.

brushed BO 5206680

traffic white RAL 9016 BO 5206681

matt grey NCS 8000N BO 5206682

Max. door weight per pair  60 kg

Max. door height  2700 mm

Max. door width  1000 mm

Material  aluminium / stainless steel

Glass thickness tempered glass 8, 10 mm · door, frame and hinge are 
positioned flush on one level · no glass processing required · quick and 
simple mounting · contactless and silent closing · sturdy hinge construction 
for reliable and durable functioning · continuous height adjustment with 
additional fine adjustment (+/- 1.0 mm) · rebate width 11-15 mm · opening 
angle 180° · starting from a door height >2500 mm, we recommend using 3 
hinges.

Closing Magnet
Closing magnet for contactless and silent closing of all-glass doors. The permanent and reliable closing process can be customised and adjusted to your personal 
liking. · the magnetic closing mechanism consists of the closing magnet for the frame and the magnetic plate for the all-glass door. Together they achieve an 
aesthetically unobtrusive appearance.

FINISH ART. NO.

stainless steel look BO 5206683

Continuously adjustable holding capacity up to 5.0 kg · for use with 
wooden, steel and aluminium frames
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Magnet Sheet for All-Glass Doors
The magnetic closing mechanism consists of the closing magnet for the frame and the magnetic plate for the all-glass door. Together they achieve an 
aesthetically unobtrusive appearance.

FINISH ART. NO.

brushed BO 5206685

Material  stainless steel

Handle self-adhesive

FINISH · MATERIAL ART. NO.

stainless steel look anodised E1/C31  · aluminium    BO 5206686

matt grey NCS 8000N  · aluminium    BO 5206687

Length (L)  200 mm

Width  26 mm

Depth (H)  40 mm

Self-adhesive fixing · the handle comes with a pre-applied adhesive 
tape for permanent fixing. · a positioning template is included in delivery. · 
packaging unit 1 Pair

Note
Choose a suitable glass-metal adhesive for bonding.
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Selco
The Selco self-closing double action door hinges combine a supreme appearance with high quality workmanship and functionality. The door hinges are suitable 
both for use in private and commercial settings and especially for passage areas.
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Selco Swinging Door Hinge glass/wall 90° Both Sides Wall Mounted
FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206851

stainless steel look anodised brushed E4/C31 BO 5206852

Max. door weight per pair  70 kg

Max. door height  2500 mm

Max. door width  1000 mm

Material  aluminium

Tested according to DIN EN 18263 with 500,000 cycles · corrosion 
resistance as per DIN EN 1670/class 3 · with cover plate for screw holes · 
adjustable zero position ±5° · when using swinging door hinges, two door 
stoppers must be used as end stops to prevent the door from swinging 
too far open. · glass thickness tempered glass 8, 10, 12 mm · self-closing 
function · hold position 90°

        89



You will find more products and further information at www.bohle.com.

Selco Swinging Door Hinge glass/glass 180°

FINISH ART. NO.

aluminium-coloured anodised E4/C0 BO 5206853

stainless steel look anodised brushed E4/C31 BO 5206854

Max. door weight per pair  70 kg

Max. door height  2500 mm

Max. door width  1000 mm

Material  aluminium

Tested according to DIN EN 18263 with 500,000 cycles · corrosion 
resistance as per DIN EN 1670/class 3 · adjustable zero position ±5° · when 
using swinging door hinges, two door stoppers must be used as end stops 
to prevent the door from swinging too far open. · glass thickness tempered 
glass 8, 10, 12 mm · self-closing function · hold position 90°
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Bohle
Bohle Swinging Door Hinge glass/wall 90° Both Sides Wall Mounted

The self-closing double action door hinges from Bohle enable opening doors without much effort and closing them smoothly.

FINISH ART. NO.

stainless steel look BO 5210382

Max. door weight per pair  60 kg

Max. door height  2300 mm

Max. door width  915 mm

Material  brass

Tested with 300,000 cycles · the hinges are not suitable for one-side 
opening doors · automatic closing function starting from 70° for 45 kg door 
weight · adjustable zero position ±10° · glass thickness tempered glass 8, 
10, 12 mm · hold position 90° · when using swinging door hinges, two door 
stoppers must be used as end stops to prevent the door from swinging too 
far open.

Bohle Swinging Door Hinge glass/glass 180°
FINISH ART. NO.

stainless steel look BO 5210380

Max. door weight per pair  60 kg

Max. door height  2300 mm

Max. door width  915 mm

Material  brass

Tested with 300,000 cycles · the hinges are not suitable for one-side 
opening doors · automatic closing function starting from 70° for 45 kg door 
weight · adjustable zero position ±10° · glass thickness tempered glass 8, 
10, 12 mm · hold position 90° · when using swinging door hinges, two door 
stoppers must be used as end stops to prevent the door from swinging too 
far open.
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Corner Fittings 96

Patch 109

 Alva 116

Floor Springs 120

Glass Hardware for  
All-Glass Constructions
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Glass Hardware for  
All-Glass Constructions

Floor Springs

100 | 150

1000 | 1200

2500

10 - 12

130° | 180°

 90°

–

EN3, EN1 - 4

90° - 15°, 15° - 0°

✓

120

Alva
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1000

2590
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without |  90° | 105°

± 2°

EN3

170° - 15°, 15° - 0°

✓

116

Patch
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1000 | 1250
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without |  90°

 ± 4°

EN3, EN5

150° - 10°, 10° - 0°

✓

109

Corner Fittings

100

1200

2500

10 - 12

–

–

–

–

–

–

96

Product Range

Max. door weight (kg)

Max. door width (mm)

Max. door height (mm)

Glass thickness tempered glass (mm)

Max. door opening angle

Hold position

Adjustable zero position

Closing force

Adjustable closing speed

Inspection according to DIN EN 1154
(500.000 cycles)

Page



95You will fi nd more products and further information at www.bohle.com.

5214290-94

PT72

PT84

PT80

PT11

PT90

PT61

PT84

PT30.3

PT90

PT10 US10 US10 PT10

PT81

PT41

PT20

52142845214283

PT20

PT40

5214285

5214280PT10

PT20

BTS BTS

3 3

2

2

3

2

22

3

3

10

3 6 3 4

8 10

5214290-94        US10

PT65

PT11

PT10

PT20

PT30.3

5214285

        PT11

5214290-94

PT71

US20GK50

PT60 PT40

PT20 PT20

PT30.3

         PT10US10         PT10

         PT11

PT65

5214290-94

333
8 8 8

336233

BTS

5214290-94

5214290-94

5214290-94

GK

PT51

PT20PT20

    PT11

PT10 PT10

5214286

Alva

PT20 Plus

PT24

US10

GK50

US20

US10Patch

PT20 Plus

PT24

5214280PT10

US20

PT20

PT24

4

10

3

6

1011
,5

56

6

3

44

3

5

       PT11

Application example

50



        96 You will find more products and further information at www.bohle.com.

Corner Fittings
The Bohle corner fittings for tempered glass are suitable for all standard types of all-glass assemblies. Any glass cut-outs and bore holes needed  
are  uncomplicated and can be completed quickly and easily. Bohle attaches great importance to top quality products which ensure a long service life.
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 Patch Fitting bottom PT 10 

 FINISH  ART. NO. 

       brushed  BO 5214266 

 Max. door width            1200   mm    

  Max. door weight            100   kg    

  Material          stainless steel AISI 304         

 With insert for flat conical axle · adjustable pivot (55/65 mm) · glass 
thickness tempered glass 10, 12 mm 

 Patch Fitting top PT20 

 FINISH  ART. NO. 

       brushed  BO 5214264 

 Max. door width            1200   mm    

  Max. door weight            100   kg    

  Material          stainless steel AISI 304         

 With plastic bushing for 15 mm diameter pin · adjustable pivot (55/65 
mm) · glass thickness tempered glass 10, 12 mm 

Corner Fittings
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Top Pivot PT 24

FINISH ART. NO.

brushed BO 5214287

polished BO 5214339

matt black BO 5216543

Material  stainless steel AISI 304

Pin diameter 15 mm

Floor Pivot PT11

FINISH ART. NO.

brushed BO 5214288

Material  stainless steel AISI 304

Important: Please use a floor spring for closing the door automatically.



        99You will find more products and further information at www.bohle.com.

Overpanel Fitting with Screw-on plate PT30.3

FINISH ART. NO.

brushed BO 5214267

Material  stainless steel AISI 304

With pin ø15 mm · adjustable pivot (55/65 mm) · glass thickness 
tempered glass 10, 12 mm

Angled Overpanel Fitting PT40

FINISH ART. NO.

brushed BO 5214263

Material  stainless steel AISI 304

With pin ø15 mm · adjustable pivot (55/65 mm) · glass thickness 
tempered glass 10, 12 mm
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Angled Overpanel Fitting left with one side bracing PT41

FINISH ART. NO.

brushed BO 5214268

Material  stainless steel AISI 304

With pin ø15 mm · adjustable pivot (55/65 mm) · glass thickness 
tempered glass 10, 12 mm

Angled Overpanel Fitting right with one side bracing PT41

FINISH ART. NO.

brushed BO 5214269

Material  stainless steel AISI 304

With pin ø15 mm · adjustable pivot (55/65 mm) · glass thickness 
tempered glass 10, 12 mm
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Overpanel Fitting PT51

FINISH ART. NO.

brushed BO 5214270

Material  stainless steel AISI 304

With pin ø15 mm · adjustable pivot (55/65 mm) · glass thickness 
tempered glass 10, 12 mm

Corner Clamp PT60

FINISH ART. NO.

brushed BO 5214271

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm
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Corner Clamp with stopper PT61

FINISH ART. NO.

brushed BO 5214274

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm

Corner Clamp left with one side bracing PT65

FINISH ART. NO.

brushed BO 5214272

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm
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Corner Clamp right with one side bracing PT65

FINISH ART. NO.

brushed BO 5214273

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm

Overpanel Connector with one side bracing PT71

FINISH ART. NO.

brushed BO 5214277

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm
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Overpanel Connector with stopper PT72

FINISH ART. NO.

brushed BO 5214260

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm

Glass Connector PT 80

FINISH ART. NO.

brushed BO 5214275

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm
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Glass/wall Connector PT84

FINISH ART. NO.

brushed BO 5214279

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm

Glass/wall Connector PT90

FINISH ART. NO.

brushed BO 5214278

Material  stainless steel AISI 304

Glass thickness tempered glass 10, 12 mm
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 Patch Lock with flat bolt US10 

 FINISH  ART. NO. 

       brushed  BO 5214280 

 Material          stainless steel AISI 304         

 Euro profile cylinder (individual key) 60 mm (30/30) · incl. 4 keys · glass 
thickness tempered glass 10, 12 mm 

 Middle Lock with flat bolt US20 

 FINISH  ART. NO. 

       brushed  BO 5214281 

 Material          stainless steel AISI 304         

 Euro profile cylinder (individual key) 60 mm (30/30) · incl. 4 keys · when 
used as a centre lock on double doors, one door must be used as a slave 
door. · glass thickness tempered glass 10, 12 mm 
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 Keep GK50 

 FINISH  ART. NO. 

       brushed  BO 5214282 

 Material          stainless steel AISI 304         

 Glass thickness tempered glass 10, 12 mm · when used as a centre lock 
on double doors, one door must be used as a slave door. 

 Middle Lock with round bolt and one side rotating twist lock 

 FINISH  ART. NO. 

       brushed  BO 5214283 

 Material          stainless steel AISI 304         

 When used as a centre lock on double doors, one door must be used as 
a slave door. · glass thickness tempered glass 10, 12 mm · size 53 x 64 mm · 
single throw / 17 mm bolt projection 

 Keep  for BO 5214283 Middle Lock

 FINISH  ART. NO. 

       brushed  BO 5214284 

 Material          stainless steel AISI 304         

 When used as a centre lock on double doors, one door must be used as a 
slave door. · glass thickness tempered glass 10, 12 mm · size 53 x 40 mm 
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Hook Lock with Keep and Hook Bolt 

FINISH ART. NO.

brushed BO 5214285

Material  stainless steel AISI 304

When used as a centre lock on double doors, one door must be used as 
a slave door. · no glass cutouts or drill holes required, clamp-on function · 
glass thickness tempered glass 10, 12 mm

Hook Lock with Keep and Hook Bolt 

FINISH ART. NO.

brushed BO 5214286

Material  stainless steel AISI 304

When used as a centre lock on double doors, one door must be used as 
a slave door. · no glass cutouts or drill holes required, clamp-on function · 
glass thickness tempered glass 10, 12 mm
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Patch
The entire technology of the Self-closing Patch Fitting is itself housed in a subtly designed fitting. A floor recess is therefore not required in contrast to 
conventional floor-mounted door closers. It is assembled by simply screwing the base plate onto the existing surface. Bohle's self closing patch fitting has been 
tested to European standards for long durability and excellent functionality in accordance with DIN EN 1154.
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Self-closing Patch Fittings Set Standard Duty EN3 including PT20 PLUS patch fitting and top pivot

HOLD POSITION · MATERIAL · FINISH ART. NO.

90° · stainless steel AISI 304 · brushed BO 5214351

without · stainless steel AISI 304 · brushed BO 5216560

90° · stainless steel AISI 304 · polished BO 5216563

without · stainless steel AISI 304 · polished BO 5216564

90° · aluminium · aluminium-coloured E4/CO BO 5216567

without · aluminium · aluminium-coloured E4/CO BO 5216568

90° · stainless steel AISI 304 · matt black BO 5216569

without · stainless steel AISI 304 · matt black BO 5216570

Tested as per DIN 1154 with 500,000 cycles · for averagely frequented 
buildings · variable closing speeds · can be used with stopper · door width 
750 - 1000 mm · for interior as well as exterior use · max. door height 
2500 mm · adjustable zero position ±4° · glass thickness tempered glass 
10 -12 mm · for 8 mm glass, please order spare inserts (BO 5213080) 
for PT20 Plus patch fitting separately. · adjustable closing speed 150° 
- 10° / 10° - 0° · ambient temperature -20° - +50°C · white inserts · 
not suitable for laminated safety glass

INCLUDED IN DELIVERY:
1x                        Self-closing Patch Fitting Standard Duty EN3
1x                        Patch Fitting PT 20 PLUS top
1x                        Top Pivot PT24

Max. door width  1000 mm

Max. door weight  100 kg

Closing force  EN3

Max. door opening angle  150°
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 Self-closing Patch Fitting Standard Duty EN3 

 HOLD POSITION · MATERIAL · FINISH  ART. NO. 

         90°  ·  stainless steel AISI 304  ·  brushed  BO 5214350 

       without  ·  stainless steel AISI 304  ·  brushed  BO 5214233 

         90°  ·  stainless steel AISI 304  ·  polished  BO 5216520 

       without  ·  stainless steel AISI 304  ·  polished  BO 5216521 

         90°  ·  aluminium  ·  aluminium-coloured E4/CO  BO 5216522 

       without  ·  aluminium  ·  aluminium-coloured E4/CO  BO 5216523 

         90°  ·  stainless steel AISI 304  ·  matt black  BO 5216524 

       without  ·  stainless steel AISI 304  ·  matt black  BO 5216525 

 Tested as per DIN 1154 with 500,000 cycles · for averagely frequented 
buildings · variable closing speeds · can be used with stopper · door width 
750 - 1000 mm · for interior as well as exterior use · max. door height 2500 
mm · adjustable zero position ±4° · glass thickness tempered glass 8 -12 mm 
· adjustable closing speed 150° - 10° / 10° - 0° · ambient temperature -20° - 
+50°C  · not suitable for laminated safety glass

 Max. door width            1000   mm    

  Max. door weight            100   kg    

  Closing force          EN3         

Max. door opening angle         150° 

 Self-closing Patch Fittings Set Standard Duty EN3 including PT20 PLUS patch fitting and top pivot 

INCLUDED IN DELIVERY: 
 1x                            Self-closing Patch Fitting Standard Duty EN3 
 1x                            Patch Fitting PT 20 PLUS top 
 1x                            Top Pivot PT24 
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 Patch Fitting top PT20 PLUS 

 MATERIAL · FINISH  ART. NO. 

       stainless steel AISI 304  ·  brushed  BO 5214265 

       stainless steel AISI 304  ·  polished  BO 5216529 

       aluminium  ·  aluminium-coloured E4/CO  BO 5216530 

       stainless steel AISI 304  ·  matt black  BO 5216531 

 Max. door width            1250   mm    

  Max. door weight            100   kg         

 Suitably dimensioned cover cap for self-closing patch fitting Standard 
Duty · with plastic bushing for 15 mm diameter pin · glass thickness 
tempered glass 10, 12 mm 
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Self-closing Patch Fittings Set Heavy Duty EN5 including PT20 PLUS HD Patch Fitting and Top Pivot

HOLD POSITION · MATERIAL · FINISH ART. NO.

90° · stainless steel AISI 304 · brushed BO 5214352

without · stainless steel AISI 304 · brushed BO 5216571

90° · stainless steel AISI 304 · polished BO 5216574

without · stainless steel AISI 304 · polished BO 5216575

90° · aluminium · aluminium-coloured E4/CO BO 5216578

without · aluminium · aluminium-coloured E4/CO BO 5216579

Tested as per DIN 1154 with 500,000 cycles · for averagely frequented 
buildings · variable closing speeds · can be used with stopper · door 
width 750 - 1250 mm · for interior as well as exterior use · max. door 
height 2500 mm · glass thickness tempered glass 10 -12 mm · adjustable 
zero position ±4° · adjustable closing speed 150° - 10° / 10° - 0° · 
ambient temperature -20° - +50°C · distance wall-glass min. 6 mm · 
not suitable for laminated safety glass

Max. door width  1250 mm

Max. door weight  100 kg

Closing force  EN5

Max. door opening angle  150°

INCLUDED IN DELIVERY:
1x                        Self-closing Patch Fitting Heavy Duty EN5
1x                        Patch Fitting PT 20 PLUS HD top
1x                        Top Pivot PT24
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 Self-closing Patch Fitting Heavy Duty EN5 

 HOLD POSITION · MATERIAL · FINISH  ART. NO. 

         90°  ·  stainless steel AISI 304  ·  brushed  BO 5214306 

       without  ·  stainless steel AISI 304  ·  brushed  BO 5214234 

         90°  ·  stainless steel AISI 304  ·  polished  BO 5214307 

       without  ·  stainless steel AISI 304  ·  polished  BO 5216526 

         90°  ·  aluminium  ·  aluminium-coloured E4/CO  BO 5216527 

       without  ·  aluminium  ·  aluminium-coloured E4/CO  BO 5216528 

         90°  ·  stainless steel AISI 304  ·  matt black  BO 5216545 

       without  ·  stainless steel AISI 304  ·  matt black  BO 5216546 

 Tested as per DIN 1154 with 500,000 cycles · variable closing speeds · 
can be used with stopper · door width 750 - 1250 mm · for interior as well 
as exterior use · max. door height 2500 mm · adjustable zero position ±4° · 
glass thickness tempered glass 10 -15 mm · adjustable closing speed 150° - 
10° / 10° - 0° · ambient temperature -20° - +50°C · distance wall-glass min. 
6 m m · not suitable for laminated safety glass

 Max. door width            1250   mm    

  Max. door weight            100   kg    

  Closing force          EN5         

Max. door opening angle         150° 
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 Patch Fitting top PT20 PLUS HD 

 MATERIAL · FINISH  ART. NO. 

       stainless steel AISI 304  ·  brushed  BO 5216532 

       stainless steel AISI 304  ·  polished  BO 5216533 

       aluminium  ·  aluminium-coloured E4/CO  BO 5216534 

       stainless steel AISI 304  ·  matt black  BO 5216544 

 Max. door width            1250   mm    

  Max. door weight            100   kg       

 Suitably dimensioned cover cap for self-closing patch fitting Heavy Duty 
· with plastic bushing for 15 mm diameter pin · glass thickness tempered 
glass 10, 12 mm 

 Top Pivot PT 24 

 FINISH  ART. NO. 

       brushed  BO 5214287 

       polished  BO 5214339 

       matt black  BO 5216543 

 Material          stainless steel AISI 304         

 Pin diameter 15 mm 
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Alva
The Alva self-closing patch fitting from Bohle enables a quick installation without troublesome floor excavations which cause a lot of dirt. As the entire 
technology is concealed inside the slimline fitting, opening the screed for inserting the underfloor box is not required. The cover cap design is clear-cut and 
reduced to its essentials – so that nothing interferes with the classy appearance. Bohle‘s patch technology is in accordance with DIN EN 1154.
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Alva Self-closing Patch Fitting Set Standard Duty EN3

HOLD POSITION · FINISH ART.NO.

90° · brushed BO 5216620

without · brushed BO 5216621

105° · brushed BO 5216624

90° · polished BO 5216622

without · polished BO 5216623

105° · polished BO 5216625

90° · matt black BO 5216620B

without · matt black BO 5216621B

105° · matt black BO 5216624B

Incl. Top Patch fitting PT20 PLUS and Top Pivot PT 24 · tested as per DIN 
1154 with 500,000 cycles · for averagely frequented buildings · variable 
closing speeds · can be used with stopper · door width 750 - 1000 mm · for 
interior as well as exterior use · max. door height 2590 mm · adjustable zero 
position ±2° · glass thickness tempered glass 8 - 12 mm · adjustable closing 
speed 170° - 15° / 15° - 0° · ambient temperature -20° - +50°C . corrosion 
resistance 4 . same size cover caps for upper and lower fitting . black inserts

Max. door width  1000 mm

Max. door weight  100 kg

Closing force  EN3

Material  stainless steel AISI 304

SCOPE OF DELIVERY:
1x       Self-closing Alva Fitting EN3
1x       Patch Fitting PT 20 PLUS top
1x       Top Pivot PT24
4x       Flat Head Screw M8 30 mm
4x       Stainless Steel Dowel ø 10 mm, 30 mm
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Alva Self-closing Patch Fitting Standard Duty EN3

HOLD POSITION · FINISH ART.NO.

90° · brushed BO 5216600

without · brushed BO 5216601

105° · brushed BO 5216604

90° · polished BO 5216602

without · polished BO 5216603

105° · polished BO 5216605

90° · matt black BO 5216600B

without · matt black BO 5216601B

105° · matt black BO 5216604B

Tested as per DIN 1154 with 500,000 cycles · for averagely frequented 
buildings · variable closing speeds · can be used with stopper · door width 
750 - 1000 mm · for interior as well as exterior use · max. door height 2590 
mm · adjustable zero position ±2° · glass thickness tempered glass 8 - 12 
mm · adjustable closing speed 170° - 15° / 15° - 0° · ambient temperature 
-20° - +50°C · corrosion resistance 4 · black inserts

Max. door width  1000 mm

Max. door weight  100 kg

Closing force  EN3

Material  stainless steel AISI 304
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Alva Top Patch Fitting PT20 PLUS

FINISH ART.NO.

brushed BO 5216610

polished BO 5216611

matt black BO 5216610B

Suitably dimensioned cover cap for self-closing patch fitting Alva 
Standard Duty · with plastic bushing for 15 mm diameter pin · glass 
thickness tempered glass 8 - 12 mm

Top Pivot PT 24

FINISH ART. NO.

brushed BO 5216615

polished BO 5216616

matt black BO 5216615B

Material stainless steel AISI 304

Pin diameter 15 mm

Max. door width  1000 mm

Max. door weight  100 kg

Material  stainless steel AISI 304
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Floor Springs
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Floor Spring EN3

MAX. DOOR WIDTH · MAX. DOOR WEIGHT · CLOSING FORCE ART. NO.

1000 mm · 100 kg · EN3 BO 5214010

Hold position  90°

Finish  brushed

Material  stainless steel AISI 304

Max. door opening angle  130 °

Standard 10 mm plug-in flat conical floor spring axle included · plug-in 
flat conical floor spring axle not exchangeable · adjustable closing speed 
90° - 15° / 15° - 0° · ambient temperature -20° - +45°C · tested over 500,000 
cycles according to EN 1154 · dimensions 305 x 108 x 40.5 mm · suitable for 
glass, wooden and aluminium doors

Floor Spring Universal EN1 - EN4

MAX. DOOR WIDTH · MAX. DOOR WEIGHT · CLOSING FORCE ART. NO.

1200 mm · 150 kg · EN1 - EN4 BO 5214330N

Max. door opening angle  180 °

Hold position  90°

Material  stainless steel AISI 304

Finish  brushed

Standard 10 mm plug-in flat conical floor spring axle included · plug-in 
flat conical floor spring axle not exchangeable · adjustable closing speed 
90° - 15° / 15° - 0° · ambient temperature -20° - +45°C · tested over 500,000 
cycles according to EN 1154 · dimensions 285 x 82 x 49.5 mm · suitable for 
glass, wooden and aluminium doors · adjustable closing force
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Glass Wall Partitioning 
Systems

FrameTec Premium 125

FrameTec Select 2.0 130

Glass Wall 
Partitioning Systems
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FrameTec Select 2.0

–

–

2.7 m

8 - 10.76

8 - 13.52

130

FrameTec Premium

✓

✓
Class 2, 39 dB

4.5 m (with Static 
connection profile)

8 - 10.76

8 - 13.52

125

Product Range

Made-to-Measure Products

Sound insulation tested in  
accordance with DIN 4109

 Installation height

Glass type on door (mm)

Glass type on sidelight / overpane (mm)

Page

Glass Wall 
Partitioning Systems
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 FrameTec Premium 
 Glass partitioning system made of aluminium for glass doors with and without fixed sidelights and overpanel glazings. The system has tested soundproofing 
as per DIN 4109 and provides sound insulation for up to 39 db. Customized solutions and made-to-measure products. Technical drawings and glass dimensions 
available after ordering. Place your request conveniently via freephone 0800 616151 

Customized

solutions

and made-to-

measure

products
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Product benefi ts:
� Easy installation
� Profi le requires no milling
� Quick and easy insertion of the hinges into the multifunction channel
� Fixed cover for the narrow multifunction channel with clip-on profi le
� Dry glazing with plug-in gaskets 
� Sound insulation tested in accordance with DIN 4109 
� Sidelights can be produced with a static profi le up to 4 metres
� Uniform appearance – profi les can be used on all sides
� Pre-cut mitres
� Suitable for DIN-L and DIN-R

Our Service:
� Customized solutions and made-to-measure products
� Technical drawings and glass dimensions available after ordering
� Place your request via the Confi gurator or the measurement sheets
� More information: www.bohle.com

Mounting
video

Mounting
video

Bohle FrameTec Premium Configurator

When used together with Bohle GS-A Drop 

Down Seal (BO 5220750 - 5220757), the 

frame meets the requirements according to 

sound insulation class 2 (39dB)
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Wandanschlussprofil Verbindungsprofil Statik- Verbindungsprofil

Connection profile Static connection profileWall connection profile

FrameTec Premium 
Ansichten für Aufmaßblatt Glastrennwandsystem DE & EN
Dateiname: FrameTec- Premium_Aufmaßblatt_23-10-2019

Wall connection profi le Connection profi le Static connection profi le
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FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9

FTP13

FTP16

FTP14 FTP15 FTP6

FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9

FTP13

FTP16

FTP14 FTP15 FTP6

FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9

FTP13

FTP16
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FTP13
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FTP10 FTP11 FTP12
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FTP16
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FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8
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FTP9
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FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9
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FTP16

FTP14 FTP15 FTP6

FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9

FTP13

FTP16

FTP14 FTP15 FTP6

FTP10 FTP11 FTP12

FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9
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FTP1/FTP2 FTP3

FTP4 FTP7 FTP5 FTP8

FTP9

FTP13

FTP16

FTP14 FTP15 FTP6

FTP10 FTP11 FTP12

Special sizes and further product types available on request.
We will gladly assist you with your planning. Please contact your regional Customer Services team.

Anwendung Innenbereich

Material Aluminium

Oberfläche E6/EV1 eloxiert (Edelstahleffekt und RAL-Farben auf Anfrage erhältlich) 

Glasart Türflügel ESG: 8 - 10 mm, VSG: 8,76 - 10,76 mm

Glasart Seitenteil / Oberlicht ESG: 6 - 12 mm, VSG: 8,76 - 13,52 mm

Türgewicht Richtet sich nach der Tragkraft der Bänder 

Lagerlängen 6.000 mm auf Anfrage 

Schallschutz Klasse 2 (bis 39 dB)

Festverglasung mit passenden Profilen

Technische Angaben: 
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Wandanschlussprofil Verbindungsprofil Statik- Verbindungsprofil

Connection profile Static connection profileWall connection profile

FrameTec Premium 
Ansichten für Aufmaßblatt Glastrennwandsystem DE & EN
Dateiname: FrameTec- Premium_Aufmaßblatt_23-10-2019

 System Description

 Door glass thickness

Aluminium extrusion profile for glass partitioning systems and frames. High stability and dimensionally stable profile geometry. 
Multifunctional running track for glass door hinges and strike plates, profiles do not need to be milled.

8 - 10 mm tempered glass; 8.76 - 10.76 mm laminated safety glass

 Overpanel and sidelight glazing thickness

8 - 12 mm tempered glass; 8.76 - 13.52 mm laminated safety glass

 Door weight

Depends on the carrying capacity of the hinges

 Max. installation height

Max. 4,500 mm, starting from 2,800 mm, we recommend using a 
static profile

 Sound insulation tested as per DIN 4109
 (Rw sound reduction index)

8 mm tempered glass
10 mm tempered glass
10.76 mm laminated safety glass 
with sound insulation film

 Made-to-measure production

The profiles will be trimmed to size according to the dimensions you 
indicate. They will be delivered as partially assembled kits. Cover 
profiles must be trimmed to size on site. You will receive release 
drawings and glass dimensions after ordering. Please note that the 
profiles will only be cut to size after you have signed and returned 
the final specification confirmation.

31 dB
33 dB
39 dB 
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 FrameTec Select 2.0 
Glass partition walls flood rooms with light and provide unequalled transparency. They create a classy atmosphere and save the installer an lot of effort and 
additional costs, which also makes this system attractive from an economic point of view. This is especially true as these partitions, like FrameTec Select 2.0, 
stand out thanks to their numerous and flexible installation options, for example, with a single door, with overpanel or sidelight. FrameTec Select 2.0 appeals 
through the unobtrusive, uniform appearance of the whole system. Frame and glazing profiles have the same, low depth of 36.5 mm and therefore provide a 
straight-lined design, which conveys a particularly harmonious and lightweight appearance. The door hinges are anchored into the multi-functional running track 
with the aid of retainer plates concealed behind a narrow cover profile. The door is suitable for use on DIN right and DIN left as door hinges and strike plate do 
not need to be milled. 
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 FrameTec Select 2.0 Aluminium Frame complete sets 

 OUTER FRAME DIMENSIONS · DOOR DIMENSION · FINISH  ART. NO. 

   901 x 2138  mm  ·  max.   834 x 2097  mm  ·  aluminium-coloured anodised E6/EV1        BO 5220801 

   1026 x 2138  mm  ·  max.   959 x 2097  mm  ·  aluminium-coloured anodised E6/EV1        BO 5220802 

   1067 x 2750  mm  ·  max.   1000 x 2709  mm  ·  aluminium-coloured anodised E6/EV1      BO 5220803 

   901 x 2138  mm  ·  max.   834 x 2097  mm  ·  stainless steel look anodised E1/C31        BO 5220804 

   1026 x 2138  mm  ·  max.   959 x 2097  mm  ·  stainless steel look anodised E1/C31        BO 5220805 

   1067 x 2750  mm  ·  max.   1000 x 2709  mm  ·  stainless steel look anodised E1/C31        BO 5220806 

 Glass thickness: Door: 8 - 10 mm tempered glass; 8.76 - 10.76 mm 
laminated safety glass; fixed sidelight/overpanel: 8 - 12 mm tempered 
glass; 8.76 - 13.52 mm laminated safety glass · sealing strip colour: grey · 
profiles are mitred and can be trimmed individually. · please order sealing 
strips for fixed sidelights and overpanel glazings separately, depending on 
glass thickness · please order the strike plate separately. · starting from 
a door height >2200 mm, we recommend using 3 hinges. · note: the glass 
processing required for the door hinges deviates from the standard. · note: 
the cover profile must be trimmed on site.

 FrameTec Select 2.0 Frame Profile incl. Cover Profile 

 FINISH  ART. NO. 

       aluminium-coloured anodised E6/EV1            BO 5220811 

       stainless steel look anodised E1/C31            BO 5220812 

 Material          aluminium        

  Length            5600   mm           

 Glass thickness: Door: 8 - 10 mm tempered glass; 8.76 - 10.76 mm 
laminated safety glass; fixed sidelight/overpanel: 8 - 12 mm tempered glass; 
8.76 - 13.52 mm laminated safety glass · starting from a door height >2200 
mm, we recommend using 3 hinges. · note: the glass processing required for 
the door hinges deviates from the standard. · note: the cover profile must be 
trimmed on site. · please order single components, such as sealing strips, 
retainer plates, strike plates, and corner connectors separately. 

 The door is suitable for use on DIN right and DIN left as door hinges and strike plate do not need to be milled. The frame is prepared for 8 - 10.76 mm tempered/
laminated safety glass doors with a rebate depth of 24 mm. Please see the “Pivot Door Systems” section for suitable locks and special frame hinges.  We 
recommend the relevant, two-part glazing profiles for connecting fixed sidelight and overpanel. 

INCLUDED IN DELIVERY: 
 3x            Frame Profile s
 3x            Cover Profile s
 2x            Corner Connector s
 1x            Rebate Gasket grey 
                 2 or 3 retainer plates for aluminium frame hinges (BO 5206663,                                     
            BO 5206664, BO 5206668, BO 5206669) 
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FrameTec Select 2.0 Retainer Plate for aluminium Frame Hinge

ART. NO.

BO 5220813

Material  aluminium

Starting from a door height >2200 mm, we recommend using 3 hinges.

FrameTec Select 2.0 Retainer Plate for stainless steel Frame Hinge
The retainer plates are inserted into the multi-functional running track before fixing the frame profile to the soffit. Thanks to this fixing, the hinges and strikes 
plates in the profile do not need to be milled. The hinges can be subsequently adjusted in height by several millimetres.

ART. NO.

BO 5220814

Material  aluminium

Starting from a door height >2200 mm, we recommend using 3 hinges.

INCLUDED IN DELIVERY:
1x                                                                 Retainer Plate
3x                                                                 Screw M5

The retainer plates are inserted into the multi-functional running track before fixing the frame profile to the soffit. Thanks to this fixing, the hinges and strikes 
plates in the profile do not need to be milled. The hinges can be subsequently adjusted in height by several millimetres.

INCLUDED IN DELIVERY:
1x                                                                 Retainer Plate
2x                                                                 Screw M5
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FrameTec Select 2.0 Corner Connector
ART. NO.

BO 5220815

Material  aluminium

Stable corner connectors ensure that the frame and the two-part 
FrameTec Select 2.0 glazing profiles are safety held in place.

FrameTec Select 2.0 Glazing profile two-piece

FINISH ART. NO.

aluminium-coloured anodised E6/EV1     BO 5220816

stainless steel look anodised E1/C31     BO 5220817

Material  aluminium

Length  5600 mm

Glass thickness tempered glass 8 - 12 mm, laminated glass 8.76 - 
13.52 mm · please order corner connectors and sealing strips separately, 
depending on the glass thickness. · the sealing strips are available in black 
or grey.

The glass panes are safely clamped with the aid of high-quality sealing strips – all without the need for any glass processing.

INCLUDED IN DELIVERY: 1x Base Profile 1x Glass Profile

INCLUDED IN DELIVERY: 1x Corner Connector
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FrameTec Select 2.0 Base Gasket for fixed and overpanel glazings
The basic sealing strip is clamped into the respective running track of the outer frame and into the glazing profile. The sealing strip is available in black or grey. 
The glass pane is safety anchored with the aid of high-quality sealing strips without the need for any glass processing.

FINISH ART. NO.

grey BO 5220821

black BO 5220822

Length  7000 mm

Glass thickness tempered glass 8 - 12 mm, laminated glass 8.76 - 13.52 
mm · please order the suitable sealing strip separately, depending on the 
selected glass thickness.

FrameTec Select 2.0 Wedge Seal for fixed and overpanel glazings
The sealing strip is clamped into the respective running track of the outer frame and into the glazing profile. The sealing strips are available in black or grey. The 
glass panes are safely clamped with the aid of high-quality sealing strips – all without the need for any glass processing.

FINISH · DESCRIPTION ART. NO.

grey · tempered glass 8 mm, laminated glass 8.76 mm BO 5220823

black · tempered glass 8 mm, laminated glass 8.76 mm BO 5220824

grey · tempered glass 10 mm, laminated glass 10.76 mm BO 5220825

black · tempered glass 10 mm, laminated glass 10.76 mm BO 5220826

grey · tempered glass 12 mm, laminated glass 12.76 mm BO 5220827

black · tempered glass 12 mm, laminated glass 12.76 mm BO 5220828

grey · laminated safety glass 13.52 mm BO 5220829

black · laminated safety glass 13.52 mm BO 5220830

Length  7000 mm

Please order the suitable basic sealing strips separately.
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FrameTec Select 2.0 Rebate Gasket
The stopper sealing strip is clamped into the frame rebate which is positioned flush to the door and thus protects from noise and draughts. The sealing strips are 
available in black or grey.

FINISH ART. NO.

grey BO 5220831

black BO 5220832

Length  7000 mm

Glass thickness tempered glass 8 - 10 mm, laminated glass 8.76 - 10.76 mm

Glazing profile

A

Frame profile

B

B

C

C

Glass thickness (mm) 8 - 8.76 10 - 10.76 12 - 12.76 13.52

Colour grey black grey black grey black grey black

Base gasket (B))

BO 5220821 BO 5220822 BO 5220821 BO 5220822 BO 5220821 BO 5220822 BO 5220821 BO 5220822

Wedge seal (C)
BO 5220823 BO 5220824 BO 5220825 BO 5220826 BO 5220827 BO 5220828 BO 5220829 BO 5220830

Glass thickness (mm) 8 - 8.76 10 - 10.76 12 - 12.76 13.52

Colour grey black grey black grey black grey black

Rebate gasket (A)

BO 5220831 BO 5220832 BO 5220831 BO 5220832 BO 5220831 BO 5220832 BO 5220831 BO 5220832

Base gasket (B)

BO 5220821 BO 5220822 BO 5220821 BO 5220822 BO 5220821 BO 5220822 BO 5220821 BO 5220822

Wedge seal (C)
BO 5220823 BO 5220824 BO 5220825 BO 5220826 BO 5220827 BO 5220828 BO 5220829 BO 5220830

FrameTec Select 2.0 Sealing Strip Overview
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Bohle GS-A Drop Down Seals

LENGTH · FINISH ART. NO.

708 mm · 583 mm · aluminium-coloured anodised E6/EV1 BO 5220750

833 mm · 708 mm · aluminium-coloured anodised E6/EV1 BO 5220751

958 mm · 833 mm · aluminium-coloured anodised E6/EV1 BO 5220752

1083 mm · 958 mm · aluminium-coloured anodised E6/EV1 BO 5220753

708 mm · 583 mm · stainless steel look anodised E1/C31 BO 5220754

833 mm · 708 mm · stainless steel look anodised E1/C31 BO 5220755

958 mm · 833 mm · stainless steel look anodised E1/C31 BO 5220756

1083 mm · 958 mm · stainless steel look anodised E1/C31 BO 5220757

Ideal for sealing already installed smooth glass, metal, aluminium, 
wooden and plastic doors · sealing strips can be trimmed, please consider 
the minimum length · incl. cover strip silver-coloured · sound insulation 41 dB

 Sturdy stainless steel strike plate with milled edge · incl. screws ·  
Material stainless steel

FINISH ART. NO.

brushed BO 5220743

FrameTec Select 2.0 Latch and Bolt Strike Plate

 Sturdy stainless steel strike plate with milled edge · incl. screws ·  
Material stainless steel

FINISH ART. NO.

brushed BO 5220744

FrameTec Select 2.0 Latch Strike Plate
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Rod Handles
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Lockable Rod Handle
The lockable rod handle is a comfortable locking system with the lock positioned at a convenient, ergonomic height. It is well suited for all standard 30/160 Euro 
profile cylinders. The cylinder is easily exchangeable and can therefore simply be adapted to individual locking systems. Both double and thumb turn cylinders can 
be used for this system. With a length of 1,900 mm and a downward closing mechanism, the rod handle is universally applicable for sliding and swinging doors.

HANDLE TYPE · LENGTH (L) ART. NO.

Handle · 1900 mm BO 5213347

Cylinder lock without thumb turn · 30/160 mm BO 5213348

Cylinder lock with thumb turn · 30/160 mm BO 5213349

Depth (H)  77 mm

Width   35 mm

Material  stainless steel AISI 304

Finish  brushed

for 30/160 Euro profile cylinders (not included in delivery) · suitable 
profile cylinders BO 5213348 and BO 5213349 · Glass processing Yes
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Handle type ø 19 mm

LENGTH (L) · C-C · FINISH ART. NO.

250 mm · 150 mm · brushed BO 5213740

250 mm · 150 mm · polished BO 5213770

300 mm · 200 mm · brushed BO 5213738

400 mm · 300 mm · brushed BO 5213742

500 mm · 300 mm · brushed BO 5213739

500 mm  · 300 mm · black powder coated BO 5213739B

600 mm · 500 mm · brushed BO 5213745

800 mm · 600 mm · brushed BO 5213746

1000 mm · 800 mm · brushed BO 5213747

Width (ø)  19 mm

Depth (H)  52 mm

Material  stainless steel AISI 304

Glass thickness  6 - 12 mm

Drill hole in glass ø12 mm · Glass processing Yes

Handle type ø 25 mm

LENGTH (L) · C-C · FINISH ART. NO.

300 mm · 200 mm · brushed BO 5213749

400 mm · 300 mm · brushed BO 5113701

500 mm · 400 mm · brushed BO 5113702

500 mm  · 400 mm · black powder coated BO 5113702B

600 mm · 400 mm · brushed BO 5113703

700 mm · 500 mm · brushed BO 5113704

800 mm · 600 mm · brushed BO 5113705

1000 mm · 800 mm · brushed BO 5113706

1200 mm · 1000 mm · brushed BO 5113707

Width (ø)  25 mm

Depth (H)  65 mm

Material  stainless steel AISI 304

Glass thickness  6 - 12 mm

Drill hole in glass ø14 mm · Glass processing Yes

INCLUDED IN DELIVERY:
Screws for doors up to 40 mm                                                           
(for use with: wood, steel, aluminium, plastic)

INCLUDED IN DELIVERY:
Screws for doors up to 40 mm                                                           
(for use with: wood, steel, aluminium, plastic)
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Handle type ø 32 mm

LENGTH (L) · C-C)· FINISH ART. NO.

300 mm · 200 mm · brushed BO 5113711

450 mm · 300 mm · brushed BO 5213789

600 mm · 400 mm · brushed BO 5213790

800 mm · 600 mm · brushed BO 5113715

1000 mm · 800 mm · brushed BO 5213779

1200 mm · 1000 mm · brushed BO 5113716

1600 mm · 1000 mm · brushed BO 5113717

1800 mm · 1000 mm · brushed BO 5113718

2000 mm · 1000 mm · brushed BO 5113719

Width (ø)  32 mm

Depth (H)  72 mm

Material  stainless steel AISI 304

Glass thickness  6 - 12 mm

Drill hole in glass ø14 mm · Glass processing Yes

Handle type oval

LENGTH (L) · C-C · FINISH ART. NO.

600 mm · 400 mm · brushed BO 5213888

Material  stainless steel AISI 304

Width (ø)   38 mm

Depth (H)  60 mm

Glass thickness  6 - 12 mm

Drill hole in glass ø14 mm · gripping zone of handle between fixing points 
brushed · Glass processing Yes

INCLUDED IN DELIVERY:
Screws for doors up to 40 mm                                                           
(for use with: wood, steel, aluminium, plastic)
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Handle type oval without protrusion

LENGTH (L) · C-C) · FINISH ART. NO.

600 mm . 568 mm . polished BO 5213819

Material   stainless steel AISI 304

Width (ø)  32 mm

Depth (H)  72 mm

Glass thickness   6 - 12 mm

Drill hole in glass ø14 mm · gripping zone of handle between fixing points 
brushed · Glass processing Yes

Handle type square without protrusion

DESCRIPTION · WIDTH (Ø) · LENGTH (L) · DEPTH (H) · C-C ART. NO.

Drill hole in glass ø14 mm · 25 x 38 mm · 1200 mm · 80 mm · 1175 mm BO 5215027

Drill hole in glass ø10 mm · 15 x 30 mm · 290 mm · 55 mm · 275 mm BO 5215028

Drill hole in glass ø10 mm · 15 x 30 mm · 440 mm · 55 mm · 425 mm BO 5215029

Drill hole in glass ø10 mm · 15 x 30 mm · 590 mm · 55 mm · 575 mm BO 5215030

Drill hole in glass ø14 mm · 25 x 50 mm · 475 mm · 65 mm · 450 mm BO 5215031

Drill hole in glass ø14 mm · 25 x 50 mm · 600 mm · 65 mm · 575 mm BO 5215032

Material  stainless steel AISI 304

Finish  brushed

Glass thickness  6 - 12 mm

Glass processing  Yes
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Handle self-adhesive

DEPTH (H) · FINISH ART. NO.

20 mm · brushed BO 5113738

20 mm · polished BO 5113739

Width (ø)  35 mm

Length (L)  300 mm

Material  stainless steel AISI 304

Glass processing   No

Handle self-adhesive

FINISH ART. NO.

stainless steel look anodised E1/C31      BO 5206686

matt grey NCS 8000N     BO 5206687

Self-adhesive fixing · the handle comes with a pre-applied adhesive 
tape for permanent fixing. · a positioning gauge is included in delivery. · 
packaging unit 1 pair

Width   26 mm

Length (L)  200 mm

Depth (H)  40 mm

Material aluminium

        145



You will find more products and further information at www.bohle.com.

Flush Handles
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Flush Handle round open

MATERIAL · FINISH · GLASS THICKNESS ART. NO.

stainless steel AISI 304 · brushed · 8 - 12 mm BO 5214216N

Width (ø)  65 mm

Depth (H)  7 mm

Drill hole in glass ø50 mm

Flush Handle round closed

MATERIAL · FINISH · GLASS THICKNESS ART. NO.

stainless steel AISI 304 · brushed · 8 - 12 mm BO 5214217N

Width (ø)  65 mm

Depth (H)  7 mm

Drill hole in glass ø50 mm

Flush Handle square

MATERIAL · FINISH · GLASS THICKNESS ART. NO.

stainless steel AISI 304 · brushed · 8 - 10 mm BO 5101615

Width   65 x 65 mm

Depth (H)  7 mm

With two adhesive strips each · drill hole in glass ø50 mm
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Flush Handle round closed self-adhesive

MATERIAL · FINISH ART. NO.

stainless steel AISI 304 · brushed BO 5205105

Width   64 mm

Depth (H)  8 mm

Packaging unit 1 pair

Flush Handle square closed self-adhesive

MATERIAL · FINISH ART. NO.

stainless steel AISI 304 · brushed BO 5205109

Width  60 x 60 mm

Depth (H)  10 mm

Packaging unit  1 pair

Flush Handle round open self-adhesive

DEPTH (T) · Ø · MATERIAL · FINISH ART. NO.

9 mm · 40 mm · aluminium · aluminium-coloured E6/EV1 BO 5113785

7 mm · 52 mm · stainless steel AISI 304 · brushed BO 5113794

Width (ø)  65 mm

Packaging unit  1 pc
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Flush Handle square open self-adhesive

DEPTH (T) · b · MATERIAL · FINISH ART. NO.

9 mm · 35 mm · aluminium · aluminium-coloured E6/EV1 BO 5113770

8 mm · 40 mm · stainless steel AISI 304 · brushed BO 5113778

Width (B)  60 x 60 mm

Packaging unit  1 pc

Flush Handle square open self-adhesive

B x L (mm) · b x l (mm) · MATERIAL · FINISH ART. NO.

110 x 60 · 70 x 30 · aluminium · aluminium-coloured E6/EV1 BO 5113752

110 x 60 · 70 x 30 · aluminium · stainless steel look E4/C31 BO 5113753

110 x 60 · 70 x 30 · stainless steel AISI 304 · brushed BO 5113754

200 x 60 · 160 x 30 · aluminium · aluminium-coloured E6/EV1 BO 5113761

Depth (T)  9 mm

Packaging unit  1 pc

Mounting Template for Flush Handle

ART. NO.

Mounting Template     BO 5205108
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VetroMount
Newly developed by Bohle engineers, the VetroMount balustrade system can be mounted in a few simple steps, saving time and costs. This is made possible 
by the revolutionary glass bearers and the fact that a simple concrete screw every 400 mm is enough for safely attaching the profile in top mount installations.  
When VetroMount is used for exterior applications, a drainage hole is mandatory as undrained water can cause permanent damage in the profile in case of 
freezing, and as a consequence, the safety of the whole system can no longer be guaranteed. A drainage system must already be considered when planning a 
balustrade system for exterior use.  

2020
innovative product 
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VetroMount Profile for Top Mount

LENGTH ART. NO.

2500 mm BO 5403008

5000 mm BO 5403010

Material                                                                aluminium

Finish                                                                     aluminium-coloured anodised E6/C0

Glass thickness laminated safety glass 12.76 - 21.52 mm · max. glass 
height 1300 mm · min. glass width 300 mm · rail load 0.74 kN · suitable for 
interior and exterior applications · tested system – Please take into account 
the country-specific certification. · system statics available · installation 
with and without Cover Profile · for interior applications, we recommend the 
following screws: Hilti concrete screw HUS3-H 10 x 100 (BO 5211160) or 
Fischer concrete screw ULTRACUT FBS II 10 x 85 · for exterior applications, 
we recommend the following screws: Hilti concrete screw HUS-HR 10 x 105 
(BO 5211161) or Fischer concrete screw ULTRACUT FBS II A4 US 10 x 85

Top Mount

VetroMount Cover Profile face fixed
The VetroMount Cover Profiles are excellently suited for a cost-effective colour design of the system. Another highlight is the narrow rubber sealing lip.

LENGTH · FINISH ART. NO.

2500 mm · aluminium-coloured anodised E6/C0 BO 5403012

2500 mm · stainless steel look BO 5403013

5000 mm · aluminium-coloured anodised E6/C0 BO 5403014

5000 mm · stainless steel look BO 5403015

Mounting  Top mount

Material  aluminium

For profile for floor mounting
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VetroMount Cover Profile top
The VetroMount Cover Profiles are excellently suited for a cost-effective colour design of the system. Another highlight is the narrow rubber sealing lip.

LENGTH · FINISH ART. NO.

2500 mm · aluminium-coloured anodised E6/C0 BO 5403016

2500 mm · stainless steel look BO 5403017

5000 mm · aluminium-coloured anodised E6/C0 BO 5403018

5000 mm · stainless steel look BO 5403019

Mounting  Top mount · Side mount

Material  aluminium

For profile for floor mounting or side mounting

VetroMount End Cap Top Mount
The VetroMount end caps can be plugged on easily via the mounting bolts included in the kit. Screwing and adhesive bonding are not necessary. The end caps can 
be released quickly and easily due to the plug-in technique.

DESCRIPTION · FINISH ART. NO.

for floor mounting without Cover Profile · stainless steel look BO 5403108

for floor mounting without Cover Profile · aluminium-coloured anodised E6/C0 BO 5403109

for floor mounting with Cover Profile · stainless steel look BO 5403110

for floor mounting with Cover Profile · aluminium-coloured anodised E6/C0 BO 5403111

Mounting  Top mount

Mounting bolts are included in the kit  · easy plug-on and removal of the 
end caps

INCLUDED IN DELIVERY:
1x                                                                 End Cap
2x                                                                 Mounting Bolts
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VetroMount Mounting Kit for Version with Cover Profile 2500 mm

DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403068

for glass thickness 13.52 mm · yellow BO 5403070

for glass thickness 15 mm · green BO 5403072

for glass thickness 16.76 mm · red BO 5403074

for glass thickness 17.52 mm · red BO 5403076

for glass thickness 19 mm · white BO 5403078

for glass thickness 20.76 mm · black BO 5403080

for glass thickness 21.52 mm · black BO 5403082

Mounting  Top mount · Side mount

Length  2500 mm

For the version with Cover Profiles · narrow rubber profile · only 4 glass 
bearers per metre · suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 13 Glass Bearers
2x                                                                 Rubber Seal 2500 mm for Cover Profiles

VetroMount Mounting Kit for Version with Cover Profile 5000 mm

DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403069

for glass thickness 13.52 mm · yellow BO 5403071

for glass thickness 15 mm · green BO 5403073

for glass thickness 16.76 mm · red BO 5403075

for glass thickness 17.52 mm · red BO 5403077

for glass thickness 19 mm · white BO 5403079

for glass thickness 20.76 mm · black BO 5403081

for glass thickness 21.52 mm · black BO 5403083

Mounting  Top mount · Side mount

Length  5000 mm

For the version with Cover Profiles · narrow rubber profile · only 4 glass 
bearers per metre · suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 26 Glass Bearers
2x                                                                 Rubber Seal 5000 mm for Cover Profiles
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VetroMount Mounting Kit for Version without Cover Profile 2500 mm

DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403084

for glass thickness 13.52 mm · yellow BO 5403086

for glass thickness 15 mm · green BO 5403088

for glass thickness 16.76 mm · red BO 5403090

for glass thickness 17.52 mm · red BO 5403092

for glass thickness 19 mm · white BO 5403094

for glass thickness 20.76 mm · black BO 5403096

for glass thickness 21.52 mm · black BO 5403098

Mounting  Top mount

Length  2500 mm

For the version without Cover Profiles · only 4 glass bearers per metre · 
suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 13 Glass Bearers
1x                                                                 Rubber Seal inside 2500 mm for the version without Cover Profiles
1x                                                                 Rubber Seal outside 2500 mm for the version without Cover Profiles

VetroMount Mounting Kit without Cover Profile for Version 5000 mm

DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403085

for glass thickness 13.52 mm · yellow BO 5403087

for glass thickness 15 mm · green BO 5403089

for glass thickness 16.76 mm · red BO 5403091

for glass thickness 17.52 mm · red BO 5403093

for glass thickness 19 mm · white BO 5403095

for glass thickness 20.76 mm · black BO 5403097

for glass thickness 21.52 mm · black BO 5403099

Mounting  Top mount

Length  5000 mm

For the version without Cover Profiles · only 4 glass bearers per metre · 
suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 26 Glass Bearers
1x                                                                 Rubber Seal inside 5000 mm for the version without Cover Profiles
1x                                                                 Rubber Seal outside 5000 mm for the version without Cover Profile
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VetroMount Profile for Side Mount
LENGTH ART. NO.

2500 mm BO 5403009

5000 mm BO 5403011

Material                                                              aluminium

Finish                                                                  aluminium-coloured anodised E6/C0

Glass thickness laminated safety glass 12.76 - 21.52 mm · max. glass 
height 1300 mm · min. glass width 300 mm · rail load 0.74 kN · suitable for 
interior and exterior applications · tested system – Please take into account 
the country-specific certification. · system statics available · for interior 
applications, we recommend the following screws: Hilti concrete screw 
HUS3-H 10 x 100 (BO 5211160) or Fischer concrete screw ULTRACUT FBS II 
10 x 85 · for exterior applications, we recommend the following screws: Hilti 
concrete screw HUS-HR 10 x 105 (BO 5211161) or Fischer concrete screw 
ULTRACUT FBS II A4 US 10 x 85

VetroMount Cover Profile complete
The VetroMount Cover Profiles are excellently suited for a cost-effective colour design of the system. Another highlight is the narrow rubber sealing lip.

LENGTH · FINISH ART. NO.

2500 mm · aluminium-coloured anodised E6/C0 BO 5403004

2500 mm · stainless steel look BO 5403005

5000 mm · aluminium-coloured anodised E6/C0 BO 5403006

5000 mm · stainless steel look BO 5403007

Mounting  Side mount

Material  aluminium

For profile for side mounting

Side Mount
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INCLUDED IN DELIVERY:
1x                                                                 End Cap

VetroMount End Cap Staircase with Cover Profile
The VetroMount end caps for staircases were designed in a way that their height can be adjusted easily to the mitre cut of the profile for the side mounting.

DESCRIPTION · FINISH ART. NO.

for staircase on the left · stainless steel look BO 5403104

for staircase on the left · aluminium-coloured BO 5403105

for staircase on the right · stainless steel look BO 5403106

for staircase on the right · aluminium-coloured BO 5403107

Mounting  Side mount

Material  aluminium

Height-adjustable

VetroMount Cover Profile top
The VetroMount Cover Profiles are excellently suited for a cost-effective colour design of the system. Another highlight is the narrow rubber sealing lip.

LENGTH · FINISH ART. NO.

2500 mm · aluminium-coloured anodised E6/C0 BO 5403016

2500 mm · stainless steel look BO 5403017

5000 mm · aluminium-coloured anodised E6/C0 BO 5403018

5000 mm · stainless steel look BO 5403019

Mounting  Top mount · Side mount

Material  aluminium

For profile for floor mounting or side mounting
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VetroMount End Cap Side Mount with Cover Profile
The VetroMount end caps can be plugged on easily via the mounting bolts included in the kit. Screwing and adhesive bonding are not necessary. The end caps can 
be released quickly and easily due to the plug-in technique.

DESCRIPTION · FINISH ART. NO.

for side mounting on the left · stainless steel look BO 5403100

for side mounting on the left · aluminium-coloured anodised E6/C0 BO 5403101

for side mounting on the right · stainless steel look BO 5403102

for side mounting on the right · aluminium-coloured anodised E6/C0 BO 5403103

Mounting  Side mount

Material  aluminium

Mounting bolts are included in the kit  · easy plug-on and removal of the 
end caps

VetroMount Mounting Kit for Version with Cover Profile 2500 mm

DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403068

for glass thickness 13.52 mm · yellow BO 5403070

for glass thickness 15 mm · green BO 5403072

for glass thickness 16.76 mm · red BO 5403074

for glass thickness 17.52 mm · red BO 5403076

for glass thickness 19 mm · white BO 5403078

for glass thickness 20.76 mm · black BO 5403080

for glass thickness 21.52 mm · black BO 5403082

Mounting  Top mount · Side mount

Length  2500 mm

For the version with Cover Profiles · narrow rubber profile · only 4 glass 
bearers per metre · suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 13 Glass Bearers
2x                                                                 Rubber Seal 2500 mm for Cover Profiles
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VetroMount Stopper for Staircase

ART. NO.

BO 5403114

Mounting  Side mount

Positioning aid for angled mounting, e.g. for staircases · packaging unit 
1 pc

INCLUDED IN DELIVERY:
1 x                                            Stopper
2 x                                            Fillister head self-tapping screw 3.5 x 13 mm

VetroMount Mounting Kit for Version with Cover Profile 5000 mm
DESCRIPTION ART. NO.

for glass thickness 12.76 mm · yellow BO 5403069

for glass thickness 13.52 mm · yellow BO 5403071

for glass thickness 15 mm · green BO 5403073

for glass thickness 16.76 mm · red BO 5403075

for glass thickness 17.52 mm · red BO 5403077

for glass thickness 19 mm · white BO 5403079

for glass thickness 20.76 mm · black BO 5403081

for glass thickness 21.52 mm · black BO 5403083

Mounting  Top mount · Side mount

Length  5000 mm

For the version with Cover Profiles · narrow rubber profile · only 4 glass 
bearers per metre · suitable for interior and exterior applications

INCLUDED IN DELIVERY:
1x                                                                 Glass Bearer Kit consisting of 26 Glass Bearers
2x                                                                 Rubber Seal 5000 mm for Cover Profiles
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VetroMount
VetroMount Mounting Aid

ART. NO.

BO 5403116

Mounting  Top mount · Side mount

Material  steel

For fixing the clamping wedges of the glass bearers

VetroMount Connecting Pins for Base Profile

ART. NO.

BO 5403113

Mounting  Top mount · Side mount

Length  50 mm

Material  stainless steel 

As per DIN 1481 · for front connection of basic profiles · packaging unit 2 
items · diameter 8 mm

INCLUDED IN DELIVERY:
1 x                                            Stopper
2 x                                            Fillister head self-tapping screw 3.5 x 13 mm
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Hilti Concrete Screw
For VetroMount, the specified tightening torque for concrete screws is 450 Nm.

DESCRIPTION · LENGTH · MATERIAL ART. NO.

Hilti HUS3-H · Packaging unit 50 items · 100 mm · glavanised steel BO 5211160

Hilti HUS-HR · Packaging unit 25 items · 105 mm · stainless steel V4A BO 5211161

Mounting  Top mount · Side mount

Drill diameter 10 mm · with hexagon head · for fastening in concrete · 
ETA approval

Outside Inside

BO 5211161 BO 5211160
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Single Point Fixings
Point fixings for interior and exterior applications. With Bohle point fixings there are no limits to your creativity, whether for railing systems, interior
work or entire wall cladding. Adjustable and easy to install, Bohle point fixings are a enhancement to any modern construction project.
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Single Point Fixings ø 50 mm adjustable 

WALL DISTANCE · MATERIAL · GLASS THICKNESS  ART. NO.

 25 mm · stainless steel AISI 304  ·  10 - 13.52 mm   BO 5214026

 40 mm · stainless steel AISI 304  ·  10 - 21.52 mm   BO 5214027

 25 mm · stainless steel AISI 304  ·  15 - 21.52 mm   BO 5214034

 25 mm · stainless steel AISI 316  ·  10 - 13.52 mm   BO 5214028

 40 mm · stainless steel AISI 316  ·  10 - 21.52 mm   BO 5214029

 25 mm · stainless steel AISI 316  ·  15 - 21.52 mm   BO 5214035

Diameter  ø 50 mm

Adjustment range wall distance  0 - 5 mm

Drill hole in glass  ø 30 mm

Use at least 4 pieces depending on glass dimensions · for tempered and 
laminated safety glass · please order assembly tool BO 5214041 separately.

Single Point Fixings ø 40 mm adjustable 

WALL DISTANCE · MATERIAL · GLASS THICKNESS  ART. NO.

 25 mm · stainless steel AISI 304  ·  10 - 13.52 mm   BO 5214030

 40 mm ·  stainless steel AISI 304 · 10 - 21.52 mm ·     BO 5214031

 25 mm · stainless steel AISI 304  ·  15 - 21.52 mm   BO 5214036

 25 mm · stainless steel AISI 316  ·  10 - 13.52 mm   BO 5214032

 40 mm ·  stainless steel AISI 316 · 10 - 21.52 mm BO 5214033

 25 mm · stainless steel AISI 316  ·  15 - 21.52 mm   BO 5214037

Diameter  ø 40 mm

Adjustment range wall distance  0 - 5 mm

Drill hole in glass  ø 25 mm

Use at least 4 pieces depending on glass dimensions · for tempered and 
laminated safety glass · please order assembly tool BO 5214038 separately.

Single Point Fixings ø 60 mm with threaded rod

MATERIAL ART. NO.

stainless steel AISI 304     BO 5214060

stainless steel AISI 316     BO 5214062

Wall distance  10 mm

Glass thickness  13.52 - 21.52 mm

Diameter  ø 60 mm

Adjustable  No

Drill hole in glass  ø 25 mm 

Use at least 4 pieces depending on glass dimensions · total length: 125 
mm · packaging unit 2 items
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Single Point Fixings ø 80 mm with threaded rod

MATERIAL ART. NO.

stainless steel AISI 304     BO 5214061

stainless steel AISI 316     BO 5214063

Use at least 4 pieces depending on glass dimensions · total length: 195 
mm · packaging unit 2 items

Assembly Tool for Adjustable Single Point Fixings

DIAMETER · DESCRIPTION ART. NO.

 40 mm adjustable      BO 5214038

 50 mm adjustable       BO 5214041

Wall distance  10 mm

Glass thickness  13.52 - 21.52 mm

Diameter  ø 80 mm

Adjustable  No

Drill hole in glass  ø 25 mm 

Circlip Pliers  for Single Point Fixings

ART. NO.

     BO 5214043

Model Knipex® 4611A1 · for removing the cover caps

For BO 5214026 - 37
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On the following pages you will find clamps for tempered glass and laminated safety glass up to a total thickness of 21.52 mm.  
The clamps are manufactured of either diecast zinc or stainless steel and are supplied with fixing screws (stainless steel VA) and cover caps which  
match the finishes of the clamps. 

Clamps
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Clamp D-shaped 50 x 40 mm for 6 - 10.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8710100

zinc · shiny chrome-plated BO 8710122

zinc · stainless steel look BO 8710163

stainless steel V4A · polished BO 8710516

stainless steel V4A · brushed BO 8710555

stainless steel V2A · brushed BO 8710955

Mounting  square tubes

Shape  D-shaped

Size  50 x 40 mm

Gaskets available as accessories. · securing pins incl. · packaging unit 4 
pcs · glass thickness tempered glass 6 - 10 mm, laminated glass 8.76 - 10.76 
mm · we generally suggest installing a securing pin or plate when using 
laminated glass.

Clamp D-shaped 50 x 40 mm for round Tubes ø 42.4 mm for 6 - 10.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8712100

zinc · shiny chrome-plated BO 8712122

zinc · stainless steel look BO 8712163

stainless steel V4A · polished BO 8712516

stainless steel V4A · brushed BO 8712555

stainless steel V2A · brushed BO 8712955

Mounting  round tubes ø 42.4 mm

Shape  D-shaped

Size  50 x 40 mm

Gaskets available as accessories. · securing pins incl. · packaging unit 4 
pcs · glass thickness tempered glass 6 - 10 mm, laminated glass 8.76 - 10.76 
mm· we generally suggest installing a securing pin or plate when using 
laminated glass.
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Inserts for clamps D-shaped 50 x 40 mm

DESCRIPTION ART. NO.

glass thickness tempered glass 6 mm BO 8810060

glass thickness tempered glass 8 mm BO 8810080

glass thickness tempered glass 10 mm BO 8810100

glass thickness laminated safety glass 8.76 mm BO 8810090

glass thickness laminated safety glass 10.76 mm BO 8810110

Packaging unit 8 pc. · 1 pack of 8 inserts is required for every 4 clamps ordered

Clamp square 45 x 45 mm for 6 - 10.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8720100

zinc · shiny chrome-plated BO 8720122

zinc · stainless steel look BO 8720163

stainless steel V4A · polished BO 8720516

stainless steel V4A · brushed BO 8720555

stainless steel V2A · brushed BO 8720955

Mounting  square tubes

Shape  square

Size  45 x 45 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
6 - 10 mm, laminated glass 8.76 - 10.76 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.
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Clamp square 45 x 45 mm for round Tubes ø 42.4 mm for 6 - 10.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8722100

zinc · shiny chrome-plated BO 8722122

zinc · stainless steel look BO 8722163

stainless steel V4A · polished BO 8722516

stainless steel V4A · brushed BO 8722555

stainless steel V2A · brushed BO 8722955

Mounting  round tubes ø 42.4 mm

Shape  square

Size  45 x 45 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · glass thickness tempered glass 6 - 10 mm, laminated 
glass 8.76 - 10.76 mm· we generally suggest installing a securing pin or 
plate when using laminated glass.

Clamp square 45 x 45 mm for round Tubes ø 48.3 mm for 6 - 10.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8724100

zinc · shiny chrome-plated BO 8724122

zinc · stainless steel look BO 8724163

stainless steel V4A · polished BO 8724516

stainless steel V4A · brushed BO 8724555

stainless steel V2A · brushed BO 8724955

Mounting  round tubes ø 48.3 mm

Shape  square

Size  45 x 45 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
6 - 10 mm, laminated glass 8.76 - 10.76 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.
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Inserts for Clamps Square 45 x 45 mm

DESCRIPTION ART. NO.

glass thickness tempered glass 6 mm BO 8820060

glass thickness tempered glass 8 mm BO 8820080

glass thickness tempered glass 10 mm BO 8820100

glass thickness laminated safety glass 8.76 mm BO 8820090

glass thickness laminated safety glass 10.76 mm BO 8820110

Packaging unit 8 items  · 1 pack of 8 inserts is required for every 4 
clamps ordered

Securing Plate for Clamp Square 45 x 45 mm

ART. NO.

BO 8920001

Packaging unit 4 pcs

Clamp D-shaped 63 x 45 mm for 6 - 12.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8730100

zinc· shiny chrome-plated BO 8730122

zinc · stainless steel look BO 8730163

stainless steel V4A · polished BO 8730516

stainless steel V4A · brushed BO 8730555

stainless steel V2A · brushed BO 8730955

Mounting  square tubes

Shape  D-shaped

Size  63 x 45 mm

Gaskets available as accessories. · securing pins incl. · packaging unit 4 
pcs · glass thickness tempered glass 6 - 12 mm, laminated glass 8.76 - 12.76 
mm· we generally suggest installing a securing pin or plate when using 
laminated glass.
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Clamp D-shaped 63 x 45 mm for round Tubes ø 42.4 mm for 6 - 12.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8732100

zinc · shiny chrome-plated BO 8732122

zinc · stainless steel look BO 8732163

stainless steel V4A · polished BO 8732516

stainless steel V4A · brushed BO 8732555

stainless steel V2A · brushed BO 8732955

Mounting  round tubes ø 42.4 mm

Shape  D-shaped

Size  63 x 45 mm

Securing pins incl. · gaskets available as accessories. · packaging unit 4 
pcs · glass thickness tempered glass 6 - 12 mm, laminated glass 8.76 - 12.76 
mm· we generally suggest installing a securing pin or plate when using 
laminated glass.

Clamp D-shaped 63 x 45 mm for round Tubes ø 48.3 mm for 6 - 12.76 mm

MATERIAL · FINISH ART. NO.

zinc · mill finish BO 8734100

zinc · shiny chrome-plated BO 8734122

zinc · stainless steel look BO 8734163

stainless steel V4A · polished BO 8734516

stainless steel V4A · brushed BO 8734555

stainless steel V2A · brushed BO 8734955

Mounting  round tubes ø 48.3 mm

Shape  D-shaped

Size  63 x 45 mm

Gaskets available as accessories. · securing pins incl. · packaging unit 4 
pcs · glass thickness tempered glass 6 - 12 mm, laminated glass 8.76 - 12.76 
mm· we generally suggest installing a securing pin or plate when using 
laminated glass.



        172 You will find more products and further information at www.bohle.com.

Inserts for Clamps D-shaped 63 x 45 mm

DESCRIPTION  ART. NO.

glass thickness tempered glass 6 mm  BO 8830060

glass thickness tempered glass 8 mm  BO 8830080

glass thickness tempered glass 10 mm  BO 8830100

glass thickness tempered glass 12 mm  BO 8830120

glass thickness laminated safety glass 8.76 mm  BO 8830090

glass thickness laminated safety glass 10.76 mm  BO 8830110

glass thickness laminated safety glass 12.76 mm  BO 8830130

Packaging unit 8 pc.  · 1 pack of 8 inserts is required for every 4 clamps 
ordered

Clamp Square 55 x 55 mm for 8 - 13.52 mm

MATERIAL · FINISH ART. NO.

stainless steel V4A · polished BO 8740516

stainless steel V4A · brushed BO 8740555

stainless steel V2A · brushed BO 8740955

Mounting  square tubes

Shape  square

Size  55 x 55 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
8 - 12 mm, laminated glass 8.76 - 13.52 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.
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Inserts for Clamps Square 55 x 55 mm

DESCRIPTION ART. NO.

glass thickness tempered glass 8 mm BO 8840080

glass thickness tempered glass 10 mm BO 8840100

glass thickness tempered glass 12 mm BO 8840120

glass thickness laminated safety glass 8.76 mm BO 8840090

glass thickness laminated safety glass 10.76 mm BO 8840110

glass thickness laminated safety glass 12.76 mm BO 8840130

glass thickness laminated safety glass 13,52 mm BO 8840140

Packaging unit 8 pc.  · 1 pack of 8 inserts is required for every 4 clamps 
ordered

Securing Plate for Clamp square 55 x 55 mm

ART. NO.

BO 8940001

Packaging unit 4 pcs

Clamp Square 55 x 55 mm for round Tubes ø 48.3 mm for 8 - 13.52 mm

MATERIAL · FINISH ART. NO.

stainless steel V4A · polished BO 8742516

stainless steel V4A · brushed BO 8742555

stainless steel V2A · brushed BO 8742955

Mounting  round tubes ø 48.3 mm

Shape  square

Size  55 x 55 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
8 - 12 mm, laminated glass 8.76 - 13.52 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.
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Clamp square 70 x 55 mm for 8 - 13.52 mm

FINISH ART. NO.

polished BO 8750516

brushed BO 8750555

Mounting  square tubes

Shape  square

Material  stainless steel V4A

Size  70 x 55 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
8 - 12 mm, laminated glass 8.76 - 13.52 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.

Clamp square 70 x 55 mm for round Tubes ø 48.3 mm for 8 - 13.52 mm

FINISH ART. NO.

polished BO 8752516

brushed BO 8752555

Mounting  round tubes ø 48.3 mm

Shape  square

Material  stainless steel V4A

Size  70 x 55 mm

Gaskets available as accessories. · securing pins incl. · securing plates 
are sold separately. · packaging unit 4 pcs · glass thickness tempered glass 
8 - 12 mm, laminated glass 8.76 - 13.52 mm· we generally suggest installing 
a securing pin or plate when using laminated glass.

Inserts for Clamps square 70 x 55 mm

DESCRIPTION ART. NO.

glass thickness tempered glass 8 mm BO 8850080

glass thickness tempered glass 10 mm BO 8850100

glass thickness tempered glass 12 mm BO 8850120

glass thickness laminated safety glass 8.76 mm BO 8850090

glass thickness laminated safety glass 10.76 mm BO 8850110

glass thickness laminated safety glass 12.76 mm BO 8850130

glass thickness laminated safety glass 13.52 mm BO 8850140

Packaging unit 8 pc.  · 1 pack of 8 inserts is required for every 4 clamps 
ordered
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Clamp HD square 70 x 55 mm for 16.76 - 21.52 mm

FINISH ART. NO.

polished BO 8755516

brushed BO 8755555

Mounting  square tubes

Shape  square

Material  stainless steel V4A

Size  70 x 55 mm

Gaskets available as accessories. · securing plate incl. · packaging unit 4 
pcs · glass thickness laminated safety glass 16.76 - 21.52 mm· we generally 
suggest installing a securing pin or plate when using laminated glass.

Securing Plate for Clamp square 70 x 55 mm

DESCRIPTION ART. NO.

Securing Plate BO 8950001

Packaging unit 4 pcs

Clamp HD square 70 x 55 mm for round Tubes ø 48.3 mm for 16.76 - 21.52 mm

FINISH ART. NO.

polished BO 8757516

brushed BO 8757555

Mounting  round tubes ø 48.3 mm

Shape  square

Material  stainless steel V4A

Size  70 x 55 mm

Gaskets available as accessories. · securing plate incl. · packaging unit 4 
pcs · glass thickness laminated safety glass 16.76 - 21.52 mm· we generally 
suggest installing a securing pin or plate when using laminated glass.
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Inserts for Clamps square 70 x 55 mm

DESCRIPTION ART. NO.

glass thickness laminated safety glass 16.76 mm BO 8855170

glass thickness laminated safety glass 17.52 mm BO 8855180

glass thickness laminated safety glass 20.76 mm BO 8855210

glass thickness laminated safety glass 21.52 mm BO 8855220

Packaging unit 8 pc.  · 1 pack of 8 inserts is required for every 4 clamps 
ordered

Securing Plate for Clamp square 70 x 55 mm

ART. NO.

BO 8955001

Packaging unit 4 pcs
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Wall Connecting Profiles
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Wall Connecting Profile

ART. NO.

BO 5214290

Size  40 x 32 mm

Material  aluminium

Length  3000 mm

Finish   mill finish

No glass processing required · easy mounting · different clamping parts 
for 8 to 12.7 mm glass · the profiles are pre-drilled.

INCLUDED IN DELIVERY:
1x                                                                 Wall Connecting Profile

Clamping Parts for Wall Connecting Profile incl. inserts and screw

DESCRIPTION ART. NO.

for glass thickness 8 mm BO 5214291

for glass thickness 10 mm BO 5214292

for glass thickness 12 mm BO 5214293

for glass thickness 12.7 mm BO 5214294

Material  aluminium

Length  60 mm

Suitable clamping part for wall connecting profile BO 5214290 · 
packaging unit 1 pc · 10 pieces are needed for 3000 mm

INCLUDED IN DELIVERY:
1x                                                                 Clamping Parts
2x                                                                 Inserts
1x                                                                 Screw
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Cover Profile for Wall Connecting Profile

FINISH ART. NO.

aluminium-coloured anodised E4/EV1 BO 5214295

stainless steel look anodised E1/C31 BO 5214296

Material  aluminium

Length  3000 mm

Two are needed for each base profile (one front and one back) · 
packaging unit 1 pc

INCLUDED IN DELIVERY:
1x                                                                 Cover Profile
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Clamp-on Frame Profile two-piece

Clamp-on Frame Profile two-piece

Our top-selling clamp-on profile for wall connection ensures quick and cost-efficient mounting. The glass pane is held safely in place with high quality sealing 
strips; additional sealing with silicone is not necessary. The profiles come pre-drilled. Thanks to a two-part construction with different ratchet positions and 
sealing strips, glass panes ranging from 8 to 21.52 mm can be installed. The relevant cover caps provide a neat finish. The clamp-on profile for wall connection is 
available with aluminium coloured, stainless steel look anodised and mill finished aluminium finishes.

FINISH · LENGTH ART. NO.

aluminium-coloured anodised E6/EV1 · 3000 mm BO 5201750

stainless steel look anodised brushed E4/C31 · 3000 mm BO 5201751

aluminium-coloured anodised E6/EV1 · 5000 mm BO 5201752

stainless steel look anodised brushed E4/C31 · 5000 mm BO 5201753

mill finish · 3000 mm BO 5201754

Material  aluminium

No glass processing required · easy mounting · three ratchet positions 
for fixing glass 8 up to 21.52 mm. · the profiles are pre-drilled. · the profile 
width varies according to the ratchet position (ratchet position 1: glass 
thickness 8 -10.76 mm, width 24 mm, ratchet position 2: glass thickness 12 
- 13.52 mm, width 28 mm; ratchet position 3: glass thickness 16.76 - 21.52 
mm, width 33 mm) · note: You will find gaskets to suit the respective glass 
thickness in the mounting instructions. · glass thickness 8 - 21.52 mm

Gasket for Clamp-on Frame Profile two-piece transparent

SIZE ART. NO.

 3 mm    BO 5201713N

 4 mm    BO 5201714N

 5 mm    BO 5201715N

Material  PVC

Length  10000 mm

The high quality sealing strips enable the safe clamping of glass panes 
in the two-part clamp-on profile for wall connection · suitable for two-piece 
clamp on frame profiles BO 5201750-54

        181



You will fi nd more products and further information at www.bohle.com.

 Clamp-on Frame Profile two-piece Cover Caps 

 DESCRIPTION · FINISH  ART. NO. 

       for ratchet 1   ·  Glass thickness 8 - 10.76 mm  ·  silver colour          BO 5201755 

       for ratchet 2   ·  Glass thickness 12 - 13.52 mm  ·  silver colour          BO 5201756 

       for ratchet 1   ·  Glass thickness 8 - 10.76 mm  ·  stainless steel look          BO 5201757 

       for ratchet 2   ·  Glass thickness 12 - 13.52 mm  ·  stainless steel look          BO 5201758 

 Material          plastic       

 Suitable cover caps for the two-part clamp-on profile for wall connection 
provide a neat finish · packaging unit 6 pc.
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Glazing Profiles

U-Channels 10 x 10

The right profile for every need: Bohle offers a large selection of custom-fit glazing and mirror profiles for the protection and the visual enhancement of both the 
interior and exterior of buildings. As well as different dimensions and thicknesses, a wide array of surface finishes is also available, such as anodised aluminium-
coloured, anodised stainless steel look, shiny chrome plated, polished, or brushed. Black profiles can also be found in the range. As always, you can rely on high 
quality and supreme workmanship. All profiles are sturdy and suitable for use in humid environments.

LENGTH · FINISH ART. NO.

2500 mm · polished anodised E3/EV1 BO 5201558

5000 mm · shiny chrome-plated BO 5201562

2500 mm · aluminium-coloured anodised E6/EV1 BO 5201557

5000 mm · aluminium-coloured anodised E6/EV1 BO 5201561

2500 mm · stainless steel look anodised brushed E4/C31 BO 5201559

5000 mm · stainless steel look anodised brushed E4/C31 BO 5201563

5000 mm · mill finish BO 5201560

Size  10 x 10 x 10 x 1 mm

Material  aluminium

 Intended purpose: installation of fixed partition walls, corner protectors, 
decorative cladding and a diverse range of other applications · rounded 
corners · drilling guide in the bottom of the profile · corrosion-resistant and 
therefore suitable for use in bathrooms and kitchens

U-Channels 15 x 15
LENGTH · FINISH · SIZE ART. NO.

2500 mm · polished anodised E3/EV1 BO 5201566

5000 mm · polished anodised E3/EV1 BO 5201567

5000 mm · shiny chrome-plated BO 5201572

2500 mm · aluminium-coloured anodised E6/EV1 BO 5201564

5000 mm · aluminium-coloured anodised E6/EV1 BO 5201571

2500 mm · stainless steel look anodised brushed E4/C31 BO 5201565

5000 mm · stainless steel look anodised brushed E4/C31 BO 5201573

2500 mm · black anodised E6/C35 BO 5201570B

5000 mm · mill finish BO 5201570

Size  15 x 15 x 15 x 1.5 mm

Material  aluminiumGlass thickness 8 - 10 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · drilling guide in the bottom of the 
profile · corrosion-resistant and therefore suitable for use in bathrooms and 
kitchens
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U-Channels 15 x 15

FINISH ART. NO.

polished BO 5201574

brushed BO 5201575

Size  15 x 15 x 15 x 2 mm

Material  stainless steel AISI 304

Length   5000 mm

Glass thickness 8 - 10 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · corrosion-resistant and therefore 
suitable for use in bathrooms and kitchens

U-Channels 20 x 13

LENGTH · FINISH ART. NO.

2150 mm · polished anodised E3/EV1 BO 6703412

3650 mm · aluminium-coloured anodised E6/EV1 BO 6703416

3650 mm · stainless steel look anodised brushed E4/C31 BO 6703417

2500 mm · polished anodised E3/EV1 BO 6703430

5000 mm · polished anodised E3/EV1 BO 6703437

5000 mm · shiny chrome-plated BO 6703463

2500 mm · aluminium-coloured anodised E6/EV1 BO 6703418

5000 mm · aluminium-coloured anodised E6/EV1 BO 6703436

2500 mm · stainless steel look anodised brushed E4/C31 BO 6703419

5000 mm · stainless steel look anodised brushed E4/C31 BO 6703438

5000 mm · mill finish BO 6703464

Size  20 x 13 x 20 x 1.5 mm

Material  aluminium

Glass thickness 6 - 8.76 mm · suitable end caps BO 6703461 silver colour 
· intended purpose: installation of fixed partition walls, corner protectors, 
decorative cladding and a diverse range of other applications · rounded 
corners · drilling guide in the bottom of the profile · corrosion-resistant and 
therefore suitable for use in bathrooms and kitchens
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U-Channels 20 x 15

LENGTH · FINISH ART. NO.

3650 mm · polished anodised E3/EV1 BO 6703420

3650 mm · aluminium-coloured anodised E6/EV1 BO 6703421

3650 mm · stainless steel look anodised brushed E4/C31 BO 6703422

2150 mm · polished anodised E3/EV1 BO 6703424

2500 mm · polished anodised E3/EV1 BO 6703431

5000 mm · polished anodised E3/EV1 BO 6703427

5000 mm · shiny chrome-plated BO 6703466

2500 mm · aluminium-coloured anodised E6/EV1 BO 6703429

5000 mm · aluminium-coloured anodised E6/EV1 BO 6703426

2500 mm · stainless steel look anodised brushed E4/C31 BO 6703432

5000 mm · stainless steel look anodised brushed E4/C31 BO 6703428

5000 mm · mill finish BO 6703465

Size  20 x 15 x 20 x 1.5 mm

Material  aluminium

Glass thickness 8 - 10.76 mm · suitable end caps BO 6703462 silver 
colour · intended purpose: installation of fixed partition walls, corner 
protectors, decorative cladding and a diverse range of other applications 
· rounded corners · drilling guide in the bottom of the profile · corrosion-
resistant and therefore suitable for use in bathrooms and kitchens

Set of End Caps, for U-Channels

SIZE ART. NO.

20 x 13 x 20 mm BO 6703461

20 x 15 x 20 mm BO 6703462

Finish silver colour

Material  plastic

We recommend fixing the end caps with standard silicone or double-
sided adhesive tape. packaging unit 10 items
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U-Channels 20 x 17

LENGTH · FINISH ART. NO.

3650 mm · polished anodised E3/EV1 BO 6703440

3650 mm · aluminium-coloured anodised E6/EV1 BO 6703441

3650 mm · stainless steel look anodised brushed E4/C31 BO 6703442

2150 mm · polished anodised E3/EV1 BO 6703444

2500 mm · polished anodised E3/EV1 BO 6703433

5000 mm · polished anodised E3/EV1 BO 6703447

5000 mm · shiny chrome-plated BO 5201582

2500 mm · aluminium-coloured anodised E6/EV1 BO 6703434

5000 mm · aluminium-coloured anodised E6/EV1 BO 6703446

2500 mm · stainless steel look anodised brushed E4/C31 BO 6703435

5000 mm · stainless steel look anodised brushed E4/C31 BO 6703448

2500 mm · black anodised E6/C35 BO 5201580B

5000 mm · mill finish BO 5201580

Size  20 x 17 x 20 x 1.5 mm

Material  aluminium

Glass thickness 10 - 12.76 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · drilling guide in the bottom of the 
profile · corrosion-resistant and therefore suitable for use in bathrooms and 
kitchens

U-Channels 20 x 20

FINISH ART. NO.

shiny chrome-plated BO 5201592

aluminium-coloured anodised E6/EV1 BO 5201591

stainless steel look anodised brushed E4/C31 BO 5201593

mill finish BO 5201590

Size  20 x 20 x 20 x2 mm

Material  aluminium

Length   5000mm

Glass thickness 10 - 15 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · drilling guide in the bottom of the 
profile · corrosion-resistant and therefore suitable for use in bathrooms and 
kitchens
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U-Channels 20 x 20 

FINISH · LENGTH ART. NO.

polished · 5000 mm BO 5201594

brushed · 5000 mm BO 5201595

Size  20 x 20 x 20 x 2 mm

Material  stainless steel AISI 304

Glass thickness 10 - 15 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · corrosion-resistant and therefore 
suitable for use in bathrooms and kitchens

U-Channels 30 x 20
FINISH ART. NO.

shiny chrome-plated BO 5201622

aluminium-coloured anodised E6/EV1 BO 5201621

stainless steel look anodised brushed E4/C31 BO 5201623

mill finish BO 5201620

Size  30 x 20 x 30 x 2 mm

Material  aluminium

Length                                                                                 5000 mm

Glass thickness 10 - 15 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · drilling guide in the bottom of the 
profile · corrosion-resistant and therefore suitable for use in bathrooms and 
kitchens
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Silicone Profiles
Silicone Profile for clamping glass into profiles

ART. NO.

BO 5201735

Size  13 x 6 mm

Material  silicone

Finish  black

Length  25000 mm

U-Channels 40 x 20

FINISH ART. NO.

shiny chrome-plated BO 5201602

aluminium-coloured anodised E6/EV1 BO 5201601

stainless steel look anodised brushed E4/C31 BO 5201603

mill finish BO 5201600

Size  40 x 20 x 40 x 2 mm

Material  aluminium

Length  5000 mm

Glass thickness 10 - 15 mm · intended purpose: installation of fixed 
partition walls, corner protectors, decorative cladding and a diverse range 
of other applications · rounded corners · drilling guide in the bottom of the 
profile · corrosion-resistant and therefore suitable for use in bathrooms and 
kitchens
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Montagehinweis / Mounting Instructions

Silikonprofil / Silicon profile  BO 5201735
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Montagehinweis / Mounting Instructions

Silikonprofil / Silicon profile  BO 5201735
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You will find more products and further information at www.bohle.com.
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Mirror Profiles and Mirror Fixings
The right profile for every need: Bohle offers a large selection of mirror profiles and mounting kits for the visual enhancement of both the interior and exterior of 
buildings. 

You will find more products and further information at www.bohle.com.
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Mirror Profiles

Mirror Profile Clip-On Mirror Profile Concealed Mirror
Rail

Max. Glass Thickness 6 mm 6 mm 6 mm

Max. Carrying Capacity – – 20 kg/m

Visible Mounting ✓ ✓ –
Mechanical Mounting ✓ ✓ –
Chem./ mech. Mounting – – ✓
Page 192 192 193

J -Mirror Profile L - Mirror Profile H - Mirror Profile

Max. Glass Thickness 6 mm 6 mm 6 mm

Max. Carrying Capacity – – –
Visible Mounting ✓ ✓ ✓
Mechanical Mounting ✓ – ✓
Chem./ mech. Mounting – – ––
Page 194 194/195 194

Mirror Profiles and Mirror Fixings

You will find more products and further information at www.bohle.com.
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Mirror Profile 35 x 13 x 20
FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 5208001

stainless steel look anodised E6/C31 BO 5208005

Size  35 x 13 x 20 mm

Material  aluminium

Length  5000 mm

Glass thickness 6 mm · classical, visually appealing mirror profile for 
easy and safe mirror mounting · with drilling guide in the profile · corrosion-
resistant and therefore suitable for use in bathrooms and kitchens · mirror 
size = installation height - 24 mm · installation recommendation: transparent 
setting and distance strips, BO 5121006 (6 mm thick)

Clip-On Mirror Profile 35 x 13 x 20

FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 5208025

Size  35 x 13 x 20 mm

Material  aluminium

Length  5000 mm

Glass thickness 6 mm · classical, visually appealing mirror profile · 
especially easy installation thanks to the clip-on cover profile: The mirror 
does not need to be inserted vertically into the profile but is simply 
introduced from the front and safely anchored with the cover profile. · with 
drilling guide in the profile · corrosion-resistant and therefore suitable for 
use in bathrooms and kitchens

You will find more products and further information at www.bohle.com.
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Set of End Caps for Mirror Profile

FINISH ART. NO.

silver colour     BO 5208030

stainless steel colour     BO 5208031

Material  plastic

Set with 5x left and 5x right

Concealed Mirror Rail

FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 5208016

Size  81 x 7.3 mm

Material  aluminium

Length  2000 mm

Glass thickness 6 mm · concealed mirror rails · particularly easy 
installation: One rail is fixed on the wall, the second rail is fixed to the 
mirror, facing downwards, with Xtramount adhesive tape. Subsequently, the 
rails are interlocked. Done! · carrying capacity of Xtramount® adhesive tape: 
mirrors of 20 kg/m · corrosion-resistant and therefore suitable for use in 
bathrooms and kitchens

Xtramount® Mirror Adhesive Tape

WIDTH · THICKNESS · ROLL LENGTH ART. NO.

 70 mm ·  1.0 mm ·  10 m  BO 5207748

 15 mm ·  1.0 mm ·  5 m  BO 5207750

Xtramount® is a double-sided adhesive foam tape. The carrier material 
is white PE foam coated on both sides with pure acrylate adhesive. 
Xtramount® had a good initial tack and high final strength – in addition, it 
stands out due to its excellent ageing, weathering and plasticiser resistance. 
This adhesive tape is used for vertical mounting of mirrors in interior 
areas according to DIN EN 1036 and is also suitable for use in rooms with 
temporarily higher levels of humidity, such as bathrooms.
Xtramount® can also be used in exterior areas. In addition, the tape is 
suitable for fixing other smooth materials. In this case, the application must 
be tested beforehand as the given indications about the required amount 
of tape and the application guidelines refer to fixing mirrors as per DIN 
EN 1036. Always keep in mind the relevant technical guidelines for the 
application in question.

You will find more products and further information at www.bohle.com.



        194

J-Mirror Profile 35 x 9 x 16
FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 6703450

Material  aluminium

Length  2500 mm

Glass thickness 6 mm · timeless mirror profile for easy and safe mirror 
mounting · corrosion-resistant and therefore suitable for use in bathrooms 
and kitchens · to be used singly or in combination with L- and H-mirror 
profiles (BO 6703456, BO 6703459)

L-Mirror Profile 19 x 8
FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 6703456

Material  aluminium

Length  2500 mm

Glass thickness 6 mm · corner protection for mirror profile · to be used 
with J- and H-mirror profiles (BO 6703450, BO 6703459) · corrosion-resistant 
and therefore suitable for use in bathrooms and kitchens

H-Mirror Profile 32 x 8 x 13
FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 6703459

Material  aluminium

Length  2500 mm

For partitioning the mirrors · to be used with J- and L-mirror profiles (BO 
6703450, BO 6703456) · Glass thickness 6 mm

You will find more products and further information at www.bohle.com.
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L-Profile 19 x 19
FINISH ART. NO.

aluminium-coloured anodised E6/EV1 BO 5201517

Size  19 x 19 mm

Material  aluminium

Length  2500 mm

Suitable as corner protector and/or for the visually appealing cladding of 
corners

You will find more products and further information at www.bohle.com.
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SafefiX® 04 
Mounting Kit

SafecliX® 08 
Press Button Set 

SafecliX® 16
Press Button Set

SafemaX® 08 
Magnetic Set

SafemaX® 10-SK 
Magnetic Set

SafemaX® 16
Magnetic Set

Mirror Clips Mirror Clips Mirror Clips with
Clip-On Function

Max. Thickness 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm

Max. Size 0.4 m² 0.8 m² 1.6 m² 0.8 m² 1.0 m² 1.6 m² 1.2 m² 1.6 m² 1.0 m²

Max. Weight 6 kg 12 kg 24 kg 12 kg 15 kg 24 kg 12 kg 28 kg 15 kg

Visible Mounting – – – – – – � � �
Concealed Mounting � � � � � � – – –
Chemical Mounting – – – – – – – – –
Mechanical Mounting – – – – – – � � �
Chem./ mech. Mounting � � � � � � – – –
Page 198 198 199 199 200 200 201 201 202

Mirror Fixings

Mirror Screws
round

Domeheads
pointed

Flatheads Xtramount® 

Mirror Adhesive Tape
Xtragrip®

Mirror Adhesive 
Xtragrip® MS Polymer

Mirror Adhesive 

Max. Thickness 6 mm 6 mm 6 mm – – –

Max. Size – – – see Technical 
Data Sheet

see Technical 
Data Sheet

see Technical 
Data Sheet

Max. Weight – – – see Technical 
Data Sheet

see Technical 
Data Sheet

see Technical 
Data Sheet

Visible Mounting � � � – – –
Concealed Mounting – – – � � �
Chemical Mounting – – – � � �
Mechanical Mounting � � � – – –
Chem./ mech. Mounting – – – – – –
Page 202 202 203 193/204 204 204

You will find more products and further information at www.bohle.com.
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SafefiX® 04 
Mounting Kit

SafecliX® 08 
Press Button Set 

SafecliX® 16
Press Button Set

SafemaX® 08 
Magnetic Set

SafemaX® 10-SK 
Magnetic Set

SafemaX® 16
Magnetic Set

Mirror Clips Mirror Clips Mirror Clips with
Clip-On Function

Max. Thickness 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm

Max. Size 0.4 m² 0.8 m² 1.6 m² 0.8 m² 1.0 m² 1.6 m² 1.2 m² 1.6 m² 1.0 m²

Max. Weight 6 kg 12 kg 24 kg 12 kg 15 kg 24 kg 12 kg 28 kg 15 kg

Visible Mounting – – – – – – � � �
Concealed Mounting � � � � � � – – –
Chemical Mounting – – – – – – – – –
Mechanical Mounting – – – – – – � � �
Chem./ mech. Mounting � � � � � � – – –
Page 198 198 199 199 200 200 201 201 202

Mirror Screws
round

Domeheads
pointed

Flatheads Xtramount® 

Mirror Adhesive Tape
Xtragrip®

Mirror Adhesive 
Xtragrip® MS Polymer

Mirror Adhesive 

Max. Thickness 6 mm 6 mm 6 mm – – –

Max. Size – – – see Technical 
Data Sheet

see Technical 
Data Sheet

see Technical 
Data Sheet

Max. Weight – – – see Technical 
Data Sheet

see Technical 
Data Sheet

see Technical 
Data Sheet

Visible Mounting � � � – – –
Concealed Mounting – – – � � �
Chemical Mounting – – – � � �
Mechanical Mounting � � � – – –
Chem./ mech. Mounting – – – – – –
Page 202 202 203 193/204 204 204

You will find more products and further information at www.bohle.com.



        198

Mirror Fixings

SafefiX® 04 Mounting Kit
DESCRIPTION ART. NO.

SafefiX® 04 BO 5208219

Mirror surface  0.4 m²

Load capacity  6 kg

Max. thickness   6 mm

Mounting kit for mirrors up to 0.4 m²  · resting time only 30 minutes · 
suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
1x                                                                 Lipped Plate 100 x 100 mm with Xtramount® Mirror Adhesive Tape
1x                                                                 Eccentric Disc
2x                                                                 Spacers
1x                                                                 Countersunk Screw ø 4 x 50 mm
1x                                                                 Plug ø 6 x 36 mm

SafecliX® - SafemaX® - SafefiX® have been developed for vertical mounting of mirrors per DIN EN 1036. Our sets are supplied with all necessary mounting 
hardware in neutral packaging. After mounting they are hidden from sight behind the mirror and allow the mirror to be detached at any time. All metal mounting 
plates in our mirror fixing kits are coated with the specially developed Xtramount® Mirror Adhesive Tape and are therefore suitable for humid rooms as well as 
outdoor applications, as long as they are not directly exposed to rain and they stay within the allowable temperature range for Xtramount®. SafecliX® - SafemaX® 
- SafefiX® offer you many different ways to mount your mirrors securely. If you need special mirror mounting sets for your particular application, or if you wish to 
have an own brand label version of SafecliX® - SafemaX® - SafefiX®, please contact us.

SafecliX® 08 Press Button Set
DESCRIPTION ART. NO.

SafecliX® 08 BO 5208210

Mirror surface  0.8 m²

Load capacity  12 kg

Max. thickness   6 mm 

Press button set, for mirrors up to 0.8 m²  · resting time only 30 minutes 
· suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
2x                                                                 Lipped Plates 100 x 100 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Eccentric Discs
2x                                                                 Press Buttons
2x                                                                 Spacers
2x                                                                 Countersunk and 2 Buttonhead Screws ø 4 x 50 mm
4x                                                                 Plugs ø 6 x 36 mm

You will find more products and further information at www.bohle.com.
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SafecliX® 16 Press Button Set
DESCRIPTION ART. NO.

SafecliX® 16 BO 5208211

Mirror surface  1.6 m²

Load capacity  24 kg

Max. thickness   6 mm

Press button set, for mirrors up to 1.6 m² · resting time only 30 minutes · 
suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
2x                                                                 Lipped Plates 200 x 100 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Eccentric Discs
2x                                                                 Press Buttons
2x                                                                 Spacers
2x                                                                 Countersunk and 2 Buttonhead Screws ø 4 x 50 mm
4x                                                                 Plugs ø 6 x 36 mm

SafemaX® 08 Magnetic Set
DESCRIPTION ART. NO.

SafemaX® 08 BO 5208228

Mirror surface  0.8 m²

Load capacity  12 kg

Max. thickness   6 mm

Magnetic set, for mirrors up to 0.8 m²  · resting time only 30 minutes · 
suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
2x                                                                 Lipped Plates 100 x 100 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Metal Plates 70 x 70 x 1 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Eccentric Discs
2x                                                                 Magnets ø 45 mm
2x                                                                 Spacers
4x                                                                 Screws ø 4 x 50 mm
4x                                                                 Plugs ø 6 x 36 mm

You will find more products and further information at www.bohle.com.
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SafemaX® 16 Magnetic Set

DESCRIPTION ART. NO.

SafemaX® 16 BO 5208230

Mirror surface  1.6 m²

Load capacity  24 kg

Max. thickness   6 mm

Magnetic set, for mirrors up to 1.6 m²  · resting time only 30 minutes · 
suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
2x                                                                 Lipped Plates 200 x 100 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Metal Plates 70 x 70 x 1 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Eccentric Discs
2x                                                                 Magnets ø 45 mm
2x                                                                 Spacers
4x                                                                 Screws ø 4 x 50 mm
4x                                                                 Plugs ø 6 x 36 mm

SafemaX® 10-SK Magnetic Set

DESCRIPTION ART. NO.

SafemaX® 10-SK BO 5208240

Mirror surface  1 m²

Load capacity  15 kg

Max. thickness   6 mm

Magnetic set, for mirrors up to 1.0 m²  · resting time only 30 minutes · 
suitable for humid environments  · suitable for mirrors according to DIN EN 
1036 · storage at 18° and a relative humidity of approx. 60%, for durability, 
see the information on the label.

INCLUDED IN DELIVERY:
2x                                                                 Metal Plates without ridge, 100 x 100 x 2 mm with Xtramount® Mirror Adhesive Tape
2x                                                                 Metal Plates with ridge 100 x 100 x 2 mm with Xtramount® Mirror Adhesive Tape
4x                                                                 Magnets ø 45 mm
4x                                                                 Countersunk Screws ø 4 x 50 mm
4x                                                                 Plugs ø 6 x 36 mm

You will find more products and further information at www.bohle.com.
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Mirror Clips for a mirror surface of up to 1.2 m²

DESCRIPTION ART. NO.

Mirror Clips BO 5207400

Mirror surface  1.2 m²

Load capacity  12 kg

With cork insert · glass thickness max. 6 mm · material steel · finish 
chrome-plated

INCLUDED IN DELIVERY:
2x                                                                 Lower Supporting Clips
2x                                                                 Upper Holding Clips with Coil
4x                                                                 Wood Screws
4x                                                                 Plugs

Mirror Clips for a mirror surface of up to 1.6 m² 

DESCRIPTION ART. NO.

Mirror Clips BO 5207500

Mirror surface  1.6 m²

Load capacity  28 kg

With cork insert · sturdy design · glass thickness max. 6 mm

INCLUDED IN DELIVERY:
4x                                                                 Adjustable Clips
4x                                                                 Wood Screws 4 x 35 mm
4x                                                                 Thin Cork Plates

You will find more products and further information at www.bohle.com.
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Mirror Clips with Clip-On Function for a mirror surface of up to 1.0 m² 

DESCRIPTION ART. NO.

Mirror Clips with Clip-On Function BO 5207600

Mirror surface  1.0 m²

Load capacity  15 kg

Glass thickness max. 6 mm · material brass · finish chrome-plated

INCLUDED IN DELIVERY:
2x                                                                 Lower Supporting Clips
2x                                                                 Upper Holding Clips
4x                                                                 Wood Screws
4x                                                                 Plugs

Mirror Screws with screw-on Cover Caps

FINISH ART. NO.

aluminium, chrome plated BO 5200079

Glass thickness 5 - 6 mm · ø 20 mm · packaging unit 4 items

Mirror Screws Pointed Domeheads 

FINISH ART. NO.

nickel-plated BO 5200980

matt nickel-plated BO 5200996

Material brass · threaded pin 1/8" · thread length 7 mm · cap height 4 
mm · packaging unit 100 items · ø 19 mm · . screws sold separately · max. 
thickness 6 mm

You will find more products and further information at www.bohle.com.
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Mirror Screws Flatheads

FINISH ART. NO.

nickel-plated BO 5200989

matt nickel-plated BO 5200993

Material brass · threaded pin 1/8" · thread length 7 mm · packaging unit 
100 items · ø 18 mm· . screws sold separately · max. thickness 6 mm

Protective Sleeve

DESCRIPTION ART. NO.

Protective Sleeve BO 5200988

For avoiding direct contact between wood screw and mirror when using 
mirror screws · sales unit = 100 items · drill hole in glass ø7 mm

Wood Screws for Pointed Domeheads and Flatheads

DESCRIPTION ART. NO.

4.5 x 25 mm BO 5200991

4.5 x 30 mm BO 5200992

4.5 x 35 mm BO 5200984

4.5 x 40 mm BO 5200985

Finish galvanised · inner thread 1/8" · packaging unit 100 items

You will find more products and further information at www.bohle.com.
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Xtragrip® Mirror Adhesive

DESCRIPTION ART. NO.

packaging unit 25 pcs     BO 6002005

packaging unit 1 pc     BO 6002005S

Cartridge 290 ml · curing speed approx. 1 mm / 24 h  (+20°C and 65% 
rel. humidity) · durability: 12 months from production date at +5 - +25°C in 
unopened packaging · use quickly after opening · colour grey

Xtragrip® MS Polymer Mirror Adhesive 

DESCRIPTION ART. NO.

packaging unit 25 pcs     BO 5730006

packaging unit 1 pc     BO 5730006S

Cartridge 290 ml · curing speed approx. 2-3 mm / 24 h  (+20°C and 65% 
rel. humidity) · durability: 12 months from production date at +5 - +25°C in 
unopened packaging · use quickly after opening · colour light grey

Xtramount® Mirror Adhesive Tape

WIDTH · THICKNESS · ROLL LENGTH ART. NO.

 70 mm ·  1.0 mm ·  10 m  BO 5207748

 15 mm ·  1.0 mm ·  5 m  BO 5207750

Xtramount® is a double-sided adhesive foam tape. The carrier material 
is white PE foam coated on both sides with pure acrylate adhesive. 
Xtramount® had a good initial tack and high final strength – in addition, it 
stands out due to its excellent ageing, weathering and plasticiser resistance. 
This adhesive tape is used for vertical mounting of mirrors in interior 
areas according to DIN EN 1036 and is also suitable for use in rooms with 
temporarily higher levels of humidity, such as bathrooms.
Xtramount® can also be used in exterior areas. In addition, the tape is 
suitable for fixing other smooth materials. In this case, the application must 
be tested beforehand as the given indications about the required amount 
of tape and the application guidelines refer to fixing mirrors as per DIN 
EN 1036. Always keep in mind the relevant technical guidelines for the 
application in question.

You will find more products and further information at www.bohle.com.
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You will find more products and further information at www.bohle.com.

Glass Connectors
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You will find more products and further information at www.bohle.com.

Glass Connention Profiles

Glass Connection Profiles 180°

The connection profiles are the perfect solution for clean and unobtrusive sealing of the joints in glass partition walls. They ensure a professional finish for each 
project.

GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201720

tempered glass 12 mm, laminated glass 12.76 mm BO 5201726

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.

Glass Connection Profiles 3-Way
GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201721

tempered glass 12 mm, laminated glass 12.76 mm BO 5201727

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.
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You will find more products and further information at www.bohle.com.

Glass Connection Profiles 135°

GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201722

tempered glass 12 mm, laminated glass 12.76 mm BO 5201728

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.

Glass Connection Profiles 90° Corner Protection

GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201723

tempered glass 12 mm, laminated glass 12.76 mm BO 5201729

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.
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You will find more products and further information at www.bohle.com.

Glass Connection Profiles Abutment
GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201724

tempered glass 12 mm, laminated glass 12.76 mm BO 5201730

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.

Glass Connection Profiles H-Bar

GLASS THICKNESS ART. NO.

tempered glass 10 mm, laminated glass 10.76 mm BO 5201725

tempered glass 12 mm, laminated glass 12.76 mm BO 5201731

Length  3000 mm

Finish  transparent

Material  PETG

Significant time and cost saving as compared to sealing with silicone 
· high-quality connection product for a design-friendly and clear design 
· interior application, e.g. for glass partition walls and shower cubicles · 
suitable for ESG 10 mm and 12 mm, as well as for VSG 10.76 mm and 12.76 
mm · balancing and elastic properties · permanently high final strength · 
self-adhesive · notes: the glass should have a flat, polished edge and a 45° 
mitre in order to create ideal conditions for application.
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You will find more products and further information at www.bohle.com.

Duplocoll®

Bohle Duplocoll® double sided adhesive tape
Duplocoll® is the ideal adhesive tape for sealing glass joints when transparency is especially important, e.g. for all-glass partition walls, in furniture construction 
or for shower cubicles. The bonds are almost invisible due to the fact that the light refraction index of the tape is similar to that of glass.

GLASS THICKNESS · WIDTH ART. NO.

tempered glass 8 mm, laminated glass 8.76 mm · 5 mm BO 5207936

tempered glass 10 mm, laminated glass 10.76 mm · 7 mm BO 5207938

tempered glass 12 mm, laminated glass 12.76 mm · 9 mm BO 5207935

laminated safety glass 17.52 mm · 14 mm BO 5209630

Length  12 m

Finish  transparent

Significant time and cost saving as compared to sealing with silicone 
· by sealing the edges of the adhesive tape, Duplocoll® becomes dry after 
adhesion and resistant to external influences · antimicrobial effect - inhibits 
growth of microorganisms · resistant to chemicals and softeners 
 · very good initial tack, lasting ultimate bonding strength · resistant to 
ageing and UV radiation, economic, high quality and does not affect the 
external appearance of the construction · clean and very easy application 
process, especially with optional applicator (BO 5207939N) · for different 
materials, such as wood, aluminium, plastic, ceramic or glass · versatile 
application possibilities - Duplocoll® not only bonds, but also seals, damps, 
isolates and protects. · optimum compensation of tolerances and tensions 
· joints are closed in a way that a sealed system is created. · also suitable 
for rough surfaces: The viscoelastic adhesive film distributes evenly across 
rough surfaces. · noise-tested adhesive tape - Duplocoll® closes the glue 
joint between the glass pane so tightly that sound insulation is preserved 
verifiably. · thickness 3 mm · max. allowable continuous temperature -40°C 
- +100°C

Bohle Duplocoll® Applicator

GLASS THICKNESS ART. NO.

tempered glass 8 -10 mm     BO 5207939N

tempered glass 12 mm, laminated glass 10.76 - 12.76 mm     BO 5207946N

Please use the corresponding applicator to ensure simple and precise 
application on the glass edge. · for 10 and 12 mm glass, please use the 
suitable inlay BO 5207948 together with the applicator BO 5207939N. · for 
8, 8.76 and 10 mm glass, please use the suitable inlay BO 5207947 together 
with the applicator BO 5207946N. · for 17.52 mm glass, please use the 
suitable inlay BO 5207949 together with the applicator BO 5207946N.

Note
We recommend seaming tools BO 650.20, BO 650.30A or BO 650.32A as 
auxiliary tools for joining the glass panes
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Bohle Duplocoll® Inlay for Applicator

DESCRIPTION · GLASS THICKNESS ART. NO.

for BO 5207939N · tempered glass 10 -12 mm    BO 5207948

for BO 5207946N · tempered glass 8 - 10 mm, laminated glass 8.76 mm    BO 5207947

for BO 5207946N · laminated safety glass 17.52 mm    BO 5207949

Accesories
Seaming Tool for Clamping and Repositioning

ART. NO.

     BO 650.20

Torque  1200 Nm

Material of Suction Lifter  plastic

Suction pad   ø 214 mm

Vacuum gauge   yes

If necessary, any height differences between the work pieces can be 
adjusted with the lateral eccentric lever.

Easy and safe positioning of large structural components. To position large, heavy sheet materials and join them flush and precisely, is a really difficult task.
With the Veribor® Seaming Tool the perfect position can be precisely determined and readjusted, if necessary, without risking the entire sheet compound
slipping. The Veribor® Seaming Tool is the ideal device for pulling together or spreading apart large, flat, smooth sheets of material exactly to the millimetre in a
controlled manner. For adjusting the sheets, the suction lifters are firmly pressed onto the work surface with the rubber pads relaxed. By engaging the pump only 
a few times, the maximum vacuum is generated with a maximum horizontal clamping force of up to 1,200 N. A red ring on the pump tappet enables easy
monitoring of the vacuum level. The vacuum can be regenerated at all times in case its level decreases, without removing the seaming tool from the surface. In 
addition, the vacuum can also be completely removed by using the valve.

Seaming Tool for Clamping and Repositioning

ART. NO.

single product     BO 650.30A

Seaming tool set with 2 x BO 650.30A in carrying case  BO 650.32A

Torque  260 Nm

Material of Suction Lifter  aluminium

Suction pad   ø 120 mm

Vacuum gauge   no

The ideal tool for pulling together or spreading apart large, flat, smooth sheets of material exactly to the millimetre. Especially suitable when bonding 
countertops. Suitable for all materials with flat, airtight surfaces like glass, plastic, metal, coated wood, marble, etc. The vacuum is generated by engaging the 
levers. With the rubber pad relaxed, the suction holders must be firmly pressed onto the work surface. When engaging the lever, you should noticeably feel the 
resistance produced by the vacuum. By turning the threaded handle the material can be drawn together or spread apart. If necessary, any height differences 
between the work pieces can be adjusted with the lateral eccentric lever. Also available as set in a carrying case: BO 650.32A
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Standoffs and Point Fixings
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Single Point Fixings

ART. NO.

BO 5213796

Material  stainless steel AISI 304

Finish  brushed

Wall distance (X)  6 mm

Diameter  ø 35 mm

Glass thickness tempered glass 10 -12 mm · suitable drill BO 5000626 · 
suitable mounting tool BO 5214039

Single Point Fixings ø 13 x 20 mm with flat head

ART. NO.

BO 5206172

Glass thickness 4 - 5 mm · drill hole in glass ø10 mm · load capacity max. 
5kg /set · incl. plastic washers, screws, dowels, and a 2 mm Allen key · 
packaging unit 4 items

  INCLUDED IN DELIVERY:
  incl. plastic washers, screw, plugs and Allen key 

Material  stainless steel AISI 304

Finish  brushed

Wall distance  20 mm

Diameter  13 mm
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Single Point Fixing ø 18 x 20 mm with flat head

ART. NO.

BO 5206175

Glass thickness 5 - 8 mm · drill hole in glass ø10 mm · load capacity max. 
5kg /set · incl. plastic washers, screws, dowels, and a 2 mm Allen key · 
packaging unit 4 items

Material  stainless steel AISI 304

Finish  brushed

Wall distance  20 mm

Diameter  18 mm

  INCLUDED IN DELIVERY:
  incl. plastic washers, screw, plugs and Allen key 
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  INCLUDED IN DELIVERY:
  incl. plastic washers, screw, plugs and Allen key 

GM PICO Single Point Fixings with nickel-plated cover cap 
For flush mounting of mirror or glass elements indoors

FINISH · DESCRIPTION ART. NO.

black · glass thickness  6 - 8 mm BO 5206010

transparent · glass thickness  6 - 8 mm BO 5206011

black · glass thickness  10 - 12 mm BO 5206012

transparent · glass thickness  10 - 12 mm BO 5206013

Material  plastic

Diameter  20 mm

Minimum distance from glass edge to centre of drill hole: float glass 
and mirrors: min. 20 mm; tempered glass: 2 x glass thickness + 10 mm · 
incl. nickel-plated cover cap (stainless steel look) · suitable fixing screw BO 
5211153

GM PICO Single Point Fixings with black cover cap
For flush mounting of mirror or glass elements indoors

FINISH · DESCRIPTION ART. NO.

black · glass thickness  6 - 8 mm BO 5206015

transparent · glass thickness  6 - 8 mm BO 5206016

black · glass thickness  10 - 12 mm BO 5206017

transparent · glass thickness  10 - 12 mm BO 5206018

Material  plastic

Diameter  20 mm

Minimum distance from glass edge to centre of drill hole: float glass 
and mirrors: min. 20 mm; tempered glass: 2 x glass thickness + 10 mm · incl. 
black cover cap · suitable fixing screw BO 5211153
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Single Point Fixings

ART. NO.

Single Point Fixings BO 5214040

Material  stainless steel AISI 304

Finish  brushed

Wall distance  22 mm

Diameter  22 mm

Glass thickness 6 - 12 mm · wall mounting by M5 countersunk screw · 
the load capacity of the standoff greatly depends on the physical properties 
of the mounting substrate as well as the choice of suitable mounting 
hardware. · drill hole in glass ø18 mm 

Point Fixing with threaded insert for wall mounting

Material  brass

Finish  chrome-plated

Max. clamping height 19 mm · load capacity max. 5kg · screw-fix 
threaded insert to the wall using a countersunk screw. · afterwards, the 
point fixing is screwed into the threaded insert.

DESCRIPTION · DIAMETER ART. NO.

 40 mm ·  11.7 mm BO 5214017

 40 mm ·  18.7 mm  BO 5214020

 40 mm ·  24.7 mm BO 5214023

 80 mm ·  24.7 mm BO 5214025
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Face Spanner cranked

ART. NO.

     BO 5214039

Bore hole ø 3 mm · suitable for point fixing BO 5213796

Circlip Pliers  for Single Point Fixings

ART. NO.

     BO 5214043

Model Knipex® 4611A1 · for removing the cover caps
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Security Mirrors 225
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Assembly Tool 231

Accessories
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Drop Down Seals

Drop Down Seals Bohle GS-A

LENGTH · CAN BE SHORTENED TO · FINISH ART. NO.

708 mm · 583 mm · aluminium-coloured anodised E6/EV1 BO 5220750

833 mm · 708 mm · aluminium-coloured anodised E6/EV1 BO 5220751

958 mm · 833 mm · aluminium-coloured anodised E6/EV1 BO 5220752

1083 mm · 958 mm · aluminium-coloured anodised E6/EV1 BO 5220753

708 mm · 583 mm · stainless steel look anodised E1/C31 BO 5220754

833 mm · 708 mm · stainless steel look anodised E1/C31 BO 5220755

958 mm · 833 mm · stainless steel look anodised E1/C31 BO 5220756

1083 mm · 958 mm · stainless steel look anodised E1/C31 BO 5220757

Material  aluminium

Ideal for sealing already installed smooth glass, metal, aluminium, 
wooden and plastic doors · sealing strips can be trimmed, please consider 
the minimum length · incl. cover strip silver-coloured · sound insulation 41 dB
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Door Stops and Buffers

Magnetic Door Holder
The door is locked in place by pressing it slightly against the magnet. The magnet is spring-loaded for cushioning the door.

MATERIAL · FINISH ART. NO.

aluminium · aluminium-coloured anodised E6/EV1 BO 5101619

stainless steel V2A · brushed BO 5101620

Glass thickness 8 - 10 mm · supplied with mounting hardware and self-
adhesive magnet counterplate · door weight max. 60 kg · adhesive strength 
70N

Door Stop
The door can be locked in place at any angle. The foot operated door holder is pressed down until it firmly touches the ground. For loosening the door slightly 
press down the stop plate. For use on the right or left side.

MATERIAL · FINISH ART. NO.

stainless steel V2A · brushed BO 5101617

Glass thickness 8 - 10 mm · can be used on the right or left side · with 
grey rubber plugs · lifting height 30 mm · glass processing not required
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Door Stop

MATERIAL · FINISH ART. NO.

aluminium · aluminium-coloured anodised E6/EV1 BO 5101621

stainless steel V2A · brushed BO 5101622

With black rubber pad · supplied with mounting hardware

Clamping Lock

GLASS THICKNESS · FINISH ART. NO.

10 mm · stainless steel look E4/C31 BO 5206855

Clamping lock with matt nickel plated floor socket
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Door Stop

MATERIAL · FINISH ART. NO.

stainless steel V2A · brushed BO 5101625

With black rubber pad and 2 black rubber rings · supplied with mounting 
hardware

Door Stop

MATERIAL · FINISH ART. NO.

aluminium · aluminium-coloured anodised E6/EV1 BO 5101626

stainless steel V2A · brushed BO 5101627

With black rubber pad · supplied with mounting hardware
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Door Opening Restrictor for All-Glass Doors
Protects from the dangers and damage resulting from doors opening in an uncontrolled manner

DESCRIPTION · MATERIAL · FINISH ART. NO.

wooden frame · aluminium · aluminium-coloured anodised E6/EV1 BO 5104739

metal frame · aluminium · aluminium-coloured anodised E6/EV1 BO 5104740

Adjustable damping system protects door leaf and frame · can be 
retrofitted · tested permanent functionability in compliance with DIN EN 
13126-5 class 4 · especially suitable for floors with underfloor heating · 
highest design standards · opening angle max. 125° · frame clearance, top: 3 
- 10 mm · glass thickness tempered glass / laminated safety glass 8 - 12.76 
mm · door weight max. 65 kg · door width 709 - 959 mm
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Security Mirrors
Don´t forget! 
*The combined distance is the distance from the observer to the mirror PLUS the distance from the mirror to the object or person being observed.

Bohle Security Mirror Full Ceiling Dome

SIZE · COMBINED DISTANCE* ART. NO.

 600 mm / 24" · approx. *6 m   BO 6100910

 900 mm / 36" · approx. *9 m   BO 6100911

 1200 mm / 48" · approx. *16 m   BO 6100912

Version  convex

Shape  hemispherical/ dome

Mounting  ceiling

Featuring an impact-resistant, high performance, silvered acrylic face · 
exceptional finish ensures a very clear reflected image, even of blind angles 
· a simple solution to the growing problems of in-store theft and safety in 
the workplace

Bohle Security Mirror Half Dome

SIZE · COMBINED DISTANCE* · SHAPE ART. NO.

 600 x 300 mm / 24"x 12" · approx. *6 m · half dome   BO 6100913

 900 x 450 mm / 36" x 18" · approx. *9 m · half dome   BO 6100914

 1200 x 600 mm / 48" x 24" · approx. *16 m · half dome   BO 6100915

Version  convex

The Half Dome is ideal at T-Junctions where a 180° field of vision is 
required for collision avoidance or in a retail type situation where aisle ends 
need to be observed to deter retail theft. Dome top screws are supplied for 
wall mounting.

Bohle Security Mirror Standard

SIZE · COMBINED DISTANCE* ART. NO.

 300 mm / 12" ·  approx. 5 m   BO 6100900

 450 mm / 18" ·  approx. 7 m   BO 6100901

 600 mm / 24" ·  approx. 10 m   BO 6100902

 760 mm / 30" ·  approx. 18 m   BO 6100903

Version  convex

Featuring an impact-resistant, high performance, silvered acrylic face · 
exceptional finish ensures a very clear reflected image, even of blind angles 
· a simple solution to the growing problems of in-store theft and safety in 
the workplace · internal use only · with fastening adapter
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Bohle Security Mirror Heavy Duty

SIZE · COMBINED DISTANCE* ART. NO.

 300 mm / 12" ·  approx. *21 m   BO 6100905

 450 mm / 18" ·  approx. *28 m   BO 6100906

 600 mm / 24" ·  approx. *38 m   BO 6100907

 760 mm / 30" ·  approx. *46 m   BO 6100908

 900 mm / 36" ·  approx. *55 m   BO 6100909

Version  convex

Featuring an impact-resistant, high performance, silvered acrylic face · 
exceptional finish ensures a very clear reflected image, even of blind angles 
· a simple solution for the prevention of accidents · heavy duty, for outdoor 
use · with fastening adapter

U-Bolt Accessory Pack

DESCRIPTION · MIRROR SIZE ART. NO.

U-bolt accessory for round tubes 60 mm / 2 3/8" ·  300 - 760 mm   BO 6100919

U-bolt accessory for round tubes 75 mm / 3" · All mirror sizes    BO 6100920

The U-Bolt Accessory Pack is used to attach heavy duty mirrors to 60 mm 
or 75 mm poles.

Don´t forget! 
*The combined distance is the distance from the observer to the mirror PLUS the distance from the mirror to the object or person being observed.
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Ventilators

Window Ventilator · outward Air Flow

ART. NO.

     BO 5211430

Voltage  230 V

Output  32 W

Drill hole in glass  ø 189 mm

Flow rate  up to 225 m³/ h

With pull switch ·  self-lubricating bearings · maintenance-free · thermal 
overload protection · air flow temperature max. 40° C

Window Ventilator · outward Air Flow

ART. NO.

     BO 5211431

Voltage  230 V

Output  32 W

Drill hole in glass  ø 189 mm

Flow rate  up to 225 m³/ h

Self-lubricating bearings · maintenance-free · thermal overload 
protection · please order speed control BO 5211438 or BO 5211439 
separately · Air flow temp max. 40° C

Electronic Speed Control

ART. NO.

     BO 5211438

AC  230 V / 50 Hz

Width  80 mm

Height  80 mm

Depth  68 mm

For infinitely adjustable speed control of ventilators · on-wall mounting 
· overload protection by safety fuse · meets EC-RL 336/89-EC (EMV) · 
unregulated switching output · Protection class II
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Electronic Speed Control

ART. NO.

     BO 5211439

AC  230 V / 50 Hz

Width  80 mm

Height  80 mm

Depth  68 mm

For infinitely adjustable speed control of ventilators · in-wall mounting 
· overload protection by safety fuse · meets EC-RL 336/89-EC (EMV) · 
unregulated switching output · Protection class II

Electronic Speed Control

ART. NO.

     BO 5211440

AC  230 V / 50 Hz

Width  160 mm

Height  90 mm

Depth  48 mm

For infinitely adjustable speed control of ventilators · with switch for 
reversing air flow operation · on-wall mounting · overload protection by 
safety fuse · meets EC-RL 336/89-EC (EMV) · Protection class II

Vent-a-matic Rotary Ventilators

VERSION · DRILL HOLE IN GLASS ART. NO.

open  ·  ø 121 mm   BO 6520101

shuttered  ·  ø 121 mm   BO 6520102

shuttered · with storm guard  ·  ø 121 mm   BO 652C102S

open  ·  ø 162 mm   BO 6520105

shuttered  ·  ø 162 mm   BO 6520106

shuttered  · slimline  ·  ø 162 mm  BO 6520RXL

shuttered · with storm guard  ·  ø 162 mm   BO 652C106S

shuttered  ·  ø 219 mm   BO 6520SXL

for double glazing 12 - 32 mm · shuttered · with s/g . ø 162 mm    BO 652D106

adaptor  ·  for 180 - 200 mm ø  ·  ø 162 mm  BO 652APAD

Version:                                                                    For single glass and double glazing

High quality rotary ventilators · various models with or without shutters · 
made of UV stabilised materials
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Vent-a-matic Static Ventilator

VERSION · DRILL HOLE IN GLASS ART. NO.

with storm guard  ·  ø 159 mm   BO 6520PBS

with storm guard  ·  ø 162 mm   BO 65200JG

without storm guard  ·  ø 164 mm   BO 65200PB

with storm guard  · for double glazing 12 - 32 mm     BO 652DPBS

with storm guard  · for double glazing 12 - 32 mm     BO 6520DJG

adaptor  ·  for 180 - 200 mm ø  ·  ø 162 mm  BO 652APAD

Version:                                                                   For single glass and double glazing

For continuous ventilation · providing a continuous supply of fresh air, 
e.g. in kitchens · various diameters

Stormguard

VERSION · DRILL HOLE IN GLASS ART. NO.

 for vent 101/102  ·  ø 121 mm   BO 6520SG5

 for vent 105/106  ·  ø 162 mm   BO 6520SG6

 for rotary vent SXL  ·  ø 219 mm   BO 6520SG8
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Speak Holes

MELAPHONE Speech Panels

HOLE SIZE · Ø · DESCRIPTION ART. NO.

 229 mm ·  244 mm   BO 60GPX01

 295 mm ·  318 mm   BO 60GPX02

speech panel 37 mm extension screw     BO 60GPX03

speech panel mesh guard for 240 mm     BO 60GPX04

speech panel mesh guard for 310mm      BO 60GPX05

Glass thickness  up to 15 mm

For gatehouses, counters or information desks at railway stations, banks, 
finance offices, etc. · with a strong, impact-resistant polycarbonate guard

Oval Speak Hole

COLOUR · GLASS THICKNESS · MATERIAL ART. NO.

grey  ·  4 - 6 mm · plastic   BO 5211201

grey  ·  17 - 24 mm · plastic   BO 5211310

Outer dimension  170 x 300 mm

Glass cut-out  150 x 275 mm

Radius  75 mm

Size of opening  120 x 245 mm

Door made of transparent plastic material with lock-up speak rosette

Utility Door

COLOUR · GLASS THICKNESS ART. NO.

grey  ·  4 - 6 mm   BO 5211301

grey  ·  17 - 24 mm   BO 5211312

Outer dimension  154 x 300 mm

Glass cut-out  143 x 280 mm

Radius  55 mm

Size of opening  130 x 250 mm

Door made of transparent plastic
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Assembly Tool

Professional Mounting Kit with Torque Wrench Proxxon

ART. NO.

     BO 5104734

Complete set for safe, professional mounting of hardware according to 
manufacturer´s instructions, in practical carrying case.

Torque Wrench Proxxon 6 - 30 Nm

ART. NO.

     BO 5104728

Ratchet mechanism with reversing lever for clockwise and anticlockwise 
rotation. Automatic quick release: Clearly audible and palpable click signal 
when the selected torque is reached. · with 1/4" square drive (6.3 mm)

INCLUDED IN DELIVERY

1x   Proxxon 1/4“ torque wrench 2-10 Nm
1x   Torque Wrench 1/4“ 6-30 Nm
1x   1/4“ bit screwdriver
1x   BICOLOR 1/4“ bit box
1x   Adaptor for 1/4“ bits
1x   Allen set with 1.5 - 10 mm ball head
1x   Tape measure, 5 m long
1x   8 mm ratchet wrench
1x   10 mm ratchet wrench
1x   11 mm ratchet wrench
1x   12 mm ratchet wrench
1x   13 mm ratchet wrench

INCLUDED IN DELIVERY

1x   Proxxon torque wrench 6 - 30 Nm
1x   Adaptor for 1/4“ bits
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Torque Wrench Proxxon  2 - 10 Nm

ART. NO.

     BO 5104729

Automatic quick release when tightening screws: Clearly audible and 
palpable click signal when the selected torque is reached. Pre-setting of the 
torque by turning the knurled ring at the end of the handle, fixing it by sliding 
it into position.

Screwdriver Blade Set

ART. NO.

     BO 5104731

Accessories for professional mounting kit with torque wrench

INCLUDED IN DELIVERY

1x   Proxxon torque wrench 2 - 10 Nm
1x   Self-locking adapter with spring  
  sleeve for ¼“ standard bits
1x   T-handle

INCLUDED IN DELIVERY

1x  Hexagonal blade, E 6.3 long shaft, 3/90 mm Hex-Plus Profile
1x  Hexagonal blade, E 6.3 long shaft, 4/150 mm Hex-Plus Profile
1x  Hexagonal blade, E 6.3 long shaft, 5/150 mm Hex-Plus Profile
1x  Hexagonal blade, E 6.3 long shaft, 6/150 mm Hex-Plus Profile
1x  Torx blade, E 6.3 long shaft TX 10/150
1x  Torx blade, E 6.3 long shaft, TX 15/150
1x  Torx blade, E 6.3 long shaft, TX 20/150
1x  Torx blade, E 6.3 long shaft, TX 25/150
1x  Torx blade, E 6.3 long shaft, TX 30/150 
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A 
 
Alea 3-part Glass Door Hinge with sleeve 51
Alea Glass Door Lock 
 DIN left Non locking 47
 DIN left Profile Cylinder 48
  for 10 mm glass at 24 mm rebate depth 49
 DIN left Profile Cylinder with rose 47
 DIN left WC 49
 DIN right Non locking 47
 DIN right Profile Cylinder 48
  for 10 mm glass at 24 mm rebate depth 49
 DIN right Profile Cylinder with rose 48
 DIN right WC 50
Alea Keep DIN left 50
Alea Keep DIN right 50
Alva Self-closing Patch Fitting 
 Set Standard Duty EN3 117
 Standard Duty EN3 118
Alva Top Patch Fitting PT20 PLUS 119
Angled Overpanel Fitting
 left with one side bracing PT41 100
 PT40  99
 right with one side bracing PT41 100
Assembly Tool for Adjustable Single Point Fixings 165

C
 
Circlip Pliers  for Single Point Fixings 165, 217
Clamp D-shaped 
 50 x 40 mm for 6 - 10.76 mm 167
 50 x 40 mm for round Tubes ø 42.4 mm for 6 - 10.76 mm 167
 63 x 45 mm for 6 - 12.76 mm 170
 63 x 45 mm for round Tubes ø 42.4 mm for 6 - 12.76 mm 171
 63 x 45 mm for round Tubes ø 48.3 mm for 6 - 12.76 mm 171
Clamp HD square 
 70 x 55 mm for 16.76 - 21.52 mm 175
  for round Tubes ø 48.3 mm for 16.76 - 21.52 mm 175
Clamp square 
 45 x 45 mm for 6 - 10.76 mm 168
 45 x 45 mm for round Tubes ø 42.4 mm for 6 - 10.76 mm 169
 45 x 45 mm for round Tubes ø 48.3 mm for 6 - 10.76 mm 169
 55 x 55 mm for 8 - 13.52 mm 172
 55 x 55 mm for round Tubes ø 48.3 mm for 8 - 13.52 mm 173
 70 x 55 mm for 8 - 13.52 mm 174
 70 x 55 mm for round Tubes ø 48.3 mm for 8 - 13.52 mm 174
Clamping Lock 222
Clamping Parts for Wall Connecting Profile  
 incl. inserts and screw 179
Clamp-on Frame Profile two-piece 181
Clamp-on Frame Profile two-piece Cover Caps 182
Clip-On Mirror Profile 35 x 13 x 20 192
Closing Magnet 86
Concealed Mirror Rail 193
Corner Clamp 
 left with one side bracing PT65 102

 PT60  101
 right with one side bracing PT65 103
 with stopper PT61 102
Cover Profile for Wall Connecting Profile 180

D
 
Door Opening Restrictor for All-Glass Doors 224
Door Stop 221-223
Double Profile Cylinder 61. 73
Drop Down Seals Bohle GS-A 220
Duplocoll® 
 Applicator 210
 double sided adhesive tape 210
 Inlay for Applicator 211

E
 
Electronic Speed Control 227, 228

F
 
Face Spanner cranked 217
Floor Pivot PT11 98
Floor Spring EN3 121
Floor Spring Universal EN1 - EN4 121
Flush Handle 
 round closed 147
 round closed self-adhesive 148
 round open 147
 round open self-adhesive 148
 square 147
 square closed self-adhesive 148
 square open self-adhesive 149
Frame Pivot for 2-part Hinges 73
 and Wooden, Steel and Aluminium Frames 72
Frame Pivot for 3-part Hinges 
 and Steel Frames 59. 60
 and Wooden Frames 59
Frame Pivot for screw fixing for 3-part Hinges  
 and Wooden, Steel and Aluminium Frames 59
FrameTec Premium 125
FrameTec Select 2.0 
 Aluminium Frame complete sets 133
 Base Gasket for fixed and overpanel glazings 136
 Corner Connector 135
 Frame Profile incl. Cover Profile 133
 Glazing profile two-piece 135
 Latch and Bolt Strike Plate 138
 Latch Strike Plate 138
 Rebate Gasket 137
 Retainer Plate for aluminium Frame Hinge 134
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 Retainer Plate for stainless steel Frame Hinge 134
 Wedge Seal for fixed and overpanel glazings 136

G
 
Gasket for Clamp-on Frame Profile two-piece transparent 181
Glass Connection Profiles 
 135°  208
 180°  207
 3-Way 207
 90° Corner Protection 208
 Abutment 209
 H-Bar 209
Glass Connector PT 80 104
Glass Door Hinge with Screw-On Plate round 82
Glass Door Hinge with Screw-On Plate square 82
Glass/wall Connector PT84 105
Glass/wall Connector PT90 105
GM PICO Single Point Fixings with black cover cap 215
GM PICO Single Point Fixings with nickel-plated cover cap  215
GS-A Drop Down Seals 138

H
 
Handle self-adhesive 87, 145
Handle type 
 ø 19 mm 142
 ø 25 mm 142
 ø 32 mm 143
 oval   143
 oval without protrusion 144
 square without protrusion 144
Hilti Concrete Screw 162
H-Mirror Profile 32 x 8 x 13 194
Hook Lock with Keep and Hook Bolt  108

I
 
Inserts for clamps 
 D-shaped 50 x 40 mm 168
 D-shaped 63 x 45 mm 172
 Square 45 x 45 mm 170
 Square 55 x 55 mm 173
 square 70 x 55 mm 176

J
 
J-Mirror Profile 35 x 9 x 16 194

K
 
Keep for BO 5214283 Middle Lock 107
Keep GK50 107

L
 
L-Mirror Profile 19 x 8 194
Lockable Rod Handle 141
L-Profile 19 x 19 195

M
 
Magnet Sheet for All-Glass Doors 87
Magnetic Door Holder 221
MasterTrack FT 60 Set Ceiling Mounting 
 incl. damping mechanism, single door 12
 with Fixed Sidelight incl. damping mechanism 13
MasterTrack FT 60 Set Wall Mounting 
 incl. damping mechanism, single door 12
MasterTrack FT 80 Set Ceiling Mounting  
 incl. damping mechanism, single door 14
 with Fixed Sidelight incl. damping mechanism 14
MasterTrack FT 80 Set Wall Mounting  
 incl. damping mechanism, single door 13
MasterTrack FT 
 Accessory Set Synchro 19
 Bottom Guide 18
 Carriage Set incl. damping mechanism 17
 Cover Caps Set 18
 Cover Caps Set for Ceiling Mounting with Fixed Sidelight 18
 Profile Set Ceiling Mounting 16
 Profile Set Ceiling Mounting with Fixed Sidelight 17
 Profile Set Wall Mounting 16
 Wall Distance Profile / glass/wall Installation Profile 19
MELAPHONE Speech Panels 230
Middle Lock with flat bolt US20 106
Middle Lock with round bolt and one side rotating twist lock 107
Mirror Clips  
 for a mirror surface of up to 1.2 m² 201
 for a mirror surface of up to 1.6 m²  201
 with Clip-On Function for a mirror surface of up to 1.0 m²  202
Mirror Profile 35 x 13 x 20 192
Mirror Screws  
 Flatheads 203
 Pointed Domeheads  202
 with screw-on Cover Caps 202
Mounting Template for Flush Handle 149
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O
 
Olis 3-part Glass Door Hinge with sleeve 57
Olis Glass Door Lock  
 DIN left Non locking 53
 DIN left Profile Cylinder 54
  for 10 mm glass at 24 mm rebate depth 55
 DIN left Profile Cylinder with rose 53
 DIN left WC 55
 DIN right Non locking 53
 DIN right Profile Cylinder 54
  for 10 mm glass at 24 mm rebate depth 55
 DIN right Profile Cylinder with rose 54
 DIN right WC 56
Olis Keep DIN left 56
Olis Keep DIN right 56
Oval Speak Hole 230
Overpanel Connector with one side bracing PT71 103
Overpanel Connector with stopper PT72 104
Overpanel Fitting PT51 101
Overpanel Fitting with Screw-on plate PT30.3 99

P
 
Patch Fitting  
 bottom PT 10 97
 top PT20 97
 top PT20 PLUS 112
 top PT20 PLUS HD 115
Patch Lock with flat bolt US10 106
Point Fixing with threaded insert for wall mounting 216
Professional Mounting Kit with Torque Wrench Proxxon 231
Protective Sleeve 203

S
 
SafecliX®  
 08 Press Button Set 198
 16 Press Button Set 199
 04 Mounting Kit 198
SafefiX® 04 Mounting Kit 198
SafemaX®  
 08 Magnetic Set 199
 10-SK Magnetic Set 200
 16 Magnetic Set 200
Screwdriver Blade Set 232
Seaming Tool for Clamping and Repositioning 211
Securing Plate for Clamp Square 45 x 45 mm 170
Securing Plate for Clamp square 55 x 55 mm 173
Securing Plate for Clamp square 70 x 55 mm 175, 176
Security Mirror  
 Full Ceiling Dome 225
 Half Dome 225

 Heavy Duty 226
 Standard 225
Selco Swinging Door Hinge  
 glass/glass 180° 90
 glass/wall 90° Both Sides Wall Mounted 89
Self-closing Patch Fitting  
 Heavy Duty EN5 114
 Standard Duty EN3 111
 Set Heavy Duty EN5  
 including PT20 PLUS HD patch fitting and top pivot 113
 Set Standard Duty EN3  
 including PT20 PLUS patch fitting and top pivot 110
Set of End Caps for Mirror Profile 193
Set of End Caps, for U-Channels 185
Silicone Profile for clamping glass into profiles 188
Single Point Fixings 
 ø 18 x 20 mm with flat head 214
 ø 13 x 20 mm with flat head 213
 ø 40 mm adjustable  164
 ø 50 mm adjustable  164
 ø 60 mm with threaded rod 164
 ø 80 mm with threaded rod 165
SlideTec 
 Bottom Guide 34
 Carriages 32
 Door Stop on Track 33
 End Covers for Sliding Track 35
SlideTec Premium  
 Bottom Guide 24
 Door Stop on Track 24
 Set glass mounting installation 22
 Set Wall Mounting 21
 Sliding Track Tube 23
 Track Clamp for Glass Connection 26
 Wall Track Clamp
SlideTec Premium Floor  25
 Bottom Roller 41
 Bottom Running Track 40
 End Caps 41
 Set Ceiling Mounting double doors 38
 Set Ceiling Mounting single door with Fixed Sidelight 37
 Set Wall Mounting single door 39
 Soft Insert 42
 Spare Inserts for Clamps for Bottom Roller ø 120 mm 42
 Stopper 41
 Top Guide Ceiling Mounting 40
 Top Guide Wall Mounting 40
SlideTec Set  
 glass/wall installation without Sliding Track Tube 31
 glass/wall Mounting One Side Masonry  
 without Sliding Track Tube 30
 Wall Mounting with Sliding Track Tube 2150 mm 29
 Wall Mounting with Sliding Track Tube 3000 mm 28
 Wall Mounting without Sliding Track Tube 27
SlideTec Sliding Sleeve for Wall Mounting 34
SlideTec Sliding Track Tube 35
SlideTec Track Clamp Glass Mounting 33
SlideTec Wall Track Clamp 32
Spare Latch for Studio Private Line Glass Door Lock 72
Stainless Steel Door Hinge  84
Stormguard 229
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Strike Plate Latch 73
Strike Plate Latch and Bolt 60
Studio Glass Door Lock Set,  
 Non-locking, 3-part Hinges and L-lever Handles 79
Studio Glass Door Set,  
 Lock for Profile Cylinder, 3-part Hinges and L-lever Handles 78
Studio Private Line / Olis / Alea  
 Lever Handle Set flat oval shape 58, 71
 Lever Handle Set L-Shaped 58, 71
 Lever Handle Set round shape 58, 71
Studio Private Line Glass Door Hinge 
 curved 2-part with sleeve 68
 square 2-part with sleeve 70
Studio Private Line Glass Door Lock 
 round Non locking 67
 round Profile Cylinder 67
 round Warded Lock 67
 square Non locking 69
 square Profile Cylinder 69
 square Warded Lock 69
Studio Private Line Keep, curved 68
Studio Private Line Keep, square 70
Swinging Door Hinge glass/glass 180° 91
Swinging Door Hinge glass/wall 90° 91

T
 
TECTUS® TEG 310 2D Glass Door Hinge  86
Thumb Turn Cylinder 61, 73
Top Pivot PT 24 98, 115, 119
Torque Wrench Proxxon  2 - 10 Nm 232
Torque Wrench Proxxon 6 - 30 Nm 231

U
 
U-Bolt Accessory Pack 226
U-Channels  
 10 x 10 183
 15 x 15 183, 184
 20 x 13 184
 20 x 15 185
 20 x 17 186
 20 x 20 186
 20 x 20  187
 30 x 20 187
 40 x 20 188
Utility Door 230

V
 
Vent-a-matic Rotary Ventilators 228
Vent-a-matic Static Ventilator 229
VetroMount  
 Connecting Pins for Base Profile 161
 Cover Profile complete 157
 Cover Profile face fixed 153
 Cover Profile top 154, 158
 End Cap Side Mount with Cover Profile 159
 End Cap Staircase with Cover Profile 158
 End Cap Top Mount 154
 Mounting Aid 161
VetroMount Mounting Kit  
 for Version with Cover Profile 2500 mm 155, 159
 for Version with Cover Profile 5000 mm 155, 160
 for Version without Cover Profile 2500 mm 156
 without Cover Profile for Version 5000 mm 156
VetroMount Profile for Side Mount 157
VetroMount Profile for Top Mount 153
VetroMount Stopper for Staircase 160

W
 
Wall Connecting Profile 179
Window Ventilator · outward Air Flow 227
Wood Screws for Pointed Domeheads and Flatheads 203

X
 
Xtragrip® Mirror Adhesive 204
Xtragrip® MS Polymer Mirror Adhesive  204
Xtramount® Mirror Adhesive Tape 193
Xtramount® Mirror Adhesive Tape  204



Order Form

Sender

Customer No.

Contact Person

Phone

Fax

Email

Article Number Quantity Unit* Description Unit Price**

Bohle Ltd.
Fifth Avenue, Tameside Park
Dukinfield, 
Cheshire
SK16 4PP

 Date Signature

 Please send me new order forms
Order immediately - by internet at: www.bohle.com

Simply return page by fax: F  0161 344 0111
or call us: T  0800 61 61 51  We look forward to hearing from you!
* Possible units: piece, pair, dozen, box, metre, pack, set, bag, litre, can, etc.
** Please note the small order surcharge of £ 15.00 for order values below £ 150 net. 
 We publish comprehensive General Sales Conditions on which we conduct business exclusively. We supply copies on request - ask for yours today.  
 By placing orders with us you agree to accept these terms exclusively without exception.  
 All prices are net, plus V.A.T., for delivery ex works nearest suitable point, packing not included for unusual or extra large items.
 Additional carriage charges may apply. Please speak to our Customer Service Representatives for further details.



1. Definitions
 a. Conditions: the terms and conditions set out in this document as amended from  
  time to time in accordance with condition 2.c.
 b. Contract: the contract between Bohle and the Purchaser for the sale and purchase  
  of the Products in accordance with these Conditions.
 c. Order: the Purchaser’s order for the Products, as set out in the Purchaser’s order  
  form and/or Bohle’s written record of any telephone order.
 d. Products: the products (or any part of them) set out in the Order.
 e. Purchaser: the person or firm who purchases the Products from Bohle.
 f. Specification: any specification for the Products, including any related plans and  
  drawings, that is agreed in writing by the Purchaser and Bohle.
 g. Bohle: the supplier of the Products, Bohle Limited, registered in England and  
  Wales with company number 00644864 

2. Application
 a. These conditions apply to the Contract, as well as all statements made by Bohle  
  in catalogues, brochures, price lists, quotations, on the internet or verbally, to the  
  exclusion of any terms the Purchaser may seek to impose or which may be  
  implied by custom, trade, practice or course of dealing. Any samples, drawings,  
  descriptive matter, or advertising produced by Bohle and any descriptions or  
  illustrations contained in Bohle’s catalogues or brochures are produced for the  
  sole purpose of giving an approximate idea of the Products described in them.  
  They shall not form part of the Contract or have any contractual force.
 b. The Contract constitutes the entire agreement between the parties. The Purchaser  
  acknowledges that it has not relied on any statement, promise or representation  
  made or given by or on behalf of Bohle which is not set out in the Contract.
 c. Variations of these conditions are only valid if confirmed by Bohle in writing.
 d. Placing an Order constitutes the Purchaser’s acceptance of these Conditions.  
  The Purchaser will be responsible for ensuring that the terms of the Order and  
  any Specification submitted by the Purchaser are complete and accurate.
 e. Bohle may change these Conditions at its discretion [and Bohle will notify the  
  Purchaser of any amendments to the Conditions]. For the avoidance of doubt, the  
  Purchaser will be bound by the Conditions in force at the date of placing the  
  relevant Order.

3. Orders/Contract
 a. Any Orders received (whether by mail, internet, phone or fax) will be deemed to  
  have been accepted unless the Purchaser is otherwise notified by Bohle.

4. Price & Payment Terms
 a. Quotations are only valid in writing and for the stated period. A quotation shall  
  not constitute an offer.
 b. The price for the Products shall be the price set out in Bohle’s published price list  
  at the date of the Purchaser’s order, unless otherwise agreed in writing with  
  Bohle.
 c. Bohle reserves the right to amend the specification of the Products at any time but  
  guarantees that the amended products will deliver at least equivalent  
  functionality and performance.
 d. Prices are to be understood in £(GBP) unless otherwise agreed with Bohle, net of  
  any deductions or discounts applicable, exclusive of VAT (which shall be payable  
  by the Purchaser in addition on receipt of a VAT invoice from Bohle), Ex-works (as  
  defined by Incoterms 2010), excluding all other taxes, transport costs, insurance  
  and installation. Packing, postage and freight are included in the price for orders  
  above £150 (€200) net of VAT.
 e. Payments in £(GBP) shall be made to National Westminster Bank, sort code  
  01-05-63, account number 19364830. Payments in €(EUR) shall be made to Ulster  
  Bank, sort code 985330, account number 08117189. Swift code and IBAN  
  information can be found on invoices.
 f. Please note that deliveries of small or unwieldly orders (such as L-squares,  
  straight edges, mirror profiles, long-lengths etc.) may result in a relatively high  
  transport cost. Purchasers may consolidate such products with other orders and  
  agree a transport cost with Bohle prior to delivery.
 g. Carriage to off-shore UK Islands will be charged extra at cost.
 h. Bohle reserves the right to adjust prices due to reasons beyond its control  
  including exchange rates, production cost, duties, insurance, freight and other  
  purchase costs  
  (incl. for components & services). Bohle may also adjust prices if the Purchaser  
  requests a change in delivery date, quantity or type of Products ordered, or the  
  Specification, or if the Purchaser causes a delay due to any information or  
  instructions given or not given by it.
 i. Bohle may invoice the Purchaser for the Products on or at any time after the Order  
  is placed.
 j. Payment is to be made:
  i. in advance by wire transfer or by irrevocable, confirmed letter of credit issued  
   to Bohle’s indicated bank or by cheque; or
  ii. if so agreed with Bohle in writing prior to the Purchaser placing an Order,  
   within 30 days of the date of Bohle’s invoice, subject to an agreed credit limit;  
   or
  iii. if so agreed with Bohle in writing prior to the Purchaser placing an Order, by  
   another payment method including credit or charge card. Cheques may only  
   be accepted conditionally.
 k. With the exception of clause 4.j.ii, processing of any Order will not commence  
  until clearance of funds.
 l. All bank charges are for the account of the Purchaser unless otherwise agreed in  
  writing prior to Order.
 m. Without prejudice to any other right it may have, Bohle may suspend deliveries or  
  service until payment is received in full.
 n. Any dispute in relation to a particular Order shall not entitle the Purchaser to  
  withhold payment in relation to any other Order.
 o. Bohle shall be entitled to charge interest on late payments at a rate of 6% above  
  the minimum bank rate of the European Central Bank on the amount overdue.  
  Such interest shall accrue on a daily basis from the due date until the date of  
  actual payment of the overdue amount, whether before or after judgment. Any  
  costs incurred by Bohle in connection with receiving a late payment or recovering  
  any overdue sum shall be paid by the Purchaser.

5. Delivery/Title/Risk
 a. Products are dispatched from such of Bohle’s warehouses as is the most  
  appropriate location for Bohle. The delivery period stated in any Order  
  confirmation is approximate and time of delivery is not of the essence. Delays in  
  delivery do not justify any kind of compensation except as otherwise expressly  
  set out in these Conditions.
 b. Bohle will deliver the Products to the location set out in the Order or such other  
  location as the parties may agree (Delivery Location) at any time after Bohle  
  notifies the Purchaser that the Products are ready.
 c. Delivery of the Products shall be completed when the Products arrive at the  
  Delivery Location.
 d. If the Products are not available or have been modified, Bohle reserves the right  
  to supply similar products of equivalent functionality.
 e. Deliveries may be made in instalments and each such instalment shall constitute  
  a separate Contract which may be invoiced separately. Any right to cancel one  
  instalment shall not entitle the Purchaser to cancel any other instalment.
 f. Bohle shall be entitled to make partial delivery of any Order if, for example, certain  
  Products are unavailable. Partial delivery shall not entitle the Purchaser to reject 
  the Order.
 g. The Purchaser shall not be entitled to reject the Products if Bohle delivers up to  
  and including [5]% more or less than the quantity of Products ordered, but a pro  

  rata adjustment shall be made to the Order invoice on receipt of notice from the  
  Purchaser that the wrong quantity of Products was delivered.
 h. If the Purchaser refuses to accept a delivery without Bohle's agreement, he must  
  pay Bohle's expenses or loss resulting from that refusal, including storage costs,  
  until he accepts delivery. If the Purchaser has not accepted delivery of the  
  Products within 10 working days of the date that Bohle originally delivered the  
  Products to the Delivery Location, Bohle may resell or otherwise dispose of part  
  or all of the Products and charge the Purchaser for any reasonable costs in  
  connection with the storage and sale of the Products. If the Purchaser has paid  
  in advance for the Products, Bohle will refund the purchase price less any such  
  costs as well as any shortfall below the price of the Products.
 i. Bohle shall not be liable for any delay in delivery or failure to deliver the Products  
  that is caused by the Purchaser’s failure to provide Bohle with adequate delivery  
  instructions or by any other act or omission of the Purchaser.
 j. If Bohle fails to deliver the Products, its liability shall be limited to the costs and  
  expenses incurred by the Purchaser in obtaining replacement goods similar in  
  description and quality in the cheapest market available, less the price of the  
  Products.
 k. Risk in the Products shall pass to the Purchaser on completion of delivery.
 l. Title to the Products passes on receipt by Bohle of full payment. Until then, the  
  Purchaser must:
  i.  hold the goods on a fiduciary basis as Bohle’s bailee;
  ii. insure and store the Products separately and keep them in satisfactory conditi 
   on;
  iii. not modify, pledge, sell or part with possession of the Products; and
  iv. notify Bohle if any of the events in clause 9.b shall occur.
   On request the Products shall be made available to Bohle for re-collection and  
   the Purchaser shall provide any information relating to the Products as Bohle  
   shall request. Until title in the Products has passed to the Purchaser, the  
   Purchaser shall not purport to be the owner of the Products and shall not  
   show such Products as stock in its accounts.
 m. Bohle may at any time upon reasonable notice enter the Purchaser’s premises (or  
  any other premises where the Products are stored) for the purpose of inspecting  
  the Products and ensuring the Purchaser’s compliance with this Contract. The  
  Purchaser shall ensure that Bohle is granted access to such premises and  
  facilities as are reasonably necessary for the purpose of this clause.
 n. If before title to the Products passes to the Purchaser, the Purchaser becomes  
  subject to any of the events listed in clause 9.b, or Bohle reasonably believes  
  that any such event is about to happen and notifies the Purchaser accordingly,  
  then, without limiting any other right or remedy Bohle may have, Bohle may at  
  any time require the Purchaser to deliver up the Products and, if the Purchaser  
  fails to do so may, together with appropriate transport and personnel, promptly  
  enter any premises of the Purchaser or of any third party where the Products are  
  stored in order to recover them.

6. Acceptance
 a. Delivered Products must be inspected by the Purchaser promptly upon receipt of  
  the Products. If the Purchaser does not claim any discrepancies in the delivery  
  within 3 working days after receipt of the shipment, the Purchaser will be  
  deemed to have accepted the Products in full.
 b. If Bohle agrees that the Purchaser may return Products, they must be in their  
  original condition (unused, undamaged, in original packaging) and accompanied 
  by a return note as well as proof of purchase. Any return charges must be paid  
  by the Purchaser and a re-stocking charge of 20% of the Products value or £20  
  (GBP) whichever is the greater will be charged to the Purchaser for any goods  
  returned through no fault of Bohle.
 c. The Purchaser may not return any Products which have been custom made to the  
  Purchaser’s specification, or where any item comprised in the Order has been  
  specially ordered by Bohle to satisfy such Order.
 d. Products received in an obviously damaged condition (including damaged  
  packaging) should be either rejected by the Purchaser on delivery, or, if signed  
  for, then signed for as "Received in damaged condition", regardless of carrier  
  paperwork instructions and of carrier driver information. Failure to do this will  
  result in any claim for damage being rejected. 

7. Warranty
 a. Subject to clause 7.c, Bohle guarantees that the Products will be free from  
  defects for 6 months after date of invoice (Warranty Period). Should the  
  Purchaser notify Bohle in writing within the Warranty Period of a defective  
  product, Bohle will repair or replace the Product (at its discretion) within a  
  reasonable time, provided that Bohle shall have reasonable opportunity to  
  examine the Product at either the Purchaser's or Bohle's premises (at Bohle´s  
  option).
 b. Any return of Products must be approved by Bohle in writing before being effected  
  and the Purchaser shall bear the cost of carriage, postage and packaging. Any  
  shipments received by Bohle where such costs have not been paid by the  
  Purchaser will not be accepted.
 c. Bohle will not accept warranty protection claims for damage caused by:
  i. the Purchaser’s failure to comply with Bohle’s instructions (or if none are given,  
   good industry practice) regarding the installation, use, storage,  
   commissioning, modification or repair by the Purchaser or any unauthorised  
   third party of the Products;
  ii. the Purchaser making further use of the Products after giving notice in  
   accordance with condition 7.a; 
  iii. Bohle following any drawing, design or Specification supplied by the  
   Purchaser; 
  iv. the Purchaser altering or repairing the Products without the written consent of 
   Bohle;
  v. fair wear and tear, willful damage, negligence or abnormal storage or working  
   conditions; or  
  vi. the Products differing from their description or specification as a result of  
   changes made to ensure that they comply with applicable statutory or  
   regulatory requirements.
 d. Except as provided in this clause 7, Bohle shall have no liability to the Purchaser  
  in respect of the Products’ failure to comply with the warranty set out in clause  
  7.a.
 e. Except as set out in these Conditions, all warranties, conditions and other terms  
  implied by statute or common law are, to the fullest extent permitted by law,  
  excluded from the Contract.
 f. These Conditions shall apply to any repaired or replacement Products supplied by  
  Bohle.

8. Liability
 a. Nothing in these Conditions shall limit or exclude Bohle’s liability for:
  i. death or personal injury caused by its negligence, or the negligence of its  
   employees, agents or subcontractors (as applicable);
  ii. fraud or fraudulent misrepresentation;
  iii. breach of the terms implied by section 12 of the Sale of Goods Act 1979; or
  iv. any matter in respect of which it would be unlawful for Bohle to exclude or  
  restrict liability.
 b. Subject to clause 8.a:
  i. Bohle shall under no circumstances whatever be liable to the Purchaser,  
   whether in contract, tort (including negligence), breach of statutory duty, or  
   otherwise, for any loss of profit, or any indirect or consequential loss arising  
   under or in connection with the Contract; and
  ii. Bohle’s total liability to the Purchaser in respect of all other losses arising  
   under or in connection with the Contract, whether in contract, tort (including 

   negligence), breach of statutory duty, or otherwise, shall in no circumstances  
   exceed [the lesser of] [repair or replacement of the Products] [or £[x]m].

9. Termination
 a. If the Purchaser becomes subject to any of the events listed in condition 9.b, or 
  Bohle reasonably believes that the Purchaser is about to become subject to any  
  of them and notifies the Purchaser accordingly, then without limiting any other  
  right or remedy Bohle may have, Bohle may cancel or suspend all further  
  deliveries under the Contract or under any other contract between the Purchaser  
  and Bohle without incurring any liability to the Purchaser, and all outstanding  
  sums in respect of Products delivered to the Purchaser shall become immediately  
  due.
 b. For the purpose of condition 9.a, the relevant events are:
  i. the Purchaser becomes insolvent, or an order is made or a resolution is passed  
   for the winding up of the Purchaser (other than voluntarily for the purpose of  
   solvent amalgamation or reconstruction), or if an administrator, administrative  
   receiver or receiver is appointed in respect of the whole or any part of the  
   Purchaser’s assets or business, or if the Purchaser makes any composition  
   with its creditors or takes or suffers any similar or analogous action in  
   consequence of debt, or (if the Purchaser is an individual) is the subject of  
   a bankruptcy petition or order, or any event which has an effect equivalent or  
   similar occurs in any jurisdiction to which the Purchaser is subject;
  ii. the Purchaser suspends, threatens to suspend, ceases or threatens to cease to  
   carry on all or substantially the whole of its business; 
  iii. the Purchaser’s financial position deteriorates to such an extent that in  
   Bohle’s opinion the Purchaser’s capability to adequately fulfill its obligations  
   under the Contract has been placed in jeopardy; and 
  iv. (being in individual) the Purchaser dies or by reason of illness or incapacity  
   (whether mental or physical) is incapable of managing his or her own affairs  
   or becomes a patient under any mental health legislation.
 c. Bohle may terminate the Contract, including any Order placed but not yet  
  processed, immediately upon written notice to the Purchaser if:
  i. the Purchaser is in material breach of any of the terms of this Contract and fails  
   to remedy such breach within [14] days of written notice requiring it to do so  
   by Bohle; or
  ii. the Purchaser has failed to pay any sum due under this Contract by its due  
   date and such sum remains unpaid within [14] days of written notice by Bohle  
   requiring the Purchaser to pay such sum in full.
 d. All sums payable under this Contract shall, upon termination of the Contract or  
  any relevant Order (as appropriate) become immediately due and payable.
 e. Upon termination of the Contract, the Purchaser shall deliver to Bohle any  
  Products in its possession to which title has not passed to the Purchaser. Failure  
  to do so within a reasonable time shall entitle Bohle (without prejudice to any  
  other right or remedy available to Bohle) to enter onto the Purchaser’s premises  
  or such other premises where the Products are stored, together with appropriate  
  transport and personnel, to repossess the Products.
 f. Termination of the Contract, however arising, shall not affect either of the parties’  
  rights and remedies that have accrued at termination. Clauses which expressly or  
  by implication survive termination of the Contract shall continue in full force and  
  effect.

10. Force Majeure
 a. Bohle shall not be liable for failure or delays in delivery or service caused by  
  circumstances beyond their reasonable control (which may include strikes, lock- 
  outs or other industrial disputes whether involving its own workforce or a third  
  party's), failure of energy sources or transport network, acts of God, war,  
  terrorism, riot, civil commotion, interference by civil or military authorities,  
  national or international calamity, armed conflict, malicious damage, breakdown  
  of plant or machinery, nuclear, chemical or biological contamination, sonic  
  boom, explosions, collapse of building structures, fires, floods, storms,  
  earthquakes, loss at sea, epidemics or similar events, natural disasters or  
  extreme adverse weather conditions, or default of suppliers or subcontractors)  
  and Bohle will be entitled to an appropriate delivery time extension for the  
  fulfilment of the Order.

11. Jurisdiction
 a. The Contract, and any dispute or claim arising out of or in connection with it or  
  its subject matter or formation (including non-contractual disputes or claims),  
  shall be governed by, and construed in accordance with, English law, and the  
  parties irrevocably submit to the exclusive jurisdiction of the courts of England  
  and Wales.

12. General
 a. Bohle may at any time assign, transfer, charge, subcontract or deal in any other  
  manner with all or any of its rights or obligations under the Contract. The  
  Purchaser may not assign, transfer, charge, subcontract or deal in any other  
  manner with all or any of its rights or obligations under the Contract without the  
  prior written consent of Bohle.
 b. Any notice or other communication given to a party under or in connection with  
  the Contract shall be in writing, addressed to that party at its registered office (if  
  it is a company) or its principal place of business (in any other case) or such other  
  address as that party may have specified to the other party in writing in accor 
  dance with this clause, and shall be delivered personally, sent by pre-paid first  
  class post, recorded delivery, commercial courier, fax or e-mail. 
 c. A notice or other communication shall be deemed to have been received: if 
  delivered personally, when left at the address referred to in clause 12.b; if sent  
  by pre-paid first class post or recorded delivery, at 9.00 am on the second  
  working day after posting; if delivered by commercial courier, on the date and  
  at the time that the courier's delivery receipt is signed; or, if sent by fax or  
  e-mail, one working day after transmission.
 d. The provisions of clauses 12.b and 12.c shall not apply to the service of any  
  proceedings or other documents in any legal action.
 e. If any court or competent authority finds that any provision of the Contract (or part  
  of any provision) is invalid, illegal or unenforceable, that provision or part- 
  provision shall, to the extent required, be deemed to be deleted, and the validity  
  and enforceability of the other provisions of the Contract shall not be affected. If  
  any invalid, unenforceable or illegal provision of the Contract would be valid,  
  enforceable and legal if some part of it were deleted, the provision shall apply  
  with the minimum modification necessary to make it legal, valid and enforceable.
 f.  A waiver of any right or remedy under the Contract is only effective if given in  
  writing and shall not be deemed a waiver of any subsequent breach or default.  
  No failure or delay by a party to exercise any right or remedy provided under the  
  Contract or by law shall constitute a waiver of that or any other right or remedy,  
  nor shall it preclude or restrict the further exercise of that or any other right or  
  remedy. No single or partial exercise of such right or remedy shall preclude or  
  restrict the further exercise of that or any other right or remedy.
 g. A person who is not a party to the Contract shall not have any rights under or in  
  connection with it.

last update: 03/10/2013

UK & ROI Sales Conditions
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Important procedures in case of 
transport damage
 

 Do not change packing or contents. 
 Do not use the products!
 Inform the forwarder of the damage. 
 The table below explains the important steps!
 Inform Bohle directly of the damage!
 Before accepting the delivery, make sure the number of cartons/packages is correct. 
 Later claims regarding missing products can only be accepted in exceptional cases.
 Damaged or short deliveries must be reported to Bohle within 3 days of receipt of delivery.

Refuse the package altogether 
or, when accepting the package, 
make a note on the delivery slip 
of the parcel service and inform 
the corresponding depot  
immediately.

Transport by:

Parcel Service

Packaging damaged: Packaging fine but  
contents damaged:

What we need 
from you:

Inform the corresponding depot 
immediately after having  
received the goods as otherwise 
there is no insurance coverage.

The package number and number 
of delivery note. Without these, 
an acknowledgement of the 
damage is not possible.

Request a written confirmation 
from the post man or refuse the 
package.

Damage confirmation from the 
Post Office. Without it 
processing is not possible.

Refuse the delivery or unpack 
in presence of a member of the 
carrier´s business and request 
a confirmation of the facts from 
the goods department.

An official confirmation of facts 
and the original consignment 
note with endorsement on the 
back. Without these, an  
acknowledgement of the  
damage is not possible.

Refuse delivery or, when  
accepting, make a  
corresponding comment on the 
delivery note of the forwarder 
and inform the  
forwarder immediately.

Copy of the receipt slip with  
indication of damage.

Postal Service

Train

Forwarder

Inform the corresponding post 
office and request their visit 
and confirmation of the facts. 
Present original package within 
24 hours.

Inform the corresponding goods 
department and request their 
visit and confirmation of the 
facts. Damages must be claimed 
within one week.

Inform the forwarder  
immediately after receipt of the 
delivery as otherwise there is 
no insurance coverage.
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How to contact Bohle
United Kingdom and Republic of Ireland

Bohle Online Shop  www.bohle.com
Email  info@bohle.ltd.uk
Sales Telephone  0161 342 1100
Freephone:  0800 616151
Sales Fax  0161 344 0111
Account Payments Direct  0161 342 1109
Pickup & Postal Address  Fifth Avenue, Tameside Park, 
 Dukinfield
 Cheshire SK16 4PP

Office hours
Monday to Friday 8.00 am - 5.00 pm

Collecting goods
Monday to Friday 9.00 am - 3.30 pm





HARDWARE
for Interior Fit-Out

United Kingdom
Republic of Ireland

Bohle Ltd.
Fifth Avenue, Tameside Park
Dukinfield, Cheshire, SK16 4PP

T +44 161 3421100
F +44 161 3440111

info@bohle.ltd.uk
www.bohle.com KA
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