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Discover Bohle

The Bohle Visitor Centre

In our Bohle visitor centre, located in our
Haan headquarters, we present numerous

products in a generous exhibition area.
Whether fittings, machines, measuring
devices or consumables: Next to a shipping
area where you can buy products right on
the spot, another high-light is a little
museum giving an overview of Bohle´s
90-year history and exhibiting historical
products and documents. Why not visit us
– we look forward to welcoming you!

The Bohle Glass Academy

The Bohle Glass Academy offers you
an extensive seminar programme on

many glass processing topics. Learn new
technologies or broaden your knowledge in
well-known sectors.

Our Practical Seminars:
UV Bonding
Surface Bonding
Manual Glass Cutting
Sliding Door Installation 

Each seminar comprises:
 Seminar materials
 Use of materials and tools
 Fabrication of reference samples
 Customised troubleshooting
 Drinks, snacks and lunch
 Bohle Seminar Certificate 

For current seminar dates, please visit our
website www.bohle-group.com.

The Bohle Group is Europe’s leading
manufacturer and distributor of tools,

machinery and accessories for glass
processing and glass finishing. The
family business, founded in 1923, is now

represented by over 300 employees at 14
locations in Germany and abroad. Divided
into the product divisions Handling, Glass
Cutting, Glass Bonding, Glazing, Tools,
Machinery, Fittings and Surface Protection,

the total product range is precisely tailored
to the respective customer groups from
trade, industry and retail.

How to contact Bohle
Bohle AG

Bohle Online Shop  www.bohle-group.com

If you don‘t have a contact person yet, dial

Phone  +49 2129 5568-0 for our reception
Fax  +49 2129 5568-201
E-Mail export@bohle.de
Collecting goods D - 42781 Haan · Siemensstraße 1
Postal address D - 42755 Haan · Postfach 101163

Office hours
Monday to Thursday  8.00 am - 4.30 pm
Friday  8.00 am - 2.00 pm

Collecting goods
Monday to Thursday  8.00 am - 3.00 pm
Friday  8.00 am - 12.00 am
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Glass Cutters with Steel Wheels
CuttingwheelsmadeofhardenedsteelwerethefirstitemsJosefBohlestartedtoproducein1923.Someofthebestknownandmostwidely
producedglasscuttersaroundtheworld-likethelegendary100.0-areequippedwiththem.Glasscutterswithsteelwheelsprovideaparticularly
economicalwayofcuttingglass.

GlassCuttersSilberschnitt®

Glasscutterforgeneralcuttingtasks,especiallyeconomicalaswheels
areexchangeableandturretsandcuttingheadsarenickel-plated·6
cuttingwheelsmadeofstainlesssteelandtemperedbyapatented
methodguaranteehighcuttingqualityandlongservicelife.

Cuttingangle130°·Straightedgestand-offdistance2.5mm·Glass
thickness3-6mm·Packagingunit12items

Art. No. Description

BO 100.0 GlassCutter

SpareTurretSilberschnitt®

SuitableforSilberschnitt®glass
cuttersaswellascirclecutter
BO516.0

Cuttingangle130°·Packaging
unit12items

Art. No. Description

BO 101.0 SpareturretSilberschnitt®

SpareWheelsSilberschnitt®

Stainlesssteel,speciallytempered
·forallSilberschnitt®glassand
circlecutters

Cuttingangle130°·Packaging
unit120itemsinapractical
dispenser

Art. No. Description

BO 102.0 SpareWheels

SpareWheelsSilberschnitt®

Stainlesssteel·specially
tempered·suitableforall
Silberschnitt®glassandcircle
cutters·inaplasticbag

Cuttingangle130°·Packaging
unit12items

Art. No. Description

BO 102.1 SpareWheels

GlassCutterDiamantor®

Withroundedwoodenhandle·
withonesteelwheel

Cuttingangle130°·Straight
edgestand-offdistance1.5mm
·Glassthickness3-6mm·
Packagingunit12items

Art. No. Description

BO 200.1 GlassCutter

Manual Glass Cutting
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GlassCutterSilberschnitt®

Heavydutymodel

Cuttingangle130°·Straight
edgestand-offdistance2.5mm·
Glassthickness3-6mm

Art. No. Description

BO 110.0 GlassCutter

Oil Glass Cutters
Apropercutrequirescuttingfluid-toopenthecutmoreeasily(thecuttingfluidpenetratesintothefissure)andtolubricatethewheelandaxle.
Makeyourdailyworkeasierwithglasscutterswithintegratedreservoirforcuttingfluid.

Silberschnitt® 2000 Oil Glass Cutters - Perfect Cutting of any Glass

ThisuniqueoilglasscutteristhebasisoftheSilberschnitt®2000system.Itcanbeconfiguredindividuallyandisthereforeidealforcomplicated
applications-whetherforthickorthinglass,shapedorstraightcuts.IdealespeciallyincombinationwiththeergonomicallyshapedT-handle.

OilGlassCutterSilberschnitt®2000
Perfectglasscutting·optimalapplicationofcuttingfluidensuressmooth
glassbreaking·2-valvetechnology·roundcuttinghead·trailing,
exchangeableToplifecuttingwheels·sturdybrasshandle·forshapeand
straightcutting

Straightedgestand-offdistance6mm

Art. No. Description · Cutting angle · Glass thickness

BO 2000.M OilGlassCutterSilberschnitt®2000MASTER·155°·6-12mm

BO 2000.S OilGlassCutterSilberschnitt®2000STANDARD·145°·3-6mm

BO 2000.P OilGlassCutterSilberschnitt®2000POWER·158°·12-19mm

Jobo®GlassCutter
Sixcuttingwheelsmadeofspecial
steel,roundwoodenhandle,
straightedge

Glassthickness3-6mm
·Cuttingangle125°·Straight
edgestand-offdistance2.5mm·
Packagingunit12items

Art. No. Description

BO 320.0 GlassCutter
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OilGlassCutterSilberschnitt®5000

Art. No. Description

BO 5000.0 Brasshandle

OilGlassCutterSilberschnitt®5000

Art. No. Description

BO 5001.0 Plastichandle

TransverseHandle
Ergonomictransversehandlefor
optimumapplicationofhigher
cuttingpressure·canbefittedto
themetalmodelsof
Silberschnitt®oilglasscutters
oftheseries2000and5000as
wellasBO448.8·individually
adjustabletohandsize

Art. No. Description

BO 2045.0 TransverseHandleforOilGlassCuttersSilberschnitt®

SpareWheelHolderSilberschnitt®

ForSilberschnitt®2000oilglass
cuttersandcirclecutters

Art. No. Glass thickness · Cutting angle

BO 2449.0 0.8-2mm·Wheelholder120°

BO 2449.1 1-2mm·Wheelholder127°

BO 2449.2 2-4mm·Wheelholder135°

BO 2449.3 3-5mm·Wheelholder140°

BO 2449.4 4-6mm·Wheelholder145°

BO 2449.5 4-8mm·Wheelholder150°

BO 2449.6 6-12mm·Wheelholder155°

BO 2449.7 12-19mm·Wheelholder158°

BO 2449.8 19-25mm·Wheelholder160°

BO 2449.9 19-25mm·Wheelholder165°

ThickGlassCutterSilberschnitt®2000
Highercuttingpressure·ball-
bearing,trailingwheelholder·
cuttingwheelinToplifequality·
withroundcuttinghead
androtatinghandle

Cuttingangle158°·Straight
edgestand-offdistance6mm·
Glassthicknessupto12-19mm

Art. No. Description · Glass thickness · Cutting angle

BO 2003.0 ThickGlassCutter

BO 2449.7 12-19mm·Wheelholder158°

Silberschnitt® 5000 Oil Glass Cutter - Optimum Cut at Low Cost

ThenewSilberschnitt®5000oilglasscutterisequippedwithaToplifecarbidecuttingwheelwithimprovedcuttingcharacteristics.Theprecisely
tailoredcuttingangleandgrindensureoptimumcuttingresultswithextraordinaryedgequality.Thecuttingheadismanufacturedfromwear
resistantmaterialsinaspecialisedprocedureandstandsoutduetoitsservicelifewhichisuptotwiceaslongassimilarproducts.
TheSilberschnitt®5000oilglasscutterexhibitsasmoothoilflowevenunderthetoughestworkingconditions.Availablewithbrassorplastic
reservoir.

Brasshandlewithimprovedcuttingcharacteristics·widecuttinghead·
originalToplifequalitywithconsiderablyextendedservicelife·Excellent
valueformoney!

Cuttingangle140°·Straightedgestand-offdistance2.5mm·Glass
thickness3-12mm·Widecuttinghead

Transparentblueplastichandlewithimprovedcuttingcharacteristics·
widecuttinghead·originalToplifequalitywithconsiderablyextended
servicelife·Excellentvalueformoney!

Cuttingangle140°·Straightedgestand-offdistance2.5mm·Glass
thickness3-12mm·Widecuttinghead
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SpareCuttingHeadSilberschnitt®

ForallSilberschnitt®oilglass
cuttersandspeedcutters

Cuttingangle140°·Glass
thickness3-12mm·Widecutting
head

Art. No. Description · Cutting angle · Cutting head

BO 5010.0 SpareCuttingHead·140°·wide

CuttingHeadSilberschnitt®

ForallSilberschnitt®oilglass
cuttersandspeedcutters

Cuttingangle138°·Glass
thickness3-10mm·Narrow
cuttinghead

Art. No. Description · Cutting head

BO 4010.1 Sparecuttinghead,narrow·138°

OilGlassCutterSilberschnitt®4000
Brasshandlewithfingergrip

Cuttingangle138°·Straight
edgestand-offdistance2.5mm
·Glassthickness3-10mm·
Cuttingheadturns30°·Narrow
cuttinghead

Art. No. Description · Cutting head

BO 4000.1 OilGlassCutterSilberschnitt®4000·138°

BO 4010.1 Sparecuttinghead,narrow·138°

OilGlassCutterSilberschnitt®4000
Transparentblueplastichandle

Cuttingangle138°·Straight
edgestand-offdistance2.5mm
·Glassthickness3-10mm·
Cuttingheadturns30°·Narrow
cuttinghead

Art. No. Description · Cutting head

BO 4001.1 OilGlassCutter

BO 4010.1 Sparecuttinghead,narrow·138°

OilGlassCutterSilberschnitt®

Withreplaceablecuttinghead·
carbidecuttingwheel·solidbrass
modelwithrubbercollar·option:
BO2045.0transversehandle

Cuttingangle140°·Straight
edgestand-offdistance2.5mm
·Glassthickness3-12mm·
Cuttingheadturns30°

Art. No. Description · Cutting angle · Cutting head

BO 448.8 Widecuttinghead·140°

BO 447.8 Narrowcuttinghead·138°

BO 5010.0 SpareCuttingHead,wide·140°

OilGlassCutterSilberschnitt®

Withreplaceable,widecutting
head·highqualitycarbidecutting
wheel·plastichandlewith
transparentoilreservoir
·solidbrassfingergrip·
traditionalshape

Cuttingangle140°·Straight
edgestand-offdistance2.5mm·
Glassthickness3-10mm

Art. No. Description · Cutting angle · Cutting head

BO 441.0 Swivellingcuttinghead30°

BO 441.2 Fixedcuttinghead

BO 5010.0 SpareCuttingHead,wide·140°
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Glass Cutters with Carbide Wheels
Carbidemetalcuttingwheelsareaprerequisiteforachievinggoodcuttingresultsandalongservicelife.Bohle‘slongexperienceintheproduction
ofthesewheelsleadstohighqualityproductsforvariousapplications.

SpecialGlassCutterSilberschnitt®2000
GlasscutterinSilberschnitt®2000
quality·Toplifecuttingwheel·
plastichandlewithtraditional
glazier‘sshape·canbeplaced
underneaththescoretobreakthe
glass·verylightweightcutting
headmadeofspecial
alloy·veryfine,smoothcutting·
anidealall-purposeglasscutter·
wheelsnotexchangeable

Cuttingangle138°·Straight
edgestand-offdistance2.5mm·
Glassthickness2-6mm

Art. No. Plastic handle

BO 2004.0 blue

BO 2004.01 orange

CarbideGlassCutterDiamantor®

Cuttingangle135°·Straight
edgestand-offdistance2.5mm·
Glassthickness3-8mm

Art. No. Description

BO 260.0 CarbideGlassCutter

CarbideGlassCutterSilberschnitt®EasyGrip
Plastichandle·lengthindividually
adjustabletohandsize·carbide
cuttingwheelforopalescentor
hardglass·sparecuttingheads
BO427.2+BO427.3

Cuttingangle120°·Straight
edgestand-offdistance1.5mm·
Glassthickness2-5mm

Art. No. Colour · Description · Cutting angle · Glass thickness

BO 424.0 grey

BO 428.0 green·integratedguidepieceforstraight-edgecutting

BO 427.2 SpareCuttingHead·120°

BO 427.3 SpareCuttingHead·135°·3-6mm

CarbideGlassandTileCutterSilberschnitt®

Ergonomicplastichandle
especiallyforcuttingtileswith
strongpressure·replaceable,
hardenedturretwitha
carbidecuttingwheelø5mm

Cuttingangle135°·Straight
edgestand-offdistance2.5mm·
Glassthickness3-8mm

Art. No. Description

BO 410.0 CarbideGlassandTileCutter

CarbideGlassCutterSilberschnitt®

Woodenhandle·replaceable,
temperedturret·especially
selectedcarbidemetalguarantees
highwearresistance·
especiallysuitableforthickor
hardglass

Cuttingangle135°·Straight
edgestand-offdistance2.5mm·
Glassthickness3-6mm·Carbide
CuttingWheels5mmØ

Art. No. Description

BO 400.0 CarbideGlassCutter

CarbideGlassCutterSilberschnitt®

Carbidecuttingwheelforthin
and/orhardglass·littlecutting
pressurerequired·especially
suitablefortechnicalglass
likeCeranandTempaxorglass
resistanttohightemperature
changes

Cuttingangle120°·Straight
edgestand-offdistance2.5mm·
Glassthickness2-6mm

Art. No. Description

BO 400.1 CarbideGlassCutter
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CarbideWheelsSilberschnitt®Basic
ForglasscuttersBO400.0,
BO410.0andBO400.1

GrindBasic·Diameter5mm·
Thickness1mm·Borehole
1.3mm

Art. No. Angle · Grind · Sales unit · For

BO 02B120 120°·Basic·10items

BO 02B135 135°·Basic·10items

BO 02B120H 120°·100items·BO400.1

BO 02B135H 135°·100items·BO400.0/410.0

ContainerforGlassCutters
Madeofaluminiumforsafe
storing

Art. No. Description

BO 671.1 ContainerforGlassCutters

Glass Cutters with Cutmaster® Platinum* Wheels

TheinnovativeCutmaster®Platinumseriescuttingwheelshavebeenespeciallydevelopedtoachievehighqualitycuttingedges.Thesewheels
haveapatentedmicrostructureandproduceexcellentcuttingresultswithminimalcuttingpressureresultinginminimaldamageoftheglassedge.
Differentcuttinganglesallowglassfromathicknessof0.1mmtobecutbyhand.

ThenewmanualglasscutterinourCutmaster®Platinumrangeisequippedwithmicrostructurecuttingwheels
anddesignedforuseinvariousapplicationsofhand-cut,high-qualityglassitems.Borosilicateglass,glass
ceramics(Ceran,NeoCeran,Robax),silicaglass,aswellasopalinesandfineglasscannowbecutatthe
lowestcuttingpressures.Theresult:top-qualityedgepropertiesandstability.Theimprovedcuttingqualityis
basedonthemicrostructure,whichhelpstosignificantlyreducethecuttingpressureandsplintering.

Cutmaster® Platinum

ManualGlassCutterCutmaster®Platinum
Specialglasscutterwith
Cutmaster®Platinumcutting
wheel·highestedgequality·
minimumcuttingpressure·canbe
usedfordrycutting

Straightedgestand-off
distance2.5mm

Art. No. Cutting angle · Glass thickness

BO 2125.4P 125°·upto2mm

BO 2138.4P 138°·2-6mm

OilGlassCutterCutmaster®Platinum
Specialglasscutterwith
Cutmaster®Platinumcutting
wheel·highestedgequality·
minimumcuttingpressure·for
straightcutsonfloatglass

Art. No. Cutting angle · Glass thickness

BO 5125.P 125°·upto2mm

BO 5138.P 138°·2mm

BO 5145.P 145°·3mm

BO 5025.0P 125°·SpareCuttingHeadCutmaster®Platinum

BO 5038.0P 138°·SpareCuttingHeadCutmaster®Platinum

BO 5045.0P 145°·SpareCuttingHeadCutmaster®Platinum

*Owingtopatentrestrictions,articlesfromtheCutmasterPlatinumSeriesarenotavailableinthefollowingcountries:
Taiwan,China,SouthAfricaandKorea.Resaleinthesecountriesisalsonotpermitted.
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Thick Glass Cutting
Cuttingthickglassiscontinuouslygaininginimportance.However,itmaycauseproblemsdependingontheglassqualityandtheexpectationsyou
haveofthefinishedpiece.Thesolution:InnovativeBohleproductsforthickglassprocessing.Forcuttingandopeningcuts,forstraightorshaped
cuts-hereyou´llfindeverythingyouneed!

ThickGlassCircleCutterSilberschnitt®

Highlevelofoperationalsafety
duetoheavy-dutyconstruction
·theballhandleabovethe
wheelholderensurestheeven
distributionofhighcutting
pressure

Cuttingangle158°·Glass
thickness10-25mm

Art. No. Diameter · Glass thickness · Cutting angle

BO 521.0 20-120cm

BO 521.1 20-180cm

BO 521.5 SpareSlidingCuttingHead,plastic

BO 2449.7 12-19mm·Wheelholder158°

ThickGlassCuttingSledgeSet
UsedwithspecialBohlestraight
edges(10mm)·usedwiththe
Silberschnitt®2000.PPOWER
oilglasscutter(included),with
itstrailingwheelandintegrated
cuttingfluid,excellentresultsare
achieved.For25mmglasswe
recommendwheelholder
BO2449.8with160°.

Glassthicknessupto20mm

Art. No. Description

BO 2720.0 ThickGlassCuttingSledgeSet

OilGlassCutterSilberschnitt®2000POWER
Perfectglasscutting·optimal
applicationofcuttingfluidensures
smoothglassbreaking·2-valve
technology·roundcuttinghead
·trailing,exchangeableToplife
cuttingwheels·sturdybrass
handle·forshapeandstraight
cutting

Cuttingangle158°·Straight
edgestand-offdistance6mm·
Glassthicknessupto12-19mm

Art. No. Description

BO 2000.P Silberschnitt®2000.PPOWEROilGlassCutter

CutOpeningTapperforThickGlass
Heavy-duty,all-metalconstruction
·worksaccordingtostriker
principle·adjustabletapperforce·
forcontrolledbreakingwithclean
edges,evenindifficultcases

Art. No. Glass thickness

BO 710.0 10-20mm

BO 710.1 15-25mm

ThickGlassCuttingKitinAluminiumCase
Thiskitcontainsallnecessarytoolsforcuttingcirclesandstraightcutsinglass.For25mmglass
werecommendwheelholderBO2449.8with160°andglasstapperBO710.1.Oilglasscutter
BO2000.PPOWERandpracticalaluminiumcarryingcaseincluded.

Glassthicknessupto20mm·Diametermax.120cm

Art. No.

BO 2740.0

This set comprises the following items:

BO 2000.P Oil Glass Cutter 1 pc.
BO 2045.0 Transverse Handle for Silberschnitt® Oil Glass Cutters 1 pc.

BO 702.0 Silberschnitt® Cut Running Pliers 1 pc.
BO 710.0 Silberschnitt® Cut Opening Tapper for Thick Glass 1 pc.
BO 521.0 Silberschnitt® Thick Glass Circle Cutter 1 pc.
BO 5002800 Silberschnitt® Cutting Fluid for Thick Glass 1 Bottle
BO 5002810 Dispenser for Cutting Fluid 1 pc.
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CutRunningPliersSilberschnitt®

Heavy-duty·all-metalconstruction
·preciselyadjustabletoglass
thickness·optimumdistributionof
pressure·Recommended:
BO702.5foropeningnarrowstrips

Cuttinglengthupto6m

Art. No. Description · Glass thickness

BO 702.0 CutRunningPliers·upto25mm

SP B0734.1 Spareplastictip10x14mm

BO 702.5 PressureBar80x12mm

Shape Templates
CuttingshapesismadeconsiderablyeasierwiththecomprehensiverangeofBohletemplates,mostofwhicharedesignedtobeusedwiththe
Silberschnitt®2000system.Almostanydifficultcuttingproblemthereforehasasimplesolution.

TemplateforCornerCut-Outs
Plastic·with2suctionpadsfor
securefixing·infinitelyadjustable
from45to175mm

Cornerradius7mm

Art. No.

BO 078

ToolKitforCornerCut-Outs
Cornercut-outscanbeproduced
quicklyandeffortlessly·nomore
troublesomedrillingorsawing
·reducesworkloade.g.when
producingtoughenedglass·for
manualcornercuttinginflatglass
·comesinapracticalstoragecase

Radius7mm·Glassthickness
3-15mm

Art. No.

BO 578.0

ToolKitforLateralCut-Outs
Thecombinationofadjustable
template,Silberschnitt®2000oil
glasscutterwith360°revolving
cuttingheadandcutopener
makeslateralcut-outspossible
·idealfortheproductionof
toughenedglassandshopfitting·
includescase

Radius7mm·Glassthickness
upto10mm

Art. No.

BO 578.2

TemplateforCut-Outs
Plastic·with2suctionpadsfor
securefixing·stoppersadjustable
forcornerorlateralcut-outs·
infinitelyadjustable·cornercut-
outsadjustablefrom45to
400mm,lateralcut-outs
adjustablefrom45to350mm

Cornerradius7mm

Art. No.

BO 078.1

CutRunningPliersSilberschnitt®

All-metal·withadjustmentscrew
tosettoindividualglassthickness
·optimumloadtransmission·also
idealtoopenstraightcuts,corner
cut-outs,etc.·Recommended:
BO704.5foropeningnarrowstrips

Art. No. Description · Glass thickness

BO 704.0 CutRunningPliers·6-15mm

SP B0734.1 Spareplastictip10x14mm

BO 704.5 PressureBar60x12mm



10

TemplateforLateralCut-Outs
Plastic·2suctionpadsforsecure
fixing·infinitelyadjustablefrom
min.40x10mmtomax.240x
100mm

Cornerradius7mm

Art. No. Description

BO 078.2 TemplateforLateralCut-Outs

RadiusCornerTemplate
Withtwosuctionpadsforfixing·
forusewithglasscutter2000.M,
2000.Por2000.S

Straightedgestand-off
distance6mm·Radius10-
70mm

Art. No. Description

BO 078.5 RadiusCornerTemplate

FlexibleShapeTemplate
Forcuttingshapesinglass·ideal
fortherepairofarchedglassdoors
andwindows·suitableforinner
andouterarcs·heldinplacewith
suctionholderBO670.5(please
orderseparately)·Recommended:
threesuctionholdersfor90cm,six
suctionholdersfor180cm

Materialmadeofflexiblemetal
band

Art. No. Length · Width

BO 5140509 90cm·40mm

BO 5140518 180cm·40mm

CutOpenerSilberschnitt®

Forcomplicatedcuts·idealfor
openingcorner,lateralorother
shapedcuts·turnablepressure
ringforoptimumadjustmenttoall
cuts·max.reach100mm

Glassthickness6-10mm

Art. No. Glass thickness

BO 706.0 6-10mm

SuctionHolder
ForshapetemplatesBO5140509/
BO5140518·forfixingontoglass
surfaces

Art. No. Description

BO 670.5 Suctionholder

BO 519.5 SpareSuctionPad
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CircleandOvalCuttingMachine
Precisecutsforeither22-122cm
or9“-48“·forglassupto25mm
thickusingdifferentwheelholders
·minimumdiameterdifference
6cm·includesoilglasscutter
2000.SSTANDARD145°,T-handle,
Joboglassbreakingdevice
BO705.0,cuttingfluid,2felt-tip
penswithadaptor·inpractical
aluminiumcase

Art. No. Diameter · Description

BO 2550.0 22-122cm

BO 2550.1 9-48“

BO 2551.0 Extensionset182cm

BO 2551.1 Extensionset70“

CuttingFluidSilberschnitt®

Ensuresasoft,precisebreak·
bindsglassparticles·consistently
unhinderedrunofwheel·low
surfacetensionallowseasy
penetrationintothecut

Art. No. Contents · Description

BO 027 50ml·Dispenserbottle

BO 026 1litre·formanualcutting

CircleCutterSilberschnitt®

Wheelsandturretcanbeeasily
exchanged

Cuttingangle130°·Diameter
min.72mm

Art. No. Diameter · Description

BO 511.0 60cm

BO 511.1 24“

BO 514.0 120cm

BO 514.1 48“

BO 516.0 200cm

BO 516.1 80“

BO 518.0 CuttingHeadforCircleCutters

CircleCutterSilberschnitt®System2000
Forusewithoilglasscutters
2000.S,MorP·produces
excellentcuttingqualityby
trailingToplifecuttingwheelsand
integratedsupplyofcuttingfluid
·oilglasscutterandtransverse
handlearenotincluded(please
orderseparately).

Art. No. Diameter

BO 2511.0 60cm

BO 2514.0 120cm

BO 2516.0 200cm

Circle Cutters
Cuttingcirclesrequireshighstandardsofcuttingquality-especiallywhenworkingwiththickglass.Asidefromthetraditionalcirclecuttersfor
„normal“glassthicknesses,Bohleoffersagreatvarietyofcirclecuttersforallkindsofapplications.

CircleCutterwithBall-earingCuttingHead
TrailingcarbidewheelinToplife
quality·improvedbreakquality
evenforsmallradii·longser-
vicelife·lesscuttingpressure

Cuttingangle135°·Diameter
min.72mm

Art.-No. Diameter · Description

BO 511.5 60cm

BO 511.51 24“

BO 514.5 120cm

BO 514.51 48“

BO 515.5 160cm

BO 516.5 200cm

BO 516.51 80“

BO 2449.2 2-4mm·WheelHolder 135°

BO 518.5 SpareCuttingHead·Metal

BO 519.5 Sparesuctionpad
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BohleSpeedCutter

Forquickandeasycuttingoflargeglasspanes·withintegratedsupplyof
cuttingfluidandSilberschnitt®cuttingheadwithToplifecuttingwheel

Cuttingangle138°

Art. No. Cutting width · Description · Cutting angle

BO 4580.0 110-600mm

BO 4580.1 110-1200mm

BO 4580.2 110-1800mm

BO 4580.5 Sparecuttinghead,complete

BO 4580.6 Spareroller

BO 4580.7 SpareCuttingHead138°

BO 4580.145 SpareCuttingHead145°

BO 4580.155 SpareCuttingHead155°

CircleCutterSilberschnitt®

Ball-bearing·forsmallcircles
upto9cmø·replaceablesteel
holderwithSilberschnitt®carbide
microwheelforsmallradii

Glassthicknessupto6mm·
Cuttingangle140°

Art. No. Description · Version

BO 533.0 CircleCutter

BO 415.0 Sparewheelholder,140°

BO 518.2 Sparewheelholder·Withwheel

CircleCutterforRepetitiveCuts
Especiallytocutsmall,round
glasspartsof10-185mmøin
series·trailingcarbidecutting
wheelwith155°cuttingangle
·differentcuttinganglesfor
differentglassthicknesses
availableseparately·extension
platesmadeoflaminatedpaper
onlyavailableseparately

Recommended:BO701.5-to
nibbleglasspanesefficiently!

Art. No. Description · Glass thickness · Cutting angle

BO 534.0 CircleCutter

BO 534.1

3/8“-7-5/16“

BO 2449.6 6-12mm·Wheelholder155°

Geo-MasterSilberschnitt®

Efficientcuttingofglass:strips,
parallelograms,mitres,diamond
shapes,trapezoids,hexagons,
octogons,fordecorativewall
lamps,starmotifs,forsmall
greenhouses,etc.

Art. No. Description

BO 536.1 Geo-Master

CircleCutterSilberschnitt®

Forprecisecuttingofmedium,
roundpanes·turretwith6steel
wheels·easymountingontoa
baseplate(notincluded)

Cuttingangle130°

Art. No. Diameter · Description

BO 530.0 30cm

BO 532.0 60cm

BO 532.1 60cm

BO 518.1 SparewheelholderSilberschnitt®

Silberschnitt®Roll-upWorkplace
Themobile,roll-upworkplacefor
glassartistsandhobbyists·uses:
workmat,stripcutter,circlecutter,
trapezoidcutter·includesguide
rail,stripandcirclecutter,turret
with1carbidecuttingwheel135°
anddetailedinstructionmanual
·TheSilberschnitt®GEO-Master
isapracticalaccessoryforthe
Silberschnitt®Pad536.0.

Art. No. Description

BO 536.0 Silberschnitt®Roll-upWorkplace

SP 3603.01 SpareCuttingHead
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L-SquaresBohlewithoutBrace
TheseL-squaresmadeofhigh
qualitymaterialhavetwopegs
madeofblueplasticallowingthe
glassedgetobefullyvisiblewhen
positioned.Thelightgreymaterial
providesgoodcontrasttothe
blackfeltonthecuttingtable.

Art. No. Length · Width · Colour · Description

BO 029.5 30cm·17cm·black

BO 029.00 30cm·17cm·black·withoutpegs

BO 030.5 50cm·27cm·grey

BO 031.5 60cm·27cm·grey

BO 032.5 80cm·37cm·grey

BO 033.5 105cm·37cm·grey

BO 034.5 135cm·47cm·grey

BO 035.5 150cm·47cm·grey

BO 036.5 175cm·47cm·grey

L-SquaresBohlewithBraceblack
TheseL-squaresaremanufactured
inonepiecefromhigh-quality
material.Theintegratedbrace
ensuresespeciallyhighprecision.

Art. No. Length · Width

BO 031.1 60cm·30cm

BO 032.1 80cm·34cm

BO 033.1 105cm·40cm

BO 034.1 135cm·45cm

BO 035.1 150cm·45cm

BO 036.1 175cm·50cm

BO 037.1 205cm·60cm

BO 038.1 250cm·70cm

L-Squares and Straight Edges
L-squaresandstraightedgesfromBohlearemanufacturedonhighprecisionCNCmachinestothehighestpossibletolerances.Accurately
producedfromhighqualitymaterials.

L-Squares

BohleL-squaresaremadeofespeciallywear-resistantsyntheticmaterialandareproducedtoexceedDINnormsfortolerances.Tolerancesofeach
L-squarearecontrolledbeforeleavingourworks.L-squareswithspecialtolerancesareavailableonrequest.
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StraightEdgeHolderSilberschnitt®

Straightedgescanbefixedusing
thestraightedgeholdersstop
bracket,thusmakingthemsuitable
forcarryingoutlongcuts.Thestop
bracketcanalsobeadjustedprecisely
tothenearestmillimetre.Thissuction
holderisespeciallysuitedtofixing
displaysorotherholdingandfixing
products.Thesuctionholdercanbe
optionallyequippedwithaheight
adjustablestopper(BO670.1).

Suctionpadø55mm·Numberofsuctionpads1·suitableforGlass
·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware

Art. No. Description · Version · Diameter · Height

BO 670.0 StraightEdgeHolder·standard

BO 670.1 StraightEdgeHolder·adjustable

BO 670.0U 55mm·75mm·unassembled

BO 519.5 SpareSuctionPad

StraightEdgeswithIntegratedSuctionCups
Madeofhigh-qualitysynthetic
material·BO051.xxx=5mmthick
·BO052.xxx=10mmthick,thus
suitableforSilberschnitt®Cutting
SledgeforthickglassBO2720.0

Art. No. Länge · Width · Sauger

BO 051.152 150cm·8cm·2

BO 051.202 200cm·8cm·2

BO 052.203 200cm·8cm·3

BO 051.253 250cm·8cm·3

BO 052.202 200cm·8cm·2

BO 052.253 250cm·8cm·3

BO 052.304 300cm·8cm·4

BO 052.355 350cm·8cm·5

BO 052.405 400cm·8cm·5

BO 051.01 SpareSuctionPad

StraightEdgesBohle
Madeofhigh-qualitysynthetic
material

Length80-350cm

Art. No. Length · Width · Thickness

BO 045.0 150cm·8.0cm·5mm

BO 046.1 200cm·7.0cm·10mm

BO 047.0 250cm·8.0cm·5mm

BO 047.1 250cm·7.0cm·10mm

BO 048.0 300cm·7.0cm·10mm

BO 049.0 350cm·7.0cm·10mm

Straight Edges

Bohlestraightedgesareavailableindifferentmaterialthicknesses(5and10mm)aswellaswithorwithoutintegratedsuctionpads.Forthe
fixingofstraightedgeswithoutsuctionpads,werecommendthestraightedgeholderart.no.BO670.0.Allstraightedges(10mm)withintegrated
suctionpadsaresuitabletobeusedwiththeSilberschnitt®cuttingsledgeart.no.BO2720.0.
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02 |
Glass Breaking Pliers
Bohleglassbreakingpliersmadeofhighqualitymaterialsaresuitableforalargevarietyofapplications.LikeallBohleglasstools-greatquality
andexceptionalaccuracy!

GlassBreakingPliersMadeinGermany
Withdropjaw·plasticcoated
handle·groundhead·Madein
Germany

Length180mm·Jawwidth
14mm

Art. No. Description

BO 5008218 GlassBreakingPliers

CutRunningPliers
Withadjustmentscrew·centre
markonupperjaw·especially
suitableforbreakingnarrowstrips

Glassthickness3-5mm·
Length200mm·Jawwidth
24mm

Art. No. Description

BO 5008800 CutRunningPliers

GlassBreakingPliersMadeinGermany
Lacqueredblue·groundhead·
MadeinGermany

Colourblue·Length200mm·
Jawwidth20mm

Art. No. Description

BO 5008120 GlassBreakingPliers

GlassBreakingPliersMadeinGermany
Plasticcoatedhandles·ground
head·MadeinGermany

Colourblack·Length200mm·
Jawwidth24mm

Art. No. Description

BO 5008020 GlassBreakingPliers

GrozingPliersSilberschnitt®

Plasticcoatedhandles·ground
head·idealforartglasswork·
smallcontactarea·littlestrength
required·lessriskofbreaking·
MadeinGermany

Length160mm·Jawwidth
4mm

Art. No. Description

BO 089 GrozingPliers

GlassNibblingPliers
Withcarbidejaws·lacquered
·handlesplasticcoated·easy
nippingofsmallglassparts·ideal
forworkingonedges

Art. No. Description

BO 5009520 GlassNibblingPliers

Glass Breaking
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GrozingPliersKnipexMadeinGermany
Forartglazing·plasticcoated
handles·groundhead·Madein
Germany

Length160mm·Jawwidth
9.5mm

Art. No. Description

BO 5008300 „KNIPEX“GrozingPliers

RadiusGlassBreakingPliers
Idealforroundingoffcornersof
glasssheetsquicklyandeasily
beforefinalpolishing·precise
breakandlongservicelifedueto
diamondpolishedjaws

Colourblack

Art. No. Radius

BO 5008233 10mm

BO 5008234 20mm

BO 5008235 30mmScallopingToolSilberschnitt®

Quicklyproducesaregular
scallopeddesignonedgesofflat
glasswithouttheneedfor
expensivemachinery.Thedepth
andwidthofthescallopscan
beadjustedtothedesired
dimensionsregardlessoftheglass
thickness.


Art. No. Description · Glass thickness

BO 719.0 ScallopingTool·3-25mm

BO 719.1 Sparechisel

CutRunningPliersSilberschnitt®

ForTiffanyandartglasswork·
turnablepressurebar·splinter-
freebreakingofinnercurvesand
narrowstripsofglass·pressure
barandplateavailableasspare
parts

Glassthicknessupto5mm

Art. No. Description

BO 700.0 CutRunningPliers

SP 7002 Sparepressureplate

SP 7003.01 Sparepressurebar
GlassNibblingPliersZag-Zag

„Theredone“·theall-purpose
toolforuniversalTiffanyand
mosaicwork·withspring
jointandsplinterbag·forthe
correctionofbreakingedgeson
outerradii·cutslikescissors!

Art. No. Description

BO 703.01 GlassNibblingPliers

BO 703.1 Sparecuttingwheel

SP B0803 Sparespringjoint

GlassNibblingPliersZag-Zag
„Junior“·thebasicmodelfor
beginners·withspringjoint
andsplinterdeflector·forthe
correctionofbreakingedgeson
outerradii·cutslikescissors!

Art. No. Description

BO 703.5 GlassNibblingPliersZag-Zag

SP B0856 Sparecuttingwheel

GlassNibblingPliersZag-Zag
„Professional“·atopquality
tool·theprofessionalpliersfor
themostdemandingartglass
requirements·withsplinterbag
·forTiffanyandartglasswork·
easycuttingofsmallglassparts

Art. No. Description

BO 701.0 GlassNibblingPliersZag-Zag

BO 701.1 Sparecuttingwheel

BO 701.9 Splintertray,complete
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03 |
Measuring Tools for Analysing Glass
Moderndevelopmentsmakenewtechnologynecessary.Ourelectronicmeasuringtoolscandeterminethevariouscharacteristicsofpanesand
thusmeetchangingneeds.Thehigh-qualitymeasuringtoolsintheBohleportfoliomakeiteasyfortheglaziertodetermineglassthickness,the
dimensionsofthepane,etc.

MeasuringDeviceMerlinLaser
Foranalysingglazedunits·
laserdiodewithsophisticated
measuringelectronics·lowenergy
consumption·forcoatedglass,
bullet-proofglass,multi-layered
insulatingglass,etc.

Laserclass:non-hazardous
laserclass2/3a·Material
precision-madeplastichousing·
Warranty12months

Art. No. Scale · Instruction manual

BO 5164700 German·German

BO 5164701 English·English

BO 5164702 English·Spanish

BO 5164703 English·Italian

BO 5164704 French·French

BO 5164705 German·Dutch

GlassThicknessGauge
Measuresglassthicknesses
from2to25mmaswellasthe
spacebetweenpanes(upto24
mm)ofinsulatedglassunits·
alsosuitableforalreadyinstalled
windows·worksonthebasisof
reflectionintheglasspane

MaterialPlastic

Art. No. Description

BO 5164900 GlassThicknessGauge

BO 5164901 Privatelabelversionwithcustomerlogo,onecolour

BO 5164902 Privatelabelversionwithcustomerlogo,twocolours

Art. No. Description

BO 5164761 SoftwareUpgradefromGlassBuddy®BasictoGlassBuddy®Plus

BohleGlassBuddy®

Themulti-functionaltoolfortheaccurateanalysisofflatglass.Nomatter
whethersingle-pane,laminatedorinsulatedglass,whetherinstalledor
not-insecondsthelasertechnologysuppliesinformationaboutglass
thickness,configurationofpanes,coatings,filmsandtheexactposition
offilms.GlassBuddy®fromBohle.Onedevicethatdoesitall.·Includedin
delivery:GlassBuddy®·protectivecase·operatinginstructions·Software
forevaluationatthePC(onUSBstick)·microUSBcable

Art. No. Description 

BO 5164760 BohleGlassBuddy®Basic

BO 5164755 BohleGlassBuddy®Plus

Measuring Tools
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MeasuringDeviceBohleGlassCheck
GlassCheckisusedformeasuring
theoverallglassthicknessof
alreadyinstalledglasspanes
andinsulatedglass.Thedevice
issuitableformeasuringglass
thicknessesofupto120mm.The
devicealsofeaturesanintegrated
glassthicknessgaugewhichoffers
thepossibilityofdeterminingthe
thicknessofsingleglasspanes
(from2–25mm).

Pleasenote:
Forquantitiesof100ormore,availablewithyourpersonallogo.

Length315mm·Width270mm

Art. No. Description

BO 5164801 GlassCheck

MerlinTGIforthermallytoughenedglass
Inleatherpouchwithbattery
charger·equippedwith
rechargeablebattery·innotime
itshowsyouwhethertheglassis
toughenedornot·alsoworkswith
insulatedglassunits

MaterialPlastic·Warranty
12months

Art. No. Description

BO 5164601 MerlinTGI

Low-ECoatingDetector
Fordetectinganddetermining
thelocationoflow-Ecoatings
onsinglepanesordoubleglazed
units(4-10mmglassthickness
ofindividualpanes).When
checkingdoubleglazedunits,
measurementsmustbetakenfrom
bothsidesinordertodetermine
theexactpositionofthecoating.

Art. No. Description

BO 6164805 GlassCoatingDetector

TinSideDetector
Forcertainapplicationsinglass
processingitisnecessarytoknow
whichsideoftheglasshasbeen
incontactwiththetinduringfloat
glassproduction.Thisiseasily
achievedwiththeBohletinside
detector·especiallysuitablefor
usewithglassfusing·operated
by4standard„AA“batteries·
includesbatteriesandinstruction
manual

Art. No. Description

BO 5164612 Detector

BO 5164611 Sparebulbfordetector

MeasuringDeviceforDeterminingtheTinSide

TheinnovativeTinCheck®measuringdeviceidentifiesthetinbathsideof
floatglassquickly,easilyandreliably.Byusingthelatesttechnologies,
Bohlehassucceededineliminatingthesignificantdisadvantagesof
conventionalmeasuringdevicessuchaslightsensitivityorshortservice
livesoflamps.Theapplicationofelectroniccomponentsfromthenew
LEDgenerationenablesourTinCheck®toindicatethecorrectresultin
thealphanumericdisplayevenwiththefirstmeasurement.Simplypress
thehandydeviceagainsttheglasspaneandpushthestartbutton.The
displayshowsyourresultsimmediatelywhichremainonthedisplayfor
awhile.

Art. No. Description

BO 5164615 TinCheck®
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04 |
PuttyKnifeSwedishdesign

Swedishdesign·withfront
slanting,highlypolished,
continuousblade·brownpolished
woodenhandle·Madein
Germany

Art. No. Blade length · Width

BO 5162100 110mm·26mm

PuttyKnife
Withblunt,curved,highly
polished,continuousblade·brown
polishedwoodenhandle·Madein
Germany

Art. No. Blade length · Width

BO 5162600 95mm·18mm

BO 5162628 95mm·28mm

PuttyKnifeEconomy
Spearpoint·highlypolished,
non-continuousblade·brown
polishedwoodenhandle·Madein
Germany

Art. No. Blade length · Width

BO 5162200 90mm·26mm

PuttyKnifeSwissdesign
Swissdesign·withfrontslanting,
highlypolished,non-continuous
blade·brownpolishedwooden
handle·MadeinGermany

Art. No. Blade length · Width

BO 5162500 87mm·18mm

PuttyKnifePremium“DONCARLOS“withRib
Spearpoint,continuousblade·
light-colouredwoodenhandle·
MadeinGermany

Art. No. Blade length · Width

BO 5162300 110mm·28mm

Glazier‘sKnifePremium
High-qualityglazierknife·
stainlesssteel·withplastic
handle·heavyduty·MadeinUSA

Art. No. Blade length · Width

BO 5165501 85mm·60mm

Hand Tools
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HackingKnifeEconomywithplastichandle
Withplastichandle·Madein
Germany

Art. No. Blade length · Width

BO 5164000 95mm·30mm

LeadKnifePremium
High-qualityleadknife·Black
woodenhandlewithleadinlay·
MadeinGermany

Art. No. Blade length 

BO 5102200 100mm

LeadKnifeCrescentshape“DONCARLOS“
Crescentshape·light-coloured
woodenhandle·Madein
Germany

Art. No. Blade length 

BO 5102501 100mm

GlazingShovelEconomyWood
Madeofwoodwithoutknots·
MadeinGermany

Width70mm·Length280mm

Art. No. Description

BO 5165000 GlazingShovel

GlazingShovelPremiumPlastic
Madeofshock-proofplastic·
solid·blue·easy-griphandle
·especiallysturdy·Madein
Germany

Width74mm·Length280mm

Art. No. Description

BO 5165301 GlazingShovel
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05 |
Gloves
Yourhealthandsafetyareatstake.ThatiswhyBohle‘srangeofprotectivewearhasbeencarefullyselected.Obtainexcellentqualityatverygood
prices.

PowerGrabKEVLAR®KEV
KEVLAR®cutresistantgloves·20%
moreKEVLAR®fibre·blueLatex
coatingatthepalms,providing
excellentgrip·breathablematerial
onbackofhand·testedperDIN
EN388CATII·alsoavailable
withextendedwristprotection·
Important:Accordingtomanufacturer
specifications,thecutresistanceof
thisproducthasbeenchangedfrom
5to4.

Cutresistancelevel:4

Art. No. Size · Description

BO 5017500 11/XXL

BO 5017501 10/XL

BO 5017502 9/L

BO 5017503 8/M

BO 5017504 11/XXL·withwristprotection

BO 5017505 10/XL·withwristprotection

BO 5017506 9/L·withwristprotection

BO 5017507 8/M·withwristprotection

WorkGloves,ActivGripAdvance
Fine-knitseemlessnylonglove
withextremelygoodgripdueto
open-poreMicroFinish®nitrile
coating·verygoodmechanical
propertiesandoilresistance
thankstohighqualitynitrile
coating·foruniversaluse·tested
perDINEN388CATII

Cutresistancelevel:1

Art. No. Size

BO 5017525 8/M

BO 5017526 9/L

BO 5017527 10/XL

BO 5017528 11/XXL

WristProtectorSleeves
Chromesplitleather·perforated
·withVelcrofastening·borders
leatherreinforced

Cutresistancelevel:2

Art. No. Size · Width

BO 5207704 Onesize·145mm

BO 5207724 Onesize·200mm

PowerGrabWorkGloves
Seamlesscotton/polyesterfabric·
palmandfingertipswithbluelatex
coating·goodprotectionagainst
mechanicalrisks·foruniversal
use·testedperDINEN388CATII

Cutresistancelevel:1

Art. No. Size

BO 5017516 11/XXL

BO 5017517 10/XL

BO 5017518 9/L

BO 5017519 8/M

Protective Clothing
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WristProtectorSleeves
KEVLAR®wristprotectorsleeves
madeofknittedmaterial·with
thumbholeforgoodhold·
especiallygoodfitandgoodair
circulation·onesize

Totallengthapprox.300mm·
Cutresistancelevel:3

Art. No. Size

BO 5007509 Onesize

WristProtectorSleeves
Chromesplitleather·bothsides
piped·withinnersnap-around
bands

Length150mm·Cut
resistancelevel:2

Art. No. Size

BO 5207707 Onesize

HandProtectionLaps
Madeofnaturalrubber·napped
ononeside·forcarryingglass
safelyandsecurely

Art. No. Length · Width · Thickness · Description

BO 5007700 170mm·130mm·2mm·withthumbhole

BO 5007702 220mm·150mm·2mm·withslit

BO 5007703 1400mm·130mm·2mm

Glazing Accessories

ProtectiveKidLeatherGloves
MeettheGermanaccident-
preventionregulationsVBG1,
safetysheetforprotectivegloves
DIN4841·gauntletmadeof
splitleather(atleast15cmlong)
andopenattheside·fingertips
open,perforatedonbackofhand
·thumb,indexfingerandpalm
reinforcedwithkidleather·with
Velcrofastening

Length35cm

Art. No. Description

BO 5007503 ProtectiveKidLeatherGloves

Art. No. Description

BO 5300900 electrical

BO 5300902 pneumatic

BO 5300911 Polishingwheel

Removessurfacescratchesfromflataswellascurvedglass,bothconvex
andconcave·onlylittlewaterneeded·nodistortionsintheglass·saves
money,sincewindowpanesdonotneedtoberemovedortransported·
includes:Scratch-A-Way,electricmodelincarryingcase·4polishingdiscs
·1sponge·1felt-tipmarker·1magnifyingglass·instructionmanual

Output150W·Speed5000-9500rpm·Polishingdisc45mmØ·
Insulation/safetyaccordingtoEN50144/HD400.1+HD400.2·Weight
1,5kg

Scratch-A-Way
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CorkProtectorPadswithAdhesiveFoam
Availableindimensionsof16.2
x17.5mm,punchedonrollsof
10,000orlooseinboxesof6,000
(punchedfoam-on-foam).

Art. No. Thickness · Sales unit

BO 5105150 3mm·roll10.000items

BO 5105160 4mm·roll10.000items

CorkProtectorPadsPremiumself-adhesive
Punchedonrollswithpapercover

Packagingunit10.000items

Art. No. Thickness · Length · Width

BO 5105170 2mm·18mm·18mm

BO 5105180 3mm·18mm·18mm

BO 5105190 4mm·18mm·18mm

ChipBrushFluppi
Glasssplintersandother
contaminationonthecuttingtable
carrytherisknotonlyofscratching
thenextglasspane,butalsoof
causinginjuries.“Fluppi“chipbrushis
theworld´ssmallestvacuumcleaner
andoperateswithoutelectricity.
Simplymovetherollerbrushalong
thetablesurfaceandthesplintersare
collectedinaplasticcontainer.The

chipbrushworksaccordingtothesameprincipleasalargecarpetroller
brush.Afteruseitcanbedisassembledquicklyandeasilyforemptying
thecontainer.Thechipbrushisanindispensablehelperforanoptimum
workspace-alsosuitableforcleaningcrumbsandforuseoncarpets,car
matsandmuchmore.

Art. No. Description

TG 070 ChipBrush

AbrasiveDiamondHandPad
Smoothesandgrindsglassedges,
ceramic,graniteetc.·canbeused
wetordry·excellent,long-lasting
abrasivecapacity·firmgrinding
area

Length100mm·Width57mm
·Height30mm

Art. No. Grit · Colour

BO 5007512 120·black

BO 5007522 220·red

BO 5007540 400·yellow
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|06 Handling with Vacuum 
Technology

Pump-Activated Suction Lifters
Equippedwithonesuctionpadonly,pump-activatedsuctionliftersenablethemanualtransportofdifferentmaterialswithaloadcapacityofup
to120kg.Thevacuumisgeneratedbyengagingthepumptappet.Thevacuumlevelcanbeincreasedatalltimes,alsowhiletheloadisattached.
Moreover,duetoitspositionthepumptappetoffersthepossibilityofvisuallymonitoringthevacuum.AlmostallBohleVeribor®suctionlifters
havebeengrantedtheTÜVCertificate(GermanTechnicalInspectionAgency)astheyalltakemeasuresagainstanunintendedvacuumloss.

Veribor®bluelinePump-ActivatedSuctionLiftermadeofPlastic,inCarryingCase
Pump-activatedsuction-liftermadeofplastic.ThenewBohlepump-activatedsuctionlifterisdesignedtotallywithergonomicsinmind.An
entirelynewly-designedhandlewithnon-slipcoatingandlargergrippingspaceoffersmaximumcomfort.Theroundedpumptappetenablesquick
andconvenientoperationanditsredringenablespermanentvisualmonitoringofthevacuum.Thesuctionlifterissuitableforallmaterialswith
flat,airtightsurfaces.ThehighqualityofthesuctionlifterhasbeenconfirmedbyTÜV(GermanTechnicalInspectionAgency)bygrantingittheGS
sign.

Suctionpadø210mm·Numberofsuctionpads1·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withvacuumgauge·withTÜVCertificate·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 601BL 120kg·parallel

BO 601.01 Sparesuctionpad

SP 6600.01K Sparetappet

SP 6850K Sparehandlewithbracket
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Veribor®Pump-ActivatedSuctionLifter,MadeofAluminium,inCarryingCase
Pump-activatedsuctionliftermadeofsturdyaluminiumwithhighloadcapacityforhandlinglargeobjects.Handle
withnon-slipcoating.Theroundedpumptappetenablesquickandeasyoperationandtheredringonthepump
tappetenablespermanentvisualmonitoringofthevacuum.Thesuctionlifterissuitableforallmaterialswithflat,
airtightsurfaces.ThehighqualityofthesuctionlifterhasbeenconfirmedbyTÜV(GermanTechnicalInspection
Agency)bygrantingittheGSsign.

Suctionpadø210mm·Numberofsuctionpads1·suitableforGlass·suitableforPlastic·suitableforMetal·
suitableforCoatedwood·suitableforMarble/Stoneware·withvacuumgauge·withTÜVCertificate·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 601 120kg·parallel

BO 601.01 Sparesuctionpad

SP 6836.01 Sparehandlewithbracket

SP 6600.01 Sparetappet

Lever-Activated Suction Lifters
Duetotheirspecialconstruction,thelever-activatedsuctionliftersareparticularlysuitedforuseinadverseambientconditions,e.g.dustand
humidity.Engagingthelever,thevacuumisgeneratedbyenlargingthehollowspacebetweenthesurfaceoftheloadandthesuctionpad.
Dependingontheintendeduse,BohleVeribor®lever-activatedsuctionliftersareavailablewith1-3suctionpadsandaloadcapacityofupto
100kg.

Veribor® blue line

SuctionlifterfromtheVeribor®bluelineseries:HereBohlehascombinedasturdyaluminiumbodywithanergonomicplastichandle.Thissuction
lifterofferstheadvantageofverysafeandconvenienthandlingtogetherwithgreateststability.Award-winningdesign.MadeinGermany.Many
Veribor®bluelinesuctionliftersarealsoavailablewithvacuumgauge.

Veribor®blueline3-CupSuctionLifter,Aluminium
UniversalsuctionlifterfromtheVeribor®seriesforcarryingandliftingdifferentloads.Thebluelineseriesstandsoutduetoitscombinationof
modern,high-performancematerialsandthehighstabilityofaluminiumtogetherwithanergonomic,user-friendlyplastichandle.Suitableforall
materialswithflat,airtightsurfaces.Thesuctionliftermustbepressedfirmly,withtherubberpadrelaxed,ontotherespectivesurface.Whenyou
activatethelever,youwillclearlynoticetheresistancecausedbygeneratingthevacuum.

Suctionpadø120mm·Numberofsuctionpads3·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 603.0BL 100kg·parallel

BO 614.0BL SparesuctionpadforBO603.0BL/BO602.0BL/BO602.4BL
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Veribor®blueline2-CupSuctionLifter,Aluminium,withVacuumIndicator
Thiswell-knownVeribor®aluminiumsuctionlifterfromthebluelineseriesis
availablewithvacuumindicatorasanadditionaloption.Leveractivatedsuction
lifterequippedwithavisualvacuumindicatoraccordingtoGStestcriteria
(patentno.EP2302235),confirmedbytheTÜV(GermanTechnicalInspection
Agency)bygrantingtheGSsign.Thissuctionliftercanalsobeequippedwithan
additionalsealinglipforslightlycurvedortexturedsurfaces(seeBO602.44BL).

Suctionpadø120mm·Numberofsuctionpads2·suitableforGlass·
suitableforPlastic·suitableforMetal·suitableforCoatedwood·suitablefor
Marble/Stoneware·withvacuumgauge·withTÜVCertificate·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.40BL 60kg·parallel

BO 602.44BL 45kg·vertical·rubberpadwithadditionalsealinglip

BO 614.40BL SparesuctionpadforBO602.40BL

Veribor®blueline2-CupSuctionLifter,Aluminium,TransverseHandle
Suctionlifterwithleverandtransversehandleforcarryingandliftingdifferent
loads.Thebluelineseriesstandsoutduetoitscombinationofmodern,high-
performancematerialsandthehighstabilityofaluminiumtogetherwithan
ergonomic,user-friendlyplastichandle.Suitableforallmaterialswithflatand
airtightsurfaces.Optionallyalsoavailablewithanadditionalsealinglipforslightly
curvedortexturedsurfaces(BO602.02BL).Inaddition,alsooptionalsparerubber
padsareavailable,suppliedtogetherwithlever,spring,boltandwasher.

Suctionpadø120mm·Numberofsuctionpads2·suitableforGlass·suitable
forPlastic·suitableforMetal·suitableforCoatedwood·suitableforMarble/
Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.0BL 70kg·parallel

BO 602.02BL 50kg·vertical·rubberpadwithadditionalsealinglip

BO 614.0BL SparesuctionpadforBO603.0BL/BO602.0BL/BO602.4BL

BO 614.02BL SparesuctionpadforBO602.02BL/BO602.42BL

Veribor®blueline2-CupSuctionLifter,Aluminium,HandleLengthwise
Suctionlifterwithleverandlengthwisehandleforcarryingandliftingdifferentloads.Suitableforallmaterialswithflatandairtightsurfaces.

Suctionpadø120mm·Numberofsuctionpads2·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.4BL 60kg·parallel

BO 614.0BL SparesuctionpadforBO603.0BL/BO602.0BL/BO602.4BL
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Veribor®blueline1-CupSuctionLifter,Aluminium
Suctionlifterwithfoldingleverforliftingdifferentloads.Thesuctionlifter
canbeequippedwithanadditional,optionalsealinglipwhichissuitablefor
slightlycurvedortexturedsurfaces.Inaddition,sparerubberpadsarealso
availableifrequired,suppliedtogetherwithlever,spring,boltandwasher.

Suctionpadø120mm·Numberofsuctionpads1·suitableforGlass·
suitableforPlastic·suitableforMetal·suitableforCoatedwood·suitablefor
Marble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 600.0BL 30kg·vertical

BO 600.02BL 25kg·vertical·rubberpadwithadditionalsealinglip

BO 610.0BL SparesuctionpadforBO600.0BL

BO 610.02BL SparesuctionpadforBO600.02BL

Veribor® Plastic Suction Lifters

Veribor®plasticsuctionlifters:Duetothewiderangeofdifferentmodels,youaresuretofindtherightdeviceforyourindividualproject.Some
plasticsuctionliftersarealsoavailablewithvacuumgauge.

Veribor®blueline2-CupSuctionLifter,Plastic,withVacuumIndicator
ThenewVeribor®plasticsuctionlifterofferssuperbcarryingcomfortwithitssignificantlylargergrippingarea.Likethepump-activatedsuction
lifters,thisdevicenowofferscontinuousvisualmonitoringofthevacuum.Thislever-activatedsuctionlifterisequippedwithavisualvacuum
indicatoraccordingtoGStestcriteria(patentno.EP2302235)whichhasbeenconfirmedbyTÜV(GermanTechnicalInspectionAgency)bygranting
theGSsign.Inaddition,atotallynewlydesignedrubberdiscoffersanextendedholdingperformance.Thisrubberpadalsoenablesshort-term
handlingofsandblastedglass.

Suctionpadø120mm·Numberofsuctionpads2·withvacuumgauge·suitableforGlass·suitableforPlastic·suitableforMetal·suitable
forCoatedwood·suitableforMarble/Stoneware·withTÜVCertificate·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.10BL 50kg·parallel

BO 614.10BL SparesuctionpadforBO602.10BL



28

Veribor®SuctionLifter,2PlasticSwivelHeads
Thissuctionlifterisindispensableforliftingandhandlingcurvedsurfaces.Thanks
toitsswivelsuctionheads,thelifterisideallysuitableforwindscreens,for
example.Ifagreaterflexibilityoftheswivelheadsisrequired,werecommend
BO602.22withdoubleswivelhead.

Suctionpadø120mm·Numberofsuctionpads2·suitableforcurvedmaterials
·suitableforGlass·suitableforPlastic·suitableforMetal·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.2A 50kg·parallel

BO 602.22A 35kgwithelongatedhole·parallel·doubleswivelheads

BO 614.0A Sparesuctionpad

Veribor®SuctionLifter,2-Cup,Plastic
Thewell-knownandprovenVeribor®plasticsuctionlifterhasbeencompletelyredesignedandnowoffersimprovedcarryingcomfortdueto
anextendedgrippingarea.Inaddition,thesuctionlifterisequippedwithanewlydesignedrubberpadwhichsecurelystaysinpositionduring
transport.Thissuctionlifterissuitableforallmaterialswithflat,airtightsurfaces.Itisalsoavailablewithstainlesssteelcomponentsasan
option(BO602.11A)·Thenewhandle,coatedwithslipresistantrubber,preventsthehandfromslippingwhileworkingwiththesuctionlifter.

Suctionpadø120mm·Numberofsuctionpads2·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.1A 60kg·parallel

BO 602.11A 50kg·parallel·stainless

BO 614.0A Sparesuctionpad
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Veribor® Aluminium Suction Lifters

Aluminiumsuctionlifter:Inresponsetonumerouscustomerrequests,wehaveaddedthisclassicamongthesuctionliftersbackintoourportfolio.
Thissuctionlifterwithitsall-aluminiumbodyremainsformanysynonymouswithVeribor®:Sturdinessandlongservicelifemakethissuctionlifter
areliablehelperforalmostallcircumstances.

Veribor®3-CupSuctionLifterAluminium
Sturdyaluminiumsuctionlifterwith3padsforliftingandcarryingdifferentloads.Suitableforallmaterialswithflatandairtightsurfaces.The
suctionliftermustbepressedfirmly,withitssuctionpadrelaxed,ontothecorrespondingsurface.Whenyouactivatethelever,youwillclearly
noticetheresistancecausedbygeneratingthevacuum.

Suctionpadø120mm·Numberofsuctionpads3·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 603.0 100kg·parallel

BO 614.0 Sparesuctionpad

Veribor®2-CupSuctionLifterAluminium
Sturdy2-cuplever-activatedsuctionlifterforliftingandcarryingdifferentloads.Suitableforallmaterialswithflatandairtightsurfaces.Optional
sparerubberpadsarealsoavailable,suppliedtogetherwithlever,spring,boltandwasher.

Suctionpadø120mm·Numberofsuctionpads2·suitableforGlass·suitableforPlastic·suitableforMetal·suitableforCoatedwood·
suitableforMarble/Stoneware·withCEsign

Art. No. Load capacity · Lifting direction · Description

BO 602.4 60kg·parallel

BO 614.0 Sparesuctionpad

Veribor®1-CupSuctionLifter,Aluminiumforone-handoperation
This1-cupsuctionliftermadeofdiecastaluminiumallowsefficientworking.Thevacuumisgeneratedbyengaging
thebowhandle.

Suctionpadø120mm·Numberofsuctionpads1·suitableforGlass·suitableforPlastic·suitableforMetal·
suitableforCoatedwood·suitableforMarble/Stoneware·withCEsign·Loadcapacity·Liftingdirection

Art. No. Load capacity · Lifting direction · Description

BO 600.0 30kg·vertical

BO 610.0 SuctionpadforBO600.0/BO600.1
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Verifix®SuctionUnit
Universalsuctionholderfor
quicklyfixingallkindsofobjects
suchasmeasuringdevices,
displays,etc.·suitableforall
materialswithflatandairtight
surfaces·alsosuitablefor
constructingspecialholding
devices

Numberofsuctionpads1
·suitableforGlass·suitable
forPlastic·suitableforMetal
·suitableforCoatedwood·
suitableforMarble/Stoneware

Art. No. Diameter · Bore hole · Description

BO 633.11 55mm·2xM5·Verifix®SuctionUnit

BO 633.13 55mm·2xM5·rubberpadwithreleasenubs

BO 650.11 36,5mm·2x3.2mmØ·rubberpadwithreleasenubs

Veribor®SuctionHolderMadeofAluminium

Art. No. Connecting bore hole · Description

BO 600.20 6.5mmØ

BO 600.20R 6.5mmØ·stainless

BO 600.20S 6.5mmØ·withsealinglipformaterialswithtexturedsurfaces

BO 600.20V 6.5mmØ·withintegratedvacuumgauge

BO 600.2G1 M10threadx1

BO 600.2G2 M8thread

“CarryClamp“CarryingDevice
Asanewfeature,theBohleCarry
Clampisnowequippedwitha
rubbercoatingwithdiamond-shape
texture.Thiscoatinghelpsprevent
wetmaterialsfromslipping.The
transportedgoodsareheldsafely
withtwoclamps-theheavierthe
load,thestrongertheclamping
mechanism.

Openingrangeupto40mm·Loadcapacityperpair160kg·suitable
forGlass·suitableforPlastic·suitableforMetal·suitableforCoated
wood·suitableforMarble/Stoneware

Art. No. Description

BO 5000200 CarryClamp“Tragkuli“

BO 5000222 SpareplateforCarryClamp

GlassCarryingDeviceTragboy
Suitablefortransportingsheet
materials·theloadisheldfirmly
betweentwonon-slip,rubber-
linedclamps·theheavierthe
load,thegreatertheclamping
pressure

Openingrangeupto25mm
·Loadcapacityperpair80kg
·suitableforGlass·suitable
forPlastic·suitableforMetal
·suitableforCoatedwood·
suitableforMarble/Stoneware

Art. No. Description · Length · Width

BO 5000101 GlassCarryingDeviceTragboy

BO 5000108 Sparerubberlining·200mm·80mm

Positioning and Fixation Devices
Apartfromhandlingobjects,thevacuumtechnologyisparticularlysuitableforfixationauxiliarypositioningandfixationdevicesonsurfaces.Bohle
offersagreatvarietyofproductsbasedonvacuumtechnology.Withintheportfolioofpositioningandfixationdevices,Bohlemainlyfocuseson
lever-activatedsuctionliftersas,duetotheirconstruction,theyareparticularlyvacuumtightonabsolutelyairtightsurfacessuchasflatglass
andarethusabletoabsorbveryhighlevelsofforceoverlongerperiodsoftime.Dependingonthecharacteristicsofthesurfaceandtherequired
fixationduration,thesuctionlifterscanbecombinedwithdifferentrubberpadsfromtheBohlemodularsystem.

ThisuniversalVeribor®suction
holderissuitableforthemany
diverseapplications.Thespecial,
softerrubberpadenablesalonger
fixationduration.Suitableforall
materialswithflatandairtight
surfaces.

Numberofsuctionpads1·
Suctionpadø120mm·suitable
forGlass·suitableforPlastic·
suitableforMetal·suitablefor
Coatedwood·suitableforMarble
/Stoneware
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07 |
Theselectionofthecorrectadhesivedependsonthecombinationofmaterials,theambientconditionsandtherequiredloadcapacity.Apartfrom
lowviscosityadhesiveswithgoodcapillaryaction,mediumviscosity,impactresistantorelasticadhesivesarealsoavailable.Featuressuchas
moistureresistanceandaprotectionagainstyellowingformpartofthelateststateoftheartproducts.Asabasicprinciple,theappliedadhesive
layershouldbeofasufficientthicknesstoensurethemaximumstrengthandloadcapacityofthebond.BohleoffersallmediumviscosityUV
adhesivesalsowith“spacers“.“Spacers“areaspecificfillingmaterialwhichisaddedtotheadhesiveandguaranteesthattheminimumthickness
oftheadhesivelayerisreachedwithoutcausingvisualimpairmentsofthebond.Inaddition,whenusingtheVerifix®fixationaids,Bohlealso
offersappropriatethicknessgaugesforadjustingthedesiredlayerthickness.

UV Curing Adhesives
Withspeciallydevelopedproperties,UVcuringadhesivesaresuitablefordurable,stablebondsformanydifferentmaterialssuchasglass/glass
orglass/metal.Forthispurpose,BohlehasdevelopedalargerangeofUVadhesivesandisknowntodayasoneofthetechnologyleadersinglass
bonding.

UVAdhesiveVerifix®MV760

Art. No. Contents

BO MV7601K 1000g

BO MV76025 250g

BO MV76010 100g

BO MV76002 20g

UVAdhesiveVerifix®MV760withSpacers

Art. No. Contents · Description

BO MV7601KS 1000g·withspacers

BO MV76025S 250g·withspacers

Adhesives

Duetoitsoutstandingproperties,the
UVAcuringadhesiveVerifix®MV760
isextremelyversatileandtherefore
idealforglass/metalandglass/glass
bonds.Verifix®MV760ismainlyused
forconstructionsthataresubjectto
highstaticordynamicforces.Itshigh
elongationatbreakcompensatesfor
theexpansionofdifferentbonded
materialswithoutlossofadhesion.·

Shelflifeinoriginalpackaging:18monthsfromthedateofmanufacture

Viscosity:medium1500mPas·Shearstrength:25MPa·Bonding
gap:0.08-0.5mm·Max.allowablecontinuoustemperature:70°C
·Temperaturerange:-40-+120°C·Colour:crystalclear·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:no·Vibrationabsorbing:
yes·Moistureresistance:yes·UVAcuring:yes·Lightcuring:no·
Construction:openandclosed

ThespacersaddedtotheVerifix®
MV760adhesiveguaranteethatthe
requiredminimumadhesivelayer
thicknessisreached.Thismakes
surethat,whenbondingveryheavy
glassparts,sufficientadhesiveis
distributedbetweenthebonding
parts.Dependingonthebonding
process,thismethodhasalsoproven
usefulwhenbondingmetalinorder

tomaintaintheminimumadhesivelayerthickness.Thespacersdonot
interferewiththetechnicalpropertiesoftheadhesive.Pleasereadthe
suppliedprocessingguidelinescarefully.Ifyouhaveanyquestions,our
applicationtechnicianswillbehappytoassistyou.

Viscosity:medium1500mPas·Shearstrength:25MPa·Bonding
gap:0.08-0.5mm·Max.allowablecontinuoustemperature:70°C
·Temperaturerange:-40-+120°C·Colour:crystalclear·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:no·Vibrationabsorbing:
yes·Moistureresistance:yes·UVAcuring:yes·Lightcuring:no·
Construction:openandclosed
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UVAdhesiveVerifix®MV760VIS

Art. No. Contents

BO MV76V1K 1000g

BO MV76V25 250g

BO MV76V10 100g

UVAdhesiveVerifix®MV760VISwithSpacers

Art. No. Contents

BO MV76V25S 250g

UVAdhesiveVerifix®LV740

Art. No. Contents

BO LV7401K 1000g

BO LV74025 250g

BO LV74010 100g

BO LV74002 20g

UVAdhesiveVerifix®LV740VIS

Art. No. Contents

BO LV74V1K 1000g

BO LV74V25 250g

BO LV74V10 100g

Duetoitsexcellentcapillary
action,thisUVAcuringadhesiveis
exceptionallysuitableforglass/glass
andtemperedglass/temperedglass
bonds.Thisadhesiveisusedwhen
looksareextremelyimportant,e.g.in
theconstructionofdisplaycabinets,
glassfurniture,etc.Themainareas
ofapplicationareobjectsorglass
constructionssubjecttostaticaswell

asdynamicforces.Reducedclean-uptimemeansthatproductioncycles
canbedonequicklyandefficiently.·Shelflifeinoriginalpackaging:18
monthsfromthedateofmanufacture

Viscosity:low80mPas·Shearstrength:17MPa·Bondinggap:0.04
-0.2mm·Max.allowablecontinuoustemperature:70°C·Temperature
range:-40-+120°C·Colour:crystalclear·Capillarycharacteristics:very
good·Compensationoftension:limited·Impactresistant:no·Suitable
forusewithactivator:no·Vibrationabsorbing:limited·Moisture
resistance:yes·UVAcuring:yes·Lightcuring:no·Construction:open
andclosed

Duetoitsexcellentcapillaryaction,
thisUVAandlightcuringadhesive
isidealforbondingglasstoglass,
temperedtotemperedglass,
laminatedsafetytolaminated
safetyglassandallfloat/tempered/
laminatedsafetyglasscombinations.
Thisadhesiveisusedwhenlooks
areextremelyimportant,e.g.inthe
constructionofdisplaycabinets,

glassfurniture,etc.Themainareasofapplicationareobjectsorglass
constructionssubjecttostaticaswellasdynamicforces.Reducedclean-
uptimemeansthatproductioncyclescanbedonequicklyandefficiently.
Pleasenote:ItsspecialcompositionmakesVerifix®LV740VISparticularly
suitableforlaminatedsafetytolaminatedsafetyglassbonds.·Shelflife
inoriginalpackaging:18monthsfromthedateofmanufacture

Viscosity:low80mPas·Shearstrength:17MPa·Bondinggap:0.04
-0.2mm·Max.allowablecontinuoustemperature:70°C·Temperature
range:-40-+120°C·Colour:crystalclear·Capillarycharacteristics:very
good·Compensationoftension:limited·Impactresistant:no·Suitable
forusewithactivator:no·Vibrationabsorbing:limited·Moisture
resistance:yes·UVAcuring:yes·Lightcuring:yes·Construction:open
andclosed

TheUVAandlightcuringadhesive
Verifix®MV760VISissuitablefor
universalapplicationsduetoits
adhesiveproperties.Itistherefore
idealforglass/metalandglass/glass
bonds.Thisadhesiveismainlyused
forglassconstructionssubjecttohigh
staticordynamicforces.Important:
Duetoitscomposition,Verifix®MV
760VISisparticularlyappropriate

forbondinglaminatedsafetyglass/laminatedsafetyglassandlaminated
safetyglass/metal.·Shelflifeinoriginalpackaging:18monthsfromthe
dateofmanufacture

Viscosity:medium1500mPas·Shearstrength:25MPa·Bonding
gap:0.08-0.5mm·Max.allowablecontinuoustemperature:70°C
·Temperaturerange:-40-+120°C·Colour:crystalclear·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:no·Vibrationabsorbing:
yes·Moistureresistance:yes·UVAcuring:yes·Lightcuring:yes·
Construction:openandclosed

ThespacersaddedtotheVerifix®
MV760VISadhesiveguaranteethat
therequiredminimumadhesivelayer
thicknessisreached.Thismakes
surethat,whenbondingveryheavy
glassparts,sufficientadhesiveis
distributedbetweenthebonding
parts.Dependingonthebonding
process,thismethodhasalsoproven
usefulwhenbondingmetalinorder

tomaintaintheminimumadhesivelayerthickness.Thespacersdonot
interferewiththetechnicalpropertiesoftheadhesive.Pleasereadthe
suppliedprocessingguidelinescarefully.Ifyouhaveanyquestions,our
applicationtechnicianswillbehappytoassistyou.Important:Duetoits
composition,Verifix®MV760VISisparticularlyappropriateforbonding
laminatedsafetyglass/laminatedsafetyglassandlaminatedsafety
glass/metal.

Viscosity:medium1500mPas·Shearstrength:25MPa·Bonding
gap:0.08-0.5mm·Max.allowablecontinuoustemperature:70°C
·Temperaturerange:-40-+120°C·Colour:crystalclear·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:no·Vibrationabsorbing:
yes·Moistureresistance:yes·UVAcuring:yes·Lightcuring:yes·
Construction:openandclosed
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UVAdhesiveVerifix®B665-0

Art. No. Contents

BO 5209324 1000g

BO 5209321 250g

BO 5209300 100g

BO 5209327 20g

UVAdhesiveVerifix®B682-T

Art. No. Contents

BO 5209396 1000g

BO 5209395 250g

BO 5209394 100g

BO 5209393 20g

ThisUVAcuringadhesivedisplays
verygoodcapillaryproperties.Itis
particularlysuitableforbondingglass
toglass.Theadhesive´slowviscosity
makestime-consumingreworking
unnecessary,sothatitcanbeapplied
rapidlyandeconomically.·Please
note:TheBohleVerifix®B-665-0
UVadhesiveisnotsuitablefor
temperedglass!·Shelflifeinoriginal

packaging:12monthsfromthedateofmanufacture

Viscosity:low80mPas·Shearstrength:23MPa·Bondinggap:0.04
-0.2mm·Max.allowablecontinuoustemperature:50°C·Temperature
range:-40-+120°C·Colour:crystalclear·Capillarycharacteristics:very
good·Compensationoftension:no·Impactresistant:no·Suitablefor
usewithactivator:no·Vibrationabsorbing:no·Moistureresistance:no·
UVAcuring:yes·Lightcuring:no·Construction:openandclosed

Duetoitsveryhighfinalstrength,
thisUVAcuringadhesiveis
particularlysuitableforstatically
anddynamicallydemandingbonds.
Glass/metalbondsworkparticularly
wellwiththisadhesive.Whenthe
BohleUVactivatorLF(BO5209365/
BO5209367)isused,theVerifix®B
682-Tadhesiveisabletocurewithout
UVlight(e.g.forcolouredglass,

laminatedsafetyglass/metalbonds,etc.).Whenusingtheactivator,
theyellowingofthebondcannotberuledout.·Shelflifeinoriginal
packaging:12monthsfromthedateofmanufacture

Viscosity:medium900mPas·Shearstrength:26MPa·Bonding
gap:0.09-0.5mm·Max.allowablecontinuoustemperature:50°C
·Temperaturerange:-40-+140°C·Colour:transparent·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:yes·Vibrationabsorbing:
yes·Moistureresistance:no·UVAcuring:yes·Lightcuring:no·
Construction:openandclosed

UVAdhesiveVerifix®B682-TwithSpacers

Art. No. Contents · Description

BO 5209396S 1000g·withspacers

BO 5209395S 250g·withspacers

ActivatorLF

Art. No. Contents

BO 5209365 9ml

BO 5209367 50ml

ThespacersaddedtotheVerifix®B
682-Tadhesiveguaranteethatthe
requiredminimumadhesivelayer
thicknessisreached.Thismakes
surethat,whenbondingveryheavy
glassparts,sufficientadhesiveis
distributedbetweenthebonding
parts.Dependingonthebonding
process,thismethodhasalsoproven
usefulwhenbondingmetalinorder

tomaintaintheminimumadhesivelayerthickness.Thespacersdonot
interferewiththetechnicalpropertiesoftheadhesive.Pleasereadthe
suppliedprocessingguidelinescarefully.Ifyouhaveanyquestions,our
applicationtechnicianswillbehappytoassistyou.

Viscosity:medium900mPas·Shearstrength:26MPa·Bonding
gap:0.09-0.5mm·Max.allowablecontinuoustemperature:50°C
·Temperaturerange:-40-+140°C·Colour:transparent·Capillary
characteristics:none·Compensationoftension:limited·Impact
resistant:yes·Suitableforusewithactivator:yes·Vibrationabsorbing:
yes·Moistureresistance:no·UVAcuring:yes·Lightcuring:no·
Construction:openandclosed

Thisactivatorallowsthecuringof
Verifix®B682-TUVadhesivewhere
itisnotpossibleundernormal
circumstancesusingUVAradiation,
e.g.withcolouredglass,screen
printedglass,laminatedsafety
glass,metal/metalbonds,etc.When
activatorisused,slightyellowing
ofthebondcanoccur.·Usingan
additionalUVlampisnotrequired.·
Shelflife:6months

MetalPrimer

Art. No. Contents

BO 5209488 100g

BO 5209489 1000g

Forimprovedadhesiononaluminium,
chromeornickel-platedsurfaces·
forbondingwithacrylateadhesives
·Shelflifeinoriginalpackaging:12
monthsfromthedateofmanufacture
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UVAdhesiveVerifix®B678-0Lamifix

Art. No. Contents

BO 5209362 1000g

BO 5209360 85g

UVAdhesiveVerifix®B678-0LamifixSpacers

Art. No. Contents · Description

BO 5209362S 1000g·withspacers

UVAdhesiveVerifix®B690-0

Art. No. Contents

BO 5209372 1000g

BO 5209370 85g

UVAdhesiveVerifix®B690-0withSpacers

Art. No. Contents · Description

BO 5209372S 1000g·withspacers

Duetoitselasticity,thisUVAandlight
curingadhesiveisidealforbonding
manydifferentmaterialcombinations.
Itexcelsduetoitshighvibration
absorptionwithinthebondingjoint.
Especiallyinteresting,however,is
itssuitabilityforbondinglaminated
safetyglass.Lamifixadhesiveisideal
forbondinglaminatedsafetyglassto
laminatedorordinaryglasswithina

closedsystem.·Shelflifeinoriginalpackaging:12monthsfromthedate
ofmanufacture

Viscosity:medium600mPas·Shearstrength:9MPa·Bonding
gap:0.06-0.3mm·Max.allowablecontinuoustemperature:50°C·
Temperaturerange:-40-+100°C·Colour:crystalclear·Compensationof
tension:verygood·Impactresistant:no·Suitableforusewithactivator:
no·Vibrationabsorbing:high·Moistureresistance:yes·UVAcuring:yes
·Lightcuring:yes·Construction:closed·Viscoelasticproperties:elastic

ThespacersaddedtotheVerifix®B
678-0adhesiveguaranteethatthe
requiredminimumadhesivelayer
thicknessisreached.Thismakes
surethat,whenbondingveryheavy
glassparts,sufficientadhesiveis
distributedbetweenthebonding
parts.Dependingonthebonding
process,thismethodhasalsoproven
usefulforsurfacebondinginorder

tomaintaintheminimumadhesivelayerthickness.Thespacersdonot
interferewiththetechnicalpropertiesoftheadhesive.Pleasereadthe
suppliedprocessingguidelinescarefully.Ifyouhaveanyquestions,our
applicationtechnicianswillbehappytoassistyou.

Viscosity:medium600mPas·Shearstrength:9MPa·Bonding
gap:0.06-0.3mm·Max.allowablecontinuoustemperature:50°C·
Temperaturerange:-40-+100°C·Colour:crystalclear·Compensationof
tension:verygood·Impactresistant:no·Suitableforusewithactivator:
no·Vibrationabsorbing:high·Moistureresistance:yes·UVAcuring:yes
·Lightcuring:yes·Construction:closed·Viscoelasticproperties:elastic

Duetoitsexceptionalelasticity,
thisUVAcuringadhesiveisideal
forbondingdifferentmaterial
combinationsandsurfacesof
upto1m².·Shelflifeinoriginal
packaging:12monthsfromthedate
ofmanufacture

Viscosity:medium600mPas
·Shearstrength:9MPa·Bonding

gap:0.06-0.3mm·Max.allowablecontinuoustemperature:50°C·
Temperaturerange:-40-+100°C·Colour:crystalclear·Compensationof
tension:verygood·Impactresistant:no·Suitableforusewithactivator:
no·Vibrationabsorbing:high·Moistureresistance:yes·UVAcuring:yes
·Lightcuring:no·Construction:closed·Viscoelasticproperties:elastic

ThespacersaddedtotheVerifix®B
690-0adhesiveguaranteethatthe
requiredminimumadhesivelayer
thicknessisreached.Thismakes
surethat,whenbondingveryheavy
glassparts,sufficientadhesiveis
distributedbetweenthebonding
parts.Dependingonthebonding
process,thismethodhasalsoproven
usefulforsurfacebondinginorder

tomaintaintheminimumadhesivelayerthickness.Thespacersdonot
interferewiththetechnicalpropertiesoftheadhesive.Pleasereadthe
suppliedprocessingguidelinescarefully.Ifyouhaveanyquestions,our
applicationtechnicianswillbehappytoassistyou.

Viscosity:medium600mPas·Shearstrength:9MPa·Bonding
gap:0.06-0.3mm·Max.allowablecontinuoustemperature:50°C·
Temperaturerange:-40-+100°C·Colour:crystalclear·Compensationof
tension:verygood·Impactresistant:no·Suitableforusewithactivator:
no·Vibrationabsorbing:high·Moistureresistance:yes·UVAcuring:yes
·Lightcuring:no·Construction:closed·Viscoelasticproperties:elastic
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UVAdhesiveVerifix®420VIS

Art. No. Contents

BO 420VI1K 1000g

BO 420VI25 250g

BO 420VI10 100g

UVAdhesiveSet

Art. No. Description

BO 5209331 UVAdhesiveSet

Thismedium-viscosity,UVAand
lightcuringadhesivewasespecially
developedforbondingthermoplastics.
Itfacilitatesstrong,flexibleand
crystalclearbondstogetherwith
shortcuringtimes.Theadhesiveis
alsosuitableforbondingplasticto
glassormetal.Areducedcleaning
effortoffersthepossibilityofquick
andefficientproductioncycles.

Viscosity:medium300mPas·Shearstrength:6MPa·Bonding
gap:0.07-0.2mm·Max.allowablecontinuoustemperature:50°C
·Temperaturerange:-55-+120°C·Colour:crystalclear·Capillary
characteristics:limited·Compensationoftension:verygood·Impact
resistant:no·Suitableforusewithactivator:no·Vibrationabsorbing:
yes·Moistureresistance:no·UVAcuring:yes·Lightcuring:yes·
Construction:closed

Packagingunit5bottles·
Contentseach20g·Colour:red-
green-yellow-blue-black

2KSiliconeVerifix®

Art. No. Contents

BO 5500510 1kg

BO 5500513 5kg

BO 5500516 50kg

BohlehasdevelopedtheVerifix®
two-componentsiliconeadhesive
especiallyforbondingglass
surfaces.Theproductisidealfor
useonmouth-blownandflashed
glass,rolledstainedglassorfusing
glass,andofcourseforperfectly
transparent,bubble-freefloatglass
bonds.Supportingpanessuchasdoor
panels,all-glassdoorsorpartitions

canalsobebondedontheirentiresurfaces.Singlesmallerobjectscan
bebondedtoalargersurface.Thebothersomeweighingofcompound
componentsisnolongerrequiredastheproductcanbemixedina1:1
ratio-onlyasinglemeasuringcupisneeded.Inaddition,themixed
siliconedoesnotrequirevacuumdegassing.Largersizesonrequest.
Suitableforexteriorapplications,waterproof,UV-stable,yellowing
resistant,permanentlyelastic.

Silicone Adhesives
Theterm„glassbonding“isusuallyusedwhenworkingwithUVcuringadhesives.However,thefollowingproductrangeprovesthatother
adhesivesalsohavemanyapplicationswhenbondingglass.



Temperature resistance
Thetemperatureresistancereferstothemaximumallowable
continuoustemperatureatwhichthecuredadhesiveisnot
irreversiblydamaged.Withincreasingtemperatures,however,
themaximumstrengthsteadilydecreases.

Tensile/Shear strength 
Whenrecommendedminimumandmaximumlayer
thicknessesaretakenintoconsideration,thetensile/shear
strengthslistedinthetablecanbeachieved.

Specifications 420VIS

Viscosity: medium300mPas

Shear strength: 6MPa

Bonding gap: 0.07-0.2mm

Max. allowable continuous temperature: 50°C

Temperature range: -55-+120°C

Colour: crystalclear

Capillary characteristics: limited

Compensation of tension: verygood

Impact resistant: no

Suitable for use with activator: no

Vibration absorbing: yes

Moisture resistance: no

UVA curing: yes

Light curing: yes

Construction: closed

Yellowing resistant: yes

Viscoelastic properties: elastic

PropertiesofAdhesivesataGlance
Specifications MV 760 MV 760VIS LV 740 LV 740VIS

Viscosity: medium1500mPas medium1500mPas low80mPas low80mPas

Shear strength: 25MPa 25MPa 17MPa 17MPa

Bonding gap: 0.08-0.5mm 0.08-0.5mm 0.04-0.2mm 0.04-0.2mm

Max. allowable continuous temperature: 70°C 70°C 70°C 70°C

Temperature range: -40-+120°C -40-+120°C -40-+120°C -40-+120°C

Colour: crystalclear crystalclear crystalclear crystalclear

Capillary characteristics: none none verygood verygood

Compensation of tension: limited limited limited limited

Impact resistant: yes yes no no

Suitable for use with activator: no no no no

Vibration absorbing: yes yes limited limited

Moisture resistance: yes yes yes yes

UVA curing: yes yes yes yes

Light curing: no yes no yes

Construction: openandclosed openandclosed openandclosed openandclosed

Yellowing resistant: yes yes yes yes

Viscoelastic properties: impactresistant impactresistant limitedelasticity limitedelasticity

Specifications B 665-0 B 682-T B 678-0 B 690-0

Viscosity: low80mPas medium900mPas medium600mPas medium600mPas

Shear strength: 23MPa 26MPa 9MPa 9MPa

Bonding gap: 0.04-0.2mm 0.09-0.5mm 0.06-0.3mm 0.06-0.3mm

Max. allowable continuous temperature: 50°C 50°C 50°C 50°C

Temperature range: -40-+120°C -40-+140°C -40-+100°C -40-+100°C

Colour: crystalclear transparent crystalclear crystalclear

Capillary characteristics: verygood none limited limited

Compensation of tension: no limited verygood verygood

Impact resistant: no yes no no

Suitable for use with activator: no yes no no

Vibration absorbing: no yes high high

Moisture resistance: no no yes yes

UVA curing: yes yes yes yes

Light curing: no no yes no

Construction: openandclosed openandclosed closed closed

Yellowing resistant: no no yes yes

Viscoelastic properties: brittle impactresistant elastic elastic
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PossibleBonds
Specifications MV 760 MV 760VIS LV 740 LV 740VIS

Glass/glass yes yes yes yes

Glass/metal yes yes no no

Tempered glass/tempered glass yes yes yes yes

Glass/stone limited limited no no

Glass/wood limited limited no no

Laminated safety glass/glass limited yes limited yes

Laminated safety glass/laminated safety glass no yes no yes

Laminated safety glass/stone no limited no no

Laminated safety glass/wood no limited no no

Laminated safety glass/metal no yes no no

Laminated safety glass/tempered glass limited yes limited yes

Glass/plastic limited limited no no

Laminated safety glass/plastic no limited no no

Plastic/plastic no no no no

Plastic/metal no no no no

Plastic/tempered glass no limited no no

Specifications B 665-0 B 682-T B 678-0 B 690-0

Glass/glass yes yes yes yes

Glass/metal no yes limited limited

Tempered glass/tempered glass no yes yes yes

Glass/stone no limited limited limited

Glass/wood no limited limited limited

Laminated safety glass/glass limited limited yes limited

Laminated safety glass/laminated safety glass no no yes no

Laminated safety glass/stone no no limited no

Laminated safety glass/wood no no limited no

Laminated safety glass/metal no no limited no

Laminated safety glass/tempered glass no limited yes limited

Glass/plastic no limited limited no

Laminated safety glass/plastic no no limited no

Plastic/plastic no no no no

Plastic/metal no no no no

Plastic/tempered glass no no limited no

Specifications 420VIS

Glass/glass no

Glass/metal no

Tempered glass/tempered glass no

Glass/stone no

Glass/wood no

Laminated safety glass/glass no

Laminated safety glass/laminated safety glass no

Laminated safety glass/stone no

Laminated safety glass/wood no

Laminated safety glass/metal no

Laminated safety glass/tempered glass no

Glass/plastic yes

Laminated safety glass/plastic yes

Plastic/plastic yes

Plastic/metal yes

Plastic/tempered glass yes

Description suitableforbondingPMMA/PC/PET/ABS
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ProcessingGuidelinesforGlassBondingwithUVAdhesives
1. Material selection (suitability of the adhesive): 
Thematerialselectionandthesubsequentselectionoftheappropriateadhesive(seepoint3)resultsindifferentmechanicalstrengthproperties
ofthebond.FortechnicaldataofourVerifix®bondingportfolio,pleaseseetheprecedingpages.Allspecificationsrelatetotransparent,UVA
lighttranslucentfloatglasses.Transparentfloatglass,mirrors(onthevisibleside),temperedglassandplatewiredglasscanbebondedwithout
anydifficulty.Specialtypesofglasscanleadtoreducedmechanicalstrengthpropertiesorcannotbebonded.Alltypesofstructuredglassare
problematic,suchasornamentalglassorwiredglass.TheUVAlighttranslucencydepends,amongotherthings,onglassthicknessandcolour
intensity.Important:GlasswithahighUVabsorptionrate,suchaslaminatedsafetyglassandcolouredglass,cannotbebondedwithstandard
UVadhesives.ThefollowinghighlyphotosensitiveBohleVerifix®adhesivesaresuitableforthispurpose:MV760VIS,LV740VISorLamifix678
and682-Twithactivator.Pleasenote:Theindicatedstrengthvaluescanbereachedwithinthecorrespondinglayerthicknessesmentionedabove.
Excessive,toothinorirregularadhesivelayerthicknesseshaveanadverseeffectonbondingstrength.Extensivetestshaveshownthatstainless
steelisespeciallysuitableforbondingglasstometal.

2. Pre-treatment of bonding surfaces 
2.1Cleaning
·Thesurfacestobebondedmustbecompletelycleanandfreeofdustandgrease(freeofseparatingagents).Useacleaningagentthatis
suitableforUVbonding(freefromsurfactantsorseparatingagents).
·Standardglassorhouseholdcleanersarenotsuitableinmostcases.
·Recommendation:Bohlespecialcleanerforglassbonding,art.no.BO5107910.
2.2Removingresidualmoisture
·Theadhesiveandthepartstobebondedmustbeatroomtemperature.Inordertoachieveadurablystablebond,itisessentialtobrieflywarm
theglassandfittingsbeforebonding.Inthiswayresidualmoisture(condensate)canbecompletelyremoved.
·Usehot-airunitorhairdryer.Failuretoobservetheseinstructionscanleadtodecreasedstabilityofthebondwhichmaynotbenoticed
immediately,andthusresultindecreasinglong-termstability.
2.3Pyrosil®surfacepre-treatment
Durableadhesioncanbeachievedbyanadditionalpre-treatmentofproblematicbondingsurfaceswiththePyrosil®technologyprotectingthe
bondfrommoistureinfiltration.Thisisparticularlyimportantforhighload-bearingbonds,exteriorapplicationsorforuseinhumidenvironments.

3. Adhesive selection 
DifferentBohleVerifix®UVAandlightcuringadhesivesareavailablefortesting,dependingontherequirementsofthebond,itsdesiredload
capacityandintendeduse.Specialobservations:Glass/metalbonds:Themedium-viscosityUVadhesivesVerifix®B-682-TorVerifix®MV760are
idealfordynamicbonds.Glass/glassbonds:Whenplanningandconstructingall-glassobjects,theconstructiontypeshouldalwaysbe"closed"
(i.e.self-stabilising,seefig.)forachievingmaximumstability.Elasticadhesives,suchasB-678-0andB-690-0,areparticularlyappropriatefor
“closed“constructionsandforsurfacebondingofglass/glassandglass/metalconstructions.Ifan“open”constructionisexplicitlydesiredfor
designreasonsorifthisistheonlyfeasibleconstructiontype,onlythefollowingadhesivesmustbeused:Verifix®LV740,Verifix®LV740VIS,
Verifix®B-665-0,Verifix®MV760VIS,Verifix®MV760orVerifix®B-682-T.

openconstruction closedconstruction
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closedconstruction

ProcessingGuidelinesforGlassBondingwithUVAdhesives
4. Fixing aids 
ItisessentialtosecurebondedobjectsagainstvibrationsandslippinginordertoguaranteethecompletecuringoftheUVadhesive.TheVerifix®
productportfolioincludessuitablefixingaidswhichfacilitatesecuringthebondedobjectinposition.Oursalesrepresentativewillbehappyto
talktoyouaboutfurtherdetails.

5. Bonding/application of the adhesive 
·Beforeapplyingtheadhesive,checktheobjectstobebondedforaccuracyoffit.Thiscanbestbedonebymountingthewholeconstructionby
wayofatrial(usefixingaids).
·Ifmorethan5minuteshavepassedafterheatingthebondingjoints,theymustbeheatedagainbeforeapplyingtheadhesive.
·Ifpossible,theadhesiveshouldbeappliedinahorizontalposition;applyingitinaverticalpositionmightleadtoproblems.
·Iftoomuchadhesiveisused,removingtheexcessmaterialistime-consuming.
·Iftheadhesivelayeristoothickortoothin,thestabilityofthebondwillbeaffected!
·Suitabledosingaidsfacilitatetheexactandcost-efficientapplicationoftheadhesive.
5.1ApplyingtheadhesiveBEFOREconstructingthewholeobject
Medium-viscosityadhesive(Verifix®MV760,MV760VIS,B-678,B-690andB-682-T)isappliedbeforeassemblingtheconstruction.Forsurface
bonding(B690-0andB678-0),theadhesiveisalwaysappliedbeforejoiningtheparts.
·Whenbondinghorizontally,aperfectbondwithoutairbubblesisachievedbycarefullyandevenlyloweringtheobject.
·Foredgebonding,thenetweightofthebondingpartsissufficientforspreadingtheadhesiveovertheentirebondingsurface.
5.2ApplyingtheadhesiveAFTERassemblingtheconstruction
·Lowviscosityadhesive(Verifix®LV740,Verifix®LV740VISandVerifix®B-665-0)entersthebondingjointbycapillaryaction.Thatiswhythe
partstobebondedcanbeassembledintheirfinalpositionbeforeapplyingtheadhesive.
·Formultiple-partobjects,makesuretheadhesiveisappliedonthebondingjointsonebyone(notallatonce).
·Beforecuringthebond,bondingpartsshouldbeliftedbrieflyandloweredagain(openandclosethebondingjoint)inordertoguaranteethe
optimumdistributionoftheadhesive.

6. Curing (light exposure) - General Information: 
UsesuitableUVlampforcuring:Thelampmustnotbesmaller/shorterthanthebondingjointinordertoavoidtensionsinthejointdueto
irregularlightexposure.
·Duringlightexposure(curing)positionthelampascloselyaspossibletothebondingjoint.
·Undernocircumstancesmusttheobjectbemovedorexposedtovibrations(usefixingaid).
·AllBohleUVAhandlampsareequippedwithspecialfilterscreenstoavoidinjuriestoeyesandskin,etc.
·Foryourownsafety,appropriateequipmentmustbewornwhenworkingwithUVlamps.Pleasebeawareofthemanufacturer´sinstructions.
(TheuseofappropriatesafetyequipmentisrecommendedwhenworkingwithUVlamps.)

Curing is done in 2 steps: 
1.Duringpre-curing,processingstrengthisachieved(approx.30%offinalstrength).Thenexcessadhesiveoutsidethebondingjointscanbe
easilyremoved.
·Pre-curingcantakebetween10secondsandapprox.2minutes,dependingonthetypeoflamp.Afterpre-curing,removeeventualfixingaids
andcleanobjectsfrompossibleexcessadhesiveusingBohlespecialcleaner,aglassscraperorsteelwool,finenessno.00.
2.Finalcuring:Dependingonthetypeoflamp,thiscantakebetween60secondsandapprox.5minutes.
·Excessivelightexposurehasneithernegativenorpositiveeffectsonthestabilityofthebond.
·Afterfinalcuringandanadditionalrestingtimeof24hours,thebondhasreacheditsfullfunctionalityandloadcapacity.

7. Test Bonds 
Ifyouarenotsureabouttheidealbondingrequirements,alwaysconductabondingtest:
·Bondtheobjectaccordingtotheinstructionsabove.
·Afterwardsloadtheobjectbeyondtheintendedloadcapacity,e.g.impacts,tiltingorjerkymovements,usetoolsifnecessary(e.g.pliers,etc.)
·Loaduntildeformation/breakinordertodeterminetheloadlimit.
·Ifyouhaveproblemsorquestionsconcerningcertainbondingoptions,ourBohleexpertsarehappytoassistyouanytime!

Disclaimer 
Theprecedinginformationaswellasanytechnicalrecommendationgiveninwriting,verballyorbasedontestsisprovidedtothebestofour
knowledge.However,thesearenon-bindingrecommendationsonlyanddonotaffectyourresponsibilitytodeterminethecorrectnessofgiven
recommendationsandthesuitabilityoftheproductforyourparticularprocessesandpurposes.Theapplication,useorprocessingofourproducts
aswellastheproductionofproductsbasedonourtechnicalrecommendationsarebeyondourcontrolandthereforefallexclusivelywithinyour
areaofresponsibility.SalesofourproductsaresubjecttoourmostupdatedGeneralSalesandDeliveryConditions.
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Glass Bonding Kits
TheBohleVerifix®GlassBondingKitsoffercompletebasicequipmentforthefixingandbondingofsmalltomedium-sizedglassparts.From
beginnertoprofessionalkits:Bohlequalitytoolsareincluded,and,ofcourse,alsothesuitableUVAlamp.Clearlyarrangedandwellprotectedin
asturdycarryingcase,alltheessentialsthatyouneed,likeacuringlamp,fixationaids,andaccessories,arealwaysrightathand.Alsoidealfor
portableuse.

ProfessionalKitVerifix®

ProfessionalkitforUVbonding.Ideallysuitedfortheconstructionof
displaycabinetsandglassfurniture.

Art. No. Version

BO 5500372 Standardversion

BO 5500374 110Vexportversion

ProfessionalUVBondingKit
ProfessionalUVbondingkit·ideal
forquickandefficientbondingof
glasstometalorforbondingsmall
glassobjects

Art. No. Description

BO 5500371 ProfessionalUVBondingKit

BeginnerKitforUVBonding
Forthosewhoonlyneedtobond
glassoccasionallyorwhowantto
trythistechnologyatlowcost·
packedinapracticalplasticcase

Art. No. Description

BO 5500373 BeginnerKitforUVBonding

Glass Bonding Kits

This set comprises the following items:
BO 5209450 UVA Hand Lamp H9 1 pc.
BO 5209308 Application Needle 1.37 mm ø · amber 1 pc.
BO 5209320 Needle Adaptor 1 pc.
BO 5141000 Glass Scraper, metal 1 pc.
BO 5141001E Spare Blades, reinforced back 1 box
BO 5141605 Steel Wool, fineness 00 1 pc.
BO 5007613 Protective Glasses 1 pc.
BO 5007510 Dermatril Disposable Gloves 1 box

This set comprises the following items:
BO 5209404 UV Hand Lamp, 230 Volt 1 pc.
BO 5209320 Needle Adaptor 1 pc.
BO 5209307 Application Needle 0.84 mm ø · green 2 pcs.
BO 5209308 Application Needle 1.37 mm ø · amber 2 pcs.
BO 5141605 Steel Wool, fineness 00 1 pc.
BO 5141000 Glass Scraper, metal 1 pc.
BO 5141001E Spare Blades, reinforced back 1 box
BO 5007510 Dermatril Disposable Gloves 1 box

This set comprises the following items:
BO 5141000 Glass Scraper, metal 1 pc.

BO 5141001E Spare Blades, reinforced back 1 box

BO 5141605 Steel Wool, fineness 00 1 pc.

BO 5209305 Application Needle 0.41 mm ø · blue 1 pc.

BO 5209306 Application Needle 0.58 mm ø · pink 1 pc.

BO 5209307 Application Needle 0.84 mm ø · green 2 pcs.

BO 5209308 Application Needle 1.37 mm ø · amber 2 pcs.

BO 5209320 Needle Adaptor 2 pcs.

BO 5209470 UVA Star "Light", 230 volts 1 pc.

BO 639.0 Verifix® Pro Angle Suction Holder 1 pc.

BO 636.0 Verifix® Clamping Device for 3 - 10 mm glass 1 pc.

BO 636.1 Verifix® Clamping Device for 6- 19 mm glass 1 pc.

BO 637.1 Verifix® Eccentric Suction Stopper 4 pcs.

BO 638.0 Verifix® Pump-activated Angle Suction Holder 2 pcs.

BO 5007510 Dermatril Disposable Gloves 1 box

BO 5007613 Protective Glasses 1 pc.
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BohleoffersacomprehensiveportfolioofUVAlampsforcuringUVadhesives.Alwaysselectyourlampaccordingtothebondingsize/surfacein
ordertoachieveauniformexposureofthebondingsurfaces.Inthisway,extremetensionswithinthebondingjointareavoidedwhichmightlead
tothefailureofthebond.Thelampsareespeciallysuitableformetalbondsandshortbondingdistances.Forlongerbondingdistances,tubelamps
ofanappropriatesizeshouldbeusedtominimisetensions.AllBohleUVAlampsareequippedwithspecialfilterscreens.Thelampsmustonlybe
runwithintactfiltersinordertoavoidinjuriestoskinandeyes.

UVA Tube Lamps
Theproductportfolioincludestubelampsofdifferentlengths.Inthisway,almostallglass/glassbondscanbecuredtension-free.Lightbulbsand
protectivetubescaneasilybeexchangedinmostmodelsifnecessary,sothatthelampscanbeusedformanyyears.

Verifix®UVA-Star500,1110,1410

ThenewseriesofVerifix®UVA-Startubelampscombinesthelatest
technologywithanewdesign.The„T8“tubesexcelthankstotheir
elevatedUVAperformanceandatthesametimesaveelectricity.Thehigh
qualityelectronicballastisnowintegratedintothelamphousing,which
makestheseUVAlampsevenmoreconvenienttohandle.Alllengthsare
availablewitheither120or230Volts.Asbefore,theprotectivetubeor
thebulbcanbeexchangedquicklyandeasily.ThenewVerifix®UVA-Star
tubelampsreachtheirfullcapacityafterashortwarm-uptimeof180
sec.Theyarewhitelightlampswithwavelengthsbetween315-400nm,
theyarealsosuitableforcuringUVAandlightcuringacrylateadhesives.
TheVerifix®UVA-Startubelampsareparticularlysuitedforthetension
freecuringoflongerbondingedgesinglass/glassbonding.Bonding
edgeswhicharelongerthan1410mmcanalsobecuredtensionfreeby
combiningseveraltubelamps.

Art. No. Version

BO 5500380 Verifix®UVA-Star500,230volts,18watts,workinglength500mm

BO 5500381 Verifix®UVA-Star500,120volts,18watts,workinglength500mm

BO 5500382 SparelampforVerifix®UVA-Star500

BO 5500383 AcrylicprotectivetubeforVerifix®UVA-Star500

BO 5500385 Verifix®UVA-Star1110,230volts,36watts,workinglength1110mm

BO 5500386 Verifix®UVA-Star1110,120volts,36watts,workinglength1110mm

BO 5500387 SparelampforVerifix®UVA-Star1110

BO 5500388 AcrylicprotectivetubeforVerifix®UVA-Star1110

BO 5500390 Verifix®UVA-Star1410,230volts,58watts,workinglength1410mm

BO 5500391 Verifix®UVA-Star1410,120volts,58watts,workinglength1410mm

BO 5500392 SparelampforVerifix®UVA-Star1410

BO 5500393 AcrylicprotectivetubeforVerifix®UVA-Star1410

BO 5500399 EndCap

Curing

This set comprises the following items:
BO 5141000 Glass Scraper, metal 1 pc.

BO 5141001E Spare Blades, reinforced back 1 box

BO 5141605 Steel Wool, fineness 00 1 pc.

BO 5209305 Application Needle 0.41 mm ø · blue 1 pc.

BO 5209306 Application Needle 0.58 mm ø · pink 1 pc.

BO 5209307 Application Needle 0.84 mm ø · green 2 pcs.

BO 5209308 Application Needle 1.37 mm ø · amber 2 pcs.

BO 5209320 Needle Adaptor 2 pcs.

BO 5209470 UVA Star "Light", 230 volts 1 pc.

BO 639.0 Verifix® Pro Angle Suction Holder 1 pc.

BO 636.0 Verifix® Clamping Device for 3 - 10 mm glass 1 pc.

BO 636.1 Verifix® Clamping Device for 6- 19 mm glass 1 pc.

BO 637.1 Verifix® Eccentric Suction Stopper 4 pcs.

BO 638.0 Verifix® Pump-activated Angle Suction Holder 2 pcs.

BO 5007510 Dermatril Disposable Gloves 1 box

BO 5007613 Protective Glasses 1 pc.
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UV LED Lamps

UV-LEDLampTwinLEDVerifix®

Thenew“TwinLED“UV-LEDlampissuitableforbondswithadiameter
ofapprox.120mm.Thelampachievesanevendistributionoflight
intensityovertheentiresurface,whichenablestension-freebonds.

Dimensions125x40x70mm·Weightapprox.600g·Wavelength
365nm,395nm·Batterylifeapprox.2hourswhenLEDispermanently
operated·Mainsvoltage100-240V,50-60Hz

Art. No. Description

BO 5500355 Verifix®“TwinLED“UV-LEDLamp

SP BT5559 Sparebattery

UVA Lamps
UVhandlampsareespeciallysuitableforbondingmetalpartstoglassaswellasforsmallglassobjectswithshortbondingdistances,alsofor
industrialorserialapplications.Thelampsexcelduetotheirveryshortcuringtimes.

UVAHandLampUVAHAND250
Forusewithshortbonding
distances·shortcuringtimes·
UVAwavelength315-400nm·
integratedtimemeter·spacers
asprotectionagainstoverheating
·integratedcoolingfan·special
filterscreen

Art. No. Version · For · Description

BO 5209404 230Volt,250Watt·whitelight

BO 5209415 230Volt,250Watt·blacklight

BO 5209416 110Volt,60Hz·whitelight

BO 5209406 BO5209404·SpareH1filterscreenwithframe·whitelight

BO 5209407 BO5209404·Sparefluorescenttube250F

BO 5209408 BO5209404+BO5209415·Sparefilterscreenwithframe·blacklight

BO 5209414 BO5209404+BO5500310·Thermalfuse

BO 5209412 BO5209404·Sparecasing·leftorrightside,w.2keys

UVAHandLamp
ForcuringUVAandlightcuring
adhesives·withfilterscreen·
idealforbondingmetalpartsand
smallersurfaces

Version230volts·100watts

Art. No. Version

BO 5500310 UVAHandLamp

BO 5500311 SparefluorescenttubeUV150F

BO 5500312 SpareH1filterscreen
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Final Cleaning & General Cleaning Tasks
ThesehighqualityBohleglasscleanersareideallysuitedforremovingcoarsedirtfromtheglasssurface,forcleaningglassonadailybasisorfor
finalcleaningafterbonding.

BohleSpecialCleaner
Idealforpreliminarycleaningpriorto
glassbondingorsealing.TheBohle
SpecialCleanercleansanddegreases
glass,metal,ceramicandrubber.The
specialcompositionofthecleaner
ensuresverythoroughcleaning.
·ParticularlysuitableforusewithUV
adhesives

Art. No. Contents · incl. 

BO 5107910 Atomiser,refillable0,25litre·SprayHead

BO 5107911 Refill1litre

BohlePremiumGlassCleaner
Idealforwindows,mirrors,
windscreensandotherglasssurfaces
·preventsfreshsmudging·no
streaking·inspraybottleswithout
propellants·biologicallydegradable·
withthepurchaseofonecarton(=12
bottles),3sprayheadsareincluded

Pleasenote:
Notsuitableforpre-cleaningbeforeUVbonding!
Onlyforcleaningafterbonding!Improvedformulawithnewdesign

Art. No. Contents

BO 5107805 Bottle1litre

BohleCitrusGlassCleaner
Theperfectadforyourbusiness:the
Bohleglasscleanerinacustomised
bottlewithyourcompany-branded
label!·Pleasenote:·Sendyour
companylogo(togetherwithan
image)inprintresolution(TIFForEPS,
300dpi)toprivatelabel@bohle.de.·
Pleasealsoincludethecorresponding
addressandtexttobeprintedonthe
label,andspecifyyourin-housefont

(includingtypefaceifnecessary).·Pleasebeawarewhenusinganimage
thatitwillbesurroundedbya3mmrim.·Pleasebeawarethatthetext
cannotbedisplayedinafontsizesmallerthan7pt.·Youwillreceivea
pdffileforsignoffand,uponrequest,theoriginallabel.

Contents500ml·incl.SprayHead·Fragrancefreshcitrus·Packaging
unit40bottles·Streakingnone·Consumptionveryeconomic·Cleaning
powerextraordinary·Feature:preventsfreshsmudging·Minimumorder
quantity120bottles·Labelsizewidth65mm,height
90mm

Art. No. Description

BO 5107808 CitrusGlassCleanerYourCompany-BrandedLabel

GlassCleanerBohleProfessional
Canbeusedforglass,smoothplastic
surfaces,mirrors,carwindows,
tiles·forworkshopandhome,
showcasesanddisplaywindows·
sparklingsurfaceswithoutstreaking
·environmentallysoundpropellant
·Idealforcleaningglasspartsafter
fusing·Forquantitiesof672cansor
more,availablewithyourownlabel!


Pleasenote:
Notsuitableforpre-cleaningbeforeUVbonding!
Onlyforcleaningafterbonding!

Art. No. Description

BO 5107900 SprayCan660ml

Cleaning
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PaperTowelsEconomy
PaperTowels·white·2-ply·
suitabledispenserBO5141616

Quantity420sheets,22x
38cmeach(widthxlength)

Art. No. Description

BO 5141617 PaperTowels

PaperTowelsEconomy
PaperTowels·2-ply·suitable
dispenserBO5141616

Quantity1000sheets,24x
38cm(widthxlength)·Weight2x
18g/m²·Packagingunit2items

Art. No. Colour

BO 5141620 white

BO 5141621 blue

PaperTowelsPremium
PaperTowels·4-ply·white·
suitabledispenserBO5141616

Weight4x17g/m²·Quantity
1000sheets,38x38cm(widthx
length)

Art. No. Description

BO 5141625 PaperTowels

SteelWool
Topquality·long-fibred·tough·
goodgrip·excellentpolishingand
grindingability·highlyelasticand
uniform·easilydivisiblestrands

Art. No. Description · fineness

BO 5141634 Cardboardrollof100g·0

BO 5141635 Cardboardrollof200g·0

BO 5141605 Cardboardrollof100g·00

BO 5141601 Cardboardrollof200g·00

BO 5141631 Cardboardrollof100g·000

BO 5141632 Cardboardrollof200g·000

SpecialKnifewithBlade
Forremovingalreadycured
adhesiveresidues·alsoidealfor
separatingleadprofilesandfor
cuttingresistorotherfilms·the
narrowbladeallowseasyaccess
togaps·withbladeprotector·For
cuttingfilmsandweeding

Art. No. Description

BO 5142000 SpecialKnifewithBlade

SimplexKnife
Madeofaluminium·extrasharp,
pointedblade·forscrew-on
blades·withaluminiumhandle
andprotectivecoveroraluminium
handlewithplasticcoatingand
protectivecover

Art. No. Handle

BO 3001900 Aluminiumhandlewithprotectivecover

BO 3001901 Aluminiumhandlewithplasticcoatingandprotectivecover
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GlassScraperPremium
Metal·withbladeprotection·
plastichandle·exchangeable
blades·forlooseninghardened
adhesiveresiduesfromglass
surfaces·alsoforhard-to-reach
corners·MadeinGermany

Bladewidth40mm

Art. No. Description

BO 5141000 GlassScraper

MiniGlassScraper
Foreasilyremovingexcess
adhesive,labelsandother
residues·Madeofdurableplastic
·withexchangeableblade

Width40mm

Art. No. Description

BO 3002007 MiniGlassScraper

SpareBladesPremium
Highqualitybrandedspareblades
withreinforcedback·Precision
grindingforlongservicelife·Each
bladewrappedseparatelyinorder
toprotectgroundedges·Suitable,
amongothers,forglassscrapers
BO5141000,BO5141700,
BO3002007

Width40mm

Art. No. Description · Sales unit

BO 5141001 PersonnaSpareBlades·100items

DermatrilDisposableGloves
Offeringgreatermechanical
resistancethanconventional
disposablelatexgloves·
dispensingbox

Chemicalprotectionclasscat.
III·Performancelevelaccordingto
EN374withAQL0.653

Art. No. Size · Contents

BO 5007516 11·100items

BO 5007510 10·100items

BO 5007519 9·100items

BO 5007520 8·100items

ProtectiveGlassesPremium
UVprotectiveglassesaccording
toEN170·greyviewingglasses,
scratch-resistantandanti-fog
(specialanti-fogcoating)·
adjustablearms·suppliedwith
holdingstrap

Art. No. Description

BO 5007613 ProtectiveGlasses

KnifewithTrapezoidalBlades
Thistrapezoidalbladeknifeis
anindispensabletoolonany
constructionsite.Thankstoits
smartfoldingmechanismtheknife
canbereducedtoasmallformat
andstoredinthetrouserpocket·
withblademagazine

Length100mm

Art. No. Description

BO 3003000 KnifewithTrapezoidalBlades

BO 3003001 SpareBlades

WindowWasherEconomy
Idealaslow-costgive-awayfor
yourcustomers!·Plasticwiperfor
showercubicleswithsoftrubber
lipforstreakfreecleaningofglass
surfaces.Includeshook.

Width23cm·Salesunit25
items

Art. No. Description

BO 5107811 WindowWasherEconomy
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Art. No. Description

BO 639.0 Verifix®ProAngleSuctionHolder90°

Art. No. Description

BO 639.2 Verifix®ProAngleSuctionHolder45°

Positioning and Fixing
Duringthecuringprocess,theadhesivepolymerisesandformsapolymerchain.Ifbondingpartsarefixedinsufficiently,thechainmightbe
damaged.Thiscanleadtoalossofstrengthandthelong-termstabilityofthebondisatrisk.TheBohleVerifix®fixationaidsprotectthebonding
partsfromvibrationorslippingandthusguaranteethebestpossiblebondingresults.

The New Generation of Angle Suction Holders
Thedemandsonglassbonds,glassfurnitureorglassadhesivesareconstantlyincreasing.Thatiswhythedemandsonfixationaids,usedto
constructhighqualityglassobjects,arealsosubjecttopermanentchange.Inthefollowingsectionyouwillfindthefirstproductsofanew
generationofsuctionholdersandfixationaidswhichliveuptothenewdemands.Theyofferplentyofadvantages,suchasprocessstability,high
qualityandtheexactadjustmentofthebondinggap,whichareindispensableforachievingtopqualitybondsandasafebondingprocess.

AngleSuctionHolderVerifix®Pro90°

TheVerifix®Proanglesuctionholderisahighqualityproducttopping
thelistofpositioningandfixingdevicesforglassbonding.Especially
inthecaseofUVbonds,asiscommoninglassfurnitureorshowcase
construction,Verifix®Proofferssuperiorprotectionagainstvibrationand
slipping-bothforcornerandT-joints.·Exactadjustmentofthebonding
gap(=thicknessofadhesivelayer)·extremelysturdy

Height176mm·Depth160mm·Suctionpad110mmØ

AngleSuctionHolderVerifix®Pro45°

TheVerifix®Pro45°anglesuctionholderfromtheVerifix®productrange
excelsduetoitshighprecisionandeasyhandling,andofferssuperior
protectionagainstvibrationandslippingwhendoingrepetitiveUV
bondingwork.Thespecificpositioningarmisauniquefeatureofthis
device.Itfacilitatesquickandprecisepositioningoftheanglesuction
holderonany45°mitreedge,independentfromtheglassthickness.
Atlast,glasspaneswith45°mitreedgescanbepositionedquickly
andpreciselytowardseachotherwiththeVerifix®mitrestopBO639.4
ortheglassbondingtablewithmitrestopBO5591300.Complicated
andlaboriousadjustmentoftheglassisnolongernecessary.·Exact
adjustmentofthebondinggap(=thicknessofadhesivelayer)·extremely
sturdy

Height176mm·Depth160mm·Suctionpad110mmØ
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AngleSuctionHolderVerifix®90°
Holdingandpositioningdevice
madeof2suctionpadswith
specialsealinglip·canbefine
adjustedtoeachother·with
aluminiumguides

2suctionpads120mmØ·
Adjustmentrangeheight/depth
+/-12mm·Bracketlength
400mm·Bracketwidth280mm

Art. No. Description

BO 630.3 AngleSuctionHolderVerifix®90°

BO 614.03 Sparesuctionpad

AngleSuctionHolderVerifix®90°
Holdingandpositioningdevice
madeof2suctionpadswith
specialsealinglip·canbefine
adjustedtoeachother·with
aluminiumguides

2suctionpads120mmØ·
Adjustmentrangeheight/depth
+/-12mm·Bracketlength
200mm·Bracketwidth127mm

Art. No. Description

BO 630.2 Verifix®AngleSuctionHolder90°

BO 614.03 Sparesuctionpad

SP 6313 Bracket

Pump-activatedAngleSuctionHolderSet
Verifix®pump-activatedanglesuction
holdersetincarryingcase·asthese
positioningaidsaremostlyused
inpairs,theyaresuppliedasaset
inarobustcaseensuringthatyour
valuabletoolsarewellprotected·
theanglesuctionholdersarealso
availableseparately.·Alossof
vacuumisindicatedbyaredwarning
ring.Thevacuumcanberestoredby
simplypressingthehandpump.

Art. No. Description

BO 638.9 Verifix®Pump-activatedAngleSuctionHolderSet

AngleSuctionHolderVerifix®90°
Forpositioningandholdingsmall
glassparts·optimisedsturdy
version!

2suctionpads·Suctionpad
55mmØ·Length75mm·Width
76mm·Height75mm

Art. No. Description

BO 633.10 AngleSuctionHolderVerifix®90°

CombinationSuction/MagnetHolder
Withonesuctionunitandone
magneticunit(heavy-duty,high-
performancemagnet)·1counter
plateBO634.02isincluded·always
storethemagnetwiththecounter
plateattached

1suctionpad55mmØ·Glass
thicknessmax.8mm·Length70mm
·Width55mm·Height65mm

Art. No. Description

BO 633.3 Verifix®CombinationSuction/MagnetHolder90°

BO 634.02 Verifix®CounterPlateforVerifix®MagneticCube

AngleSuctionHolderVerifix®90°adjustable
Forpositioningandholdingsmall
glassparts·optimisedsturdy
version!

2suctionpads·Adjustment
rangeheight/depth±3mm·
Length94.8mm·Width76mm·
Height94.9mm

Art. No. Description

BO 633.10L Verifix®AngleSuctionHolder,adjustable

Rigid Fixation Devices
Aspecialrangeofdiverseholdingdevicesandaidsforsystematicglassbonding.Usefulformanyapplications-forexample,forpositioningwhen
edgebonding.
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Verifix®AngleSuctionHolder
Positioningaidwithspecialsealing
lip·suctionpadscanbefine
adjustedtoeachother·sturdy
plasticarmsare194mmlongand
areconnectedtoeachotherbya
fixablejoint

2suctionpads120mmØ
·Adjustmentrange45-300°·
Adjustmentrangeheight/depth
+/-12mm

Art. No. Description

BO 631.1 Verifix®AngleSuctionHolder,infinitelyadjustable

BO 614.03 Sparesuctionpad

Verifix®AngleSuctionHolder
Veryrobustmodelwithtwinsuction
unitandsuctionpadswithspecial
sealinglip·suctionpadscanbefine
adjustedtoeachother·thesturdy
plasticarmsare194mmlongandare
connectedtoeachotherbyafixable
joint

4suctionpads120mmØ
·Adjustmentrange45-300°·

Adjustmentrangeheight/depth+/-12mm

Art. No. Description

BO 631.2 Verifix®AngleSuctionHolder,infinitelyadjustable

BO 614.03 Sparesuctionpad

EccentricSuctionStopperVerifix®

Eccentricallyarranged,flatplastic
disc·integratedsuctionpad·
suitableforusewhenbonding
floorsorshelvesindisplay
cabinets·canbeusedindividually
orinpairsaspreciselyadjustable
straightedgeholder

Height20mm·Adjustment
range6mm

Art. No. Inside · Outside · Description

BO 637.1 55mmØ·70mmØ

BO 637.5 SpareSuctionPad

Verifix®ClampingDevice3-10mm
Twoforkedendpieceswhich
rotate360°withconnecting
profileandplasticpressurescrews
forlockingintoplace·particularly
suitableforspecialaquarium
construction

Glassthickness3-10mm

Art. No. Glass thickness

BO 636.0 3-10mm

Verifix®ClampingDevice6-19mm
Twoforkedendpieceswhichrotate
360°withconnectingprofileand
plasticpressurescrewsforlocking
intoplace·particularlysuitablefor
specialaquariumconstruction·for
thickerglasssheets

Glassthickness6-19mm

Art. No. Glass thickness

BO 636.1 6-19mm

Verifix® Adjustable Angle Suction Holders

Thisflexiblesystemwasdevelopedtoholdpartsatanglesotherthan90°easilyandsafely.

Verifix® Eccentric Suction Stoppers

Verifix®eccentricsuctionstoppersareidealformanytasksforshopandinteriordecoration.Applicationpossibilitiesarealmostunlimited.The
eccentricsuctionstoppersareindispensable,especiallywhenitcomestobondingshelvesintoshowcasesorpositioningshelves.

Verifix® Clamping Device

Theserotatingholdingdevicescanbeusedinawiderangeofapplications.Theyareoptimallysuitedtobuilddisplaycabinets,fishtanksorother
glasscubesandarethereforeindispensablewhenconstructingglassfurniture.
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SafecliX®08
Pressbuttonset,formirrorsup
to0.8m²·restingtimeonly30
minutes·suitableforhumid
environmentsandsuitableto
alimitedextentforexterior
applications·suitableformirrors
accordingtoDINEN1036·shelf
lifeof12monthsfromthedateof
deliverynote

Mirrorsurfacemax.0.8m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208210 SafecliX®08

SafecliX®16
Pressbuttonset,formirrorsup
to1.6m²·restingtimeonly30
minutes·suitableforhumid
environmentsandsuitableto
alimitedextentforexterior
applications·suitableformirrors
accordingtoDINEN1036·shelf
lifeof12monthsfromthedateof
deliverynote

Mirrorsurfacemax.1.6m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208211 SafecliX®16

Mirror Fixation
SafecliX®-SafemaX®-SafefiX®havebeendevelopedforverticalmountingofmirrorsperDINEN1036.Oursetsaresuppliedwithallnecessary
mountinghardwareinneutralpackaging.Aftermountingtheyarehiddenfromsightbehindthemirrorandallowthemirrortobedetachedatany
time.AllmetalmountingplatesinourmirrorfixingkitsarecoatedwiththespeciallydevelopedXtramount®mirroradhesivetapeandaretherefore
suitableforhumidroomsaswellasoutdoorapplications,aslongastheyarenotdirectlyexposedtorainandtheystaywithintheallowable
temperaturerangeforXtramount®.SafecliX®-SafemaX®-SafefiX®offeryoumanydifferentwaystomountyourmirrorssecurely.Ifyouneed
specialmirrormountingsetsforyourparticularapplication,orifyouwishanownbrandlabelversionofSafecliX®-SafemaX®-SafefiX®,please
donothesitatetocontactus.

Cleanthebackofthemirrorwithasilicone-freeglasscleanersuchasBohleSpecialGlassCleanerBO5107910.Themirrormustbeclean,dryand
grease-free,roomtemperatureshouldbeabove18°Candthetemperatureofmetalplateandmirrorshouldberoughlythesame.Afterremoving
theprotectivefilmfromtheself-adhesiveplates,presstheplatesfirmly,evenlyanddirectlyontothebackofthemirrorbyapplyingapprox.200N
(20kg)pressureforapprox.5seconds.Thedistancetothetopedgeandsideedgesofthemirrorshouldbeapprox.10cm.After30minutesresting
time,pressontheplatesfirmlyonceagain,thenthemirrorcanbemountedimmediately.Pleasenote:Mirrorsafetybackingfilms,etc.mustalways
beappliedaroundtheattachedplates.

Recommendation when mounting the plates:

SafecliX® Press Button Fixing Sets 
Themirrorsaresuspendedwithmirrormountingplatesandeccentricdiscsandareprotectedagainstunhingingbypressbuttons.Tocompensate
forunevenwalls,werecommendourEuroklickType3shims.
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SafecliX®26
Pressbuttonset,formirrorsup
to2.6m²·restingtimeonly30
minutes·suitableforhumid
environmentsandsuitableto
alimitedextentforexterior
applications·suitableformirrors
accordingtoDINEN1036·shelf
lifeof12monthsfromthedateof
deliverynote

Mirrorsurfacemax.2,6m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208212 SafecliX®26

CombinedSetMirrorMountingSafecliX®

Pressbuttonsetformirrorfixing·in
aneconomiccombinedbox·resting
timeonly30minutes·suitablefor
humidenvironmentsandsuitable
toalimitedextentforexterior
applications·suitableformirrors
accordingtoDINEN1036·shelf
lifeof12monthsfromthedateof
deliverynote

Pleasenote:Considerable
savingswhenbuyingthiscombined
setbox.

Art. No. Description

BO 5208215 SafecliX®MirrorMountingCombinedSet

SafemaX®08
Magneticset,formirrorsupto0.8
m²·restingtimeonly30minutes
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Mirrorsurfacemax.0.8m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208228 SafemaX®08

SafemaX®16
Magneticset,formirrorsupto1.6
m²·restingtimeonly30minutes
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Mirrorsurfacemax.1.6m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208230 SafemaX®16

SafemaX®10-SK
Magneticset,formirrorsupto1.0
m²·restingtimeonly30minutes
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Mirrorsurfacemax.1.0m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208240 SafemaX®10-SK

SafemaX® Magnetic Fixation Sets 
WithSafemaX®08and16themirrorissuspendedwithmountingplatesandeccentricdiscsandprotectedagainstunhingingbysafetymagnets.
WithSafemaX®10-SKthemirrorissuspendedwithmetalplatesandpowerfulsafetymagnets.Thesetsareespeciallysuitableformirroredwalls
withseveralmirrors,becauseslightcorrectionsinalldirectionscaneasilybemadeevenaftermounting.Tocompensateforunevenwalls,we
recommendourEuroklickType3shims.
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SafefiX®04
Mountingkitformirrorsupto0.4
m²·restingtimeonly30minutes
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Mirrorsurfacemax.0.4m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208219 SafefiX®04

SafefiX®08
Mountingkitformirrorsupto0.8
m²·restingtimeonly30minutes
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Mirrorsurfacemax.0.8m²·
Mirrorglassthickness6mm

Art. No. Description

BO 5208220 SafefiX®08

MetalPlatewithOneEyelet
Theself-adhesiveplatesarebacked
withXtramount®mirroradhesive
tape·suitableforhumid
environmentsandsuitabletoa
limitedextentforexteriorapplications
·suitableformirrorsaccordingtoDIN
EN1036·shelflifeof12monthsfrom
thedateofdeliverynote

Finishgalvanised·Salesunit10
items

Art. No. Size · Version · Load capacity*/ plate

BO 5208627 70x70mm·uncoated

BO 5208626 70x70mm·self-adhesive·3kg

BO 5208615 100x100mm·uncoated

BO 5208606 100x100mm·self-adhesive·6kg

BO 5208616 200x100mm·uncoated

BO 5208607 200x100mm·self-adhesive·12kg

MetalPlatewithTwoEyelets
Theself-adhesiveplatesarebacked
withXtramount®mirroradhesivetape
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036·
shelflifeof12monthsfromthedate
ofdeliverynote

Finishgalvanised·Salesunit10
items

Art. No. Size · Version · Load capacity*/ plate

BO 5208617 100x100mm·uncoated

BO 5208610 100x100mm·self-adhesive·6kg

BO 5208618 200x100mm·uncoated

BO 5208619 200x100mm·self-adhesive·12kg

SafefiX® Mirror Mounting Sets 
Easyandeconomicsuspensionwithmountingplatesandeccentricdiscsifnoanti-jumpmechanismisrequired.Tocompensateforunevenwalls,
werecommendourEuroklickType3shims.

Mirror Fixation Accessories
Allself-adhesivemetalplateshavebeentestedforuseontherearsideofamirroraccordingtoDINEN1036.Theplatesmustnotbeusedon
mirrorsafetybackingfilmsorotherfilms.Adhesionreducesonglasssurfaces.Theyhavetobetestedonacase-by-casebasisbeforeuse.

Indicatedloadcapacitiesofthemetalplatesapplyperplate,whenthemirrorglasshasamax.thicknessof6mmandwhenusedwithourmirror
fixationsupplies.Theloadcapacityoftheplatesusedwithmagnetsiscalculatedonthebasisofatleast4platesperm²ofmirror,wherebythe
platesusedatthetopofthemirrormustberidged(ridgemustfaceupwards).Alwayspressontheplatesovertheirentiresurface.Onlyinthisway
isthemax.loadcapacityachieved.

Further Information on the load capacity of the plates:
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MetalPlatewithThreeEyelets
Theself-adhesiveplatesarebacked
withXtramount®mirroradhesivetape
·suitableforhumidenvironmentsand
suitabletoalimitedextentforexterior
applications·suitableformirrors
accordingtoDINEN1036·shelflife
of12monthsfromthedateofdelivery
note

Finishgalvanised·Salesunit10
items

Art. No. Size · Version · Load capacity*/ plate

BO 5208629 180x180x1mm·self-adhesive·18kg

ConcealedMirrorHangingDeviceVitofixPlus
Self-adhesive·withVelcro
fastening·forsafeandflexible
mirrormounting

Mirrorsurfaceupto1.6m²·
Mirrorglassthicknessupto6mm
·Salesunit1pair

Art. No. Description

BO 5208931 ConcealedMirrorHangingDevice

ConcealedMirrorHangingDeviceVitofixPlus
Self-adhesive·forsafeand
flexiblemirrormounting

Mirrorsurfaceupto0.8m²·
Mirrorglassthicknessupto6mm
·Salesunit1pair

Art. No. Description

BO 5208932 ConcealedMirrorHangingDevice

MetalPlatelipped
Theself-adhesiveplatesarebacked
withXtramount®mirroradhesive
tape·suitableforhumidenviron-
mentsandsuitabletoalimited
extentforexteriorapplications·
suitableformirrorsaccordingtoDIN
EN1036·shelflifeof12months
fromthedateofdeliverynote

Finishgalvanised·Salesunit10
items·Materialthickness0.8mm

Art. No. Size · Version · Load capacity*/ plate

BO 5208620 100x100mm·uncoated

BO 5208612 100x100mm·self-adhesive·6kg

BO 5208621 200x100mm·uncoated

BO 5208613 200x100mm·self-adhesive·12kg

MetalPlatesmooth
Testedforusewithourmirror
magnetBO5208601·Theself-
adhesiveplatesarebackedwith
Xtramount®mirroradhesivetape
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Platethickness2mm·Finish
galvanised·Salesunit10items

Art. No. Size · Version · Load capacity*/ plate

BO 5208605 70x70mm·uncoated

BO 5208609 70x70mm·self-adhesive·3kg

BO 5208622 100x100mm·uncoated

BO 5208623 100x100mm·self-adhesive·4kg

MetalPlatewithRidge
Testedforusewithourmirror
magnetBO5208601·Theself-
adhesiveplatesarebackedwith
Xtramount®mirroradhesivetape
·suitableforhumidenvironments
andsuitabletoalimitedextentfor
exteriorapplications·suitablefor
mirrorsaccordingtoDINEN1036
·shelflifeof12monthsfromthe
dateofdeliverynote

Platethickness2mm·Finish
galvanised·Salesunit10items

Art. No. Size · Version · Load capacity*/ plate

BO 5208604 70x70mm·uncoated

BO 5208608 70x70mm·self-adhesive·3kg

BO 5208624 100x100mm·uncoated

BO 5208625 100x100mm·self-adhesive·4kg
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ProtectiveAdhesiveTape
Formakingsuremirrorsarenon-
splinteringincaseofbreakage
·thetapeisadheredtothe
mirrorbackandholdsthemirror
piecestogetherincasetheglass
shouldbreak·conformstoall
safetyregulationsofworkplace
directivesandtothespecifications
accordingtoDINEN12600

Rolllength25m

Art. No. Roll width

BO 5207873 300mm

BO 5207874 500mm

MirrorMagnet
Theshearstrengthiscalculated
andtestedforverticalmountingof
mirrorswithourmetalplatesof
2mmthickness(seealso„Noteon
theloadcapacityoftheplates“).

Diameter45mm·Height
12.3mm·Boreholeeccentric
ø5mm·Shearstrength4kg·
Adhesivestrength10kg·Sales
unit10items

Art. No. Description

BO 5208601 MirrorMagnet

EccentricDiscswithScale
Eccentricdiscsaresuppliedwith
adjustmentscale.Thenecessary
heightadjustment(+/-4mm=8
mm)canimmediatelybereadfrom
thefrontofthedisc.·With5mm
øcountersunkholeandlateral
pinholeforeasyadjustment.Made
ofhighquality,impactresistant
plastic.

Diameter37mm·Height
12mm·Salesunit10items

Art. No. Description

BO 5208602 EccentricDiscswithScale

PressButton
Forfixingandsecuringofmirrors,
whilstprovidinganti-jumpand
unhingingprotection·self-
adhesive·pull-offforceofpress
buttonapprox.1.8kg±0.3kg

Diameter50mm·Height
13mm·Salesunit10items

Art. No. Description

BO 5208611 PressButton

MountingPlate
Withelongatedholeforheight
adjustmentuptoapprox.20mm
andtwoadditionalfixingholes

Materialgalvanisedsheet
steel·Salesunit10items

Art. No. Description

BO 5208614 MountingPlate

Spacers
Self-adhesivecoatingonone
side·preventsdeflectionoflarge
mirrors

Size20x20x13mm·
Materialhighstrengthrigidfoam·
Salesunit1item

Art. No. Description

BO 5208600 Spacers

Spacers
Self-adhesive

ø20.6mm·Height13.2mm·
Packagingunit100items

Art. No. Description

BO 5208603 Spacers
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MirrorAdhesiveTapeXtramount®

Xtramount®isadouble-sidedmirror
adhesivetapemadeofclosed-cell
polyethylenefoam(density100kg/
m³),coatedonbothsideswitha
solvent-based,pureacrylateadhesive
andprotectedononesidebyblue
siliconepaper.Xtramount®was
speciallydevelopedforvertical
mountingofmirrorsperDINEN
1036,butcanalsobeusedformany

othermaterialssuchasmetalplates,someplastics,glassorceramic.
Xtramount®offersyouthefollowingbenefits:-Excellentresistanceto
humidity-Goodinitialtack-UVresistant-Suitableforoutdoorusetoa
limitedextent-Temperatureresistantfrom-30°Cto+100°C-Shelflife:
12months-Excellentresistancetowater,plasticisers,oilsandsolvents

Art. No. Width · Thickness · Length

BO 5207760 15mm·0.8mm·5m

BO 5207770 19mm·0.8mm·5m

BO 5207775 19mm·1.6mm·5m

BO 5207780 25mm·0.8mm·5m

BO 5207785 25mm·1.6mm·5m

BO 5207761 15mm·0.8mm·50m

BO 5207771 19mm·0.8mm·50m

BO 5207781 25mm·0.8mm·50m

BO 5207776 19mm·1.6mm·25m

BO 5207786 25mm·1.6mm·25m

BO 5207756 70mm·0.8mm·10m

BO 5207757 70mm·0.8mm·50m

BO 5207758 100mm·0.8mm·10m

BO 5207759 100mm·0.8mm·50m

Mirror Adhesive Tapes and Mirror Adhesives
Apartfromtheprovenmirrorfixationsets,mirroradhesivetapesorsiliconeadhesivesarealsooftenused,especiallywhenitcomestoflushmirror
mounting.HereyouwillalsofindthehighqualityXtramount®mirroradhesivetapewhichhasalreadybeenusedformountingthemetalplates.

Thebackofthemirrorandtheconcealedmirrorrailsmustbeclean,dryandgrease-free.TheXtramount®tapemustbeappliedtotheconcealed
mirrorrailswithouttrappingairbubblesandthenpressedonfirmly.Next,theprotectivefilmoftheXtramount®isremovedandtheconcealed
mirrorrailmustbedirectlypressedontothebackofthemirrorfirmly(approx.200N/20kg)andevenly,againtakingcaretoavoidbubbles.The
maximumloadcapacityofXtramount®isachieved10hoursafterhavingbeentapedtothemirror.SuitableformirrorsperDINEN1036.

Mounting Instructions for Xtramount®
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CONTACT PLUS

165°
160°
155°
150°
145°
140°
135°
130°
125°
120°
115°
110°
 0.0315” 0.048”0.078” 1⁄8” 5⁄32” 3⁄16” 1⁄4” 5⁄16” 3⁄8” 1⁄2” 5⁄8” 3⁄4” 1”
 0.8 1.2 2.0 3.0 4.0 5.0 6.0 8.0 10.0 12.0 15.0 19.0 25.0
 Glassthicknessininches/mm(floatglass)

165°
160°
155°
150°
145°
140°
135°
130°
125°
120°
115°
110°
 1⁄16” 0.078” 1⁄8” 5⁄32” 3⁄16” 1⁄4” 5⁄16”
 1.6 2.0 3.0 4.0 5.0 6.0 8.0
 Glassthicknessininches/mm(floatglass)

120° 155° 165°
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Silberschnitt®cuttingwheelsareavailableinavarietyofdifferentdimensions,cuttinganglesandgrinds.Hereyoufindarangeofthemost
commonlyusedtypes.Allwheelsaremadeofhighqualitycarbidemetals,areaccuratelymanufacturedwithhighprecisionmachineryand
convincebyexcellentcuttingresultsandlongservicelife.

Polarisationfilteredphotoofaglassedge:
Snap-shottakendirectlyaftercutting

Cutting angle and build-up of tension in the glass

GlassthicknessinInch/mm(Floatglas) GlassthicknessinInch/mm(Floatglas)
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 Forautomaticcuttingofshapesaswellaslaminatedglass
 Foropencutsinglassthicknessesof2to6mmintheautomotivefield
 Forstandardcuttingwithananglefrom145°andup
 Forcoatedglasssuchaslow-E

 Forthinglasswherehighedgequalityisrequired
 FordisplayglassaswellasLCD,TFTandPDP

 Forautomaticcuttingoffloatglass2to8mmthick

Automatic Glass Cutting

Wheel choice

Thesmaller,thebetter.Asarule,wheelswiththesmallestpossiblediametershouldbeusedbecause,inconjunctionwiththecuttingspeed,theyallow
thecuttingpressuretobereduced.

Thecuttinganglemustbedeterminedaccordingtotheglassthickness.Thecuttinggeometryresultsinaforcewhichcreatestensionintheglass.
Themoreobtusethecuttingangleis,thegreaterthebuild-upoftension.

Customised solutions on the spot

Inadditiontostandardsolutions,BohlewillmanufactureallSilberschnitt®wheelsinincrementsof1°(from75°to165°)onrequest.TheBohle
professionalswillalsobehappytoassistyouonsitetofindsolutionsforyourapplications.Whetheryouneedcuttingwheels,wheelholders,
completesolutionsorotherproductsforautomaticglasscutting:byworkingcloselywiththecustomerwecanfindoptimumsolutions.Callus.
Wewillbegladtohelpyou.
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t = ±0,01 mm (0,0004“)

α = ±1°

d = +0,04 mm
 (0,0016“)

D = +0,15 mm (0,0059“)
  - 0,3 mm (0,0118“)

Silberschnitt® Carbide Cutting Wheels
Inordertohelpyoumaketherightchoicefromthelargenumberofpossiblecombinations,
wehavesummarisedtheglasscuttingwheelsforthemost
frequentapplicationsinthetablebelowandtheyarereadilyavailablefromstock.

Type 06 66 05 12 02 02...L 03 07 63 64 23 33
Outer diameter of wheels 
in mm (“) 2.5(0.0984“) 3(0.1181“) 3(0.1181“) 4.1(0.1614“) 5(0.1969“) 5(0.1969“) 5.6(0.2205“) 6(0.2362“) 6(0.2362“) 5.6(0.22“) 6.2(0.2441“)

Wheel thickness in 
mm (“) 0.65(0.0256“) 0.65(0.0256“) 1(0.0394“) 1.08(0.0425“) 1(0.0394“) 1(0.0394“) 1.08(0.0425“) 1.14(0.0449“) 3(0.1181“) 1.08(0.0425“) 1.08(0.0425“)

Drill hole in mm (“) 0.8(0.0315“) 0.8(0.0315“) 1.3(0.0512“) 1.42(0.0559“) 1.3(0.0512“) 1.3(0.0512“) 1.42(0.0559“) 1.55(0.0610“) 1.6(0.0630“) 1.62(0.063“) 1.42(0.0567“)

Packaging unit 10/100pcs. 10/100pcs. 10/100pcs. 10/100pcs. 10/100pcs. Thicknesstolerance+0.01mm
(+0.0004“),10/100pcs. 10/100pcs. 10/100pcs. 10pcs. 10/100pcs. 100pcs.

Order no. / cutting 
angle 06B000 06C000 66A000 66B000 66C000 05A000 05B000 05C000 12A000 12B000 12C000 02A000 02B000 02C000 02A000L 02B000L 02C000L 03A000 03B000 03C000 07A000 07B000 07C000 63A000 64A000 23B000 23B000H 23A000 23A000H 33A000 33A000H

77°

90°

116° 02B116 02C116

118° 02C118 02C118L

120° 12B120 12C120 02B120 02C120 03B120 03C120 07B120

127° 12B127 12C127 02A127 02B127 02C127 02B127L 03B127 03C127 07B127 23B127 23B127H

135° 06B135 05A135 05B135 12A135 12B135 02A135 02B135 02A135L 02B135L 03A135 03B135 07A135 07B135 23A135 23A135H 33A135

140° 06B140 05A140 05B140 12A140 12B140 02A140 02B140 03A140 03B140 07A140 07B140

145° 06B145 05A145 05B145 12A145 12B145 02A145 02B145 02A145L 03A145 03B145 07A145 07B145 63A145 23A145 23A145H 33A145

148° 12A148

150° 06B150 05A150 05B150 12A150 12B150 02A150 02B150 02A150L 03A150 03B150 07A150 07B150 63A150 64A150

152° 12A152 03A152

153° 12A153 03A153

154° 12A154 03A154

155° 12A155 12B155 02A155 02B155 02A155L 03A155 03B155 07A155 07B155 63A155 63A155 33A155

156° 03A156

158° 12A158 03A158

159° 12A159

160° 12A160 12B160 02A160 02A160L 03A160 63A160

165° 12A165 12B165 02A165 02A165L 03A165 63A165

For wheel holder 432.6 432.6 432.3 422.0,432.0/432.1,
422.0A,432.4

432.3/414.000,type416,
type419,432.3 439.1,439.2 422.0,432.0/432.1,

422.0A,432.4 417.000,418.000 422.1 422.2
432.0,432.1,432.4,
422.0,422.1,439.16,

439.122

Axles 496.080 496.080 496.130 Dependingontype
ofwheelholder

Dependingontype
ofwheelholder 496.439/496.130 Dependingontype

ofwheelholder 496.160 496.300 496.160 496.138F,496.139F,
496.422,496.140F



57T +49 2129 5568-0 · F +49 2129 5568-201 · www.bohle-group.com

Type 06 66 05 12 02 02...L 03 07 63 64 23 33
Outer diameter of wheels 
in mm (“) 2.5(0.0984“) 3(0.1181“) 3(0.1181“) 4.1(0.1614“) 5(0.1969“) 5(0.1969“) 5.6(0.2205“) 6(0.2362“) 6(0.2362“) 5.6(0.22“) 6.2(0.2441“)

Wheel thickness in 
mm (“) 0.65(0.0256“) 0.65(0.0256“) 1(0.0394“) 1.08(0.0425“) 1(0.0394“) 1(0.0394“) 1.08(0.0425“) 1.14(0.0449“) 3(0.1181“) 1.08(0.0425“) 1.08(0.0425“)

Drill hole in mm (“) 0.8(0.0315“) 0.8(0.0315“) 1.3(0.0512“) 1.42(0.0559“) 1.3(0.0512“) 1.3(0.0512“) 1.42(0.0559“) 1.55(0.0610“) 1.6(0.0630“) 1.62(0.063“) 1.42(0.0567“)

Packaging unit 10/100pcs. 10/100pcs. 10/100pcs. 10/100pcs. 10/100pcs. Thicknesstolerance+0.01mm
(+0.0004“),10/100pcs. 10/100pcs. 10/100pcs. 10pcs. 10/100pcs. 100pcs.

Order no. / cutting 
angle 06B000 06C000 66A000 66B000 66C000 05A000 05B000 05C000 12A000 12B000 12C000 02A000 02B000 02C000 02A000L 02B000L 02C000L 03A000 03B000 03C000 07A000 07B000 07C000 63A000 64A000 23B000 23B000H 23A000 23A000H 33A000 33A000H

77°

90°

116° 02B116 02C116

118° 02C118 02C118L

120° 12B120 12C120 02B120 02C120 03B120 03C120 07B120

127° 12B127 12C127 02A127 02B127 02C127 02B127L 03B127 03C127 07B127 23B127 23B127H

135° 06B135 05A135 05B135 12A135 12B135 02A135 02B135 02A135L 02B135L 03A135 03B135 07A135 07B135 23A135 23A135H 33A135

140° 06B140 05A140 05B140 12A140 12B140 02A140 02B140 03A140 03B140 07A140 07B140

145° 06B145 05A145 05B145 12A145 12B145 02A145 02B145 02A145L 03A145 03B145 07A145 07B145 63A145 23A145 23A145H 33A145

148° 12A148

150° 06B150 05A150 05B150 12A150 12B150 02A150 02B150 02A150L 03A150 03B150 07A150 07B150 63A150 64A150

152° 12A152 03A152

153° 12A153 03A153

154° 12A154 03A154

155° 12A155 12B155 02A155 02B155 02A155L 03A155 03B155 07A155 07B155 63A155 63A155 33A155

156° 03A156

158° 12A158 03A158

159° 12A159

160° 12A160 12B160 02A160 02A160L 03A160 63A160

165° 12A165 12B165 02A165 02A165L 03A165 63A165

For wheel holder 432.6 432.6 432.3 422.0,432.0/432.1,
422.0A,432.4

432.3/414.000,type416,
type419,432.3 439.1,439.2 422.0,432.0/432.1,

422.0A,432.4 417.000,418.000 422.1 422.2
432.0,432.1,432.4,
422.0,422.1,439.16,

439.122

Axles 496.080 496.080 496.130 Dependingontype
ofwheelholder

Dependingontype
ofwheelholder 496.439/496.130 Dependingontype

ofwheelholder 496.160 496.300 496.160 496.138F,496.139F,
496.422,496.140F
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®

Type 02 12 03
D in mm (“) 5.0(0.1969“) 4.1(0.1614“) 5.6(0.1614“)
t in mm (“) 1.0(0.0394“) 1.08(0.0425“) 1.08(0.0425“)
d in mm (“) 1.3(0.0512“) 1.42(0.0559“) 1.42(0.0559“)
Packing unit 1/100pcs. 1/100pcs. 1/100pcs.
110° 12C110G 03C110G
118° 12C118G
120° 12C120G
125° 12C125G 03C125G
130° 12A130G 03A130G 03C130G
135° 02A135GL 12A135G 03A135G 03B135G 03C135G
145° 02A145GL 12A145G 03A145G 03B145G 03C145G
148° 12A148G 03A148G 03C148G
150° 12A150G 03A150G 03C150G
152°  12A152G 03A152G
153° 12A153G 03A153G 03C153G
154° 12A154G 03A154G
155° 02A155GL 12A155G 03A155G 03C155G
158° 12A158G 03A158G 03C158G

Silberschnitt® Cutmaster® Gold

Cutmaster® Gold carbide cutting wheels with 10-fold service life

TheinnovativeCutmaster®Goldcarbidecuttingwheelsachievewhattheglass
processingindustryhaslongbeenwaitingfor:thebalancebetweencostreduction
andqualityimprovementatthesametime.Cutmaster®Gold,thenewestmemberof
theSilberschnitt®familyofproducts,reducescostsduetoitsverylongservicelife.
Especiallywhencuttinglaminatedsafetyglassaswellasedgecuttingatfloatglass
facilities,servicelivescanbeachievedwhichareatleasttentimesaslongasthat
ofstandardcuttingwheels.

AtfloatglassfacilitiesCutmaster®Goldachievesover250kmofcuttingperformance,
whichuntilnowwasonlypossiblewithhigherpricedwheelsmadeofpolycristalline
diamond(PCD).Furthermore,significantsavingscanbeattainedinmaintenance:
Asaresultofthelongservicelives,cuttingwheelsandwheelholdersdon‘tneedtobe
exchangedasfrequentlyasusual.Moreover,theadjustmentofcuttingpressurewhich
isneededwhenwheelsareexchangedisrequiredlessoften.

Thequalityimprovementofthecuttingresultisachievedbythespecialmaterial
configurationofthewheelcoating.Contrarytostandardcarbidecuttingwheels,the
cuttingqualityremainsatthesamehighlevelovertheentireoperatingtime.Especially
whencuttinglaminatedglass,thisexcellentqualitysignificantlyreducesthedanger
ofglassbreakage.Toensuretheultimatecuttingperformanceandservicelife,
Cutmaster®Goldwheelsareusedonlyinmetalinserts/metalholder.

Toensuretheultimatecuttingperformanceandservicelife,Cutmaster®Goldwheels
areusedonlyinmetalinserts/metalholder.Standardglasscuttingmachines
manufacturedbyBavelloni,Benteler,Bottero,Bystronic,Grenzebach,Hegla,Intermac,
Lisec,MacotecandRohmer+StimpfigcanthereforeeasilybeequippedwithCutmaster®
Gold.
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28 µm

27 µm

01 02

The perfect solution for cutting
TheinnovativecuttingwheelsoftheCutmaster®Platinumserieshavebeendeveloped
byBohletoproduceespeciallyhighqualitycuttingedges.Thedifferenttypesofwheels
aresuitabletocutglassfromathicknessof0.1mm.
Duetotheirspecialmicro-structuredcuttingedge,thesewheelsachieveexcellent
cuttingresultswithminimalcuttingpressure,especiallywhencuttinghighqualityglass
typessuchassensoricandsolarglass,opticalfiltersandquartzglass.
Inextensivetests,excellentresultshavealsobeenachievedwithborosilicateglassin
variousthicknesses.Furthermore,floatglassaswellasglasstubescanbepreciselycut
withtheCutmaster®Platinum.
Inadditiontotheuniversalapplicationfields,theCutmaster®Platinumwheelsarealso
suitablefordrycutting,therebyavoidinganycontaminationfromcuttingfluidsandthe
resultingtime-consumingcleaning.
Cutmaster®Platinumcanbeusedinallcommonfloatlines–easilymountedand
exchangedwiththequickexchangesystemofBohle.Forstandardrequirements,
carbidewheelsareavailable–anevenlongerservicelifeisachievedwithwheels
madeofPCD.

What effects does the micro-structure have?
Themicro-structureallowstensionstobetransmittedintotheglasswithminimal
cuttingpressure,resultinginaveryeasybreakoftheglass.
Duetothestructureofthecuttingedge,thecuttingwheelpenetratesasnotchesinto
theglasscomparedtostandardwheelswhichscoretheglassusingtheirwhole
circumference.Asaresult,micro-openingsofthefissureareproducedpreciselyinthe
cuttingdirection.Accompanyingcracksanddamagesdeviatingfromthescorelineare
effectivelyavoidedandedgedamagesreducedtoaminimum.
AllcuttingwheelsoftheCutmaster®Platinumseriesareimprintedwiththecutting
angle,thusavoidingconfusionwhentheyareused.

Cutmaster®
 Platinum Surface after cutting

Silberschnitt® Cutmaster® Platinum*

*Owingtopatentrestrictions,articlesfromtheCutmasterPlatinumSeriesarenotavailableinthefollowingcountries:
Taiwan,China,SouthAfricaandKorea.Resaleinthesecountriesisalsonotpermitted.
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Art. No. Dimensions in mm (inch) Slots
06B000P* ø2.5x0.80xø0.65mm 157

66B000P* ø3.0x0.80xø0.65mm 188

12A000P* ø4.1x1.08xø1.42mm 257

02A000P* ø5.0x1.00xø1.30mm 314

03A000P* ø5.6x1.08xø1.42mm 351

Sample applications

Float glass
Slittingcuttingoffloatglassfrom0.1to19mm;
Shapecuttingoffloatglassfrom0.1to2mm

Special glass
Medicalglass;opticalglass;solarglass/photovoltaicglass
Slittingcuttingofborosilicateglassupto25mm,slittingcuttingofglass
ceramic(Ceran,NeoCeran,Robax),slittingcuttingofleadedglassupto30mm.

Thin glass
Shapecuttingof0.1to2.0mmglass·slittingcuttingof0.05to3mmglass

AllotherwheelsintheBohlerangecanbeproducedonrequestwiththespecial
Cutmaster®Platinummicro-structureandwithanycuttingangledesired.

Cutmaster® Platinum carbide cutting wheels**

Cutmaster® Platinum PCD cutting wheels

Art. No. Dimensions in mm (inch) Slots
82D000P* ø2.0x0.65xø0.80mm 125-300

81D000P* ø2.5x0.65xø0.80mm 157-375

85D000P* ø3.0x0.65xø0.80mm 188

87D000P* ø4.1x1.08xø1.40mm 257

83D000P* ø5.0x1.08xø1.51mm 314

88D000P* ø5.6x1.08xø1.40mm 351

» Advantages of Cutmaster® Platinum at a glance «
Excellent edge quality

Minimal cutting pressure

Minimal splintering

Longer service life

Dry cutting

Improved edge stability

**Owingtopatentrestrictions,articlesfromtheCutmasterPlatinumSeriesarenotavailableinthefollowingcountries:
Taiwan,China,SouthAfricaandKorea.Resaleinthesecountriesisalsonotpermitted.
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14 | Silberschnitt® 
Wheel Holders

432. 432. 432. 432.10 432.20 432.30 432.60
Material steel steel steel steel steel steel steel
Axle incl. incl. for496.138F incl. incl. incl. incl.
Wheel type incl.03 incl.12 for12/03 incl.03A incl.12A incl.05A incl.66A
Wheel ø 5.6mm 4.1mm for4.1/5.6mm 5.6mm 4.1mm 3mm 3mm

with
inscription

with
inscription

with
inscription

without
inscription

without
inscription

without
inscription

without
inscription

without wheels Suitableforautomotiveapplications.
Whenordering,pleaseindicatethewheelangleandgrind.127° 432.1271 432.1272 432.127

134° 432.1341 432.1342 432.134
135° 432.1351 432.1352 432.135
140° 432.1401 432.1402 432.140
145° 432.1451 432.1452 432.145
148° 432.1481 432.1482 432.148
150° 432.1501 432.1502 432.150
152° 432.1521 432.1522 432.152
153° 432.1531 432.1532 432.153
154° 432.1541 432.1542 432.154
155° 432.1551 432.1552 432.155
156° 432.1561 432.1562 432.156
158° 432.1581 432.1582 432.158
160° 432.1601 432.1602 432.160
163° 432.1631 432.1632 432.163
165° 432.1651 432.1652 432.165

For: 432.0 432.3 432.1 432.6

Axle 496.138F/496.139F 496.130 496.138F/496.139F 496.080

Wheel type 12/03 05/02L 12/03 06/66

Wheel ø 4.1/5.6mm 3/5mm 4.1/5.6mm 2.5/3mm

withoutangle
inscription

withoutangle
inscription

withholefor
ballpressurepiece

withoutangle
inscription

Suitableforthefollowingglassprocessingmachines:
Armatec,Bando,Bavelloni,Benteler,Billco,Bystronic,GED,Grenzebach,Hegla,Intermac,Laser,Lisec,
MacoTec,PerfectTechnology,Pfister,Rohmer+Stimpfig- Wheel and axle not included.

432.M

496.138F/496.139F

12/03

4.1/5.6mm

withoutangle
inscription
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 416  417 414 419
Material  plastic  plastic steel steel

Version  coloured  coloured

Wheel ø  5mm  6mm 5.6/5.0mm 5.0mm

 wheel02  wheel07 13/02 02

 10/100  10/100 10 10

Order No. 
Special angle

416A000 416B000 416C000 417A000 417B000 417C000 414.000 419.000

118° 416C118 lightblue 417B118 lightblue

120° 416B120 lightblue 417B120 lightblue

127° 416B127 yellow 417B127 yellow

135° 416A135 416B135 white 417A135 417B135 white 419.2

140° 416A140 416B140 blue 417B140 white

145° 416A145 416B145 black 417A145 417B145 black 419.1

150° 416A150 416B150 brown 417B150 red

155° 416A155 416B155 red 417A155 417B155 red

156°
160° 416A160 darkgreen

165° 416A165 lightgreen

Wheel and axle not included.

422.0  422.1 422.2 439.1 439.2 439.16 439.16V 439.122
Material steel steel steel steel steel steel steel steel

Axle 496.422 496.160 496.160 496.439 496.439 496.140F 496.140F 496.140F

Wheel type 12/03 63 23 02L 02L 12/03 12/03 12/03

Wheel ø 
4.1/5.6mm 6mm 5.6mm 5mm 5mm 4.1/5.6mm 4.1/5.6mm 4.1/5.6mm

L=11.5 L=16.5 tempered

Suitable for the following glass processing machines:

Bottero Bottero Bottero Lisec Lisec Bottero Bottero Bottero

Bystronic Bystronic Bystronic

Grenzebach Grenzebach Grenzebach

Benteler Benteler Benteler
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15 |
Bohlehasbeendevelopingandproducingcompletesolutionsforcuttingmachinesfor
manyyears.Thisincludesnotonlycuttingwheelsandaxles,butalsowheelholders
andcompletepillarposts.Therangeofpillarpostsmanufacturedtocustomers‘specific
wishesisbeingcontinuouslyexpanded.

Silberschnitt®pillarpostsareavailableindifferentversions:forstraightcutswitha
limitedswivelrangeandforshapedcutswithaswivelrangeofupto360°.Youcan
choosewhetherthecuttingwheelshouldstopinthelastcuttingpositionorbecentred
backtothe0°positionafterthecuttingprocess.Silberschnitt®pillarpoststrailby2mm.
Onrequest,wecanmanufacturepillarpostswithlargertrailingdistances.

WithcompletesolutionsfromBohleyoucanbesurethatallthecomponents-fromthe
cuttingwheel,throughtotheaxleandwheelholder,rightuptothepillarposts-are
perfectlymatched.

Allavailablecompletesolutionscanbefoundinthe„AutomaticGlassCutting“
catalogue,availableonrequest!

Suitablepillarpostsmustbechosenaccordingtothewheelholdersused.

Differentpillarpostsmustbeusedaccordingtothemanufacturerofthecutting
machines.

Complete Solutions
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64A000

Modernsyntheticcuttingfluidsaredefinitely
preferredovertraditionalcuttingfluids
likepetroleumorkerosene.Thegreatest
advantages:
goodlubricatingeffect,anaudiblysofterbreak
andandconsiderablyimprovededgequality.
Furthermore,themoderncuttingfluidsbindthe
glassdustandsignificantlyreducetheamount
ofglasssplinteringanddust.

Silberschnitt®cuttingfluidsarewatersoluble,
environmentallysafeandavailableforawide
rangeofapplications.

436.223
Bystronic
ø29mm,H=35mm
withsetscrew

439.2031
Grenzebach
Outerø15.8mm,H=35.0mm
trailing4.0mm

436.220  
limitedswivel
Grenzebach,Bottero,
ø19mm,L=33.5mm

439.1015
Grenzebach,
ø7mm,14x18x40.5mm

436.3015 
Grenzebach,Bottero
limitedswivel,ø15.6mm,
H=6mm,L=34.2mm

08A160

Additional articles for Intermac cutting machines

Additional articles for Bystronic cutting machines

BO 436.BYA
Ø29mm·Height35mm

BO 436.G
Taperreceptionfor432.0·for
Intermac-Genius·Ø29.5mm·
height30.0mm

BO 436.G2
Taperreceptionforwheeltype
416·forIntermac-Genius·
Ø29.5mm·height30.0mm

BO 436.G4
Taperreceptionfor08A160·for
Intermac-Genius·Ø29.5mm·
height30.0mm

Bearingunitfor436.BYA·supplied
completewithaxle438.060Band
ballbearing·Ø16mmtotallength
31.5mm

Axle·hardened·for436.BYand
otherarticles·Ø6/Ø8mm·total
length31.5mm

BO 438.160B BO 438.060B
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Cutting Fluids for Automatic Cutting
Justlikewithhandglasscutters,theuseoftheappropriatecuttingfluidisindispensablewhencuttingautomatically.Forthispurpose,Bohleoffers
aspecialcuttingfluidwhichisusedandrecommendedbymanymachinemanufacturers.

Silberschnitt®CuttingFluid
Formanualglasscutting·low
surfacetensionallowseasy
penetrationintothecut·ensures
asoftbreak·glassparticlesare
bound·consistentlyunhindered
runofwheel

Glassthicknessupto12mm·
Viscosity:approx.5mPas

Art. No. Contents · Description

BO 026 1litre·formanualcutting

CuttingFluidACECUT4153
Applications:Automotiveglass,
generalcutting,shapecutting

Glassthickness1.6-6mm
·Viscosity:approx.35mPas·
Descriptionwashable

Art. No. Contents

BO 5002802 30litre

CuttingFluidACECUT5503
Especiallysuitableforcoated
glass·evaporatesafteruse
withoutleavingresidue·small
glassparticlesarebound·low
surfacetension·formirrors,
patternedandfloatglassaswell
aspaintedorprintedglass·can
beusedforfloatglassproduction
ofupto10mm·temperature
range30°-50°C

Viscosity:approx.2mPas

Art. No. Contents · Description

BO 5002805 30litre·evaporating

CuttingFluidACECUT6000
Applications:automotive
glass,shapecuttingwithhigh
requirements·washable

Temperaturerange40°-90°·
Viscosity:approx.65mPas

Art. No. Contents · Description

BO 5002806 30litre·washable

CuttingFluidACECUT5929
Especiallysuitableforcoated
glass·evaporatesafteruse
withoutleavingresidue·small
glassparticlesarebound·low
surfacetension·canbeusedfor
floatglassproductionof4-19mm
·temperaturerange40°-60°C

Viscosity:approx.2mPas

Art. No. Contents · Description

BO 5002807 30litre·evaporating

CuttingFluidACECUT5250
Water-soluble·evaporatesafter
usewithoutleavingresidue·
Applications:insulatedglass,
mirrorglass,generalcuttingupto
10mm,cuttinglaminatedglass,
filmwithknife

Temperaturerange30°-50°·
Viscosity:approx.2mPas

Art. No. Contents · Description

BO 5002804 30litre·evaporating

Cutting Fluids 
for Automatic Cutting
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PressureMeasuringDevice
WiththeBohlepressure
measuringdevice(forloads
upto500N),thecuttingpressure
whichisexertedontothe
cuttingwheelbythecylinder
ofthecuttingheadcannowbe
accuratelydetermined.

Cuttingpressureupto500N

Art. No.

BO 5164850

MountingAidforCarbideWheels
Thepracticalmountingaidmakes
wheelexchangeeasy

Art. No. Diameter

BO 440 1.30mm

BO 441 0.80mm

TinPin

Sizeofslot1.14mm

Art. No.

BO 438.114

MagnifyingGlass
Magnifyingglass,60x
magnification,withLED

Art. No.

BO 4402.0

Accessories
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Mobile Machinery for Glass Drilling
Mobilemachineryisusedforreworkingtasksonsiteorintheworkshop.Highperformancesmallmachinesandaccessoriescanbefoundonthe
followingpages.

PicoDrill100DrillingMachine

Art. No. Description

BO 79.200 PicoDrill100,230V/50-60Hz

BO 79.201 PicoDrill100,110V/50-60Hz

BO 79.200L PicoDrill100Lwithpointlaser,230V/50-60Hz

BO 79.201L PicoDrill100L,110V/50-60Hzwithpointlaser

BO 79.210 LaserforPicoDrill79.200,79.201,79.200Land79.201L

SP 79.B0875 MainengineEFB151BLTforPicoDrill

PicoDrill100TTabletopDrillingMachine
Portabletabletopglassdrilling
machinewithstainlesssteel
coolantcollectingtrayandinsert
rings·suitablefortableBO79.270
·seePicoDrill100fortechnical
data·ManufacturedbyBohlein
Germany

Reach430mm·Width
490mm·Height590mm·Depth
830mm

Art. No. Description

BO 79.250 PicoDrill100TTabletopDrillingMachine,230V/50-60Hz

BO 79.270 SupplementaltablewithstoppersforPicoDrill100T·
W1350xD890xH960mm

CrossLaser
ForPicoDrillBO79.250and
BO79.260·completekitwith
2linelasersandsupports,for
precisedrilling

Art. No. Description

BO 79.215 CrosslaserforPicoDrill79.250and79.260

PicoDrillwithTable
Professionalstartermachine
withtableW1350xD890mm,
adjustablestoppersforprecise
positioning,includingdrilling
templatesasglasssupport.

Workingheight960mm

Art. No. Description

BO 79.260 PicoDrill100TwithtableW1350xD890mm,workingheight
960mm,230V/50-60Hz

Thisrobust,portableprecisiondrillingmachinefordiamondcoredrills
isproducedbyBohle.Itisverywellsuitedforuseon-siteaswellas
intheworkshop.Themachineisplaceddirectlyontopoftheglass,a
rubberringpreventsitfromslipping.Integratedsuctionholdersprovide
forevensaferfixingontheglassandformpartofthestandardmachine
equipment.Coolantissupplieddirectlyintothehollowdrillthroughthe
adjustablesupplyvalve.Loweringthedrillsisdonebyaverypreciseand
smoothmechanismthatalsohasadepthstopper.Themachinecomes
withanintegratedPRCDsafetyswitchandcanbepluggeddirectlyto
aSchukoplug.ThePicoDrill100Lmodelincludesapointlaserwhich
greatlyfacilitatesthepositioningofthemachineontheglass.

TechnicalData:·Electricalconnection1.15KW,230V,50-60Hz,
1NPE·Drilldiametersmax.75mm·Drilldepthmax.20mm·Weight
12.5kg

Glass Drilling
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Diamond Core Drills

DiamondCoreDrills,StandardQuality
Fornormaluse·drillbasemadeofsteel·covered
withprotectivelacquer·diamondcoatingfrom
sinteredmaterial·drillhastobesharpened
beforefirstuse

Outerthread(Continental)R1/2“

Art. No. Diameter · Length · Description · Width · Height

BO 5000403 3mm·75mm

BO 5000404 4mm·75mm

BO 5000405 5mm·75mm

BO 5000255 5,5mm·75mm

BO 5000406 6mm·75mm

BO 5000407 7mm·75mm

BO 5000408 8mm·75mm

BO 5000409 9mm·75mm

BO 5000410 10mm·75mm

BO 5000411 11mm·75mm

BO 5000412 12mm·75mm

BO 5000412L 12mm·95mm

BO 5000413 13mm·75mm

BO 5000414 14mm·75mm

BO 5000415 15mm·75mm

BO 5000416 16mm·75mm

BO 5000417 17mm·75mm

BO 5000418 18mm·75mm

BO 5000419 19mm·75mm

BO 5000420 20mm·75mm

BO 5000420L 20mm·95mm

BO 5000421 21mm·75mm

BO 5000422 22mm·75mm

BO 5000423 23mm·75mm

BO 5000424 24mm·75mm

BO 5000425 25mm·75mm

BO 5000426 26mm·75mm

BO 5000427 27mm·75mm

Art. No. Diameter · Length · Description · Width · Height

BO 5000428 28mm·75mm

BO 5000428L 28mm·95mm

BO 5000429 29mm·75mm

BO 5000430 30mm·75mm

BO 5000432 32mm·75mm

BO 5000433 33mm·75mm

BO 5000434 34mm·75mm

BO 5000435 35mm·75mm

BO 5000436 36mm·75mm

BO 5000438 38mm·75mm

BO 5000440 40mm·75mm

BO 5000442 42mm·75mm

BO 5000443 43mm·75mm

BO 5000445 45mm·75mm

BO 5000450 50mm·75mm

BO 5000452 52mm·75mm

BO 5000455 55mm·75mm

BO 5000460 60mm·75mm

BO 5000461 61mm·75mm

BO 5000465 65mm·75mm

BO 5000468 68mm·75mm

BO 5000470 70mm·75mm

BO 5000475 75mm·75mm

BO 5000480 80mm·75mm

BO 5000490 90mm·75mm

BO 50004100 100mm·75mm

BO 5000499 SharpeningStone·90mm·70mm·20mm

BO 5000499L SharpeningStone·180mm·70mm·20mm

BO 5000499B SharpeningStone·200mm·50mm·25mm
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WetDrillingMachineAquaDrillPower+

Art. No. Description

BO 79.303 AquaDrillPower+

SP 79.BG119 WaterFeedChuck

BO 79.B1852 Sparebattery18V/4.2Ah

BO 79.B1263 Rechargeablebattery18VforBO79.300

BO 79.311 ChargingdeviceDE9130forBO79.300

DrillingAidTemplatewithSuctionHolders
Precisedrillingwithlittlemess·
thedrillingdustisflushedwiththe
coolant·aspecialsealinglipon
thesuctionholderenablessecure
fixingevenonrelativelyrough
surfaces·specialexchangeable
drillbushingsfor6,8,10and
12mmdiameters·includes
storagecase

Art. No. Description

BO 79.350 DrillingAidTemplatewithSuctionHolders

SP 79.BG100 Drillbushingø6mm

SP 79.BG101 Drillbushingø8mm

SP 79.BG102 Drillbushingø10mm

SP 79.BG103 Drillbushingø12mm

DrillingAidforPinDrill
Withvacuumsuctionholderand
adjustabledrillplate

Drilldiameters6,8,10,12mm

Art. No.

BO 79.351

DrillingAid-Adjustable
Withvacuumsuctionholderand
adjustableuniversaldrillguide

Diameteradjustable20-
70mm

Art. No. Description

BO 79.352 DrillingAid-adjustable

BO 79.353 ProfessionalDrillingAidwithSuctionHolderforBO79.303

SP 79.BG118 Drillbushingø5mmforBO79.353

BO 79.354 DrillingAidforPinDrill

PressurisedSprayWaterTank12l
Independentwatersupply·
integratedpressuregauge·plug-
incouplingfordirectconnectionto
AquaDrill(BO79.300,BO79.302+
BO79.303)·lengthofconnecting
hose3m

Safetyvalve4bar

Art. No. Description

BO 79.370 PressurisedSprayWaterTank12l

SP 79.B1262 SparePumpforPressurisedSprayWaterTank

SP 79.BG098 GardenaAdaptorNipplefor79.370

SP 79.B1261 Manometer6barfor79.350

WaterFeedChuck
WithMK2morsetaper·for
diamondhollowdrillswith1/2“
thread·fitsdrillstands

Spanner32mm

Art. No.

BO 79.12

Withits18Voltlithiumbatteryand
60Nmtorque,thenewAquaDrill
Power+isoneofthemostpowerful
cordlesswetdrillingmachines
currentlyonthemarket-aversatile
machinefordrillingthehardest
ceramicandstonetilesandforimpact
drillinginmasonry.Thecombination
oftheFESTOOLcordlessimpact
drillingmachineandtheinnovative

Bohlewaterfeedchuckenablessafedrillingwithoutriskofbreakingthe
material.Duetothesturdy4-speedmetalgearboxspeedsofupto3800
rpmarepossible.Intherangeofdiamonddrillingtools,themachine
thereforefeaturesaself-sharpeningeffectstartingfromadiameterof
4mm.Thankstotheswitchableaxialrun-out,permanentlychanging
betweendifferentdrillingmachinesisnolongernecessarywhendrilling
masonry.Thequickexchangeoftoolheads,waterfeedchuck,drillchuck
andbitholderisdoneinafewsecondswithouttoolswithFastFix.

Drilldiameter4-70mm·Universaldrillconnection1/2“

Ceramic and Tile 
Drilling Technology
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Sedimentor Technology
BohleSedimentorsworkintwosteps:Coarseglassdustiscontinuouslyseparatedfromthecoolantduringcirculationasaresultofanoptimal
tankdesignwithspecialfeatures(effectivesedimentation).Thenfineparticlesareseparatedoutinbatchprocesses.Inanautomatedcycleaided
byoptimisedflocculant,thesystembindseventhefinestglassparticles,thusproducingpracticallyclearprocesswater.

Process Water 
Treatment Systems

Usingmachinecoolantforalongtimeisnotonlybetterfortheenvironmentbutalsoforyourwallet.ThecoolantcleaningsystemsfromBohle
canhelpyoudothat.Thusthecostlycleaningofthemachinepurifyingsystemisgreatlyreduced.Furtheradvantagesofcleancoolant:longer
servicelifeoftoolsandsignificantlyimprovedprocessingqualityoftheglass.

Yourbenefits

✓	 Lesscleaningeffortrequiredformachineandwatertank

✓	 Reducedfreshwatercosts

✓	 Reducedwastewatercosts

✓	 Environmentalprotection

✓	 Improvedqualityofgrindingandpolishing

✓	 Longerservicelifeoftools

✓	 Costreductionofsubsequentprocesses(e.g.washing)

✓	 Compactsystemforoneormoremachines

✓	 Lowmaintenancecosts

✓	 Automaticoperation

✓	 Alsocompatiblewithcoolants

✓	 Lowoperatingexpenses(costsforsedimentationgranules,energy)

Sedimentor

Accessories

Optimisedsedimentationgranules·
Pumpsforwastewater·Collecting
systemsforwastewater

Sedimentor2.4

Specifications Sedimentor 2.4 Sedimentor 1.0 Sedimentor 0.3

Flow rate 280l/min 150l/min 50l/min

Cleaning performance approx.7.2kg/h approx.3.6kg/h approx.1.0kg/h

Filling quantity 2100litres 1000litres 320litres

Optimised sedimentation granules Powder Powder Powder

Electrical connection 2kW,400V,50Hz,3NPE 2kW,400V,50Hz,3NPE 2kW,400V,50Hz,3NPE

Filter bag 300litres 300litres 70litres

Art. No. BOSEDI24 BOSEDI10 BO85.30
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20 | Glass Washing Machines
Verti-Clean Glass Washing Machines 

Sedimentor2.4

Verti-Clean
ThepowerfulsystemsoftheVerti-Cleanseriesareidealforcleaningflatglassafterprocessing.Theopenconstructionalsoallowspanestobe
washedthatarehigherthanthemachineitself.

Features

n Space-savingverticalconstruction

n Motor-driveninletandoutletwithshut-off

n 2-4brushes

n Thermostat-controlledwarmwaterpreparation

n Automatichot-airblowerinsound-insulatedcasingforclean,drypanes

n Exitsidewithilluminatedinspectionstationforreliablequalitycontrolofglass

Accessories

Entryandexitextensions·Damper
forhotair·BrushesforLow-E
·Washingcompoundforglass
washingmachines

Furthermodelsonrequest.

Specifications Verti-Clean 13.2 Verti-Clean 15.4 Verti-Clean 16.4 Verti-Clean 16.4-20

Washing height 1300mm 1500mm 1600mm 1600mm

Number of brushes 2 4 4 4

Glass thickness 3-12mm 3-12mm 3-12mm 3-20mm

Total length 4850mm 5100mm 5100mm 5100mm

Total height 2050mm 2150mm 2250mm 2250mm

Art. No. BO84.132 BO84.154 BO84.164 BO84.164-2
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SBM Sandblasting Systems

Sandblasting Systems

SandblastingSystemSBM1500/SBM2500P
TheSBMsandblastingcabinet,manufacturedbyBohle,allowsfullyautomaticsandblastingofdesignsorsurfacesaswellasveryeasymanual
spotandsurfaceblasting.Incontrasttoothersystems,theglassremainsstationaryandthecabinetmovesacrosstheglass.Thissavesspace
becausetheglassrequiresnoentryorexit.Furthermore,bykeepingtheglassstationary,youeliminatetheriskofscratchingthereverseside.

Features

n ManufacturedbyBohleinGermany

n Virtuallydust-freesandblasting

n Easyoperationwithtouchscreen

n Automaticblasting,200programmescanbestored

n Aircushionsupported,manualsandblasting(SBM1500)

n Consistentqualityofabrasive

n Modern,space-savingdesign:Asthecabinetmovesacrosstheglass,entryandexitareasarenolongernecessary.Thisiswhythespace
requirementsofthemachinearemuchsmallercomparedtothesurfacewhichcanbeblasted.

n Noexpensivepackagingmaterial:Nopackagingcosts.

n Notime-consuminginstallation-plugandplay:Themachineissuppliedreadilyassembledincludingabrasiveagent.Onlythetransport
lockshavetoberemoved,electricityandcompressedairmustbeconnectedandthemachinefeetaligned.

n Noadditionaltrainingrequired:Ifyoualreadyhavesandblastingexperienceyoumaynotneedadditionaltraining.Thesoftwareis
self-explanatoryandadetailedinstructionmanualissupplied.Sampleprogramsarealreadysavedtothedevice.

n Lowcompressedaircosts:Verygoodblastingresultscanbeachievedwithlowpressuresstartingfrom2bar.

n Lowcostsforsandblastingresisttape:Sandblastingwithlowpressureallowstheuseofverythinandeconomicblastingfilms.

n Lowcostsforabrasive:Sandblastingwithlowpressureisnotonlybeneficialtothemachinebutalsoreducestheabrasivewear.

n Lowemissionlevels:Comparedtoothermachines,theSBMisveryquietandgeneratesverylittledust.

n Templates:Forrepetitivedesignsandlogosstartingfromlotsize3,sandblastingtemplatesmadeofsheetsteelofferahighsaving
potentialcomparedtotheuseofsandblastingfilms.

n Rationalworkingprocedures:Whilethemachineisstillworking,thenextjobcanbepreparedandthenextobjectsloaded.

Accessories

Sandblastingagent·Highgrade
corundum,white,120μm,iron-free
·Setofmagnetsforusewithmetal
templates·Additionalsuction
holdersontheblastingsurface
forworkingwithseveralpanes
atatime·Versionwithshading
programmeavailable·additional
blastingfields
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Electrical connection 2kW,400V,50Hz,3NPE 2kW,400V,50Hz,3NPE 2kW,400V,50Hz,3NPE

Dimensions 4100x1850x2500mm 4100x1850x2500mm 5100x2060x3420mm

Working temperature 10-40°C 10-40°C 10-40°C

Art. No. BOSBM1500 BOSBM1500P BOSBM2500P

Specifications SBM 1500 Sandblasting System SBM 1500P Sandblasting System · 
Shading Programme

Sandblasting Systems SBM2500P · 
Shading Programme

Number of drives 2 2 2

Speed of x-axis infinitelyadjustable6m/min infinitelyadjustable6m/min infinitelyadjustable6m/min

Speed of y-axis infinitelyadjustable24m/min infinitelyadjustable24m/min infinitelyadjustable24m/min

Glass thickness 3-40mm 3-40mm 3-40mm

Max. glass height 2000mm 2000mm optionally:3200mm2600mm

Pane length unlimitedmm unlimitedmm unlimitedmm

Max. blasting surface 2900x1500mm 2900x1500mm 4000x2550mm

Blasting pressure infinitelyadjustable5.5bar infinitelyadjustable5.5bar infinitelyadjustable5.5bar

Blasting performance 8m²/h 8m²/h 16m²/h
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Cross Belt Grinding Machines
Bohletwinbeltgrindingmachinesareusedforefficientarrissingofglasspanes.Thesemachinesareavailableindiversedryand
wetgrindingmodelsandareespeciallysuitableformulti-shift,highproductionuseinindustrialglassprocessing.

Grinding Machines

“TwinBelt“forDryGrinding
Bohletwinbeltgrindingmachinesfordrygrindingare,amongother
things,ideallysuitedforprocessingglasseswithaprotectivefilmor
water-sensitivecoating.Certifiedfilteringsystemskeepglasssurfaces
cleanaftergrinding.Inthiswayscratchesareavoided.

Features
n ManufacturedbyBohleinGermany

n Manualmachinefordrygrinding

n HighqualitygrindingforsensitiveglasslikeLow-E

n Optimumcoolingbyspecialairguides

n Powerfulfiltertechnologyensuresthatworkplaceconformstostandards

n Especiallyhighproductivitywhendiamondbeltsareused

n Optionalaircushiontableforeasyhandlingandscratchprevention

Specifications Twin Belt KSA 15T Twin Belt Compact KSA-C 15T

Type forstraightedgesandshapes forstraightedges

Belt length 100x1830mm 100x1160mm

Belt speed 15m/s 15m/s

Electrical connection 6kW,400V,50Hz,3NPE 5kW,400V,50Hz,3NPE

Dimensions 1100x1050x1800mm 700x660x1600mm

Glass thickness 3-20mm 3-12(20)mm

Art. No. BO80.12-T BO80.13-T

“TwinBelt“forWetGrinding
Twinbeltgrindingmachinesfortheuseofdiamondbeltsandother
highperformancebeltsinindustryinparticular,aswellasforuse
inworkshops.Topmodelwithtwobeltspeeds·highefficiencyand
improvedgrindingresults·idealforstraightedgesandshapecuts·
twomodesofoperation:Grindingatthe„hardbelt“forstraightedges,
grindingatthe„softbelt“togrindshapedglasspanes·heavy-duty
construction·lowvibrationruntoobtainoptimumgrindingresults·
infinitelyadjustablebelttensionbypneumaticcontrolwithineasyreach
·attachmentofacoolantcirculationsystempossible·easyexchangeof
beltsduetothelargesidedoor·easysettingofglassthicknessandarris

Features
n ManufacturedbyBohleinGermany

n Manualmachineforwetgrinding

n Highperformanceforperfectedgequality

n Adjustableglassthicknessanddepthofarris

n Especiallyhighproductivitywhendiamondbeltsareused

Specifications Twin Belt KSA 15/30 Twin Belt compact KSA-C 15/30

Belt type hardandsoft hard

Belt length 100x1830mm 100x1160mm

Belt speed 15/30m/s 15/30m/s

Electrical connection 4kW,400V,50Hz,3NPE 4kW,400V,50Hz,3NPE

Dimensions 1100x1050x1800mm 700x660x1600mm

Glass thickness 3-20mm 3-20mm

Art. No. BO80.12-P BO80.13-P
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n ManufacturedbyBohleinGermany

n Manualmachineforwetgrinding

n Highperformanceforperfectedgequality

n Adjustableglassthicknessanddepthofarris

n Especiallyhighproductivitywhendiamondbeltsareused

Belt Grinding Machines
Therightapplicationforallrequirements:BohleglassbeltgrindingmachinesareavailableasMasterBeltandVersalux.Allmodelscanbe
optionallyequippedwithcomprehensiveaccessories.AtBohle,topqualityworkmanshiptoensurealongerservicelifeisamatterofcourse:
screws,sheetmetalandrolleraxleswhichareexposedtowateraremadeofstainlesssteel;themachinehousingisgalvanisedandlacquered.
Smoothrunningisachievedbyrubber-coatedrolls.

GlassBeltGrindingMachineMasterBelt
TheBohleglassbeltgrindingmachinesareavailablewithcastorrollertableanddifferentbeltspeeds.·Allmodelscanbeoptionallyequipped
withcomprehensiveaccessories.

Features

n ManufacturedbyBohleinGermany

n Largecontactroller(Ø200mm)forminimalhollowgrinding

n Allmachinepartssubjecttohumiditymadeofstainlesssteel

n Castorrollerworkingtable,1200x600mm

n Grindingandarrissingunitwithhandwheelandspecialstopperforprecisearrises

n Includingheightadjustmentforgrindingandarrissingunit

n Socketforcoolantcirculationsystemandthermalmotorprotection

n On/offswitchwithemergencystopfunctionandundervoltagerelease

n Lateralspeedadjustmentsystemwithintheoperator´sreach

n Articulatedcoolinghosefordirectcoolingofthegrindingarea

n Connectionofcoolantcirculationsystemispossible

n Fixingpointsforcomprehensiveaccessoriesavailable

Accessories

Tableextensionsandpull-outs
·Coolantcollectingtraysand
circulationsystems·Grinding
tablesforsmallpanes·Stopper
rollersforgrindingcircularpanes

MasterBeltwithaccessories

Specifications Master Belt 11 Master Belt 11/22

Belt length 100x1830mm 100x1830mm

Electrical connection 1.1KW,400V,50Hz,3NPE 1.4/1.8kW,400V,50Hz,3NPE

Working height 1050mm 1050mm

Contact roller 200mmØ 200mmØ

Belt speed 11m/s 2-speed11/22m/s

Dimensions 1200x1130x1720mm 1200x1130x1720mm

Art. No. BO80.3-1N BO80.5N
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GlassBeltGrindingMachineVersaluxMkV

Features

n Manualmachinewithonebeltspeed

n Forbasicgrinding

n Integratedcoolantcirculationsystem

n Simplebeltexchangesystemforgrindingandarrissing

n Accommodatesallstandardsiliconcarbideabrasivebelts(100x2690mm)

Beltposition„straightgrinding“

Beltposition„loweredgegrinding“

Beltposition„upperedgegrinding“

Specifications Versalux MkV

Electrical connection 2Kw,230V,50Hz,1NPE

Belt speed 7.5m/s

Dimensions 900x500x1700mm

Art. No. BO6300601
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Automatic Drilling Machines

ProfiDrill2/1000-S

Drilling Machines

SuperDrill
Automaticglassdrillingmachinesareconsideredstandardequipmentfor
everyglassprocessor.Thesemachinesprovethemselvesdaily,particularly
foruniversalprocessingofglasspanesofdiversesizes.TheBohle
automaticglassdrillingmachinesdistinguishthemselvesbytheireasy
adjustability,programmablesettingparametersandspaciousworkarea.

Features

n ManufacturedbyBohleinGermany

n Double-sidedhorizontaldrillingmachine

n Contact-freedigitalmeasuringsystemsfordrillingdepth

n Easydigitaladjustmentofthedrillingdepthviathecontrolpanel

n Easyzerosettingofthedrillbypush-button

n Infinitelyadjustableadvancingofbothspindles

n Drilldiametersfrom3to100mm

SuperDrillEcowithaccessories

Specifications Super Drill Eco

Dimensions 800x1660x1850mm

Electrical connection 2x1.1kW,400V,50Hz,3NPE

Glass thickness (one-sidedupto40mm)3-20mm

Art. No. BO79.9-2D

ProfiDrill
ThemanualoperationofbothspindlesoftheProfiDrillseriesofdouble-
sidedhorizontalglassdrillingmachinesisdonefromabove.Thisallows
quickandprecisedrilling.

Features

n ManufacturedbyBohleinGermany

n Double-sidedhorizontaldrillingmachine

n Electronicspeedcontrolviafrequencyconverter

n Longreachof1000mm

n Sturdyconstruction-alsosuitableforcountersinking

n Professionaldrillheadswithprecise,smooth-runningdrillspindles

n Easyoperationandmaintenance

n Allpartsmadeofstainlesssteel,galvanisedorlacqueredtwice

Specifications Profi Drill 2/1000-S

Electrical connection 2kW,400V,50Hz,3NPE

Dimensions 760x1530x1650mm

Speed infinitelyadjustable300-3500rpm

Glass thickness (one-sidedupto40mm)3-20mm

Drill diameters 3-80mm

Art. No. BO79.3-S
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Lifting Devices and Transporting Pliers

GlassTransportingPliers
Sturdytransportingpliersforhandlingallkindsofsheetmaterial.Thisdeviceexcelsduetoitsparticularlysimpleandsafehandling.Witha
hoistingtool,simplylifttheglasstransportingpliersabovetheobjecttobetransported.Whenplacedontotheplate,amechanismissetin
motionwhichensuresasafegripsimplybytheupwardsmotionofthetransportingpliers.Whenputtingtheloaddownaftertransport,thepliers
areautomaticallyreleasedbythereversemechanism.

Features

Forhandlingofvarioussheet
materials·Easyandsecure
handling·Upto1000kgload
capacity

Art. No. Load capacity · Material thickness

BO GTP500 500kg·3-19mm

BO GTP1000 1000kg·4-24mm

BO GTP1030 1000kg·10-30mm

BO GTP1050 1000kg·30-50mm

ManualLiftingDevice
Themanualliftingdevicecandowithoutanelectricpumpandisthereforeveryversatileinuse.A
dualcircuitvacuumsystem,reservetanks,vacuumdisplayandanadditionalvisualvacuumindicator
ensurehighlevelsofsafety.Themanualliftingdevicestandsoutduetoitsverycompactconstruction
andlowweight.

Loadcapacitymax.180kg·Weightapprox.20kg·Dimensions910mmx510mmx100mm·
Turnsoptionallyby360°·Tiltableoptionallyby90°

Art. No.

BO B18DM4
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Innovative Handling Aid

Transport and Mounting Aids
Thetendencytowardsincreasinglylargerglassconstructionsinarchitectureandthegrowinguseof2-gapinsulatingglassposenewchallenges
forglassprocessorsandassemblers:Elementswhichcouldpreviouslybemovedbytwopeoplehavenowbecomesoheavythattheycanhardly
betransportedmanuallyonsiteorwithincompanypremisesanylonger.WiththeLiftmasterB1Bohlehasdevelopedaninnovativehandlingand
mountingaidwhichenablestransportingobjectsofup180kgsuchasglasspanes,windowelementsormetalandstonesheetseasilyandsafely-
byonlyoneperson.

LiftmasterB1LiftingSystemwithDualCircuitVacuumLifter

Features

n Easyandsecurehandlingofstructuralcomponentsofupto180kg

n Stableconstruction

n Mastcanberotatedandtilted

n Easyassemblyofstructuralcomponents

n Idealfortransportwithincompanypremisesandonconstructionsites

n Canbedisassembledeasily,fitsinalmostanymulti-purposevehicle

n Verycompactandmanoeuvrable

n Fitsthroughstandarddoors

n Handleisheightadjustable

n Includesvacuumlifter:canberotatedby360°·canberemovedveryeasilyandusedseparately
togetherwithacrane·hasadualcircuitvacuumsystemwith4suctionpads·isveryflatand
compact·isequippedwithavacuumindicatorformonitoringthevacuum·thevacuumis
generatedviaahandpump,thereforereadyforuseatalltimes(nopreviouschargingofbatteries
required)·weight:20kg

Specifications Liftmaster B1

Length 1.2m

Width 0.8m(withextendedaxlestowidentrack1.1m)

Height 1.95m

Art. No. BO88.01
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W32DA4S

W32DA4

W32DA4

W63DA8N

Wood‘sPowr-Grip®VacuumLifter

Features
n Adaptstodiversetransportandinstallationrequirements

n Compact,robustconstruction

n Foruseatconstructionsitesorworkshops

n Excellentgrippingpowerandmaximumsecuritywithdualcircuitvacuumsystem

n Independentofpowersupply

n Ifdesired,alsoavailableinplasticboxfortransportandstorage

Wood‘s Powr-Grip® Vacuum Lifters
Wood´sPowr-Grip®vacuumliftersareavailableinseveraldifferentseriesandversionswithoptionalfeaturesaswellasadditionalpractical
accessories.Inthissectionyouwillfindjustafewexamplesfromourcomprehensiveproductrange.Pleaseaskfordetailedinformationabout
furtherproducts,optionalequipmentandspecialdesigns.Datasheetsforindividualvacuumliftersarealsoavailable.Wewouldbehappytosend
youaquotetailoredtoyourspecificrequirements.



W32DA4S

Order Form
Sender

Customer No.

Contact Person

Phone

Fax

E-Mail

Article Number Quantity Unit* Description Unit Price

Bohle AG
Postfach 101163
D-42755 Haan

GERMANY

 Place, Date

 Please send me new order forms
 Order immediately - online under: www.bohle.de

 Simply return page by fax: F +49 2129 5568-201

* Possible units: piece, pair, dozen, box, meter, pack, set, bag, liter, can etc.
We publish comprehensive General Sales Conditions on which we conduct business exclusively. We supply copies on 
request - ask for yours today. By placing orders with us you agree to accept these terms exclusively without exception

Signature
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1. Scope
ThepresentGeneralTermsandConditionsshallapplytoallproductsandservicesdistributedbyBohle
AG,includingapplication-orientedadviceandconsulting.However,extendedandpartlydeviantsales
conditions,overridingthepresentGeneralTermsandConditions,shallapplyforsellingandinstalling
machinery.Forallothercases,solelythepresentGeneralTermsandConditionsshallapply.BohleAG
shallnotacceptanyadverseordeviantconditionsofthecustomerwithoutexplicitwrittenconsent.
ThepresentGeneralTermsandConditionsshallapplyevenifservicesaredeliveredwithoutreser-
vationintheknowledgeofconflictingconditionsofthecustomerorconditionsofthecustomerthat
deviatefromthisGeneralTermsandConditions.ThepresentConditionsareonlyapplicableforcom-
panies,legalentitiesofpubliclawandspecialfundsunderpubliclawintermsof§310BGB(German
CivilCode).Theyshallbevalidintherespectivecurrentversionforallfuturebusinesstransactions
withthecustomer.

2. Contract, Reservation of Changes, Minimum Order Value, Quotation Documents, etc.
2.1Allinformationandspecificationincatalogues,flyersorotherdocumentsarenon-binding.
ContractsbetweenBohleAGandtheircustomersareacceptedviaorderconfirmationssentbyBohlein
writtenorelectronicform,byemailorfax.Theorderconfirmationisdecisiveforthecontentofthecon-
tract.IfBohledeliversserviceswithoutpriororderconfirmation,thecontractshallbedeemedeffective
uponthebeginningoftheserviceordeliveryoftheorderedgoods.
2.2Iftheorderedgoodsarenolongeravailableorhavebeenreplaced,BohleAGreservestherightto
deliverdeviantproductsofthesameorimprovedquality.
2.3Theminimumordervalueforexportordersis€500.Forordersofavaluebetween€500and€
1.000aprocessingchargeof€100willbeadded.Sparepartsandservicesareexemptofminimum
ordervalue.
2.4BohleAGretainsallpropertyrights,copyrightsandotherprotectedrightstosubmittedquotations,
costestimatesaswellasdrawings,figures,calculations,flyers,catalogues,modelsandotherdocu-
mentsmadeavailable.Theabovementioneddocumentsshallnotbemadeavailabletothirdparties
withoutexplicitwrittenconsent.Thisappliesinparticulartoconfidentialdocuments.

3. Prices, Terms of Payment
3.1Ifnotindicatedotherwiseintheorderconfirmation,allpricesarequoted"exworks"inHaan,plus
VAT.Shippingandfreightcharges,insurance,taxes,packagingcostsandpossibleinstallationcosts
arenotincluded.
3.2Changestocataloguepricesarereserved.Therespectivelistpricesatthetimeoftheorderare
binding.Modifiedpricesshallbeconsideredacceptedifthecustomerdoesnotobjectimmediately
afterreceivingtheorderconfirmation.
3.3Thepurchasepriceispayableeitherinadvance(wiretransfer)orbyirrevocable,confirmedletter
ofcreditissuedtoourindicatedbank,unlessindicatedotherwiseintheorderconfirmation.Allbank
chargesoutsideGermanyarefortheaccountofthecustomer.BohleAGcoversallbankchargesinside
Germany.Ifthecustomerisoverdueinmakingthepayment,BohleAGisentitledtodemanddefault
interestpursuantto§288BGB.BohleAGreservetherighttoproveandassertgreaterdamages
causedbysuchdefault.
3.4Thecustomershallonlybeentitledtowithholdoroffsetpayments,ifcounterclaimsarehavingthe
forceoflaworareundisputed.
3.5BohleAGreservetherighttosupplytheirgoodsonlyonpre-paymentorbycashondelivery.

4. Delivery, Delivery Time
4.1Alldeliveriesshallbemade"exworks"inHaanaccordingtoIncoterms2010.
4.2Partialdeliveriesarepermissibleifnotallorderedgoodsareavailableandinsofarasthecusto-
mercanbereasonablyexpectedtoacceptsuchpartialdeliveries.
4.3Deliverydatesandtimesareonlybindingiftheyareexplicitlyconfirmedinwritingasbindingbet-
weenBohleAGandthecustomer.
4.4Agreeddeliveryperiodsareextendedbyareasonableperiodoftime-alsowithinprimarydelay
-intheeventofunforeseeableimpedimentsthatarebeyondthecontrolofBohleAG,regardlessof
whethertheimpedimentsaresufferedbyBohleAGortheirsuppliers.Inthiscase,bothpartiesshallbe
entitledtoterminatethecontract.
4.5Decisivefortheobservanceofthedeliverydateisthedaywhenthe(partial)deliveryismade
availableforcollectionorshipmentorthedaywhenthegoodsarehandedovertotheforwarding
agent.

5. Transfer of Risk, Shipment 
5.1Alldeliveriesshallbeaffectedattheexpenseandtheriskofthecustomer,withoutprejudiceto
whethertheshipmentofthegoodstothecustomerhasbeenorganisedbyBohleAG.Thisisalsoappli-
cableifshippingchargesareomitted.Thetransferofriskshalltakeplaceoncethegoodshavebeen
handedovertotheforwardingagentor,intheeventofcollection,tothepersonresponsible.
5.2Ifthecustomerdelaysinacceptingtheserviceorinfringesothercooperationduties,theriskof
accidentallossordeteriorationofthegoodswillpasstothecustomeratthemomentinwhichhis
delayinacceptancecommences.
5.3Theselectionofthemodeofdespatch,packingandshipmentshallbereservedtoBohleAG.The
customercannotderiveanyclaimsfromtheselectionmadebyBohleAG.

6. Packaging
Incompliancewiththepackagingordinance,allpackagingmaterialsaretobedisposedofinarecycla-
bleandenvironmentallyfriendlyway.Ifthecustomerhimselfcarriesoutthedisposal,BohleAGcannot
beheldliablefortheresultingcosts.IfthecustomersendsbackthepackagingmaterialtoBohleAG
fordisposal,thedespatchshallbedoneatthecustomer´sexpenses;anypackagingmaterialreaching
BohleAGwiththepostageunpaid,shallberefused.

7. Return of goods
7.1Goodsorderedincorrectlyorinexcesscanbereturnedbythecustomeronlyafteracceptance
byBohleandaslongasthegoodshavenotbeenused,areintheiroriginalpackingandingoodand
resalablecondition.Thereturnofgoodswillbechargedwith15%ofthenetinvoiceamount,minimum
€10.00.
7.2Thereturnconsignmentcannotbeacceptedwithoutareturnreferencenumber.

8. Warranty
8.1IfBohleAGcanbeheldresponsiblefordefectsinthepurchasedgoods,BohleAGreservestheright
tochoosebetweenremedyofdefectsandreplacementdelivery.Intheeventofremedyofdefects,
BohleAGwillbearanyandallresultingcostsandexpenses,especiallytransportation,travelling,work
andmaterialexpenses,totheextentthattheseexpensesarenotincreasedbecausethegoodshave
beentransportedtoaplaceotherthantheplaceoffulfilment.
8.2ShouldBohleAGnotbewillingornotbeabletoremedythedefectormakeareplacementdelive-
ry,thecustomerisentitledtowithdrawfromthecontractordemandanappropriatereduction.Thisis
alsoapplicableifremedialactionisdelayedbeyondreasonableperiodsongroundsforwhichBohleAG
canbeheldresponsible.
8.3Claimsformaterialdefectsaresubjecttoalimitationperiodof12monthsbeginningwiththe
transferofrisk.
8.4Thecustomer'swarrantyrightsaresubjecttothecustomer'sduecompliancewithinspectionand
notificationstipulationsinaccordancewith§377HGB(GermanCommercialCode).
8.5Anyandallillustrations,indicationsanddescriptionsinillustrations,flyers,cataloguesandadver-

tisementsareapproximateinnatureandcannotberegardedasqualitydescription.Suchindications
areonlybindingiftheyhavebeenexpresslyagreedtodefinethequalityofthegoods.
8.6Alltechnicaldata,especiallyinformationondimensions,havebeenthoroughlycompiled.They
complywiththecurrentstateoftheartatthetimeofpublication.Changesmightresultfromneces-
sarytechnicalamendments.Liabilityfordamagescausedbywrongdimensionsisexpresslydenied.
Production-relateddeviationsinmeasures,contents,weightsandcoloursarepermissiblewithinthe
scopeofnormalindustrytolerances.Allpublishedanddistributedtechnicaldata,explanationsand
instructionsconcerningconditionsofuseandinstallation,aretobeobservedbythecustomer.

9. Advice
Ifapplication-orientedadvicebyBohlestaffisrequired,thisadvicealwayscomplieswiththecurrent
stateofdevelopment.TheadvicewillbegivenbyqualifiedBohlestafforauthorisedBohlepartners
observingtheprinciplesofproperexecutionofwork.Theselectionoftheappointedemployeesand
servicepartnersisreservedtoBohleAG.
Aguaranteeofsuccessfulperformanceisnotgiven-unlessagreedotherwiseinwriting-asthesuc-
cessfulperformancedependsondifferentfactorswhicharenotverifiablethroughapplication-oriented
advice.Theadvicedoesnotexemptthecustomerfromtestingthesuitabilityoftheproductforthe
intendedpurposeandprocesses.

10. Liability
10.1BohleAGshallbeliable:
a)fordamagescausedintentionallyorbygrossnegligencebytheirlegalrepresentatives
oragents,
b)accordingtotheGermanProductLiabilityAct
c)forinjurytolife,physicalinjuryordamagetohealthwhichBohleAG,theirlegal
representativesaretobeheldresponsiblefor.
10.2BohleAGisliableincaseofminornegligenceifthey,theirlegalrepresentativesviolateanimpor-
tantcontractualobligation(cardinalobligation),fulfilmentofwhichisessentialfordueimplementation
ofthecontractandwhichthecontractualpartnercanreasonablyexpecttorelyon.Otherwisethereis
noliabilityincaseofminornegligence.
10.3Intheeventofpropertydamageandfinancialloss,theliabilityofBohleAGforminornegligence
islimitedtothetypical,foreseeabledamage.Liabilityisexcludedforanyotherremoteconsequential
damages.

11. Retention of Ownership
11.1BohleAGretainownershipofthedeliveredgoodsuntilcompletefulfilmentofallobligations
resultingfromthebusinessrelationshipwiththecustomer.
11.2Thecustomerisentitledtosellgoodssubjecttoretentionoftitlewithinthecourseofordinary
business;however,thecustomerherebyassignstousinadvanceanyclaimtotheamountofthe
invoicetotal(includingvalueaddedtax)ofourclaimwhichthecustomermayhaveagainsthisclients
orthirdparties;irrespectiveofwhetherthegoodssubjecttoretentionoftitlewereresoldwithoutor
afterprocessing.Thecustomershallremainentitledtocollectthisclaimevenafterassignment.The
authorisationofBohleAGtocollectthedebtsthemselves,shallremainunaffected.However,they
undertakenottocollecttheclaimsaslongasthecustomermeetshispaymentobligations,isnotin
defaultofpayment,noinsolvencyproceedingsareinstitutedoverhisassetsorpaymentsaresuspen-
ded.Inthiscase,thecustomershallbeobligedtodisclosetoBohleAGthereceivablesassignedand
theirdebtors,giveallinformationrequiredforcollection,surrenderassociateddocumentationand
notifythedebtors(thirdparties)abouttheassignment.
11.3Thecustomerisentitledtoprocessthereservedgoods.Theauthorisationendswiththedefinite
suspensionofpaymentsorifinsolvencyproceedingsareinstitutedoverthecustomer´sassets.Any
processingortransformationofthegoodsisalwaysdoneforBohleAG.Ifthereservedgoodsare
processedwithotherobjects,BohleAGshallbeentitledtoco-ownershipofthenewobjectinaratio
equaltothevalueofthedeliverablestotheothergoodsthatwereprocessedatthetimeofproces-
sing.Fortheobjectarisingfromsuchprocessingthesameappliesasforthegoodsdeliveredsubject
toretentionoftitle.Ifthegoodssuppliedunderreservationoftitleareinseparablycombinedormixed
withothergoodsnotbelongingtoBohleAG,thenBohleAGshallacquireco-ownershipofthenew
itemcreatedintheratioofthevalueofthegoods,deliveredsubjecttoretentionoftitle,tothevalue
oftheothergoodscombinedormixedatthetimeofmixing.Ifmixingisperformedinsuchamanner
thattheitemofthecustomeristoberegardedastheprincipalitem,thenitisdeemedagreedthatthe
customertransferstoBohleAGaproportionalco-ownership.Thecustomershallholdthesoleorjoint
ownershipforBohleAG.
11.4Ifthecustomerdefaultsinpaymentorfailstofulfilhisobligationsundertheretentionofowner-
ship,BohleAGmaysetareasonableextensionoftimeforperformanceorsubsequentperformance.
Intheeventofthisperiodexpiringwithoutresult,BohleAGshallbeentitledtowithdrawfromthe
contractandtotakebackthedeliveredgoods.Forthispurpose,thecustomershallsendanaccurate
statementofallgoodsthathavebeendeliveredtohimsubjecttoretentionofownership,separatethe
goodsandhandthemovertoBohleAG.Afterawarningwithareasonabletimelimit,thegoodsmay
besoldforthebestpossiblepriceontheopenmarket,settingoffthepricechargedtothepurchaser.
11.5Thecustomerisobligedtotreatthepurchaseditemwithcare;heisespeciallyobligedtoinsure
itsufficientlyathisownexpenseagainstfire,waterandtheftdamagestothereplacementvalue.
Shouldmaintenanceandinspectionworkbenecessary,thecustomermustperformsuchworkingood
timeandathisownexpense.Seizureorotherthirdpartyinterventionsaretobenotifiedimmediately
inwriting.
11.6Uponrequest,BohleAGshallreleasethedeliveredgoodssubjecttoretentionofownershipand
itemsorclaimsthathavereplacedthem,insofarastherealisablevalueofthesecuritiesexceeds
theobligationstobesecuredbymorethan20%;BohleAGshallberesponsiblefortheselectionof
securitiestobereleased.

12. Data Protection
Thecustomeracknowledgesthat,incompliancewith§§27ff.FederalGermanDataProtectionAct
(BDSG),personaldataobtainedfromthecontractualrelationshiparestoredbyBohleAGforthepurpo-
seofdataprocessing.Nodatawillbepassedontothirdparties.
13.PlaceofPerformance,CourtofJurisdiction,ApplicableLaw
13.1AttheoptionofBohleAG,theplaceofperformanceshalleitherbethecompetentcourtof
jurisdictionfortheBohleheadquartersorthecustomer´sheadquarters,insofarasthecustomerisa
merchant,anentityofpubliclaworspecialfundsofpubliclaw.
13.2Theplaceofperformancefordeliveryshallbetheplacewherethegoodsarestoredforthe
purposeofbeingdespatchedorhandedovertothecustomer.Theplaceofperformanceforpayingthe
purchasepriceandforfulfillingallothercontractualobligationsshallbeHaan.
13.3Foralllegalrelationshipsanddisputesbetweenthecontractualpartiesarisingfromthiscontract,
thelawoftheFederalRepublicofGermanyshallapplyexclusively,excludingtheUNSalesConvention.

Last update: 24.01.2014

General Terms and Conditions for Export Orders
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Important procedures in case of 
transport damage:


 Donotchangepackingorcontents.
 Donotusetheproducts.
 Informtheforwarderofthedamage.
 Thetablebelowexplainstheimportantsteps.
 InformBohledirectlyofthedamage.
 Beforeacceptingthedelivery,makesurethenumberofcartons/packagesiscorrect.
 Laterclaimsregardingmissingproductscanonlybeacceptedinexceptionalcases.

Refusethepackagealtogether
or,whenacceptingthepackage,
makeanoteonthedeliveryslip
oftheparcelserviceandinform
thecorrespondingdepot
immediately.

Transport by:

Parcel Service

Packaging damaged: Packaging fine but  
contents damaged:

What we need 
from you:

Informthecorrespondingparcel
serviceimmediatelyafterhaving
receivedthegoodsasotherwise
thereisnoinsurancecoverage.

Thepackagenumberandnumber
ofdeliverynote.Withoutthese,
anacknowledgementofthe
damageisnotpossible.

Requestawrittenconfirmation
fromthepostmanorrefusethe
package.

Adamageconfirmationfromthe
postoffice.
Withoutit,aregulationofthe
damageisnotpossible.

Refusethedeliveryorunpack
inpresenceofamemberofthe
carrier´sbusinessandrequest
aconfirmationofthefactsfrom
thegoodsdepartment.

Anofficialconfirmationoffacts
andtheoriginalconsignment
notewithendorsementonthe
back.Withoutthese,an
acknowledgementofthe
damageisnotpossible.

Refusedeliveryor,when
accepting,makea
correspondingcommentonthe
deliverynoteoftheforwarder
andinformthe
forwarderimmediately.

Copyofthereceiptslipwith
indicationofdamage.

Postal Service

Train

Forwarder

Informthecorrespondingpost
officeandrequesttheirvisit
andconfirmationofthefacts.
Presentoriginalpackagewithin
24hours.

Informthecorrespondinggoods
departmentandrequesttheir
visitandconfirmationofthe
facts.Damagesmustbeclaimed
withinoneweek.

Informtheforwarder
immediatelyafterreceiptofthe
deliveryasotherwisethereis
noinsurancecoverage.
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The Bohle Online Shop
TheBohleOnlineShopoffersyouour

latestproductrangearoundtheclockin
aclearlystructuredandinformativeway.

Lookforwardtoaclearerlayout,excellent
performanceandimprovedfunctionality:
ThebrandnewOnlineShopwillbe
launchedin2015.

www.bohle-group.com

Optimisedforalldigitaldevices.

Securecustomerareawithonlineand
offlineorderhistory.

Clearlystructuredproductpresentation
withfilterfunction.

Newoffersanddeals.

Convenientsearchfunction.

24/7thelatestproductportfolio.



Seminars

Workshops&emi
orksh

Discover Bohle

The Bohle Visitor Centre

In our Bohle visitor centre, located in our
Haan headquarters, we present numerous

products in a generous exhibition area.
Whether fittings, machines, measuring
devices or consumables: Next to a shipping
area where you can buy products right on
the spot, another high-light is a little
museum giving an overview of Bohle´s
90-year history and exhibiting historical
products and documents. Why not visit us
– we look forward to welcoming you!

The Bohle Glass Academy

The Bohle Glass Academy offers you
an extensive seminar programme on

many glass processing topics. Learn new
technologies or broaden your knowledge in
well-known sectors.

Our Practical Seminars:
UV Bonding
Surface Bonding
Manual Glass Cutting
Sliding Door Installation 

Each seminar comprises:
 Seminar materials
 Use of materials and tools
 Fabrication of reference samples
 Customised troubleshooting
 Drinks, snacks and lunch
 Bohle Seminar Certificate 

For current seminar dates, please visit our
website www.bohle-group.com.

The Bohle Group is Europe’s leading
manufacturer and distributor of tools,

machinery and accessories for glass
processing and glass finishing. The
family business, founded in 1923, is now

represented by over 300 employees at 14
locations in Germany and abroad. Divided
into the product divisions Handling, Glass
Cutting, Glass Bonding, Glazing, Tools,
Machinery, Fittings and Surface Protection,

the total product range is precisely tailored
to the respective customer groups from
trade, industry and retail.

How to contact Bohle
Bohle AG

Bohle Online Shop  www.bohle-group.com

If you don‘t have a contact person yet, dial

Phone  +49 2129 5568-0 for our reception
Fax  +49 2129 5568-201
E-Mail export@bohle.de
Collecting goods D - 42781 Haan · Siemensstraße 1
Postal address D - 42755 Haan · Postfach 101163

Office hours
Monday to Thursday  8.00 am - 4.30 pm
Friday  8.00 am - 2.00 pm

Collecting goods
Monday to Thursday  8.00 am - 3.00 pm
Friday  8.00 am - 12.00 am



Germany

Bohle AG
Dieselstraße 10
D - 42781 Haan

T +49 2129 5568-0
F +49 2129 5568-201

info@bohle.de
www.bohle-group.com

South Africa

Bohle Glass Equipment (Pty) Ltd.
Unit 3, Graphite Industrial Park
Fabriek Street, 
Strijdom Park 2125, Gauteng

T +27 11 792-6432
F +27 11 793-5634

info@bohle.co.za
www.bohle-group.com

Professional Glaziers Tools
Quality - Made in Germany
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USA

Bohle America, Inc.
10924 Granite Street
Suite 200
Charlotte, NC 28273

T +1 704 247 8400
F +1 704 247 8420

info@bohle-america.com
www.bohle-america.com




